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215 PAGE
216
217 MD_STRUC STRUC
218 0000 ?7 MD_SPEC o8 ? 4 SRT=D, HD UNLOAD=OF - 1ST SPECIFY BYTE
219 0001 ?? MD_SPEC2 o8 ? 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
220 0002 77 MoZOFF_T1M o8 ? 3 WAIT TIME AFTER OPERATION TILL MOTOR OFF
221 0003 ?? MD_BYT_SEC o8 ? 3 512 BYTES/SECTOR
222 0004 77 MD_SEC_TRK 0B ? 3 EOT ( LAST SECTOR ON TRACK
223 0005 ?? MD_GAP o8 ? 3 OAF LENGTH
224 0006 ?? MD_DTL o8 ? ]
225 0007 77 MD_GAP3 0B ? 3 GAP LENGTH FOR FDRMAT
226 0008 ?7 MD_FIL_BYT 08 ? 3 FILL BYTE FOR FORMAT
227 0009 77 MD_HD_TIM o8 ? § HEAD SETTLE TIME (MILL1SECONDS
228 000A 77 MD_STR_TIM 0B ? § MOTOR START TIME (1/8 SECONDS
229 0008 ?7 MD_MAX_TRK oB ? 3 MAX. TRACK NUMBER
230 o000C ?? MD_RATE o8 ? 3 DATA TRANSFER RATE
231 000D MD_STRUC ENDS
232
233 = 007F BITTOFF EQU TFH
234 = 0080 BITTON EQu 80H
235
236 PUBLIC DISK_INT
231 PUBLIC DSKETTE_ §EYLIF'
238 PUBLIC DISKETTE_I10_I
239 PUBLIC NEC_OUTPUT
240 PUBLIC RESULTS
241 PUBLIC SEEK
242
243 EXTRN  DDS:NEAR
244 EXTRN  DISK_BASE:NEAR
245 EXTRN  WAITF:NEAR
246 EXTRN  MD_TBL!:NEAR
247 EXTRN  MD_TBL2:NEAR
248 EXTRN _TBL3:NEAR
249 EXTRN  MD_TBL4:NEAR
250 EXTRN MD_YBLS:NEAR
251 EXTRN  MD_TBL6:NEAR
252
253 0000 CODE SEGMENT BYTE PUBLIC
254
255 ASSUME  CS:CODE,DS:DATA,ES:DATA
256
257 3
258 3 DRIVE TYPE TABLE
259 i -
260 0000 DR_TYPE LABEL  BYTE
261 0000 01 0B | 1 DRIVE TYPE, MEDIA TABLE
262 0001 0000 E ow OFFSET MD_TBLI
263 0003 82 o8 02+BITTON
264 0004 0000 E ow orrssr MD_TBL2
265 0006 02 0B
266 0007 0000 E ow orrssr MD_TBL3
267 0009 03 o8 o
268 000A 0000 E ow OFFSET MD_TBL4
269 000C 84 0B 04+BITTON
270 000D 0000 E ow OFFSET MD_TBLS
271 00OF 04 o8 04
272 0010 0000 E oW OFFSET MD_TBL6
2713 = 0012 DR_TYPE_E =3 END OF TABLE
274 = 0006 DRZCNT EQu (DR_TYPE_E-DR TYPE)IS 3 NUMBER OF DRIVE TYPES
215
276 0012 DISKETTE_IO_1  PROC FAR $>>> ENTRY POINT FOR ORG OECS9H
277 0012 FB 3TI  INTERRUPTS BACK ON
2718 013 55 PUSH BP 3 USER REGISTER
279 0014 57 PUSH D1 1 USER REGISTER
280 0015 52 PUSH DX 3 HEAD #, DRIVE # OR USER REGISTER
281 0016 53 PUSH BX 1 BUFFER OFFSET PARAMETER OR REGISTER
282 0017 51 PUSH cx 3 TRACK #-SECTOR # OR USER REGISTER
283 0018 8B EC MoV BP,SP s => PARAMETER LIST DEP. ON AH
284 3 [BP] = SECTOR #
285 3 [BP+1] = TRACK #
286 s+ [BP+2] = BUFFER OFFSET
287 3 FOR RETURN OF DRIVE PARAMETERS:
288 3 CL/[BP] = BITS Ta6 HI BITS OF MAX CYL
289 H BITS 0-5 MAX SECTORS/TRACK
290 3 CH/[BP+1] = LOW 8 BITS or MAX CYL.
291 3 BL/[BP+2] = BITS 7-4 =
292 ' BITS 3-0 = VALID CMOS TYPE
293 1 BH/[BP+3] =
294 3 DL/[BP+4] = o DRIVES INSTALLED
295 3 DH/[BP+5] = MAX HEAD
296 3 D1/[BP+6] = OFFSET YD DISK BASE
297 001A IE PUSH DS 1 BUFFER SEGMENT PARM OR USER REGISTER
298 001B 56 PUSH sl i USER REGISTERS
299 00IC E8 0000 E CALL DDS 1 SEGMENT OF B10S DATA AREA TO DS
300 00IF 80 FC 19 cMP AH, (FNC_TAE-FNC_TAB) /2 j CHECK FOR > LARGEST FUNCTION
301 0022 72 02 JB _FUNC 1 FUNCTION
302 0024 B4 14 AHT14H 3 REPLACE WITH KNOWN INVALID FUNCTION
303 0026 OK_FUNC:
304 0026 80 FC 01 cMP AH, 1 3 RESET OR STATUS ?
305 0029 76 JBE OK_DRV 1 IF RESET OR STATUS DRIVE ALWAYS OK
306 0028 80 FC 08 cmMP AHTB i READ DRIVE PARMS
307 002E 74 07 Jz OK_DRV 1 IF SO DRIVE cnscxsu LATER
308 0030 80 FA 03 cMP DLS3 3 DRIVES 0,1,2 AND 3 oK
309 0033 76 02 JBE OK_DRV 3 IF 0 OR | THEN
310 0035 B4 14 MoV AHT 14H 3 REPLACE WITH KNDIN INVALID FUNCTION
311 0037 OK_DRV:
312 0037 8A CC MOV CL,AH 3 CL = FUNCTION
313 0039 32 ED XOR CH,CH 3 CX = FUNCTION
314 0038 DO SHL CL, ! 1 FUNCTION TIMES
315 003D BB 0060 R MOV BX,OFFSET FNC_TAB 3 LOAD START OF FUNCTION TABLE
316 0040 03 D9 ADD X, CX 3 ADD OFFSET INTO TABLE => ROUTINE
317 0042 BA E6 MOV AH,DH 3 AX = HEAD #,# OF SECTORS OR DASD TYPE
318 0044 32 F6 XOR DH,DH $ DX = DRIVE #
319 0046 8B FO MoV S1,AX 3 SI = HEAD o # OF SECTORS OR DASD TYPE
320 0048 8B FA MOV o1, $ DI = DRIVE
321 004A BA 26 0041 R MOV AH,@DSKETTE_STATUS 3 LOAD STATUS TD AH FOR STATUS FUNCTION
322 004E Cé 06 0041 R 00 MOV @DSKETTE_STATUS, 0 3 INITIALIZE FOR ALL OTHERS
323
324 3 THROUGHOUT THE DISKETTE BIOS, THE LOWING INFORMATION IS CONTAINED IN
325 3 THE FOLLOWING MEMORY LOCATIONS AND REGISYERS. NOT ALL DISKETTE BIOS
326 3 FUNCTIONS REQUIRE ALL OF THESE PARAMETERS.
327 i
328 H D1 1 DRIVE #
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329

330

331

332

333

334

335

336

337

338

339

340

341 0053 2E: FF 17
342

343 0056 S5E

344 0057 IF

345 .0058 59

346 0059 5B

347 005A 5A

348 0058 5F

349 005C 5D

350 005D CA 0002
351

352

353 0060 0092 R
354 0062 00EA R
355 0064 00F6 R
356 0066 0102 R
357 0068 010E R
358 006A 011A R
359 006C 017D R
360 O006E 017D R
361 0070 0187 R
362 0072 017D R
363 0074 017D R
364 0076 017D R
365 0078 017D R
366 007A 017D R
367 007C 017D R
368 O007E 017D R
369 0080 017D R
370 0082 017D R
371 0084 017D R
372 0086 017D R
373 0088 017D R
374 008A 027C R
375 008C 0280 R
376 O00BE 02E5 R
377 0090 034D R
378 = 0092

379 0092

380

381

382

383

384

385

386 0092

387 0092 BA 03F2
388 0095 FA

389 0096 A0 003F R
390 0099 24 3F
391 0098 DO CoO
392 009D DO CO
393 009F DO CO
394 00A! DO CO
395 00A3 0C 08
396 00A5 EE

397 O00A6 Cé6 06 003E R 00
398 00AB EB 00
399 O00AD 0C 04
400 OOAF EE

401 00BO FB

402 0081 E8 0ABA R
403 00B4 72 20
404 00Bé6 B9 00CO
405

406 00B9

407 00B9 51

408 00BA B8 00E2 R
409 00BD 50

410 OOBE B4 08
411 00CO E8 09F0 R
412 00C3 58

413 00C4 E8 OAE2 R
414 00C7 59

415 o0o0C8 72 19
416 O0OCA 3A OE 0042 R
417 O0O0CE 75 13
418 00D0 FE Ct
419 00D2 80 F9 C3
420 00D5 7e E2
421

422

423

424 0007

425 00D7 E8 03D1 R
426 00DA

427 OODA E8 0832 R
428 00DD 8B DE
429 OODF 8A C3
430 O00E! C3

431

432 00E2

433 00E2 59

434 00E3

435 O00E3 80 OE 004! R 20
436 O0O0E8 EB FO
437 O0OEA

438

439

440

441

442
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SI-HI : HEAD

SI-LOwW :

ES : BUFFER SEGMENT
BP] : SECTOR #

BP+1] 1 TRACK #

BP+2] : BUFFER OFFSET

SUBROUT INE PROLOGUES,
CONDITION) . IN MOST CASES,
SPECIFIC ERROR CODE.

ACROSS CALLS TO SUBROUTINES THE CARRY FLAG
REPRESENTS AN EXCEPTION RETURN
WHEN CY

01-10-86

# OF SECTORS OR DASD TYPE FOR FORMAT

WHERE INDICATED IN
(NORMALLY AN ERROR
= |, @DSKETTE_STATUS CONTAINS THE

(cy=1),

(AH)
CALL THE REQUESTED FUNCTION

= @DSKETTE_STATUS

RESTORE ALL REGISTERS

THROW AWAY SAVED FLAGS

AH = 003 RESET

AH = 013 STATUS

AH = 02; READ

AH = 03; WRITE

AH = 04; VERIFY

AH = 05; FORMAT

AH = 063 INVALID

AH = 073 INVALID

AH = 08; READ DRIVE PARAMETERS
AH = 093 INVALID

AH = OA; INVALID

AH = 0B; INVALID

AH = 0C; INVALID

AH = 0D3 INVALID

AH = OE; INVALID

AH = OF; INVALID

AH = 103 INVALID

AH = 113 INVALID

AH = 123 INVALID

AH = 133 INVALID

AH = 143 INVALID

AH = 15; READ DASD TYPE
AH = 163 CHANGE STATUS
AH = 173 SET DASD TYPE
AH = 18; SET MEDIA TYPE
END

CALL WORD PTR CS:[BX]
POP sl
POP oS
POP cx
POP BX
POP oX
POP DI
POP 8P
RET 2
e _TAB DW DISK_RESET
ow DISK_STATUS
ow DISK_READ
ow DISK_WRITE
ow DISK_VERF
ow DISK_FORMAT
ow FNC_ERR
ow FNC_ERR
ow D1SK_PARMS
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow FNC_ERR
ow DISK_TYPE
ow D1 SK”CHANGE
ow FORMAT_SET
ow SET_MEDIA
FNC_TAE EQU
DISKETTE_IO, ENDP

DISK_RESET
RESET THE DISKETTE SYSTEM.

ON EXIT: @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION
DISK_RESET PROC NEAR
MOV DX, 03F2H i ADAPTER CONTROL PORT
cLl i NO_INTERRUPTS
MOV AL ,@MOTOR_STATUS 3 GET DIGITAL OUTPUT REGISTER REFLECYIDN
AND AL,001111T18 i KEEP SELECTED AND MOTOR ON 81T
ROL AL, 1 i MOTOR VALUE TO HIGH NIBBLE
ROL AL, 3 DRIVE SELECT TO LOW NIBBLE
ROL AL,
ROL AL, 1
OR AL.000010008 3 TURN ON INTERRUPT ENABLE
out JAL 3 RESET THE ADAPTER
MOV ISEEK _STATUS,0 i SET _RECAL IBRATE REQUIRED ON ALL DRIVES
JIMP $+ i WAIT FOR 1/0
OR AL 000001008 3 TURN OFF RESET BIT
out DX, AL ; RESET THE ADAPTER
STI 3 ENABLE THE INTERRUPTS
CALL WAIT_INT i WAIT FOR THE lNTERRUPT
JC OR_ERR 1 IF ERROR, RETUI
MOV CX; 110000008 i CL = EXPECTED oNsc STATUS
NXT_DRV:
PUSH cx i SAVE FOR CALL
MOV AX,OFFSET DR_POP_ERR 3 LOAD NEC_OUTPUT ERROR ADDRESS
PUSH AX Pt
MOV AH,08H 3 SENSE INTERRUPT STATUS COMMAND
CALL NEC_OUTPUT
POP AX 3 THROW AWAY ERROR RETURN
CALL RESULTS 3 READ IN THE RESULTS
POP cX i RESTORE AFTER CALL
JC DR_ERR 3 ERROR RETURN
cMP CLT@NEC_STATUS ; TEST FOR DRIVE READY TRANSITION
INZ OR_ERR ~ i EVERYTHING OK
INC cL i NEXT EXPECTED @NEC_STATUS
cMP CL, 110000118 3 ALL POSSIBLE DRIVES CLEARED
JBE NXT_DRV 3 FALL THRU IF 110001008 OR >
[REEEE SEND SPECIFY COMMAND TO NEC
JT:
CALL SEND_SPEC
RESBAC:
CALL SETUP_END 3 VARIOUS CLEANUPS
MOV 8X,s1” i GET SAVED AL TO BL
MOV AL,BL 3 PUT BACK FOR RETURN
RET
DR_POP_ERR
cx 3 CLEAR STACK
DR_ERR: 3
OR @DSKETTE_STATUS,BAD_NEC ; SET ERROR CODE
JIMP SHORT RESBAC i RETURN FROM RESET
DISK_RESET ENDP
; DISK_STATUS 1
H DISKETTE STATUS. 1
i ON ENTRY: AH = STATUS OF PREVIOUS OPERATION
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443 s 1

444 ON EXIT: @®DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION

445 e emeee e emmmomme

446  OOEA DISK_STATUS PROC

447 OOEA 88 26 0041 R MOV @DSKETTE STATUS AH 3 PUT BACK FOR SETUP_END

448 O0OEE EB 0832 R CALL SETUP_END i VARIOUS CLEANUPS

449 OOF! 8B DE MOV BX,517 i GET SAVED AL TO BL

450 OOF3 8A C4 MOV AL, AH i STORE STATUS IN AL

451 00FS5 C3 RET

452 0OF6 DISK_STATUS ENDP

453 eSS eeee e e— o mecccdeeccscemcsessoesoo——ssacsooo-eo

454 DISK_READ

455 DISKETTE READ.

456 ON ENTRY = DRIVE # )

457 SI-HI = HEAD #

458 S1-LOW = # OF SECTORS

459 ES = BUFFER SEGMENT

460 [eP] = SECTOR »

461 H [BP+1] = TRACK H

462 3 [BP+2] = BUFFER OFFSET

463 H :

464 i @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION

465 i -—--

466 O00F6 DISK READ PROC NEAR

467 00F6 80 26 003F R TF ND @MOTOR_STATUS,011111118 ; INDICATE A READ OPERATION

468 O0OFB B8 E646 nov AX, 0E6F6H i AX = NEC_COMMAND, DMA COMMAND
465 OOFE E8 04B3 R CALL RD_WR_VF 3 COMMON READ/WRITE/VERIFY

470 0101 C3 RET

471 0102 D1SK_READ ENDP

412 s -

473 i DISK_WRITE

474 H DISKETTE leTE.

415 3 ON ENTRY: = DRIVE #

476 H SI~HI = HEAD #

417 H SI-LOW = # OF SECTORS

478 3 ES = BUFFER SEGMENT

479 3 BP] = SECTOR #

480 s BP+1] = TRACK #

481 3 BP+2] = BUFFER OFFSET

482 s '

483 3 ON EXIT: _@DSKETTE_STATUS, CY REFLECT STATUScOF OPERATION

484 H

485 0102 DISK_WRITE PROC NEAR

486 0102 B8 C54A MOV AX,0C54AH AX = NEC COMMAND, DMA COMMAND
487 0105 80 OE 003F R 80 eMOTOR STATUS,!DOOOOOOB ; INDICATE WRITE OPERATION

488 010A E8 04B3 R ROD_WR_VF i COMMON READ/WRITE/VERIFY

489 010D C3

490 010E ENDP

491 e eTeeeedmaa

492 “brsk _VERF

493 DISKETTE VERIFV.

494 ON ENTRY: = DRIVE #

495 5| Hl = HEAD #

496 SI-LOW = # OF SECTORS

497 ES = BUFFER SEGMENT

498 [BP] = SECTOR #

499 BP+1] = TRACK '

500 BP+2] = BUFFER OFFSET

501 '

502 @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION

503 i

504 010E DISK_VERF PROC NEAR

505 O010E 80 26 003F R TF AND OMOTOR_STATUS,01 1111118 3 INDICATE A READ OPERATION

506 0113 B8 E642 MOV AX, OE6F2H i AX = NEC_COMMAND, DMA COMMAND
507 0116 EB 0483 R CALL RD_WR_VF i COMMON READ/WRITE/VERIFY

508 0119 C3 RET -

509 O011A D1SK_VERF ENDP

510 § = T o o o e e e oem

511 i DISK_FORMAT b

512 : DISKETTE FDRMAT.

513 3 ON ENTRY: = DRIVE #

514 5 51 H1 = HEAD #

515 H S1-LOW = # OF SECTORS

516 3 ES = BUFFER SEGMENT

517 H [BP] = SECTOR #

518 3 BP+1] = TRACK #

519 i BP+2] = BUFFER OFFSET

520 : @DISK_POINTER POINTS TO THE PARAMETER TABLE OF

521 ; THIS DRIVE

522 H '

523 3 ON EXIT: @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION t

524 §mmmmmmmmmmmmmmm— oD

525 011A D1SK_FORMAT PROC NEAR

526 O11A EB 0404 R CALL XLAT_NEW 3 TRANSLATE STATE TO PRESENT ARCH.
527 011D E8 05A0 R CALL FMT_TNIT ; ESTABLISH STATE IF UNESTABLISHED
528 0120 80 OE 003F R 80 OR ®MOTOR_STATUS, 100000008 ; INDICATE WRITE OPERATION

529 0125 F6 06 008F R 01 TEST @HF_CNTRL ,DUAL 3 TEST CONTROLLER 1.D.

530 012A 74 05 Jz NO_CHG_CHECK

531 0(2C E8 05F5 R CALL MED_CHANGE i CHECK MEDIA CHANGE AND RESET IF SO
532 012F 12 41 NS FM_DON i MEDIA CHANGED, SKIP

533 0131 NO_CHG_CHECK : v
534 0131 E8 0658 R T T CcALL CHK_LASTRATE i ZF=t ATTEMPT RATE 1S SAME AS LAST RATE m
535 0134 74 06 Jz FM_WR § YES, SKIP SPECIFY COMMAND I
53¢ 0136 E8 0301 R CALL SEND_SPEC 3 SEND SPECIFY COMMAND TO NEC —
537 0139 E8 0637 R CALL SEND_RATE 3 SEND DATA RATE TO CONTROLLER =
538 013C FM_WR: N

539 013C BO 4A - MoV AL, 04AH ; WILL WRITE TO THE DISKETTE o
540 O0I13E E8 0668 R CALL DMA_SETUP § SET UP THE DM, —
541 0141 12 2F JC FM_DON 1 RETURN WITH ERROR

542 0143 B4 4D MOV AH 04DH i ESTABLISH THE FORMAT COMMAND [T,
543 0145 EB 06CB R CALL NEC_INIT 3 INITIALIZE THE NEC

544 0148 T2 28 Jc FM_BON

545 014A B8 0172 R MOV AXTOFFSET FM_DON 1 LOAD ERROR ADDRESS

546 014D 50 PUSH AX - i PUSH NEC_OUT ERROR RETURN

547 014E B2 03 MOV oL,3 i BYTES/SECTOR VALUE TO NEC

548 0150 E8 O8FE R CALL GET_PARM

549 0153 E8 09F0 R CALL NEC_OUTPUT

550 0156 B2 04 MOV .3 3 SECTORS/TRACK VALUE TO NEC
551 0158 E8 O8FE R CALL GET_PARM

552 0158 E8 09F0 R CALL NECZOUTPUT

553 015 B2 07 MOV T 3 GAP LENGTH VALUE TO NEC

554 0160 E8 O8FE R CALL GET_PARM

555 0163 E8 09F0 R CALL NEC_OUTPUT

556 0166 B2 08 MOV oL.8 ; FILLER BYTE TO NEC
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557 0168 E8 0BFE R CALL GET_PARM

558 016B E8 09F0 R CALL NECZOUTPUT

559 0I6E 58 POP A i THROW AWAY ERROR

560 016F E8 0727 R CALL NEC_TERM : TERMINATE, RECEIVE STATUS, ETC.
561 0172 FM_DON: -

562 0172 E8 0432 R CALL XLAT_OLD 3 TRANSLATE STATE TO COMPATIBLE MODE
563 0175 E8 0832 R CALL SETUP_END i VARIOUS CLEANUPS

564 0178 8B DE MOV BX,SI 3 GET SAVED AL TO BL

565 01TA 8A C3 MoV AL,BL i PUT BACK FOR RETURN

566 017C C3 RET

567 017D SK_FORMAT ENDP

568 --= /-\
569 FNC_ERR 1

570 B INVAL ID FUNCTION REQUESTED OR INVALID DRIVEj

571 3 SET BAD COMMAND IN STATUS.

572 H T

573 ; ON EXIT: @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 1t

574 : ---

575 017D FNC_ERR PROC NEAR 1 INVALID FUNCTION REQUEST

576 017D 8B Cé MoV AX,S1 1 RESTORE AL

5§77 0I7F B4 01 MOV AH,BAD_CMD i SET BAD COMMAND ERROR

578 0181 88 26 0041 R MoV ODSKETTE_STATUS, A 3 STORE IN DATA AREA

579 0185 F9 sTC 3 SET CARRY INDICATING ERROR

580 0186 C3 RET

581 0187 FN ERR ENDP

582 - e e e

583 ™ _PARMS

584 i READ DRIVE PARAMETERS.

585 ON ENTR 3

586 nn = DRIVE # 1

587 ON EXIT:

588 CL/[BP] = BITS 7 & 6 HIGH 2 BITS OF MAX CYLINDER

589 BITS 0-5 MAX SECTORS/TRACK

590 CH/[BP+1] = LOW 8 BITS OF MAX CYLINDER

591 BL/[BP+2] = BITS 7-4 = 0

592 BITS 3-0 = VALID CMOS DRIVE TYPE

593 BH/[BP+3] = 0 1

594 OL/[BP+4] = # DRIVES INSTALLED

595 DH/[BP+5] = MAX HEAD #

596 D1/[BP+6] = OFFSET OF MEDIA/DRIVE PARAMETER TABLE

597 ES = SEGMENT OF MEDIA/DRIVE PARAMETER TABLE

598 AX =0 1

599 1

600 NOTE : THE ABOVE INFORMATION IS STORED IN THE USERS STACK AT

601 THE LOCATIONS WHERE THE MAIN ROUTINE WILL POP THEM

602 INTO THE APPROPRIATE REGISTERS BEFORE RETURNING TO THE

603 CALLER. '

604 -

605 0187 1SK_PARMS PROC NEAR

606 0187 81 FF 0080 CMP DI,80H 3 CHECK FOR FIXED MEDIA TYPE REQUEST
607 0188 72 06 N DISK_P2 3 CONTINUE IF NOT REQUEST FALL THROUGH
608

609 [l FIXED DISK REQUEST FALL THROUGH ERROR

610

611 018D 8B Cé MoV AX,S1| 1 RESTORE AL WITH CALLERS VALUE

612 018F B4 01 MoV AH,BAD_CMD 3 SET BAD COMMAND ERROR IN (AH)

613 0191 F9 sTC 1 SET ERROR RETURN CODE /\
614 0192 C3 RET

615

616 0193 DISK_P2:

617 0193 E8 0404 R CALL XLAT_NE! 3 TRANSLATE STATE TO PRESENT ARCH.
618 0196 C7 46 02 0000 MoV WORD PTR [BP+2],0 3 DRIVE TYPE = 0

619 0198 Al 0010 R MoV AX,@EQUIP_FLAG 3 LOAD EQUIPMENT FLAG FOR # DISKETTES
620 0I9E 24 Ci AND AL, 110000018 3 KEEP DISKETTE DRIVE BITS

621 01A0 DO EB SHR AL, 1 i ARE THERE ANY DRIVES INSTALLED?
622 01A2 73 1C JNC NON_DRV 3 NC-->NO DRIVES, ZERO PARAMETERS
623 01A4 DO CO ROL AL, T 3 ROTATE TO ORIGINAL POSITION

624 01A6 DO CO ROL AL, 1 3 ROTATE BITS 6 AND 7 TO 0 AND

625 01A8 DO CO ROL AL, 1

626 01AA FE CO INC AL 3 CONVERT TO RELATIVE

627 O1AC 88 46 04 MOV [BP+4],AL ; STORE NUMBER OF DRIVES

628 OIAF F6 06 008F R 01 TEST ©HF_CNTRL , DUAL 3 CHECK CONTROLLER 1.D.

629 01B4 75 03 INZ DP1”CONT 3 CONTINUE WITH USUAL PARMS CHECK
630 01B6 E9 0256 R JMP DET_PARMS 3 RETURN THIS CONTROLLERS PARMS

631 0189 DP1_CONT: -

632 01B9 83 FF 01 cMP DI,I 3 CHECK FOR VALID DRIVE

633 01BC 77 66 JA NON 3 DRIVE INVALID

634 0IBE C6 46 05 01 MOV BVTE PTR[BP05],| i MAXIMUM HEAD NUMBER =

635 01C2 E8 08CF R CALL CMOS_TYP! 3 RETURN DRIVE TYPE IN A

636 01C5 72 16 JC CHK_EST i ON CMOS BAD CHECK ESTABLISHED

637 01CT OA CO OR AL, AL 3 TEST FOR NO DRIVE TYPE

638 01C9 14 12 Jz CHK_EST i JUMP IF SO

639 01CB E8 03B1 R CALL DR_TYPE_CHECK i RTN CS1BX = MEDIA/DRIVE PARAM TBL
640 O0ICE 72 0D JC CHK_EST™ i TYPE NOT IN TABLE (POSSIBLE BAD CMOS
641 01D0 88 46 02 MoV [BP¥2] ,AL 3 STORE VALID CMOS DRIVE TYPE

642 01D3 2E: BA 4F 04 MoV CL,CSt[BX]).MD_SEC_TRK  ; GET SECTOR/TRACK

643 01D7 2E: BA 6F 0B MoV CH,CS:[BX un _MAX_TRK  ; GET MAX. TRACK NUMBER

644 01DB EB 32 JMP SHORT STO_C. i CMOS GOOD, USE CMOS

645

646 010D CHK_EST:

647 01DD BA A5 0090 R MoV AH,@DSK STATE[DI] 3 LOAD STATE FOR THIS DRIVE

648 O1EI F6 C4 10 TEST AH,MED_Dl 3 CHECK FOR ESTABLISHED STATE

649 01E4 74 3E Jz NON_t DRVI i CMOS BAD/INVALID AND UNESTABL ISHED
650

651 01E6 USE_EST:

652 01E6 80 E4 CO AND AH,RATE_MSK 3 ISOLATE STATE

653 01E9 80 FC 80 cMP AH,RATE_250 i RATE 250 ?

654 O0IEC 75 54 INE USE_ESTZ 3 NO, GO CHECK OTHER RATE

655

656 3--- DATA RATE IS 250 KBS, TRY 360 KB TABLE FIRST

657

658 O1EE BO 01 MOV AL, 01 3 DRIVE TYPE 1| (360KB) ,z"'~\\
659 01F0 E8 0381 R CALL DR_TYPE_CHECK i RTN CS:BX = MEDIA/DRIVE PARAM TBL
660 01F3 2E: BA 4F 04 MoV CL;CS:[BX].MD_SEC_TRK  ; GET SECTOR/TRACK

661 OIFT 2E: BA 6F 0B MoV CH,CS:[BX].MD_MAX_TRK  ; GET MAX. TRACK NUMBER

662 01FB F6 85 0090 R 01 TEST onsx STATE[DIT,TRK_CAPA ; 80 TRACK ?

663 0200 74 0D Jz 0_Cx 3 MUST BE 360KB DRIVE

664

665 3=== 1T IS HIGH DATA RATE/80 TRACK DRIVE

666

667 0202 PARM_HDR_80T:

668 0202 BO 04 Mov AL,04 3 DRIVE TYPE 4

669 0204 E8 03B1 R CALL DR_TYPE_CHECI 3 RTN CS:1BX = MEDIA/DRIVE PARAM TBL
670 0207 2E: BA 4F 04 MoV cLTCs: [BX]. MD SEC_TRK  ; GET SECTOR/TRACK
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0208

2E: 8A 6F 0B

89 4E 00
89 5E 06

8c c8
8E CO

E8 0432 R
3 co

w

F8
c3
Cé 46 04 00

81 FF 0080
2 09

E8 0432 R
ceée

Bo 02

E8 03B! R

2E: 8A 4F 04

2E: BA 6F 0B
FC 40

83 FF 03

F6 85 0090 R 01
ot

F6 06 008F R Of
4 22

E8 0404 R
B8A 85 0090 R
co

E8 0432 R

Version 2.00 -7

MOV CH,CS:[BX].MD_MAX_TRK
STO_CX:
MOV [eP],cx '
ES_DI:
MOV [8P+6],BX
MOV AX,CS H
MOV ES,AX s
DP_OUT:
CALL  XLAT_OLD
XOR AX, AX '
cLe
RET
Rt NO DRIVE PRESENT HANDLER
NON_DRV:
MoV BYTE PTR [BP+4],0
NON_DRV 1 :
CMP D1,80H H
JB NON_DRV2 s

FD_REQ_ERR:
CALL  XLAT_OLD s
MOV AX,ST 1
MOV AH,BAD_CMD s
sTC s
RET

NON_DRV2:
XOR AX,AX s
MOV BP],AX 1
MOV BP+5],AH
MOV BP+6],AX
MOV ES,AX 1
JMP SHORT DP_OUT

3=-= DATA RATE

IS EITHER 300 KBS OR 500 KBS, TRY

01-10-86

GET MAX. TRACK NUMBER

SAVE IN STACK FOR RETURN
ADDRESS OF MEDIA/DRIVE PARM TABLE

SEGMENT MEDIA/DRIVE PARAMETER TABLE
ES 1S SEGMENT OF TABLE

TRANSLATE STATE TO COMPATIBLE MODE
CLEAR

CLEAR NUMBER OF DRIVES

CHECK FOR FIXED MEDIA TYPE REQUEST

CONTINUE IF NOT REQUEST FALL THROUGH
FIXED DISK REQUEST FALL THROUGH ERROR

ELSE TRANSLATE TO COMPATIBLE MODE
RESTORE AL

SET BAD COMMAND ERROR

SET ERROR RETURN CODE

CLEAR PARMS IF NO DRIVES OR CMOS BAD

TRACKS ,

HEAD = 0
OFFSET TO DISK_BASE = 0
ES 1S SEGMENT OF TABLE

SECTORS/TRACK = 0

1.2 MB TABLE FIRST

USE_EST2:
MOV AL, 02 1 DRIVE TYPE 2 (1.2MB
CALL DR_TYPE_CHECK 3 RTN CSiBX = MEDIAIDRIVE PARAM TBL
MOV CL7CS:[BX].MD_SEC_TRK  ; GET SECTOR/TRACK
MOV CH,CS:[BX].MD_MAX_TRK i GET MAX. TRACK NUMBER
cMP AH,RATE_300 i RATE 300
JE STO_Cx i MUST BE 1.2MB DRI
JMP SHORT PARM_HDR_80T t+ ELSE, HIGH DATA RATE/ao TRACK DRIVE
DET_PARMS ¢
cMP 01,3 1 REQUEST FOR FIXED DISK?
JA NON_DRV2 i YES-->DRIVE NUMBER INVALID
MoV .
TEST ©DSK_STATE[DI],TRK_CAPA ; IS DRIVE 80 TRACKS?(RELATIVE ZERO)
MOV AL, ! + SET CMOS TYPE
MoV CH,39 + NUMBER OF TRACKS (RELATIVE ZERO)
Jz SET_TYP! i IF_ZERO TYPE =
MOV AL, 3 SET CMOS TYPE 3
MOV CH,T9 + NUMBER OF TRACKS (RELATIVE ZERO)
SET_TYPI1:
MoV [BP+2] , AL 1 STORE TYPE
MOV BYTE PTR [BP+3
MOV YTE PTR [BP+5 i MAXIMUM HEAD NUMBER =
CALL DR TYPE _CHECK i ADDRESS OF DISK BASE
JMP STG_C: 4 GO SET TRKS/SEC,CYL,ES1BX AND EXIT
DISK_PARMS ENDP
s
i DISK_TYPE t
i THIS ROUTINE RETURI!S THE TYPE OF MEDIA INSTALLED. 1
i ON ENTRY: DI = DRIVE #
H 1
i ON EXIT: AH = DRIVE TYPE, CY=0
i
DISK_TYPE PROC NEA
TEST OHF_CNTRL, DUAL 4 CHECK CONTROLLER 1.D.
NO_ EHNG
CALL XLA 1 TRANSLATE STATE TO PRESENT ARCH.
MOV AL, oBsx _STATE[DI] + GET PRESENT STATE INFORMATION
OR ALAL i CHECK FOR NO DRIVE
Jz NO_DRV i
MOV AHTNOCHGLN i NO CHANGE LINE FOR 40 TRACK DRIVE
TEST AL, TRK_CAPA i IS THIS DRIVE AN 80 TRACK DRIVE?
Jz DT_BACK 3 IF NO JUMP
MOV AH,CHGLN i+ CHANGE LINE FOR 80 TRACK DRIVE
DT_BACK:
PUSH AX + SAVE RETURN VALUE
CALL XLAT_OLD 3 TRANSLATE STATE TO COMPATIBLE MODE
POP AX i RESTORE RETURN VALUE
DISK_TYPE_EX: i EXIT DISK TYPE FUNCTION
ctc i NO_ERROR
MOV BX,SI i GET SAVED AL TO BL
MOV AL,BL + PUT BACK FOR RETURN
NO_DRV
AH, AH i NO DRIVE PRESENT OR UNKNOWN
SHORT DT_BACK
NO_CHNG:
MOV AX,@EQUIP_FLAG 1 LOAD EQUIPMENT FLAG FOR # DISKETTES
SHR . + SHIFT DRIVES PRESENT BIT INTO CARRY
INC NO_DRV + NO DRIVE IN SYSTEM
MOV AHT 1 + DISKETTE NO CHANGE LINE AVAILABLE
M DISK_TYPE_EX

P
DISK_TYPE ENDP

DI SK_CHANGE
THIS ROUTINE RETURNS THE STATE OF

ON ENTRY: DI = DRIVE #

DISKETTE (01/10/86) 5-29

THE DISK CHANGE LINE.

%
m
o
=
o
=
(+2]




IBM Personal Computer MACRO Assembler  Version 2.00 1-8
DSKETTE -- 01/10/86 DISKETTE ADAPTER B10S 01-10-86

185 ON EXIT: AH = ODSKETTE_STATUS

186 00 - DISK CHANGE LINE INACTIVE, CY = 0

787 06 - DISK CHANGE LINE ACTIVE, CY = |

788 -

789 0280 DI SK_CHANGE PROC

790 02B0 F& 06 008F R 01 TEST cHF CNTRL DUAL 3 TEST CONTROLLER I.D.

791 0285 75 03 JINZ

792 02B7 E9 017D R IMP FNC ERR 3 ERROR FOR THIS KIND OF CONTROLLER
193 02BA oct: -

794 02BA EB 0404 R CALL ALAT 1 TRANSLATE STATE TO PRESENT ARCH.
795 028D 8A 85 0090 R MOV AL, ODSK sTATE[DlI 1 GET MEDIA STATE INFORMATION
796 02C1 0A CO OR ALLAL 3 DRIVE PRESENT ?
797 02C3 74 19 Jz DC_NON i JUMP IF NO DRIVE

798 02C5 A8 01 TEST AL TRK_CAPA 3 B0 TRACK DRIVE ?

799 02CT 74 0§ Jz SETIT — i IF SO , CHECK CHANGE LINE
800
801 02C9 E& 0B21 R DCo: CALL READ_DSKCHNG 1 GO CHECK STATE OF DISK CHANGE LINE
802 02CC 74 05 Jz FINIS 3 CHANGE LINE NOT ACTIVE

a0

04 O02CE Cé6 06 0041 R 06 SETIT: MOV ©DSKETTE_STATUS ,MED | A_CHANGE 3 INDICATE MEDIA REMOVED
805
806 0203 E8 0432 R FINIS: CALL XLAT_OLD 3 TRANSLATE STATE TO COMPATIBLE MODE
807 0206 EB 0832 R ALL SETUP_END 3 VARIOUS CLEANUPS
808 0209 8B DE MOV BX,S1 ;3 GET SAVED AL TO BL
809 0208 8A C3 MOV AL,BL i PUT BACK FOR RETURN
810 020D C3 RET
a1l
812 020E DC_NON:
813 02DE 80 OE 0041 R 80 OR ODSKETTE_STATUS, TIME_OUT 3 SET TIMEOUT, NO DRIVE
814 02E3 EB EE JMP SHORT FINIS
815 02ES D1 SK_CHANGE ENDP
816
817 ey e L e PR PR T P e et
818 ; FORMAT_SET t
819 ; THIS ROUTINE 15 USED TO ESTABLISH THE TYPE OF
820 3 MEDIA TO BE USED FOR THE FOLLOWING FORMAT OPERATION. :
821 3 3
822 3 ON ENTRY: S| LOW = DASD TYPE FOR FORMAT
823 3 oI = DRIVE #
824 3 '
825 3 ON EXIT: @DSKETTE_STATUS REFLECTS STATUS
826 3 AH = @DSKETTE_STATUS
827 ; CY = 1 IF ERROR
828 e e L e e L e L L D e S EE L
829 02ES FORMAT_SET PROC NEAR
830 02E5 EB 0404 R CALL XLAT_NEW 3 TRANSLATE STATE TO PRESENT ARCH.
831 02E8 56 PUSH ] 3 SAVE DASD TYPE
832 02E9 8B Cé MoV AX,S1 3 AH = 72 , AL = DASD TYPE
833 02EB 32 E4 XOR AH AH | AH = 0 , AL = DASD TYPE
834 02ED 8B FO MOV SI = DASD TYPE
835 02EF 80 A5 0090 R OF AND oDsK sTATE[DII NOT MED_| DETODBL STEP+RATE_MSK CLEAR STATE
836 02F4 4E DEC CHECR FOR 320/360K MEDIA & DRIVE
837 02F5 75 07 INZ N BYPASS IF NOT
838 02F7 80 8D 0090 R 90 OR oDsK STATE[DI] MED_| DET«RAYE 250 3 SET TO 320/360
839 02FC EB 3E JMP SHOI
840
841 02FE NOT_320:
842 02FE F6 06 00BF R 01 TEST .HF_CNTRL,DUAL 3 TEST CONTROLLER 1.D.
843 0303 74 O0A Jz
844 0305 EB 05F5 R CALL uEu CHANGE CHECK FOR TIME_OUT
845 0308 80 3E 004! R 80 cMP @DSKETTE_STATUS, TIME, ouT
846 030D 74 2D Jz so 3 IF TIME OUT TELL CALLER
847
848 030F 4E $33 DEC i ; CHECK FOR 320/360K IN |.2M DRIVE
849 0310 75 07 JINZ NOT_320 YPASS IF_NOT
850 0312 80 8D 0090 R 70 OR ©DSK. STATE[DI] MED_| DET&DBL STEP+RATE_300 ; SET STATE
851 0317 EB 23 JMP SHORT S0
852
853 0319 NOT_320_12:
854 0319 4E DEC 51 ; CHECK FOR 1.2M MEDIA IN 1.2M DRIVE
855 031A 75 07 JINZ BYPASS IF NOT
856 031C 80 8D 0090 R 10 OR QDSK STATE[DI] MED_| DET+RATE 500 3 SET STATE VARIABLE
857 0321 EB 19 JMP SHORT S0 3 RETURN TO CALLER
858
859 0323 NOT_12:
860 0323 4€ DEC s1 4 CHECK FOR SET DASD TYPE 04
861 0324 75 20 INZ FS_ERR 3 BAD COMMAND EXIT IF NOT VALID TYPE
862
863 0326 F6 85 0090 R 04 TEST ©@DSK_STATE([D1],DRV_DET ; DRIVE DETERMINED ?

864 032B 74 09 Jz ASSUME 3 IF STILL NOT DETERMINED ASSUME
865 0320 BO 50 MOV AL ,MED_DET+RATE_300
866 032F F6 85 0090 R 02 TEST ©@DSK_STATE[D1],FMT_CAPA ; MULTIPLE FORMAT CAPABILITY ?
867 0334 715 02 INZ OR_IT_IN 3 IF 1.2 M THEN DATA RATE 300
868
869 0336 ASSUME:
870 033& BO 90 AL ,MED_DET+RATE_250 3 SET UP
aT1
872 0338 OR_IT_IN:
873 0338 08 85 0090 R OR ®DSK_STATE[DI],AL t OR IN THE CDRRECT STATE
ar4
875 033C s0:
876 033C EB 0432 R CALL XLAT_OLD 3 TRANSLATE STATE TO COMPATIBLE MODE
877 033F E8 0832 R CALL SETUP_END i VARIOUS CLEANUPS
878 0342 5B POP BX 3 GET SAVED AL TO BL
879 0343 BA C3 MOV AL,BL 3 PUT BACK FOR RETURN
880 0345 C3 RET
88|
882 0346 FS_ERR:
883 0346 Cé 06 004! R 01 MoV ODSKETTE_STATUS,BAD_CMD ; UNKNOWN STATE,BAD COMMAND
884 0348 EB EF JMP SHORT S0
885
886 034D ENDP
aa7
L1 Dttt e b bbb
889 SET_MEDIA '
890 THIS ROUTINE SETS THE TYPE OF MEDIA AND DATA RATE
891 TO BE USED FOR THE FOLLOWING FDRMAT OPERATION.
892 ON ENTRY: H
893 BP = SECTOR PER TRACK
894 BP+1] = TRACK #
895 ; 3] = DRIVE # :
896 3 ON EXIT: 1
897 i @DSKETTE_STATUS REFLECTS STATUS 1
898 : IF NO ERROR:
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899 : AH = 0 t

900 cYy =0 '

90! ES = SEGMENT OF MEDIA/DRIVE PARAMETER TABLE 1

902 DI/[BP+6] = OFFSET OF MEDIA/DRIVE PARAMETER TABLE 1

903 IF ERROR: '

904 AH = @DSKETTE_STATUS 1

905 1 1

906

907 034D ET_MEDIA PROC NEAR .

908 034D E8 0404 R - CALL XLAT_NEW t TRANSLATE STATE TO PRESENT ARCH.

909 0350 33 DB XOR 8X,BX i ZERO INDEX POINTER

910 0352 80 TE 01 27 cMP BYTE PTR [BP+1],39 3 MAX. TRACK = 40 7

911 0356 15 0B INE TBL_CHK 1

912 0358 F6 85 0090 R 01 TEST @DSK_STATE[DI],TRK_CAPA ; 80 TRACK DRIVE ?

913 035D T4 16 Jz MD_FND 3 POINT TO TABLE ENTRY 1

914 035F B3 03 MoV BL;3 3 POINT TO TABLE ENTRY 2

915 0361 EB 12 JMP SHORT MD_FND

916 0363 TBL_CHK1: -

917 0363 B3 06 MOV BL,6 3 POINT TO TABLE ENTRY 3

918 0365 80 TE 00 OF cMP BYTE PTR [BP],15 3 SECTORS/TRACK = 15 ?

919 0369 T4 OA JE FND

920 0368 B3 12 [ BL; 18 3 POINT TO TABLE ENTRY 6

921 036D 80 TE 00 12 cMP BYTE PTR [BP],18 3 SECTORS/TRACK = 18 ?

922 0371 74 02 JE FND

923 0373 B3 0OC MOV BL;12 3 POINT TO TABLE ENTRY 4

924 0375 MD_FND:

925 0375 2E: 8B 9F 0001 R - MoV BX,CS:WORD PTR DR_TYPE[BX+1] 3 DI = MEDIA/DRIVE PARAMETER TAB
LE - :

926 037A 2E: BA 47 04 MoV AL,CS: MD_SEC_TRK  ; GET SECTOR/TRACK

927 037E 2E: BA 67 0B MOV AH,CS: .un:mx:mx 3 GET MAX. TRACK #

928 0382 39 46 00 CMP [BF], 3 MATCH ?

929 0385 15 23 JNE ER 3 NOT SUPPORTED

930 0387 2E: BA 47 0C MOV AL cs:[ax] MD_RATE i GET RATE

931 038B 3C 40 cMP AL ,RATE_300 1 DOUBLE STEP REQUIRED FOR RATE 300

932 038D 75 02 JNE MD_SET

933 038F 0C 20 OR ALTDBL_STEP

934 0391 MD_SET: -

935 0391 89 5E 06 - MoV [BP+6],BX . SAVE TABLE POINTER IN STACK

936 0394 0C 10 OR AL ,MED_DET SET MESIA ESTABLISHED

937 0396 80 A5 0090 R OF AND @DSK_STATE DI NDT MED, DETODBL STEP+RATE_MSK 3 CLEAR STATE

938 0398 08 85 0090 R OR @DSK_STATE ET STATE

939 039F 8C C8 MoV N . SEGMENT MEDIA/DRIVE PARAMETER TABLE

940 03Al 8E CO MOV ES,AX 3 ES IS SEGMENT OF TABLE

941 03A3 SM_RTN:

942 03A3 E8 0432 R - CALL XLAT_OLD 1 TRANSLATE STATE TO COMPATIBLE MODE

943 03A6 E8 0832 R CALL SETUP_END i VARIOUS CLEANUPS

944 03A9 C3 RET -

945 03AA ER_RTN:

946 03AA C6 06 0041 R OC MoV QDSKETTE STATUS ,MED_NOT_FND 1 ERROR, MEDIA TYPE NOT FOUND

947 03AF EB F2 JMP SM_RT!

948 03B! SET_MEDIA ENGF

949

950 --- mememmmemeeeeee

951 i DR_TYPE_CHECK 1

952 : CHECK IF THE GIVEN DRIVE TYPE IN REGISTER (AL) 1

953 1 IS SUPPORTED IN BIOS DRIVE TYPE TABLE '

954 H 1

955 3 = DRIVE TYPE '

956 § N

957 3 SEGMENT OF MEDIA/DRIVE PARAMETER TABLE (CODE) 1

958 3 0  DRIVE TYPE SUPPORTED '

959 § BX = OFFSET TO MEDIA/DRIVE PARAMETER TABLE '

960 3 1 DRIVE TYPE NOT SUPPORTED '

961 h REGISTERS ALTERED: BX '

962 §mm == o o m e e e e e -

963 03B! DR_TYPE_CHECK  PROC NEAR

964 03B1 50 PUSH AX

965 0382 5! PUSH cx

966 0383 33 DB XOR BX,BX 3 BX = INDEX TO DR_TYPE TABLE

967 03B5 B9 0006 MOV CX,DR_CNT 3 CX = LOOP COUNT

968 03B8 TYPE_CHK:

969 03B8 2E: BA AT 0000 R MoV AH,CS:DR_TYPE[BX] + GET DRIVE TYPE

970 03BD 3A C4 CMP L, AH 3 DRIVE TYPE MATCH ?

971 03BF T4 08 JE DR_TYPE_VALID 1 YES, RETURN WITH CARRY RESET

972 03C! 83 C3 03 ADD BX;3 3 CHECK NEXT DRIVE TYPE

973 03C4 E2 F2 LOoOP TYPE_CHK

974 03Cé F9 STC - 1 DRIVE TYPE NOT FOUND IN TABLE

975 03CT EB 05 JMP SHORT TYPE_RTN

976 03C9 DR_TYPE_VALID:

977 03C9 2E: 8B 9F 0001 R MOV BX,CSiWORD PTR DR_TYPE([BX+1] 3 BX = MEDIA TABLE

978 03CE TYPE_RTN:

979 03CE 59 POP cx

980 03CF 58 POP AX

981 0300 C3 RET

982 03D! DR_TYPE_CHECK  ENDP

983

984 R e e L e e L L SRR PP L LT mmmmmmmmmee- memmmmmemee

985 ;i SEND_SPEC 1

986 3 SEND THE SPECIFY COMMAND TO CONTROLLER USING DATA FROM 1

987 H THE DRIVE PARAMETER TABLE POINTED BY @DISK_POINTER ' 197}

988 i ON ENTRY: ©DISK_POINTER = DRIVE PARAMETER TABLE '

989 3 ON EXIT : NONE ' m

990 ; REGISTERS ALTERED: AX ' (o)

991  gmmmeme——eeeo ---- ]

992 03D! san SPEC PROC

993 03D! B8 03EB R MoV AX orrsz'r SPECEAC 3 LOAD ERROR ADDRESS o

994 03D4 50 PUSH 3 PUSH NEC_OUT ERROR RETURN

995 03D5 B4 03 MOV 3 SPECIFY TOMMAND P

996 03D7 EB 09FO0 R CALL NEC_DUTPUT # OUTPUT THE COMMAND

997 03DA 2A D2 suB oL,BL 3 FIRST SPECIFY BYTE 1]

998 03DC E8 OBFE R CALL GET_PARM i GET PARAMETER TO AH

999 03DF E8 09F0 R CALL NEC_OUTPUT 3 OUTPUT THE COMMAND

1000 03E2 B2 0! MOV oL 1 SECOND SPECIFY BYTE

1001 03E4 E8 OBFE R CALL GET_PARM 3 GET PARAMETER TO AH

1002 03E7 E8 09FO0 R CALL NEC_OUTPUT 1 OUTPUT THE COMMAND

1003 03EA 58 POP AX i POP ERROR RETURN

1004 03EB SPECBAC:

1005 03EB C3 RET

1006 03EC SEND_SPEC ENDP

1007

1008  ge=mm—e—e—a- ---

1009 i SEND_SPEC_MD '

1010 3 SEND THE SPECIFY COMMAND TO CONTROLLER USING DATA FROM 1

1011 3 THE MEDIA/DRIVE PARAMETER TABLE POINTED BY (CS:1BX)
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1012 3 ON ENTRY: CS:BX = MEDIA/DRIVE PARAMETER TABLE

1013 3 ON EXIT 3 NONI H
1014 3 REGISTERS ALTERED: AX,CX,DX

1015 frmmmmmmem-onoo ---

1016 O3EC SEND_SPEC_MD PROC

1017 03EC B8 0403 R MOV AX DFFSET sPEc ESBAC ; LOAD ERROR ADDRESS

1018 03EF 50 PUSH 3 PUSH NEC_OUT ERROR RETURN
1019 03F0 B4 03 MOV AH 03H 3 SPECIFY TOMMAND

1020 03F2 E8 09F0 R CALL NEC_OUTPUT 3 OUTPUT THE COMMAND

1021 03F5 2E: BA 27 MOV AH, cs:[sx] MD_SPEC | 3 GET 1ST SPECIFY BYTE

1022 03F8 E8 09F0 R CALL NEC_OUTRUT 1 OUTPUT THE COMMAND

1023 03FB 2E: BA 67 01 MOV AH,CS:[BX].MD_SPEC2 i GET SECOND SPECIFY BYTE
1024 O3FF E8 09F0 R CALL NEC_OUTPUT 3 OUTPUT THE COMMAND

1025 0402 58 POP AX : POP ERROR RETURN

1026 0403 SPEC_ESBAC:

1027 0403 C3 T

1028 0404 SEND_SPEC_MD ENDP

1029 s --

1030 3 xLAT_NEw

1031 i TRANSLATES DISKETTE STATE LOCATIONS FROM COMPATIBLE

1032 H MODE TO NEW ARCHITECTURE.

1033 3 '
1034 i ON ENTRY: DI _: DRIVE

1035 e e e e L B e R L e D e e L e P e L LI
1036 0404 XLAT_NEW PROC EAI

1037 0404 F6 06 008F R 01 TEST .HF CNTRL DUAL 3 TEST CONTROLLER 1.D.

1038 0409 74 22 Jz N_DU

1039 040B 83 FF 01 cMP oIt i VALID DRIVE ?

1040 040E 77 1D JA XN_ouT 1 IF INVALID BACK

1041 0410 80 BD 0090 R 00 cMP ®DSK_STATE[DI],0 1 NO DRIVE ?

1042 0415 74 17 Jz DO_DET 3 IF NO DRIVE ATTEMPT DETERMINE
1043 0417 8B CF MoV cx3D1 3 CX = DRIVE NUMBER

1044 0419 DO EI SHL CL,t i CL = SHIFT COUNT, A=0, B=4
1045 0418 DO EI SHL L, !

1046 041D A0 008F R MOV AL, @HF_CNTRL ; DRIVE INFORMATION

1047 0420 D2 C8 ROR AL,CL T0 Lol NIBBLE

1048 0422 24 0 AND AL ,DRV_DET+FMT_CAPA+TRK Eara KEEP DRIVE BITS
1049 0424 80 A5 0090 R F8 AND @DSK_STATE[DI .NOT DRV_BET+FMT CAPASTRK_CAPA

1050 0429 08 85 0090 R R eDSK_STATE[DI i UPDATE DRIVE STATE

1051 042D XN_OUT: -

1052 042D €3 RET

1053

1054 042E DO_DET:

1055 042E E8 0B2B R CALL DRIVE_DET i TRY TO DETERMINE

1056 043t C3 RET -

1057

1058 0432 XLAT_NEW ENDP

1059 §om=Tmmmm—eees

1060 3 XLAT_OLD i
1061 : TRANSLATES DISKETTE STATE LOCATIONS FROM NEW

1062 3 ARCHITECTURE TO COMPATIBLE MODE.

1063 3 s
1064 i ON ENTRY: DI : DRIVE 3
1065 :

1066 0432 XLAT_OLD PROC NEAR

1067 0432 F6 06 008F R 01 TEST @HF_CNTRL , DUAL ; TEST CONTROLLER i.D.

1066 0437 74 19 Jz X0_BuT

1069 0439 83 FF 01 cMP DxTn i VALID DRIVE ?

1070 043C 77 74 JA 3 IF INVALID BACK

1071 043E 80 BD 0090 R 00 cMP osz STATE[DI] 0 4 NO DRIVE ?

1072 0443 74 6D Jz x0_oU 3 IF NO DRIVE TRANSLATE DONE
1073

1074 TEST FOR SAVED DRIVE INFORMATION ALREADY SET

1075

1076 0445 8B CF MoV cx,DlI i CX = DRIVE NUMBER

1077 0447 DO EI SHL CL, ! 3 CL = SHIFT COUNT, A=0, B=4
1078 0449 DO Ef SHL cL, 1

1079 0448 B4 02 MOV AH,FMT_CAPA : LOAD MULTI DATA RATE BIT MASK
1080 044D D2 CC ROR . 3 ROTATE BY MASK

1081 044F 84 26 008F R TEST ©®HF_CNTRL , AH MULTI-DATA RATE DETERMINED ?
1082 0453 15 16 INZ SAVE_SET 3 IF SO, NO NEED TO RE-SAVE
1083

1084 go---- ERASE DRIVE BITS IN OHF_CNTRL FOR THIS DRIVE

1085

1086 0455 B4 07 MOV AH,DRV_DET+FMT_CAPA+TRK_CAPA 3 MASK TO KEEP

1087 0457 D2 CC ROR AH,CL 3 FIX MASK TO KEEP

1086 0459 F6 D4 NOT AH § TRANSLATE MASK

1089 0458 20 26 008F R AND ®HF_CNTRL , AH ; KEEP 81TS FROM OTHER DRIVE INTACT
1090

1091 §---=- ACCESS CURRENT DRIVE BITS AND STORE IN ®HF_CNTRL

1092

1093 045F 8A 85 0090 R MOV AL,@DSK_STATE[DI] ACCESS STATE

1094 0463 24 07 AND AL ,DRY_DET+FMT_CAPA+TRK CAFA 3 KEEP DRIVE BITS
1095 0465 D2 C8 ROR AL,CL 1 FIX FOR THIS DRIVE

1096 0467 08 06 008F R OR @HF_CNTRL , AL i UPDATE SAVED DRIVE STATE
1097

1098 3----- TRANSLATE TO COMPATIBILITY MODE

1099

1100 0468 SAVE_SET:

1101 0468 8A A5 0090 R MoV AH,®DSK_STATE([D1] i ACCESS STATE

1102 046F 8A FC MOV BH, AH i TO BH FOR LATER

1103 0471 80 E4 CO AND AH,RATE_MSK t KEEP ONLY RATE

1104 0474 80 FC 00 cMP AH,RATE_500 3 RATE 500 ?

1105 0477 14 10 Jz CHK_HDR—80T YES 1.2/1.2 OR HIGH DATA RATE 80 TRK
1106 0479 BO 0t MOV AL,M3D1T i AL = 360 IN 1.2 UNESTABLISHED
1107 0478 80 FC 40 cMP AH,RATE_300 i RATE 300 ?

1108 047E 75 16 INZ CHK_250 3 NO, 360/360 ,720/720

1109 0480 F6 C7 20 TEST BH,DBL_STEP : YES, DOUBLE STEP ?

t110 0483 15 1D INZ TST_DET i YES, MUST BE 360 IN 1.2
tee

1112 0485 UNKNO:

1113 0485 BO 07 MOV AL ,MED_UNK 3 'NONE OF THE ABOVE'

1114 0487 EB 20 JMP SHORT AL_SET 3 PROCESS COMPLETE

1115

1116 0489 CHK_HDR_80T3:

1117 0489 E8 08CF R CALL cnos TVPE 3 RETURN DRIVE TYPE IN (AL
1118 048C 72 F7 Jc UNKI i ERROR, SET 'NONE OF THE ABOVE®
1119 048E 3¢ 02 =V AL,OZ i 1.2MB DRIVE ?

1120 0450 75 F3 JNE UNKNO 3 NO, GO SET 'NONE OF THE ABOVE®
1121 0492 Bo 02 MOV AL, MIDIU 3 AL = 1.2 IN 1.2 UNESTABL ISHED
1122 0494 EB OC JMP SHORT TST_DET

1123

1124 0496 CHK_250:

1125 0496 BO 00 Mov AL ,M3D3U 1 AL = 360 IN 360 UNESTABLISHED
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MOV
RWV_DR_SEARCH:
185 04E6 2E: 8A A7 0000 R MOV
T

AH,CS:DR_TYPE[BX]

1 GET DRIVE TYPE

DSKETTE -- 01/10/86 DISKETTE ADAPTER B10S 01-10-86
1126 0498 80 FC 80 cMP AH,RATE_250 1 RATE 250 ?
1127 0498 75 E8 INZ UNKNO 1 IF S0 FALL THRU
1128 049D F6 CT Of TEST  BH,TRK_CAPA i 80 TRACK CAPABILITY ?
1129 04A0 75 E3 JNZ UNKNO 1 IF SO JUMP, FALL THRU TEST DET
1130
1131 04A2 TST_DET:
1132 04A2 F6 CT 10 - TEST BH,MED_DET 1 DETERMINED ?
1133 04A5 74 02 Jz AL_SET 1 IF NOT THEN SET
1134 04A7 04 03 ADD ALT3 i MAKE DETERMINED/ESTABLSHED
1135
1136 04A9 AL_SET:
1137 04A9 80 A5 0090 R F8 ©DSK_STATE +NOT DRV_DET+FMT_CAPA+TRK_CAPA i CLEAR DRIVE
1138 04AE 08 85 0090 R OR ©DSK_STATE DI 1 REPLACE WITH COMPATIBLE MODE
1139 0482 X0_OUT:
1140 0482 C3 -
1141 0483 XLAT_OLD ENDP
1142
1143 3
1144 i RO_WR_VF
1145 i TCOMMON READ, WRITE AND VERIFY;
:':3 : MAIN LOOP FOR STATE RETRIES.
1 : 1
1148 i ON ENTRY: AH : READ/WRITE/VERIFY NEC PARAMETER
1149 i AL : READ/WRITE/VERIFY DMA PARAMETER
1150 : i
1151 i ON EXIT: ODSKETTE_STATUS, CY REFLECT STATUS OF OPERATION ¢
1152 3
1153 0483 RD_WR_VF PROC NEAR
1154 04B3 50 PUS AX i SAVE DMA, NEC_PARAMETERS
1155 04B4 E8 0404 R XLAT_NEW 1 TRANSLATE STATE TO PRESENT ARCH.
1156 04BT E8 0561 R SETUP_STATE + INITIALIZE START AND END RATE
1157 04BA 58 AX i RESTORE READ/WRITE/VERIFY
1158
1159 0488
1160 04BB F6 06 008F R 01 OHF_CNTRL ,DUAL + TEST CONTROLLER 1.D.
1161 04CO 74 0A RWV™
1162 04C2 50 AX 1 SAVE READ/WRITE/VERIFY PARAMETER
1163 04C3 E8 05F5 R MED_CHANGE + MEDIA CHANGE AND RESET IF CHANGED
1164 04Ce 58 AX 1 RESTORE READ/WRITE/VERIFY
1165 04C7 713 03 RWY
1166 04C9 E9 0552 R RWV_END
1167 04CC RWV: -
1168 04CC 50 PUSH AX 1 SAVE READ/WRITE/VERIFY PARAMETER
1169
1170 04CD 8A B5 0090 R MOV DH,@DSK_STATE[DI] 1 GET RATE STATE OF THIS DRIVE
1171 04D1 80 E6 CO AND DH,RATE_MSK 1 KEEP ONLY RATE
1172
1173 04D4 E8 08CF R CALL CMOS_TYPE 1 RETURN DRIVE TYPE IN (AL)
1174 04D7 OA CO OR AL, AT 1 TEST FOR NO DRIVE
1175 04D9 74 2F Jz RWY_ASSUME 1 ASSUME TYPE, USE MAX TRACK
1176 04DB E8 03B! R CALL DR_TYPE_CHECK 1 RTN CS1BX = MEDIA/DRIVE PARAM TBL
1177 04DE 12 2A Jc RWV_ASSUME 1 TYPE NOT IN TABLE ASSUME DEFAULT
1178
1179 3--- SEARCH FOR MEDIA/DRIVE PARAMETER TABLE
1180
1181 04E0 57 PUSH D1 1 SAVE DRIVE #
1182 04E1 33 DB XOR BX,BX # BX = INDEX TO DR_TYPE TABLE
1183 04E3 B9 0006 CX,DR_CNT i CX = LOOP COUNT
1184 04E6 -
1
1
'
'
1
1
1
1
1
1
1
1
1
1

186 04EB 80 E4 AND AH BITTOF i MASK OUT MsB

187 04EE 3A C4 CMP 1 DRIVE TYPE MATCH ?

188 04F0 75 0B JNE an NXT MD i NO, CHECK NEXT DRIVE TYPE
189 04F2 RWV_DR_FND: - -

190 04F2 2E: 8B BF 000! R T T MoV DI,WORD PTR CS:DR_TYPE[BX+1] § DI = MEDIA/DRIVE PARAMETER TABLE
191 04F7 RWV_MD_SEARCH:

192 04F7 2E: 3A 75 0C cMP OH, ch[DI] MD_RATE 1 MATCH ?

193 04FB 74 1D JE RWV_MD_FNI i YES, GO GET 1ST SPECIFY BYTE
194 04FD RWV_NXT_MD:

195 04FD 83 C3 03 ADD BX,3 1 CHECK NEXT DRIVE TYPE

196 0500 E2 E4 LooP RWV_DR_SEARCH

197 0502 C6 06 0041 R FF MOV onsKETTE STATUS, OFFH 1 FORCE IT TO RETRY

198 0507 SF POP 1 RESTORE DRIVE #

1199 0508 EB 3F JMP SHORT CHK_RET 1 GO RETRY

1200

1201 i=-- ASSUME PRIMARY DRIVE IS INSTALLED AS SHIPPED

1202

1203 050A

RWV_ASSUME :
MOV

1204 050A BB 0000 E BX,0FFSET MD_

TBL1 POINT TO 40 TK 250 KBS

1205 050D Fé6 85 0090 R 01 TEST ©DSK_STATE[DT], TRK_CAPA } TEST FOR 80 TRACK

1206 0512 74 09 Jz RWV_MD_FND i MUST BE 40 TRACK

1207 0514 BB 0000 E MOV BX,GFFSET MD_TBL3 4 POINT TO 80 TK 500 KBS

1208 0517 EB 04 90 JMP RWV_MD_FND 1 § GO SET SPECIFY PARAMETERS

1209

1210 $=-- CS:BX POINTS TO MEDIA/DRIVE PARAMETER TABLE

1211

1212 051A RWV_MD_FND:

1213 051A 8B DF MOV BX,DI t BX = MEDIA/DRIVE PARAMETER TABLE
1214 051C 5F POP o1 1 RESTORE DRIVE #

1215 051D RWV_MD_FND1

1216

1217 $-=- SEND THE SPECIFY COMMAND TO THE CONTROLLER

1218

1219 0510 E8 03EC R CALL SEND_SPEC_MD

1220 0520 E8 0658 R CALL CHK_CASTRATE § ZF=1 ATTEMPT RATE IS SAME AS LAST RATE
1221 0523 74 03 Jz RWV_DBL i YES, SKIP SEND RATE COMMAND
1222 0525 E8 0637 R LL SEND_RATE i SEND DATA RATE TO NEC

1223 052 RWV_DBL t

1224 0528 53 PUSH BX 1 SAVE MEDIA/DRIVE PARAM ADDRESS
1225 0529 E8 084C R CALL SETUP_DBL 1 CHECK FOR DOUBLE STEP

1226 052C 5B POP 1 RESTORE ADDRESS

1227 0520 72 1A Jc CHK_RET 1 ERROR FROM READ 1D, POSSIBLE RETRY
1228 052F 58 POP AX 1 RESTORE NEC,DMA COMM,

1229 0530 50 PUSH AX 1 SAVE NEC

1230 0531 53 PUSH  BX i SAVE MEDIA/DRIVE PARAM ADDRESS
1231 0532 EB 0668 R CALL DMA_SETUP 1 SET_UP THE

1232 0535 5B POP BX i RESTORE AGORESS

1233 0536 58 POP AX i RESTORE NEC COMMAND

1234 0537 72 IF Jc RWV_BAC i+ CHECK FOR DMA BOUNDARY ERROR
1235 0539 50 PUSH AX i+ SAVE NEC COMMAND

1236 053A 53 PUSH BX t SAVE MEDIA/DRIVE PARAM ADDRESS
1237 0538 E8 06CB R CALL NEC_INIT i INITIALIZE NEC

1238 053E 5B oP BX + RESTORE ADDRESS
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CHK_RET 3 IF ERROR DO NOT SEND MORE COMMANDS
RWV_COM i OP CODE COMMON TO READ/WRITE/VERIFY
CHK_RET ;3 IF ERROR DO NOT SEND MORE COMMANDS
NEC_TERM 3 TERMINATE, GET STATUS, ETC.
RETRY 3 CHECK FOR, SETUP RETRY
AX 3 RESTORE READ/WRITE/VERIFY PARAMETER
RWV_END 3 CY = 0 NO RETRY
DO_AGAIN 3 CY = 1 MEANS RETRY
DSTATE 3 ESTABLISH STATE IF SUCCESSFUL
NUM_TRANS 3 AL = NUMBER TRANSFERRED
BAD DMA ERROR ENTRY
AX ;3 SAVE NUMBER TRANSFERRED
XLAT_OLD i TRANSLATE STATE TO COMPATIBLE MODE
3 RESTORE NUMBER TRANSFERRED
SETUP_END i VARIOUS CLEANUPS
ENDP

ESTABLISH STATE

RATES. H

PROC
.HF CNTRL DUAL

TEST CONTROLLER 1.D.

.DSK_STATE[DI].MED_DET MEDIA DETERMINED ?

:
t NO STATES IF DETERMINED
AX RATE_300°H+RATE_250 ; AH = START RATE, AL = END RATE
@DSK_STATE[DI],DRV_DET § DRIVE ?
AX_SET i DO_NOT KNOW DRIVE
AL RATE_50 4 SET UP FOR 1.2 M END RATE
.sz STATE[DI] FMT_CAPA ; 1.2 M ?
AX 3 JUMP WITH FIXED END RATE
H

AX RATE_ZSO'X START & END RATE = 250 FOR 360 DRIVE

@DSK_STATE DI],NOT RATE_MSK+DBL_STEP ; TURN OFF THE RATE

SK_STATE[DI],AH i RATE FIRST TO TRY

OLASTRATE,NOT STRT_MSK ; ERASE LAST TO TRY RATE BITS

AL, 1 i TO OPERATION LAST RATE LOCATION
AL, 1

AL, 1

AL,

3 LAST RATE

IF UNESTABL ISHED AT FORMAT TIME. 1

PROC

.HF CNTRL DUAL TEST CONTROLLER 1.D.

IS MEDIA ESTABLISHED

T
'DSK_STATE[DI],HED_DET
F1_ouT |IF SO RETURN

i

i
CMBS_TVPE 3 RETURN DRIVE TYPE IN AL
CL_DRV ; ERROR IN CMOS ASSUME NO DRIVE
AL 3 MAKE ZERO ORIGIN
CL_DRV 3 NO DRIVE IF AL O

AH,.DSK STATE[DI] AH = CURRENT STATE
AH,NOT MED DET#DBL STEP&RATE MSK

AL, AL 3 CHECK FOR 360
IF 360 WILL BE 0

ESTABLISH MEDIA

SKIP OTHER STATE PROCESSING

3 CLEAR

36
AH,MED_DET+RATE_250

SHORT SKP_STATE 3
AL 1.2 M DRIVE
N_12 JUMP IF NOT

SET FORMAT RATE
SKIP OTHER STATE PROCESSING

AH,MED_DET+RATE_500
SHORT SKP_STATE

AL 3+ CHECK FOR TYPE 3
i1 JUMP IF NOT
AH DRV DET 3 1S DRIVE DETERMINED
i TREAT AS NON 1.2 DRIVE
AH FHT CAPA 3 IS 1.2M
3 JUMP IF NOT
AH MED_DEY&RATE_SOO 3 RATE 300
SHDRT SKP_STATE 1 CONTINUE

CHECK FOR TYPE 4
NO DRIVE, CMOS BAD

AL
CL_DRV
SHORT F1I

_RATE

AH,MED_DET+RATE_250 MUST BE RATE 250

@DSK_STATE[DI],AH 3 STORE AWAY
AH, AH 1 CLEAR STATE
SHORT SKP_STATE t SAVE IT

ENDP

CHECKS FOR MEDIA CHANGE, RESETS MEDIA CHANGE,
CHECKS MEDIA CHANGE AGAIN

CY = 1 MEANS MED!{A CHANGE OR TIMEQUT
ODSKETTE_STATUS = ERROR CODE

1239 053F 72 08

1240 0541 EB 06F1 R CALL
1241 0544 72 03

1242 0546 E8 0727 R CALL
1243

1244 0549 CHK_RET:
1245 0549 E8 07BE R CALL
1246 054C 58 POP
1247 054D 73 03 JNC
1248 054F E9 04BB R JMP
1249

1250 0552 RWV_END:
1251 0552 E8 077B R CALL
1252 0555 E8 0805 R CALL
1253

1254 0558 RWV_BAC:
1255 0558 50 PUSH
1256 0559 E8 0432 R CALL
1257 055C 58 POP
1258 055D E8 0832 R CALL
1269 0560 C3 RET
1260 0561 RD_WR_VF
1261 3

1262 : SETUP_STATI
1263

1264 0561 SETUP STATE_
1265 0561 F6 06 008F R 01

1266 0566 74 37 JZ
1267 0568 F6 85 0090 R 10 TEST
1268 056D 15 30 INZ
1269 056F B8 4080 MOV
1270 0572 F6 85 0090 R 04 TEST
1271 0577 74 0C Jz
1272 0579 BO 00 MOV
1273 057B F6 85 0090 R 02 TEST
1274 0580 715 03 JNZ
1275 0582 B8 8080 MOV
1276

1277 0585 AX_SET:

1278 0585 80 A5 0090 R IF AND
1279 058A 08 A5 0090 R OR
1280 058E 80 26 008B R F3 AND
1281 0593 DO C8 ROR
1282 0595 DO C8 ROR
1283 0597 DO C8 ROR
1284 0599 DO C8 ROR
1285 0598 08 06 0088 R OR
1286 059F Jic:

1287 059F €3

1288 05A0 SETUP STATE
1289 1---

1290 i FMT_INIT
1291 ;

1292 05A0 FMT_INIT
1293 05A0 F6 06 008F R 01 TEST
1294 05A5 74 49 Jz
1295 05A7 F6 85 0090 R 10 TEST
1296 05AC 15 42 INZ
1297 0SAE E8 0BCF R CALL
1298 05B1 72 3E Jc
1299 0583 FE C8 DEC
1300 05BS 78 3A Js
1301 05BT BA A5 0090 R MOV
1302 05BB 80 E4 OF AND
1303 0SBE 0A CO OR
1304 05C0 75 05 INZ
1305 05C2 80 CC 90 OR
1306 05C5 EB 25 JMP
1307

1308 05C7 N_360:

1309 05C7 FE C8

1310 05C9 75 05

1311 0SCB 80 CC 10 FI_RATE:OR
1312 0SCE EB IC

1313

1314 05D0 N_t12:

1315 05D0 FE C8 DEC
1316 05D2 75 OF INZ
1317 05D4 F6 C4 04 TEST
1318 0507 74 10 Jz
1319 05D9 F6 C4 02 TEST
1320 05DC 74 0B Jz
1321 0SDE 80 CC 50 OR
1322 0SE1 EB 09 P
1323 0SE3 N_720:

1324 OSE3 FE C8 EC
1325 OSES 75 OA INZ
1326 0SE7 EB E2 JMP
1327 05ES ISNT_12:
1328 05E9 80 CC 90 0
1329 05EC SKP_STATE:
1330 05EC 88 A5 0090 R MoV
1331 05F0 FI1_OUT:

1332 05F0 €3 RET
1333 05F| CL_DRV:

1334 O5F1 32 E4 XOR
1335 05F3 EB F7 JMP
1336 OSF5 FMT_INIT
1337 s

1338 i MED_CHANGE
1339 B

1340 :

1341 :

1342 i ON EXIT:
1343 H

1344 :

1345 05F5 M

ED_CHANGE
05F5 Fe TEST
05FA 74
05FC E8
05FF 74
0601 80

06 008F R 01
Jz

052| R CALL

Jz

AS 0090 R EF AND

PROC
.HF CNTRL DUAL 3+ TEST CONTROLLER I.D.
3 READ DISK CHANGE LINE STATE
BYPASS HANDL ING DISK CHANGE LINE
3 CLEAR STATE FOR THIS DRIVE

READ_DSKCHNG
MC_oUT :
@DSK_STATE[DI],NOT MED_DET

THIS SEQUENCE ENSURES WHENEVER A DISKETTE IS CHANGED THAT
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1353 3 ON THE NEXT OPERATION THE REQUIRED MOTOR START UP TIME WILL
1354 H BE WAITED. (DRIVE MOTOR MAY GO OFF UPON DOOR OPENING) .
1355
1356 0606 88 CF MoV cx,Dl1 3 CL = DRIVE #
1357 0608 BO 01 [ AL, 1 3 MOTOR ON BIT MASK
1358 060A D2 EO SHL AL,CL 3 TO APPROPRIATE POSITION
1359 060C F6 DO NOT AL 3 KEEP ALL BUT MOTOR ON
1360 060E FA cLl 3 NO INTERRUPTS
1361 060F 20 06 003F R AND @®MOTOR_STATUS , AL 3 TURN MOTOR OFF INDICATOR
1362 0613 FB STI 3 INTERRUPTS ENABLED
1363 0614 EB8 0913 R CALL MOTOR_ON 1 TURN MOTOR ON
1364
1365 SEQUENCE OF SEEKS IS USED TO RESET DISKETTE CHANGE SI1GNAL
1366
1367 0617 E8 0092 R CALL DISK_RESET 3 RESET NE
1368 061A B5 01 MOV CH, 0Tl 3 MOVE TO CVLINDER
1369 061C E8 OAl4 R CALL SEEK 3 1SSUE_SEEK
1370 061F 32 ED XOR cu cn | MOVE TO CYLINDER 0
1371 0621 E8 0A14 R CALL SE ISSUE SEEK
1372 0624 Cé 06 0041 R 06 MOV QDSKETTE STATUS ,MEDI1A_ CHANGE t STORE IN STATUS
1373
1374 0629 E8 0B21 R oK1z CALL READ_DSKCHNG 3 CHECK MEDIA CHANGED AGAIN
1375 062C 74 05 z oK2 3 IF ACTIVE, NO DISKETTE, TIMEOUT
1376
1377 062E C6 06 0041 R 80 OK4: MoV @DSKETTE_STATUS,TIME_OUT; TIMEOUT IF DRIVE EMPTY
1378
1379 0633 F9 oK2: STC i MEDIA CHANGED, SET CY
1380 0634 C3 RET
1381 0635 MC_OUT:
1382 0635 F8 cLc . 1 NO MEDIA CHANGED, CLEAR CY
1383 0636 C3 RET
1384 0637 MED_CHANGE ENDP
1385 T
1386 i SEND_RATI
1387 3 SENDS DATA ﬂAYE couuAND TO NEC
1388 3 ON ENTRY: l =
1389 i ON EXIT: :
1390 i REGISTERS ALTERED: NONE 1
1391 [ e e PP
1392 0637 SEND_RATE PROC NEAR
1393 0637 F6 06 008F R 01 TEST @HF_CNTRL ,DUAL 3 TEST CONTROLLER 1.D.
1394 063C 74 19 Jz c_s_ouT
1395 063E 50 PUSH AX 1 SAVE REG.
1396 063F 80 26 008B R 3F AND OLASTRATE,NOT SEND_MSK ; ELSE CLEAR LAST RATE ATTEMPTED
1397 0644 8A 85 0090 R MOV +ODSK_STATE[D1] i GET RATE STATE OF THIS DRIVE
1398 0648 24 CO AND AL SEND_MSK 3 KEEP ONLY RATE BITS
1399 064A 08 06 008B R OR OLASTRATE , AL 3 SAVE NEW RATE FOR NEXT CHECK
1400 064E DO CO ROL AL, 1 3 MOVE TO BIT OUTPUT POSITIONS
1401 0650 DO CO ROL AL, 1
1402 0652 BA 03F7 MoV DX, 03FTH 3 OUTPUT NEW DATA RATE
1403 0655 EE out DX, AL
1404 0656 58 POP AX 3 RESTORE REG.
1405 0657 C_S_OuT:
1406 0657 C3
1407 0658 SEND_RATE ENDP
1408
1409 R e e L L L LS P PPt
1410 i CHK_LASTRATE 1
1411 1 CHECK PREV10US DATA RATE SENT TO THE CONTROLLER.
1412 i ON ENTRY: 1
1413 i DI = DRIVE #
1414 3 '
1415 : 1 DATA RATE 1S THE SAME AS LAST RATE SENT TO NEC
1416 3 O DATA RATE IS DIFFERENT FROM LAST RAT
1417 3 REG]STERS ALTERED: NONE
1418 e eecmmemeeeeeeo
1419 0658 CHK_LASTRATE PROC NEAR
1420 0658 50 PUS| AX 3 SAVE REG
1421 0659 BA 26 0088 R MOV AH,OLASTRATE 3 GET LAST DATA RATE SELECTED
1422 065D 8A 85 0090 R MoV AL ,@DSK_STATE[D1] 3 GET RATE STATE OF THIS DRIVE
1423 0661 25 COCO AND AX, SEND_MSK *X § KEEP ONLY RATE BITS OF BOTH
1424 0664 3A C4 cMP AL, AH 3 COMPARE TO PREVIOUSLY TRIED
1425 3 ZF = | RATE IS THE SAME
1426 0666 58 POP AX 3 RESTORE REG.
1427 0667 C3 RET
1428 0668 CHK_LASTRATE ENDP
1429
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1430 PAGE

1431 H

1432 i DMA_SETUP )
1433 H THIS ROUTINE SETS UP THE DMA FOR READ/WRITE/VERIFY T
1434 H OPERATIONS. )
1435 3 t
1436 3 ON ENTRY: AL = DMA COMMAND )
1437 1 t
1438 3 ON EXIT: ODSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 1t
1439 i

1440 0668 DMA_SETUP PROC NEAR

1441 0668 FA cLl 3 DISABLE INTERRUPTS DURING DMA SET-UP
1442 0669 E6 0C out DMA+12,AL 3 SET THE FIRST/LAST F/F
1443 066B EB 00 JMP +2 3 WAIT FOR 1/0

1444 066D E6 0B ouT DMA+11,AL 3 OUTPUT THE MODE BYTE

1445 066F 3C 42 CMP AL, 42H 3 DMA VERIFY COMMAND

1446 0671 75 04 JNE NOT_VERF 1 NO

1447 0673 33 CO XOR AX, A 3 START ADDRESS

1448 0675 EB 15 JMP SHORT J33

1449 0677 NOT_VERF ¢

1450 0677 8C CO MOV AX,ES 3 GET THE ES VALUE

1451 0679 DI CO ROL AX, 1 3 ROTATE LEFT

1452 0678 DI CO ROL AX, 1

1453 067D DI CO ROL AX, 1

1454 067F D1 CO ROL AX,y 1

1456 0681 8A EB8 Mov CH, AL 3 GET HIGHEST NIBBLE OF ES TO CH
1456 0683 24 FO AND AL, 111100008 3 ZERO THE LOW NIBBLE FROM SEGMENT
1457 0685 03 46 02 ADD AX, [BP+2] 3 TEST FOR CARRY FROM ADDITION
1458 0688 73 02 JNC J33

1459 068A FE C5 INC CH 3 CARRY MEANS HIGH 4 BITS MUST BE INC
1460 068C J33:

1461 068C 50 PUSH AX 3 SAVE START ADDRESS

1462 068D E6 04 ouT DMA+4 AL 3 OUTPUT LOW ADDRESS

1463 068F EB 00 JMP $+2 3+ WAIT FOR 1/0

1464 0691 8A C4 MoV AL, AH

1465 0693 E6 04 ouT DMA+4 AL 3 OUTPUT HIGH ADDRESS

1466 0695 B8A C5 MoV AL,CH 3 GET HIGH 4 BI

1467 0697 EB 00 JMP $+2 3 1/0 WAIT STATE

1468 0699 24 OF AND AL,00001111B

1469 0698 E6 81 ouT 081H,AL 3 OUTPUT HIGH 4 BITS TO PAGE REGISTER
1470

1471 [ Rl DETERMINE COUNT

1472

1473 069D 8B Cé MOV AX, S| 3 AL = # OF SECTORS

1474 069F 86 C4 XCHG AL, AH 3 AH = # OF SECTORS

1475 06A1 2A CO suB AL, AL 3 AL = 0, AX = # OF SECTORS *® 256
1476 06A3 DI EB8 SHR AX, 1 3 AX = # SECTORS ® 128

1477 06AS 50 PUSH AX 3 SAVE # OF SECTORS *

1478 06A6 B2 03 MOV DOL,3 3 GET BYTES/SECTOR PARAKTER
1479 06A8 E8 O08FE R CALL GET_PARM H

1480 06AB 8A CC MoV CL,AH 3 SHIFT COUNT (0=128, 1=256 ETC)
1481 06AD 58 POP AX 3 AX = # OF SECTORS *® 128
1482 06AE D3 EO SHL. AX,CL 3 SHIFT BY PARAMETER VALUE
1483 06B0 48 DEC AX 3=1 FOR DMA VALUE

1484 06B1 50 PUSH AX 3 SAVE COUNT VALUE

1485 06B2 E6 05 ouT A+5, AL 3 LOW BYTE OF COUNT

1486 06B4 EB 00 JMP $+2 3 WAIT FOR 1/0

1487 06B6 8A C4 MOV AL, AH

1488 06B8 E6 05 ouT DMA+5, AL 3 HIGH BYTE OF COUNT

1489 06BA FB STI 3 RE-ENABLE INTERRUPTS

1490 06BB 59 POP (=4 3 RECOVER COUNT VALUE

1491 06BC 58 POP AX 1 RECOVER ADDRESS VALUE

1492 06BD 03 CI ADD AX,CX 3 ADD, TEST FOR 64K OVERFLOW
1493 06BF B0 02 MoV AL,2 3 MODE FOR 8237

1494 06C1 E6 OA out DMA+10,AL 3 INITIALIZE THE DISKETTE CHANNEL
1495

1496 06C3 73 05 JNC CHECK FOR ERROR

1497 06C5 C6 06 0041 R 09 MOV .DSKETYE STATUS ,DMA_ BOUNDARV 3 SET ERROR

1498

1499 06CA NO_BAD:

1500 06CA C3 ET 3 CY SET BY ABOVE IF ERROR
1501 06CB DMA_SETUP ENDP

1502 3

1503 3 NEC_INIT t
1504 3 THIS ROUTINE SEEKS TO THE REQUESTED TRACK AND H
1505 3 INITIALIZES THE NEC FOR THE READ/WRITE/VERIFY/FORMAT ]
1506 3 OPERATION. 1
1507 3 1
1508 3 ON ENTRY: AH 1 NEC COMMAND TO BE PERFORMED ]
1509 3 )
1510 3 ON EXIT: ODSKETTE_STATUS, CY REFLECT STATUS OF OPERATION :
1511 3

1512 06CB NEC_INIT PRDC NEAR

1513 06CB 50 PUSH 3 SAVE NEC COMMAND

1514 06CC E8 0913 R CALL MOYOR ON 3 TURN MOTOR ON FOR SPECIFIC DRIVE
1515

1516 jmm=-- DO THE SEEK OPERATION

1517

1518 06CF 8A 6E 01 MoV CH, [BP+1]) 3 CH = TRACK #

1519 06D2 E8 OAlI4 R CALL SEEK 3 MOVE TO CORRECT TRACK

1520 06D5 58 POP AX 3 RECOVER COMMAI

1521 06D6 72 18 JC ER_1 3 ERROR ON SEEK

1522 06D8 BB 06F0 R MoV BX,OFFSET ER_I 3 LOAD ERROR ADDRESS

1523 06DB 53 PUSH Bx 3 PUSH NEC_OUT ERROR RETURN
1524

1525 === SEND OUT THE PARAMETERS TO THE CONTROLLER

1526

1527 06DC E8 09F0 R CALL NEC_OUTPUT 3 OUTPUT THE OPERAYION COMMAND
1528 06DF 8B Cé MoV AX,S1 31 AH = HEAD

1529 06E! 8B DF Mov BX.DI 3 BL = DRIVE *

1530 06E3 DO E4 SAL 3 MOVE IT TO BIT 2

1531 06ES5 DO E4 SAL

1532 06E7 80 E4 04 AND AH 000001008 3 ISOLATE THAT BIT

1533 06EA OA E3 OR 3 N THE DRIVE NUMBER
1534 06EC E8 09F0 R CALL NEC _OUTPUT 3 FALL THRU CY SET IF ERROR
1535 06EF 5B POP 3 THROW AWAY ERROR RETURN
1536 06F0 ER_1t

1537 06FO0 C3 RET

1538 06F 1 NEC_ INIT ENDP

1539 s --

1540 3 R'V_CDM ]
1541 3 THIS ROUTINE SENDS PARAMETERS TO THE NEC SPECIFIC H
1542 H TO THE READ/WRITE/VERIFY OPERATIO ]
1543 H :
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i ON ENTRY: CS:BX = ADDRESS OF MEDIA/DRIVE PARAMETER TABLE
3 ON EXIT : ©@DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 1
RWV_COM PROC NEAR
B8 0726 R MoV AX,OFFSET ER_2 1 LOAD ERROR ADDRESS
50 PUSH AX 3 PUSH NEC_OUT ERROR RETURN
B8A 66 01 MOV AH, [BP+1] 3 OUTPUT TRACK #
E8 09F0 R CALL NEC_OUTPUT
88 C6 MoV AX,S1 3 OUTPUT HEAD #
E8 09F0 R CALL NEC_OUTPUT
8A 66 00 MOV AH,TBP 3 OUTPUT SECTOR #
E8 09F0 R CALL NEC_OUTPUT
B2 03 MoV '3 34 BYTES/SECTOR PARAMETER FROM BLOCK
E8 OBFE R CALL GET_PARM i . TO THE NEC
E8 09F0 R CALL NEC_OUTPUT 3 OUTPUT TO CONTROLLER
B2 04 MOV R i EOT PARAMETER FROM BLOCK
E8 08FE R CALL GET_PARM 1 . TO THE NEC
E8 09F0 R CALL NEC_OUTPUT 4 OUTPUT TO CONTROLLER
2E: BA 67 05 MoV AH,CS:[BX].MD_GAP 1 GET GAP LENGTH
R15:
E8 09F0 R CALL NEC_OUTPUT
B2 06 MoV bL,& 1 DTL PARAMETER FROM BLOCK
E8 08FE R CALL GET_PARM i TO THE NEC
E8 09F0 R CALL NECZOUTPUT 3 OUTPUT TO CONTROLLER
58 POP AX i THROW AWAY ERROR EXIT
ER_2:
c3 RET
RWV_COM ENDP
[3at il SRRSO
3 NEC_TERM '
i THIS ROUTINE WAITS FOR THE OPERATION THEN ACCEPTS
i THE STATUS FROM THE NEC FOR THE READ/WRITE/VERIFY/ 1
i FORMAT OPERATION.
§ 1
i ON EXIT: ©DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION t
oo
NEC_TERM PROC NEAR
§----- LET THE OPERATION HAPPEN
56 PUSH S1 i SAVE HEAD #, # OF SECTORS
E8 O0ABA R CALL WAIT_INT i WAIT FOR THE INTERRUPT
9C PUSHF
E8 OAE2 R CALL RESULTS 4 GET THE NEC STATUS
12 41 JC SET_END_POP
90 POPF
12 3¢ Jc SET_END 3 LOOK FOR ERROR
§o---- CHECK THE RESULTS RETURNED BY THE CONTROLLER
FC cLD 1 SET THE CORRECT DIRECTION
BE 0042 R MoV S1,0FFSET @NEC_STATUS 3 POINT TO STATUS FIELD
AC LODS ONEC_STATUS 3 GET STO
24 co AND AL, 170000008 § TEST FOR NORMAL TERMINATION
74 33 Jz SET_END
3C 40 cMP AL,010000008 4 TEST FOR ABNORMAL TERMINATION
15 29 INZ J18 i NOT ABNORMAL, BAD NEC
ABNORMAL TERMINATION, FIND OUT WHY
AC LODS ONEC_STATUS t GET ST
00 EO SAL AL, 1 + TEST FOR EOT FOUND
B4 04 MOV AH,RECORD_NOT_FND
12 24 Jc J19
Do EO SAL AL, 1
D0 EO SAL AL, 1
B4 10 MOV AH,BAD_CRC
72 1C Jc J19
DO EO SAL AL, 1 TEST FOR DMA OVERRUN
B4 08 MoV AH,BAD_DMA
72 16 JC J19
DO EO SAL AL, 1t 3 TEST FOR RECORD NOT FOUND
DO EO SAL AL, I
B4 04 MoV AH,RECORD_NOT_FND
72 OE Jc J19
DO EO SAL AL, 1
B4 03 MoV AH,WRITE_PROTECT 3 TEST FOR WRITE_PROTECT
12 08 Jc J19
DO EO SAL AL, 1 3 TEST MISSING ADDRESS MARK
B4 02 MoV AH,BAD_ADDR_MARK
72 02 Jc J19
e NEC MUST HAVE FAILED
B4 20 J19: MoV AH,BAD_NEC
08 26 0041 R SET_END:OR @DSKETTE_STATUS ,AH
80 3E 0041 R O1 CMP @DSKETTE_STATUS, | 3 SET ERROR CONDITION
F5 cMC i
5E POP H 1 RESTORE HEAD #, # OF SECTORS
c3 RET
SET_END_POP:
9D POPF
EB F5 IMI SHORT SET_END
NEC_TERM ENDP
i DSTATE: ESTABLISH STATE UPON SUCCESSFUL OPERATION.
DSTATE PROC NEAR
F6 06 008F R 01 TEST ©HF_CNTRL ,DUAL 3 TEST CONTROLLER I1.D.
74 38 Jz SETBAC
80 3E 0041 R 00 cMP @DSKETTE_STATUS,0 1 CHECK FOR ERROR
15 34 JINZ SETBAC i IF ERROR JUMP
80 8D 0090 R 10 OR ©DSK_STATE[DI] ,MED_DET ; NO ERROR, MARK MEDIA AS DETERMINED
F6 85 0090 R 04 TEST ©DSK_STATE[DI],DRV_DET ; DRIVE DETERMINED ?
75 28 INZ SETBAC 1 IF DETERMINED NO TRY TO DETERMINE
8A 85 0090 R MOV AL ,@DSK_STATE[DI1] i LOAD STATE
24 co AND AL ,RATE_MSK i KEEP ONLY RATE
3C 80 cMP AL,RATE_250 3 RATE 250 ?
75 19 INE M_12 1 NO MUST BE 1.2M OR HI DATA RATE 80 TRK

$=-- CHECK FOR HIGH DATA RATE 80 TRACK
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1658

1659 079F EB 0BCF R CALL CMOS_TYPE 3 RETURN DRIVE TYPE IN (AL)

1660 07A2 72 14 JC M_12 3 CMOS BAD ASSUME DEFAULT

1661 07A4 3C 02 CMP AL,2 3 TYPE 2 DRIVE ?

1662 07A6 74 10 JE M_12 3 YES-->ASSUME MULTI FORMAT CAPABILITY
1663 07A8 3C 04 CMP AL,4 3 TYPE 4 DRIVE ?

1664 O0TAA T4 0OC JE M_12 § YES-->ASSUME MULTI| FORMAT CAPABILITY
1665 0TAC M_720:

1666 0TAC B0 A5 0090 R FD AND @DSK_STATE[D1],NOT FMT_CAPA 31 TURN OFF FORMAT CAPABILITY
1667 0781 80 8D 0090 R 04 OR ©DSK] STATE[DI 4DRV_| DET™ ; MARK DRIVE DETERMINED

1668 07B6 EB 05 JMP SHORT SETBAC H K

1669

1670 0788 M_12: / N\
1671 @788 80 8D 0090 R 06 OR ©DSK_STATE[DI],DRV_DET+FMT_CAPA § TURN ON DETERMINED & FMT CAPA
1672

1673 078D SETBAC:

1674 07BD C3

1675 O7BE DSTATE ENDP

1676 - -

1677 H

1678 DETERMINES WHETHER A RETRY 1S NECESSARY. IF RETRY IS 1

1679 REQUIRED THEN STATE INFORMATION IS UPDATED FOR RETRY. 1

1680 H

1681 CY = | FOR RETRY, CY = 0 FOR NO RETRY 1

1682 i T

1683 0TBE PROC NEAR

1684 OTBE 80 3E 0041 R 00 CMP @DSKETTE_STATUS, 0 GET STATUS OF OPERATION

1685 07C3 74 3E Jz NO_RETRY SUCCESSFUL OPERATION

1686 07C5 80 3E 0041 R 80 CMP @DSKETTE_STATUS, TIME_OUT 3 IF TIME OUT NO RETRY

1687 OTCA 74 37 Jz NO_RETRY

1688 07CC 8A A5 0090 R MOV AH,@DSK _STATE[DI] GET MEDIA STATE OF DRIVE

1689 07D0 F6 C4 (0 TEST AH,MED_DET 3 ESTABLISHED/DETERMINED ?

1690 0703 75 2E JNZ NO_RETRY 3 IF ESTABLISHED STATE THEN TRUE ERROR
1691 07D5 80 E4 CO AND AH.RATE_MSK 3 ISOLATE RATE

1692 07D8 8A 2E 0088 R MOV CH,8LASTRATE 3 GET START OPERATION STATE

1693 07DC DO C5 ROL CH, 3 TO CORRESPONDING BITS

1694 OTDE DO C5 ROL CH, 1

1695 07E0 DO C5 ROL CH, 1

1696 0TE2 DO C5 ROL CH, 1

1697 O07TE4 80 E5 CO AND CH,RATE_MSK t ISOLATE RATE BITS

1698 07ET 3A EC CMP CH, § ALL RATES TRIED

1699 O0TE9 74 18 JE NO_RETRY 3 IF YES, THEN TRUE ERROR

1700

1701 H SETUP STATE INDICATOR FOR RETRY ATTEMPT TO NEXT RATE

1702 H 00000000B (500) -> 100000008 (250}

1703 3 10000000B (250} => 010000008 (300)

1704 3 010000008 (300) -> 000000008 {500)

1705

1706 0TEB 80 FC 01 CMP AH,RATE_500+1 3 SET CY FOR RATE 500

1707 OTEE DO DC RCR AH, | ; TO NEXT STATE

1708 OTFO 80 E4 CO AND AH,RATE_MSK EP ONLY RATE BITS

1709 O07F3 80 A5 0090 R 1F AND .DSK STATE[DI] NOT RATE. NSK‘DBL STEP 3 RATE, DBL STEP OFF
1710 OTF8 08 A5 0090 R OR @DSK_STATE[D1],AH 3 TURN ON NEW RATE

1711 OTFC C6 06 0041 R 00 MOV .DSKETTE STATUS,0 t RESET STATUS FOR RETRY

1712 0801 F9 STC 3 SET CARRY FOR RETRY

1713 0802 C3 RET 3 RETRY RETURN

1714

1715 0803 NO_RETRY: A
1716 0803 Fa cLe CLEAR CARRY NO RETRY

t717 0804 C3 RET t NO RETRY RETURN

1718 0805 RETRY ENDP

1719 3 TTTTTTSTSSSoSoosoSoossssommees

1720 3 NUM_TRANS H
1721 H THIS ROUTINE CALCULATES THE NUMBER OF SECTORS THAT H
1722 H WERE ACTUALLY TRANSFERRED TO/FROM THE DISKETTE. 1
1723 i 3
1724 3 ON ENTRY: [BP+1] = TRACK :
1725 i SI1-HI = HEAD 1
1726 ] [eP] = START SECTOR H
1727 H L]
1728 3 AL = NUMBER ACTUALLY TRANSFERRED 3
1729 3

1730 0805 NUM_TRANS PROC NEAR

1731 0805 32 CO XOR AL, 3 CLEAR FOR ERROR

1732 0807 80 3E 0041 R 00 CMP .DSKETTE STATUS, 0 3 CHECK FOR ERROR

1733 080C 75 23 JINZ NT uT 3 IF ERROR O TRANSFERRED
1734 OB0E B2 04 MoV 4 t SECTORS/TRACK OFFSET TO DL
1735 0810 E8 08FE R CALL GET _PARM 3 AH = SECTORS/TRACK

1736 0813 B8A I1E 0047 R MoV L, 'NEC STATUS+5 3 GET ENDING SECTOR

1737 0817 8B CE MOV Cx 1 CH = HEAD # STARTED

1738 0819 3A 2E 0046 R CMP CH,.NEC_STATUS‘4 3 GET HEAD ENDED UP ON

1739 081D 75 0B JNZ DIF_HD 3 IF ON SAME HEAD, THEN NO ADJUST
1740

1741 OBIF 8A 2E 0045 R MOV »ONEC_STATUS+3 3 GET TRACK ENDED UP ON
1742 0823 3A 6E 01 CMP CH [BP+T] 3 IS 1T ASKED FOR TRACK
1743 0826 74 04 Jz SAME_TRK 3 IF SAME TRACK NO INCREASE
1744

1745 0828 02 DC ADD BL,AH i ADD SECTORS/TRACK

1746 082A DIF_HD:

1747 082A 02 DC ADD BL,AH 1 ADD SECTORS/TRACK

1748 082C SAME_TRK

1749 082C 2A SE 00 sus BL, [BP] 3 SUBTRACT START FROM END
1750 082F 8A C3 Mov AL,BL 3 TO AL

1751

1752 0831 NT_OUuT:

1753 0831 C3

1754 0832 NUM_TRANS ENDP

1755 [ il

1756 3 SETUP_END T
1757 i TRESTORES @MOTOR_COUNT TO PARAMETER PROV | DED IN TABLE T
1758 H AND LOADS @DSKETTE_STATUS TO AH, AND SETS H
1759 3 ON EXIT: T
1760 H AH, ®DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 1
1761 3 - / N\
1762 0832 SETUP_END PROC NEAR

1763 0832 B2 02 MOV DL. 2 3 GET THE MOTOR WAIT PARAMETER
1764 0834 50 PUSH 3 SAYE NUMBER TRANSFERRED
1765 0835 E8 08FE R CALL GET PARM

1766 0838 88 26 0040 R MoV .MOTOR COUNT, AH 3 STORE UPON RETURN

1767 083C 58 POP 1 RESTORE NUMBER TRANSFERRED
1768 083D BA 26 0041 R MoV H .DSKETTE STATUS i GET STATUS OF OPERATION
1769 0841 0A E4 OR i CHECK FOR ERROR

1770 0843 74 02 Jz NUN ERR 1 NO ERROI

tTT1 0845 32 CO XOR AL, AL 1 CLEAR NUMEER RETURNED
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0847
0847
084A
0848
084C

08BA

08CF
08CF
08D2
08D4
08Deée

80
5

-

c3

Fé

8A
Fé
15

F9
c3

8A
88
Do
3A

80

F8
c3

B8

B4
E8

88 C

8A
E8
E8
58

A0
24

73

FC o1

06 008F R Ot
A5 0090 R
10

06 003E R 00
0913 R
0o

OAI4 R
08BA R
35

0450
85 0090 R 01
2

06 0041 R 00
Ci

OAl4 R

F8
08BA R
E7 00FB

0E 0045 R
8D 0094 R

5
8D 0090 R 20

08CE R

4A
09F0 R
7

EO
09F0 R
0727 R

NUN_ERR:
cMP
cMC

RET
SETUP_END

Version 2.00 1-17
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AH, 1 i
H

ENDP

SET THE CARRY FLAG TO INDICATE
SUCCESS OR FAILURE

SETUP_DBI
CHECK D
ON ENTRY:

OUBLE STEP.
DI = DRIVE

CY = | MEANS ERROR

3

i

i

i

3 ON EXIT
i

SETUP_DBL
TEST
Jz
MOV
TEST
JNZ

PRO NEAR
@HF_CNTRL , DUAL

L
AH0DSK STATE[DI]

AH,MED D
No_DBL™

TEST CONTROLLER 1.
OUBLE STEPPING REDUIREO
ACCESS STA
ESTABLI SD-ED STATE
IF ESTABL ISHED THEN DOUBLE DONE

it CHECK FOR TRACK 0 TO SPEED UP ACKNOWLEDGE OF UNFORMATTED DISKETTE

ODSKETTE_STATUS, CY REFLECT STATUS OF OPERAT ION

MoV ©SEEK_STATUS,0 i+ SET RECAL IBRATE REQUIRED ON ALL DRIVES
CALL MOTOR_ON i ENSURE MOTOR STAY
MOV CH,0 i LOAD TRACK 0
CALL SEEK i SEEK TO TRACK 0
CALL READ_ID i READ ID FUNCTION
Jc SD_ERR i IF ERROR NO TRACK 0
§m---- INITIALIZE START AND MAX TRACKS (TIMES 2 FOR BOTH HEADS)
MOV CX,045 START, MAX TRACKS
TEST ODSK STATE[DI] TRK_CAPA . TEST FOR 80 TRACK CAPABILITY
Jz T_OK IF NOT COUNT IS SETUP
MOV CL TAOH i MAXIMUM TRACK 1.2 MB
ATTEMPT READ ID OF ALL TRACKS, ALL HEADS UNTIL SUCCESS; UPON SUCCESS,
MUST SEE IF ASKED FOR TRACK IN SINGLE STEP MODE = TRACK 1D READ: IF NOT
THEN SET DOUBLE STEP ON.
PUSH  CX 1 SAVE TRACK, COUNT
MOV ODSKETTE_STATUS, 0 i CLEAR STATUS, EXPECT ERRORS
XOR AX, AX 1 CLEAR AX
SHR CH, 1 3 HALVE TRACK, CY = HEAD
RCL AL, 1 i AX = HEAD IN CORRECT BIT
RCL AL, 1
RCL AL, 1
PUSH AX 3 SAVE HEAD
CALL SEEK 1 SEEK TO TRACK
POP AX 3 RESTORE HEAD
OR DI, AX i DI = HEAD OR'ED DRIVE
CALL READ_ID + READ ID HEAD 0
PUSHF i SAVE RETURN FROM READ_ID
AND DI, 111110118 3 TURN OFF HEAD | BIT
POPF 3 RESTORE ERROR RETURN
POP cx + RESTORE COUNT
JNC DO_CHK i IF OK, ASKED = RETURNED TRACK ?
INC CH 3 INC FOR NEXT TRACK
cMP CH,CL 3 REACHED MAXIMUM YET
INZ CNT_OK 3 CONTINUE TILL ALL TRIED
§----- FALL THRU, READ ID FAILED FOR ALL TRACKS
SD_ERR:
sTC 1 SET CARRY FOR ERROR
RET 4 SETUP_DBL ERROR EXIT
DO_CHK
MoV CL,ONEC_STATUS+3 3 LOAD RETURNED TRACK
MOV ©DSK_TRK[D1],CL 4 STORE TRACK NUMBER
SHR H,y | i HALVE TRACK
cMP CH,CL 1 IS IT THE SAME As ASKED FDR TRACK
Jz NO_DBL 3 IF SAME THEN NO
OR ©D3K_STATE[DI],0BL_STEP ; TURN ON DOUBLE STEP REDUIRED
NO_DBL :
LC 1 CLEAR ERROR FLAG
RET
SETUP_DBL ENDP
Pt
i READ_ID
3 AD ID FUNCTION.
3 ON ENTRY: DI = BIT 2 = HEAD; BITS 1,0 = DRIVE '
H 1
3 ON EXIT: DI = BIT 2 IS RESET, BITS (,0 = DR
H 1
3

ER_3:
RET
READ_ID ENDP

NEAR
AX,OFFSET ER_3
AX

AH, 4AH
NEC_OUTPUT
AX,DI

AH, AL
NEC_OUTPUT
NEC_TERM
AX

MOVE NEC OUTPUT ERROR ADDRESS

READ 1D COMMAND
TO CONTROLLER
DRIVE # TO AH, HEAD 0

TO CONTROLLER
WAIT FOR OPERATION, GET STATUS
THROW AWAY ERROR ADDRESS

CMOS_TYPE
RETURNS

ON ENTRY:
ON EXIT:

DISKETTE TYPE FROM CMOS
DI = DRIVE #

AL = TYPE; CY REFLECYS SYATUS

PROC
AL,BYTE PTR CEDUIP FLAG |
AL.IIOOOOO B

TYP_IERO

LOAD EQUIPMENT FLAG FOR # DISKETTES
KEEP DISKETTE DRIVE BIT

ARE THERE ANY DRIVES INSYALLED?
NC-->NO DRIVES TYPE ZER!
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ROL AL, Y i ROTATE TO ORIGINAL POSITION
1887 08DA DO CO ROL AL, 1 ROTATE BITS & AND 7 TO 0 AND
1888 08DC DO CO ROL AL, 1
1889 08DE 32 E4 XOR AH, AH 1 AX=NUMBER OF DRIVES
1890 0BEO 3B CT cMP ,DI 3 1S DRIVE REQUESTED PRESENT
1891 08E2 T2 14 Jc TYP_ZERO 1 C-->REQUESTED DRIVE NOT PRESENT
1892 08E4 F6 06 008F R 01 TEST @HFCNTRL , DUAL 4 TEST CONTROLLER 1.D.
1893 0BE9 75 (0 INZ CR2™
1894 0BEB F6 85 0090 R 01 TEST ©@DSK_STATE[DI],TRK_CAPA ; TEST FOR 80 TRACKS
1895 08F0 BO 01 MOV AL 1T 3 DRIVE TYPE HAS 40 TRACKS
1896 08F2 74 06 Jz CRI
1897 08F4 BO 03 MOV AL,3 3 DRIVE TYPE HAS 80 TRACKS
1898 08F6 EB 02 IMP SHORT CR1
1899 08F8 TYP_ZERO:
1900 08F8 32 CO XOR L, AL 1 DRIVE TYPE 0
1901 0BFA CRI: 3 EXIT WITH AL=TYPE ACCORDING TO TRACKS
1902 08FA C3 RET
1903 08FB CR2:
1904 08FB F9 sTC
1905 08FC EB FC JMP CRI 3 EXIT WITH CARRY IF DUAL CARD
1906 OBFE CMOS_TYPE ENDP
1907 P T e P T ---
1908 3 GET_PARM 1
1909 : THIS ROUTINE FETCHES THE INDEXED POINTER FROM THE
1910 DISK_BASE BLOCK POINTED TO BY THE DATA VARIABLE
1911 @DISK_POINTER. A BYTE FROM THAT TABLE IS THEN MOVED
1912 INTO AH, THE INDEX OF THAT BYTE BEING THE PARAMETER
1913 IN DL. :
1914 1
1915 ON ENTRY: DL = INDEX OF BYTE TO BE FETCHED
1916 i :
1917 3 ON EXIT: AH = THAT BYTE FROM BLOCK
1918 H AL,DH DESTROYED
1919
1920 0BFE GET_PARM PROC NEAR
1921 08FE 1E - PUSH DS
1922 08FF 56 PUSH st
1923 0900 2B CO suB AX, AX 31 DS = 0 , BIOS DATA AREA
1924 0902 8E D8 MoV DS, AX
1925 0904 87 D3 XCHG DX,BX 5 BL = INDEX
1926 0906 2A FF uB BH,BH 1 BX = INDEX
1927 ASSUME  DS:ABSO
1928 0908 C5 36 0078 R LDS S1,eDISK_POINTER POINT TO BLOCK
1929 090C 8A 20 MOV AH, [S1+BX] GET THE WORD
1930 090E 87 D3 XCHG DX,BX RESTORE BX
1931 0910 SE POP st
1932 0911 IF POP DS
1933 0912 €3 RET
1934 ASSUME DS:DATA
1935 0913 GET_PARM ENDP
1936 = T o e e e o e e
1937 MOTOR_ON '
1938 TURN MOTOR ON AND WAIT FOR MOTOR START UP TIME. THE @MOTOR_COUNT:
1939 : 1S REPLACED WITH A SUFFICIENTLY HIGH NUMBER (OFFH) TO ENSURE
1940 3 THAT THE MOTOR DOES NOT GO OFF DURING THE OPERATION. IF THE
1941 3 MOTOR NEEDED TO BE TURNED ON, THE MULTITASKING HOOK FUNCTION
1942 i (AX=90FDH, INT 15H) IS CALLED TELLING THE OPERATING SYSTEM
1943 5 THAT THE BI10OS IS ABOUT TO WAIT FOR MOTOR START UP. IF THIS
1944 B FUNCTION RETURNS WITH CY = 1, 1T MEANS THAT THE MINIMUM WAIT i
1945 1 HAS BEEN COMPLETED. AT THIS POINT A CHECK IS MADE TO ENSURE
1946 3 THAT THE MOTOR WASN'T TURNED OFF BY THE TIMER. IF THE HOOK DID
1947 : NOT WAIT, THE WAIT FUNCTION (AH=086H) IS CALLED TO WAIT THE '
1948 3 PRESCRIBED AMOUNT OF TIME. IF THE CARRY FLAG IS SET ON RETURN,
1949 3 IT MEANS THAT THE FUNCTION IS IN USE AND DID NOT PERFORM THE
1950 H WAIT. A TIMER 1| WAIT LOOP WILL THEN DO THE WAIT.
1951 3 :
1952 3 ON ENTRY: DI = DRIVE #
1953 3 s
1954 3 ON EXIT: AX,CX,DX DESTROYED 1
1955 i -- -
1956 0913 MOTOR_ON PROC NEAR
1957 0913 53 PUS BX 3 SAVE REG.
1958 0914 E8 095E R CALL TURN_ON i TURN ON MOTOR
1959 0917 72 43 Jc MOT_TS_ON 3 IF CY=1 NO WAIT
1960 0919 EB 0432 R CALL XLAT_OLD 1 TRANSLATE STATE TO COMPATIBLE MODE
1961 091C B8 90FD MOV AX,050FDH 3 LOAD WAIT CODE & TYPE
1962 091F CD 15 INT 15H 1 TELL OPERATING SYSTEM ABOUT TO DO WAIT
1963 0921 9C PUSHF 4 SAVE CY FOR TEST
1964 0922 E8 0404 R CALL XLAT_NEW 1 TRANSLATE STATE TO PRESENT ARCH.
1965 0925 9D POPF 1 RESTORE CY FOR TEST
1966 0926 13 05 INC M_WAIT 3 BYPASS LOOP IF OP SYSTEM HANDLED WAIT
1967 0928 E6 095E R CALL TURN_ON 1 CHECK AGAIN IF MOTOR ON
1968 0928 72 2F Je MOT_TS_ON 3 IF NO WAIT MEANS IT 1S ON
1969
1970 0920 M_WAIT:
1971 092D B2 0A MoV 10 3 GET THE MOTOR WAIT PARAMETER
1972 092F E8 0BFE R CALL GET_PARM
1973 0932 8A C4 MOV AL, AH 3 AL = MOTOR WAIT PARAMETER
1974 0934 32 E4 XOR AH, AH i AX = MOTOR WAIT PARAMETER
1975 0936 3C 08 cMP AL,8 3 SEE IF AT LEAST A SECOND IS SPECIFIED
1976 0938 73 02 JAE GP2 3 IF_YES, CONTINUE
1977 093A BO 08 Mov AL,8 1 ONE SECOND WAIT FOR MOTOR START UP
1978
1919 gm---- AX CONTAINS NUMBER OF 1/8 SECONDS (125000 MICROSECONDS) TO WAIT
1980
1981 093C 50 GP2: PUSH AX i SAVE WAIT PARAMETER
1982 093D BA F424 MoV DX, 62500 3 LOAD LARGEST POSSIBLE MULTIPLIER
1983 0940 F7 E2 MUL DX 3 MULTIPLY BY HALF OF WHAT®S NECESSARY
1984 0942 8B CA MOV €X,DX 1 CX = HIGH WORD
1985 0944 88 DO MOV DX, AX 3 CX,DX = 1/2 * (# OF MICROSECONDS
1986 0946 F8 cLc 3 CLEAR CARRY FOR ROTATE
1987 0947 DI D2 RCL X, 1 5 DOUBLE LOW WORD, CY CONTAINS OVERFLOW
1988 0949 DI DI RCL CX, 1 5 DOUBLE HI, INCLUDING LOW WORD OVERFLOW
1989 094B B4 86 MOV AH,86H 1 LOAD WAIT CODE
1990 094D CD 15 INT 15H 1 PERFORM WAIT
1991 094F 58 POP AX 1 RESTORE WAIT PARAMETER
1992 0950 73 0A JINC MOT_1S_ON 3 CY MEANS WAIT COULD NOT BE DONE
1993
1994 so---- FOLLOWING LOOPS REQUIRED WHEN RTC WAIT FUNCTION IS ALREADY IN USE
1995
1996 0952 Ji3: 3 WAIT FOR 1/8 SECOND PER (AL}
1997 0952 B9 205E MoV cx,8286 i COUNT FOR 1/8 SECOND AT 15.085737 US
1998 0955 E8 0000 E CALL WAITF i GO TO FIXED WAIT ROUTINI
1999 0958 FE C8 DEC AL ; DECREMENT TIME VALUE
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2000 095A 75 Fe INZ J13 1 ARE WE DONE YET

2001

2002 095C MOT_IS_ON:

2003 095C 5B POP B8x 3 RESTORE REG.

2004 095D C3 RET

2005 095E MOTOR_ON ENDP

2006 -

2007 3 TURN_ON H

2008 : TURN MOTOR ON AND RETURN WAIT STATE.

2009 3 T

2010 3 ON ENTRY: DI = DRIVE # 1

2011 3 H

2012 3 ON EXIT: CV 0 MEANS WAIT REQUIRED H

2013 3 1 MEANS NO WAIT REQUIRED H

2014 H A)( BX,CX,DX DESTROYED t

2015 3=

2016 095E TURN_ON PROC PEAR

2017 095E 8B OF MoV BX,DI 3 BX = DRIVE #

2018 0960 8A CB MoV CL,BL 3 CL = DRIVE #

2019 0962 DO C3 ROL BL,! $ BL = DRIVE SELECT

2020 0964 DO C3 ROL BL,!

2021 0966 DO C3 ROL BL, !

2022 0968 DO C3 ROL BL,!

2023 096A FA CcL1 3 NO INTERRUPTS WHILE DETERMINING STATUS
2024 096B C6 06 0040 R FF MOV OMOTOR_COUNT , OFFH 3 ENSURE MOTOR STAYS ON FOR OPERATION
2025 0970 A0 003F R MoV AL,.MOTOR_STATus 3 GET DIGITAL OUTPUT REGISTER REFLECTION
2026 0973 24 30 AND AL,001100008 3 KEEP ONLY DRIVE SELECT BITS

2027 0975 B4 01 MoV AH, 1 3 MASK FOR DETERMINING MOTOR BIT

2028 0977 D2 E4 SHL AH,CL §# AH = MOTOR ON, A=00000001!1, B=00000010
2029

2030 3 AL = DRIVE SELECT FROM OMOTOR_STATUS

2031 i BL = DRIVE SELECT DESIRED

2032 i AH = MOTOR ON MASK DESIRED

203

2034 0979 3A C3 CMP AL,BL 3 REQUESTED DRIVE ALREADY SELECTED ?
2035 097B 75 06 JINZ TURN_IT 3 IF NOT SELECTED JUMP

2036 097D 84 26 003F R TEST AH, .MOTGR STATUS 3 TEST MOTOR ON BIT

2037 0981 715 31 INZ NO_MOT, 'AT 3 JUMP IF MOTOR ON AND SELECTED

2038

2039 0983 TURN_IT_ONt

2040 0983 OA E3 OR AH,BL 4 AH = DRIVE SELECT AND MOTOR

2041 0985 8A 3E 003F R MOV BH,®MOTOR_STATUS l SAVE COPY OF OMOTOR_STATUS BEFORE
2042 0989 80 ET OF AND BH,00001 1718 KEEP ONLY MOTOR BITS

2043 098C 80 26 003F R CO AND .MOTOR STATUS,HOOOOODB ; CLEAR OUT DRIVE SELECT AND MOTORS
2044 0991 08 26 003F R OR ©MOTOR_STATUS, 3 OR IN DRIVE SELECTED

2045 0995 A0 003F R MOV AL, 'MOYOR_STATUS 3 GET DIGITAL OUTPUT REGISTER REFLECTION
2046 0998 8A D8 MOV BL,AL 3 BL=OMOTOR_STATUS AFTER, BH=BEFORI

2047 099A 80 E3 OF AND BL,00001111B 1 KEEP ONLY MOTOR BITS

2048 099D FB STI 3+ ENABLE INTERRUPTS AGAIN

2049 099E 24 3F AND AL,00111111B 3 STRIP AWAY UNWANTED BITS

2050 09A0 DO CO ROL AL, 1 3 PUT BITS IN DESIRED POSITIONS

2051 09A2 DO CO ROL AL, t

2052 09A4 DO CO ROL AL, 1

2053 09A6 DO CO ROL AL, 1

2054 09A8 0C oC OR AL, 000011008 3 NO RESET, ENABLE OMA/INTERRUPT

2055 09AA BA 03F2 MoV DX,03F2H 3 SELECT DRIVE AND TURN ON MOTOR

2056 09AD EE out DX, AL

2057 09AE 3A DF CMP BL,BH 3 NEW MOTOR TURNED ON

2058 0980 74 02 JzZ NO_MOT_WAIT 3 NO WAIT REQUIRED IF JUST SELECT

2059 09B2 F8 cLC 3 SET CARRY MEANING WAIT

2060 09B3 C3 RET

2061

2062 0984 NO_MOT_WAIT:

2063 09B4 F9 STC 3 SET NO WAIT REQUIRED

2064 0985 FB STI 3 INTERRUPTS BACK ON

2065 0986 C3 RET

2066 09B7 TURN_ON ENDP

2067 --- --

2068 i HO_WAIT '

2069 3 WAIT FOR HEAD SETTLE TIME. 1

2070 H fl

2071 i ON ENTRY: DI : DRIVE #

2012 3 '

2073 3 ON EXIT: AX,BX,CX,DX DESTROYED 1

2074 3

2075 0987 HD_WAIT PROC NEAR

2076 0987 B2 09 MOV DOL,9 3 POINT TO HEAD SETTLE PARAMETER

2077 09B9 E8 08FE R CALL GET PAR! 3 GET PARAMETER

2078 09BC Fé6 06 003F R 80 TEST OMOTOR STATUS.|00000005 3 SEE IF A WRITE OPERATION

2079 09C!1 74 09 Jz ISNT_WRITI 3 IF NOT, DO NOT ENFORCE ANY VALUES
2080 09C3 80 FC OF CMP AH, 15 3 IS WAIT 15 MILLISECONDS OR GREATER?
2081 09Ceé 73 08 JAE DO_WAT 3 IF THERE DO NOT ENFORCE

2082 09C8 B4 OF MOV AH, 15 3 HEAD SETTLE MINIMUM

2083 09CA EB 04 JMP SHORT DO_WAT 3 DO WAIT OPERATION

2084 09CC ISNT_WRITE:

2085 09CC OA E4 OR AH,AH 3 CHECK FOR WAIT TO BE ZERO

2086 09CE 74 IF Jz HW_DONE 3 IF NOT WRITE AND 0 THEN EXIT

2087

2088 Hintabadbd AH CONTAINS NUMBER OF MILLISECONDS TO WAIT

2089

2090 0900 DO_WAT: w
2091 09D0 8A C4 MOV AL, AH 3 AL = # MILLISECONDS ™m
2092 09D2 32 E4 XOR AH, AH $ AX = # MILLISECONDS

2093 09D4 50 PUSH AX I SAVE HEAD SETTLE PARAMETER (x]
2094 09D5 BA 03E8 MoV DX, 1000 3 SET UP FOR MULTIPLY TO MICROSECDNDS —
2095 09D8 F7 E2 MUL DX 34 DX,AX = # MICROSECONDS —
2096 09DA 8B CA MoV CX,DX 3 CX,AX = # MICROSECONDS o
2097 090C 8B DO MOV DX, AX 3 CX.DX = # MICROSECONDS

2098 0SDE B4 86 MoV AH,86H 3 LOAD WAIT CODE —
2099 09EO0 CD 15 INT 15H 3 PERFORM WAIT

2100 09E2 58 POP AX 3 RESTORE HEAD SETTLE PARAMETER o
2101 09E3 73 0A JNC HW_DONE 3 CHECK FOR EVENT WAIT ACTIVE

2102

2103 09ES5 J29: 3 1 MILLISECOND LOOP

2104 09E5 B9 0042 MOV CX,66 3 COUNT AT 15.085737 US PER COUNT

2105 09E8 E8 0000 E CALL WAITF 3 DELAY FOR | MILLISECOND

2106 09EB FE C8 DEC AL 3 DECREMENT THE COUNT

2107 09ED 75 Fé JNZ J29 3 DO AL MILLISECOND # OF TIMES

2108 09EF HW_DONE :

2109 09EF C3

2110 09FO0 HD _WAIT ENDP

2110 peTeemeeeen

2112 x NEC_OUTPUT ]

2113 THIS ROUTINE SENDS A BYTE TO THE NEC CONTROLLER AFTER ]
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2114 TESTING FOR CORRECT DIRECTION AND CONTROLLER READY THIS

2115 ROUTINE WILL TIME OUT IF THE BYTE 1S NOT ACCEPTED WITHIN:

2116 A REASONABLE AMOUNT OF TIME, SETTING THE DISKETTE STATUS:

2n17 ON COMPLETION. '

2118 '

2119 ON ENTRY: '

2120 AH = BYTE TO BE OUTPUT

2121 ON EXIT:

2122 CY = 0 SUCCESS

2123 CY = 1| FAILURE -- DISKETTE STATUS UPDATED

2124 IF A FAILURE HAS OCCURRED, THE RETURN IS MADE 1

2125 ONE LEVEL HIGHER THAN THE CALLER OF NEC_OUTPUT.

2126 THIS REMOVES THE REQUIREMENT OF TESTING AFTER

2127 EVERY CALL OF NEC_OUTPUT.

2128 AX,CX,DX DESTROYED

2129 mmmmme e L e

2130 09F0 NEC_OUTPUT PROC NEAR

2131 09F0 53 - PUSH BX 3 SAVE REG.

2132 09F 1 BA 03F4 MOV DX, 03F4H 3 STATUS PORT

2133 09F4 B3 02 MOV . 3 HIGH ORDER COUNTER

2134 09F6 33 C9 XOR CX,CX 3 COUNT FOR TIME OUT

2135

2136 09FB EC J23: IN AL,DX 4 GET STATUS

2137 09F9 24 CO AND AL, 110000008 3 KEEP STATUS AND DIRECTION

2138 09FB 3C 80 CcMP AL, 100000008 3 STATUS | AND DIRECTION 0 ?
2139 09FD 74 OF Jz Ja71 3 STATUS AND DIRECTION OK

2140 09FF E2 FT LOOP J2a 1 CONTINUE TILL CX EXHAUSTED
2141

2142 0A0! FE CB DEC BL 3 DECREMENT COUNTER

2143 0A03 75 F3 INZ J23 3 REPEAT TILL DELAY FINISHED, CX = 0
2144

2145 PECEE FALL THRU TO ERROR RETURN

2146

2147 0A05 80 OE 0041 R 80 OR @DSKETTE_STATUS, TIME_OUT

2148

2149 0AOA 5B POP BX ; RESTORE REG.

2150

2151 0AOB 58 POP AX ; DISCARD THE RETURN ADDRESS
2152 0AOC F9 sTC i INDICATE ERROR TO CALLER

2153 0AOD €3 RET

2154

2155 §o-m- DIRECTION AND STATUS OK; OUTPUT BYTE

2156

2157 OAOE BA C4 J271: MoV AL, AH + GET BYTE TO OUTPUT

2158 0A10 42 INC DX 1 DATA PORT = STATUS PORT +

2159 0Alf EE ouT DX, AL 3 OUTPUT THE BYTE

2160

2161 0A12 5B FOP BX 1 RESTORE REG.

2162 0A13 C3 i CY = 0 FROM TEST INSTRUCTION
2163 0Al4 NEC OUTPUT ENDP

2164 et ikl

2165 : '

2166 i THIS ROUTINE WILL MOVE THE HEAD ON THE NAMED DRIVE

2167 : TO THE NAMED TRACK. IF THE DRIVE HAS NOT BEEN ACCESSED

2168 : SINCE THE DRIVE RESET COMMAND WAS ISSUED, THE DRIVE

2169 ; WILL BE RECALIBRATED.

2170 : '

2171 i ON ENTRY: DI = DRIVE #

2172 B CH = TRACK # b}

2173 H s

2174 i ON EXIT: @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION.

2115 3 AX,BX,CX;DX DESTROYED

2176 3

2177 OAl4 SEEK PROC NEAR

2178 0A14 8B DF MoV BX,D1 { BX = DRIVE

2179 OAl6 BA OATB R MOV DX,OFFSET NEC_ERR i LOAD RETURN ADDRESS

2180 0A19 52 PUSH DX - $ ON STACK FOR NEC_OUTPUT ERROR
2181 OAIA BO 01 MOV AL, I i ESTABLISH MASK FOR RECALIBRATE TEST
2182 0AIC 86 CB XCHG CL,BL : GET DRIVE VALUE INTO CL

2183 0AIE D2 CO ROL AL,CL ; SHIFT MASK BY THE DRIVE VALUE
2184 0A20 86 CB XCHG cL,BL 3 RECOVER TRACK VALUE

2185 0A22 B4 06 003E R TEST AL ,@SEEK_STATUS 3 TEST FOR RECALIBRATE REQUIRED
2186 0A26 15 21 INZ J28A ; JUMP IF RECALIBRATE NOT REQUIRED
2187

2188 0A28 08 06 003E R OR OSEEK_STATUS AL 3 TURN ON THE NO RECALIBRATE BIT IN FLAG
2189 0A2C EB OATC R CALL RECAL i RECALIBRATE DRIVE

2190 0A2F 73 0A JINC AFT_RECAL i RECAL IBRATE DONE

2191

2192 jm---- ISSUE RECAL IBRATE FOR 80 TRACK DISKETTES

2193

2194 0A31 C6 06 004t R 00 MOV @DSKETTE_STATUS,0 3 CLEAR OUT INVALID STATUS

2195 0A36 EB OATC R cALL RECAL i RECAL IBRATE DRIVE

2196 0A39 72 3F Jc RB i IF RECALIBRATE FAILS TWICE THEN ERROR
2197 H

2198 0A3B AFT_RECAL :

2199 0A3B 83 FF 01 cMP DI, 1 ; IF REQUEST FOR DRIVE > 2

2200 0A3E 77 21 JA R8 i DO SEEK EVERY TIME

2201 0A40 Cé 85 0094 R 00 MoV @DSK_TRK[DI1],0 i SAVE NEW CYLINDER AS PRESENT POSITION
2202 0A45 OA ED OR CH,CA i CHECK FOR SEEK TO TRACK

2203 0A47 74 2C Jz DO_WAIT i HEAD SETTLE, CY = 0 IF JUMP
2204

2205 IS IN SYNCHRONIZATION WITH CONTROLLER, SEEK TO TRACK

2206

2207 0A49 J2BA:

2208 0A49 83 FF 01 CMP DI, 1 1 IF REQUEST FOR DRIVE > 2

2209 0A4C 77 13 JA R8 3 DO _SEEK EVERY TIME

2210 0A4E F6 85 0090 R 20 TEST @DSK_STATE[DI],DBL_STEP ; CHECK FOR DOUBLE STEP REQUIRED
2211 0A53 74 02 Jz R7 i SINGLE STEP REQUIRED BYPASS DOUBLE
2212 0A55 DO ES SHL CH, t 1 DOUBLE NUMBER OF STEP TO TAKE
2213

2214 OAS7 3A AD 0094 R R7: CcMP CH,@DSK_TRK[DI] i SEE IF ALREADY AT THE DESIRED TRACK
2215 0A5B 74 1D JE RE 3 IF YES, DO NOT NEED TO SEEK
2216

2217 QASD 88 AD 0094 R MoV @DSK_TRK[DI],CH ; SAVE NEW CYLINDER AS PRESENT POSITION
2218 0A61 R8:

2219 0A61 51 PUSH cx 1 SAVE CYLINDER #

2220 0A62 B4 OF MOV AH, OFH 3 SEEK COMMAND TO NEC

2221 0A64 EB 09FO0 R CALL NEC_OUTPUT

2222 0A67 8B DF MOV 8x,D1 4 BX = DRIVE

2223 0A69 BA E3 MoV . 3 OUTPUT DRIVE NUMBER

2224 0A6B EB 09F0 R CALL NEC_OUTPUT

2225 OAGE 58 POP AX 3 RESTORE CYLINDER # FOR NEC_OUTPUT
2226 OAGF EB 09F0 R CALL NEC_OUTPUT

2227 0AT2 EB 0A93 R CALL CHK_STAT_2 ; ENDING INTERRUPT AND SENSE STATUS
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2228
2229 Hintaiabaid WAIT FOR HEAD SETTLE

2231 OAT5 DO_WAIT:

n
N
w
~
13
>
1
o
o
b}
c
@
I
b ]

SAVE STATUS
WAIT FOR HEAD SETTLE TIME
RESTORE STATUS

c
2233 OAT6 E8 0987 R CALL  HD_WAIT
D F -

NN
NN
W W w
TR
ocoo
>>>
I35
>>0
o o
®

b

o

3
>
3

CLEAR ERROR RETURN FROM NEC_OUTPUT

N
N
w
@
o
>
-
]
o
w

RETURN TO CALLER

L
RECALIBRATE DRIVE

ON ENTRY DI = DRIVE #

CY REFLECTS STATUS OF OPERATION.

NEAR
2250 OATD B8 0A91 R

Ccx
AX,OFFSET RC_BACK LOAD NEC_OUTPUT ERROR
AX

2252 0AB1 B4 07 AH,O0TH ; RECALIBRATE COMMAND

2253 0AB3 EB 09F0 R NEC_OUTPUT

2254 0AB6 8B DF BX,D! 1 BX = DRIVE #

2255 0AB8 8A E3 AH,BL

2256 OABA EB 09F0 R NEC_OUTPUT 3 OUTPUT THE DRIVE NUMBER

2257 0ABD E8 0A93 R T_2 t GET THE INTERRUPT AND SENSE INT STATUS
2258 0A90 58 POP i THROW AWAY ERROR

2259 0A91 RC_BACK

2260 0A91 59 POP cx

2261 0A92 C3 RET

2262 0A93 RECAL  ENDP

2263 P

2264 i CHK_STAT_2

2265 3 THTS ROUTINE HANDLES THE INTERRUPT RECEIVED AFTER

2266 i RECAL IBRATE, SEEK, OR RESET TO THE ADAPTER. THE

2267 B INTERRUPT 15 WAITED FOR, THE INTERRUPT STATUS SENSED,

2268 3 AND THE RESULT RETURNED TO THE CALLER.

2269 ] :

2210 3 ON EXIT: @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION.:

2271 jo-mom-mmn --

2272 0A93 CHK_STAT_2 PROC NEAR

2273 0A93 B8 0ABI R MoV AX,OFFSET CS_BACK 3 LOAD NEC_OUTPUT ERROR ADDRESS
2274 0A96 50 PUSH

2275 OA9T E8 OABA R CALL WAIT_INT i WAIT FOR THE INTERRUPT

2276 OA9A 72 14 Jc J34 4 IF ERROR, RETURN IT

2277 OASC B4 08 MOV AH, 08H 4 SENSE INTERRUPT STATUS COMMAND
2278 OASE EB 09F0 R CALL NEC_OUTPUT

2279 OAA! E8 OAEZ R CALL RESOLTS ; READ IN THE RESULTS

2280 0AA4 T2 OA JC J34

2281 O0AA6 A0 0042 R MOV AL, ONEC_STATUS 3 GET THE FIRST STATUS BYTE

2282 0AA9 24 60 AND AL,011000008 3 ISOLATE THE BITS

2283 0AAB 3C 60 cMP AL,011000008 3 TEST FOR CORRECT VALUE

2284 OAAD T4 03 Jz 3 IF ERROR, GO MARK IT

2285 OAAF F8 cLe 3 GOOD RETURN

2286 0ABO J34:

2287 0ABO 58 POP AX 3 THROW AWAY ERROR RETURN

2288 0ABI CS_BACK:

2289 0ABI C3 RET

2290

2291 0AB2 J3s:

2292 0AB2 80 OE 0041 R 40 OR @DSKETTE_STATUS ,BAD_SEEK

2293 0ABT F9 stc 1 ERROR RETURN CODE

2294 0ABB EB F6 SHORY J34

2295 OABA CHK_! STAT 2

229 : -

2291 i WAIT_INT 1

2298 3 THIS ROUTINE WAITS FOR AN INTERRUPT TO OCCUR A TIME OUT 1t

2299 3 ROUTINE TAKES PLACE DURING THE WAIT, SO THAT AN ERROR

2300 3 MAY BE RETURNED IF THE DRIVE IS NOT READY.

2301 3 '

2302 i ON EXIT: @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION.:

2303 3 et L RO L

2304 0ABA WAIT_INT PROC NEAR

2305 0ABA FB sTI 1 TURN ON INTERRUPTS, JUST IN CASE

2306 0ABB F8 cLe 3 CLEAR TIMEOUT INDICATOR

2307 0ABC B8 9001 MOV AX, 0900 1H 3 LOAD WAIT CODE AND TYPE

2308 OABF CD 15 INT 15H i PERFORM_OTHER FUNCTION

2309 OACI 72 11 Jc J36A : BYPASS TIMING LOOP IF TIMEOUT DONE

2310

2311 0AC3 B3 04 MoV BL,4 3 CLEAR THE COUNTERS

2312 0AC5 33 C9 XOR cx,cx t FOR 2 SECOND WAIT

2313 0ACT J36t

2314 OACT F6 06 003E R 80 TEST  @SEEK_STATUS,INT_FLAG 3 TEST FOR INTERRUPT OCCURRING

2316 0ACC 75 0C JNZ J31

2316 OACE E2 FT LOOP J3e 31 COUNT DOWN WHILE WAITING

2317 0ADO FE CB DEC BL 1 SECOND LEVEL COUNTER

2318 0AD2 75 F3 INZ J36 (7]
2319 m
2320 0AD4 80 OE 0041 R 80  J36A: OR 'DSKETTE_SYAYUS,YIME_OUT NOTHING HAPPENED I
2321 0ADS F9 sTc ERROR RETURN

2322 0ADA J37: -
2323 OADA SC PUSHF 3 SAVE CURRENY CARRY -
2324 0ADB 80 26 003E R TF AND @SEEK_STATUS,NOT INT_FLAG TURN OFF INTERRUPT FLAG (=]
2325 OAEO 9D POPF s RECOVER' CARRY =2
2326 OAE! C3 RET i GOOD RETURN CODE

2327 OAE2 WAIT_INT ENDP Iy
2328 8- ——---

2329 : RESULTS

2330 3 THIS ROUTINE WILL READ ANYTHING THAT THE NEC CONTROLLER t

2331 3 RETURNS FOLLOWING AN INTERRUPT.

2332 3 '

2333 3 ON EXIT: @DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION.:

2334 3 AX,BX,CX;DX DESTROYED

2335 3

2336 0AE2 RESULTS PROC  NEAR

2337 OAE2 57 PUSH DI

2338 0AE3 BF 0042 R MOV DI,OFFSET @NEC_STATUS 3 POINTER TO DATA AREA

2339 0AE6 B3 07 MoV BL,7 § MAX_STATUS BYTES

2340 OAE8 BA 03F4 MoV DX, 03F 4H t STATUS PORT

2341
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2382 0BIF
2383 0BIF
2384 0B20
2385 0B21

2397 0B21
2398 o0B21
2399 0B24
2400 oB27
2401 0B28
2402 0B2A
2403 0B2B

B7
33

EC
24
3c
E2

FE
15

80
EB

5F
c3

E8
BA

A8
c3

59
c3

02
c9
co

0E
F1

CF
F3

OE 0041 R 80

aoo2
0000 E

10
0A
cB
D2
OE 0041 R 20

0913 R
03F7

EE]

E]

04
09F0
c7
EO

09F0 R
0AE2 R

06 0042 R 10
4 DA

ED
06

8D 0090 R 94

8D 0090 R 01

DISKETTE ADAPTER BIOS

[ iiaiuiuind WAIT FOR REQUEST FOR MASTER

R10: MOV BH,2
XOR CX, X ]

J39: H
IN AL,DX ]
AND AL, 110000008
CcMP AL, 110000008 3
Jz M
LooP J39 :
DEC BH 3
INZ J39 1
OR ODSKETTE_STATUS, TIME_OUT
STC 3
JMP SHORT POPRES i

IN THE STATUS

Ja2:
INC DX i
IN AL, DX H
MOV [01],AL
INC DI H
MOV cx,2 i
CALL WAITF 3
DEC DX H
IN AL,DX 1
TEST AL,000100008B H
Jz 'OPRE S 3
DEC BL 3
JINZ R10 3
OR ODSKETTE_STATUS,BAD_NEC 3
sTc H

§mm--- RESULT OPERATION 1S DONE

POPRES:

POP DI
RET
RESULTS ENDP

01-10-86

HIGH ORDER COUNTER

COUNTE

WAIT FOR MASTER

GET STATUS

KEEP ONLY STATUS AND DIRECTION
STATUS | AND DIRECTION 0
STATUS AND DIRECTION OK

LOOP TILL TIMEOUT

DECREMENT HIGH ORDER COUNTER
REPEAT TILL DELAY DONE

SET ERROR RETURN
POP REGISTERS AND RETURN

POINT AT DATA PORT
GET THE DATA

STORE THE BYTE
INCREMENT THE POINTER

MINIMUM 12 MICROSECONDS FOR NEC
WAIT 15 TO 30 MICROSECONDS
POINT AT STATUS PORT

GET STATUS

TEST FOR NEC STILL BUSY

RESULTS DONE ?

DECREMENT THE STATUS COUNTER
GO BACK FOR MORE

TOO MANY STATUS BYTES

SET ERROR FLAG

RETURN WITH CARRY SET

READ_DSKCHNG
R

i 1
3 EADS THE STATE OF THE DISK CHANGE LINE.

3 1
3 ON ENTRY: DI = DRIVE # 1
3 H
i ON EXIT: = DRIVE #

3 0 : DISK CHANGE LINE INACTIVE

i 1 1 DISK CHANGE LINE ACTIVE

3 AX €X,DX DESTROYED

R

EAD_DSKCHNG PROC NEAR
CALL MOTOR_ON
MoV DX,03FTH

IN AL ,DX
TEST AL ,DSK_CHG

RET
READ_DSKCHNG ENDP

TURN ON THE MOTOR IF OFF

ADDRESS DIGITAL INPUT REGISTER
INPUT DIGITAL INPUT REGISTER

CHECK FOR DISK CHANGE LINE ACTIVE
RETURN TO CALLER WITH ZERO FLAG SET

1

3 DRIVE_DET H

3 DETERMINES WHETHER DRIVE 1S 80 OR 40 TRACKS AND

3 UPDATES STATE INFORMATION ACCORDINGLY.

H 1
1

Dl = DRIVE #

PROC NEAR
MOTOR_ON
RECAL

DD_BAC

CH, TRK_SLAP
SEEK

TURN ON MOTOR IF NOT ALREADY ON
RECAL IBRATE DRIVE

ASSUME NO DRIVE PRESENT

SEEK TO TRACK 48

DD_BAC ERROR_NO DRIVE
CH,QUIET_SEEK+1 SEEK TO TRACK 10
SK_GIN:
DEC cH 1 DECREMENT TO NEXT TRACK
Js 15_40 3 END LOOP IF CYLINDER COUNT NEGATIVE
PUSH cx 3 SAVE TRACK
CALL SEEK I
JC POP_BAC + POP_AND RETURN
MOV AX,OFFSET DD_BAC + LOAD NEC OUTPUT ERROR ADDRESS
PUSH AX 1
MOV AH, SENSE_DRV_ST § SENSE DRIVE STATUS COMMAND BYTE
CALL NEC_OUTPUT 3 OUTPUT TO NEC
[ AX,D1 s AL = DRIVE
MOV AH, AL 3 AH = DRIVE
CALL NEC_OUTPUT 3 OUTPUT TO NEC
CALL RESULTS 3 GO GET STATUS
POP 3 THROW AWAY ERROR ADDRESS
POP c 3 RESTORE TRACK
TEST ONEC_STATUS , HOME 3 TRACK 0 ?
Jz SK_GTN 3 GO TILL TRACK 0
OR CHCH $ IS HOME AT TRACK 0 7
Jz ) MUST BE 80 TRACK DRIVE
5 DRIVE IS A 3603 SET DRIVE TO DETERMINED}
1 SET MEDIA TO DETERMINED AT RATE 250
15_40:
OR ©DSK_STATE[DI],DRV_DET+MED_DET+RATE_250
RET 1 ALL INFORMATION SET
15_80:
OR ®DSK_STATE[DI], TRK_CAPA ; SETUP 80 TRACK CAPABILITY
DD_BAC:
ET
POP_BAC:
POP cx t THROW AWAY
RET
DR1VE_DET ENDP
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2456 -

2457 DISK_INT '

2458 THIS ROUTINE HANDLES THE DISKETTE INTERRUPT.

2459 '

2460 ON EXIT: THE INTERRUPT FLAG IS SET IN @SEEK_STATUS.

2461 el ----

2462 0B74 ISK_INT_1 PROC FAR 3 ENTRY POINT FOR ORG OEF5TH
2463 0B74 FB 1 i RE-ENABLE INTERRUPTS

2464 0B75 50 PUSH AX i SAVE WORK REGISTER

2465 0B76 (E PUSH oS i SAVE REGISTERS

2466 0B77 EB 0000 E CALL DDS 1 SETUP DATA ADDRESSING

2467 0BTA 80 OE 003E R 80 OR ®SEEK_STATUS, INT_FLAG  § TURN ON INTERRUPT OCCURRED
2468 0BTF IF POP oS 1 RESTORE USER (DS

2469 0880 BO 20 MOV AL ,EOI 1 END OF INTERRUPT MARKER

2470 0B82 E6 20 out INTAOO, AL i INTERRUPT CONTROL PORT

2471 0B84 B8 9101 MOV AX,09101H i+ INTERRUPT POST CODE AND TYPE
2472 0B87 CD 15 INT 15H 3 GO PERFORM OTHER TASK

2473 0B89 58 POP AX 3 RECOVER REGISTER

2474 0B8A CF i RETURN FROM INTERRUPT

2475 0B8B

2476 3

24717 i DSKETTE_SETUP

2478 3 THIS ROUTINE DOES A PREL IMINARY CHECK TO SEE WHAT TYPE

2479 B OF DISKETTE DRIVES ARE ATTACHED TO THE SYSTEM.

2480 T T T T T e e e e e e e e e e e e e e e e e e e e e mmsese——————

2481 0BaB DSKETTE_SETUP PROC NEAR

2482 0B8B 50 PUSH AX i SAVE REGISTERS

2483 0B8C 53 PUSH BX

2484 088D 51 PUSH cx

2485 0BSE 52 PUSH DX

2486 0BBF 57 PUSH ol

2487 0B90 56 PUSH si

2488 0B91 1E PUSH DS

2489 0B92 E8 0000 E CALL DDS 3 POINT DATA SEGMENT TO BIOS DATA AREA
2490 0B95 80 OE 00AO R Of OR ORTC_WAIT_FLAG,0! i NO RTC WAIT, FORCE USE OF LOOP
2491 0B9A C7 06 0090 R 0000 MOV WORD PTR ®DSK_STATE,O0  ; INITIALIZE STATES

2452 0BAO 80 26 008B R 33 AND @LASTRATE ,NOT_STRT_MSK+SEND MSK ; CLEAR START & SEND
2493 0BA5 80 OE 008B R CO OR OLASTRATE, SEND_MSK™ 1 INITIALIZE SENT TO_ IMPOSSIBLE
2494 0BAA C6 06 003E R 00 MoV ®SEEK_STATUS,0” i INDICATE RECAL IBRATE NEEDED
2495 0BAF C6 06 0040 R 00 MOV ®MOTOR_COUNT, 0 i INITIALIZE MOTOR COUNT

2496 0B84 C6 06 003F R 00 MOV @MOTOR_STATUS, 0 1 INITIALIZE DRIVES TO OFF STATE
2497 0BB9 C6 06 0041 R 00 MOV @DSKETTE_STATUS, 0 i NO_ERRORS

2498 0BBE A0 0010 R MOV AL,BYTE FTR 0EQUIP_FLAG i GET EQUIPMENT STATUS

2499 0BCI DO CO ROL ALt 1 SHIFT BITS 7,6 TO 1,0

2500 0BC3 DO CO ROL AL, 1

2501 OBC5 24 03 AND AL,3 3 MASK DRIVE BITS

2502 OBC7 32 E4 XOR AH, AH 1 AX=NUMBER OF DRIVES(RELATIVE ZERO
2503 0BCY 33 FF XOR DI,DI 3 DI=INITIAL DRIVE TO BE ESTABLISHED
2504 0BCB BE 0010 MoV S1,HOME i SI=HOME MASK FOR ALL DRIVES
2505 0BCE SuPO:

2506 OBCE F6 os 008F R 0! TEST ©HF_CNTRL,DUAL 1 TEST CONTROLLER TYPE

2507 0BD3 75 JINZ SUPT

2508 0BD5 C6 us 0090 R 94 MOV @DSK_STATE[D!],DRV_DET+MED_DET+RATE_250

2509 0BDA SUPI:

2510 OBDA 50 PUSH AX 1 SAVE DRIVE COUNT

2511 0BDB E8 0B2B R CALL DRIVE_DET i DETERMINE DRIVE

2512 OBDE E8 0432 R CALL XLAT_BLD 1 TRANSLATE STATE TO COMPATIBLE MODE
2513 0BE! 23 36 0042 R AND SI,!URD PTR ONEC_STATUS § AND ONEC_STATUS WITH HOME MASK
2514 OBES5 58 POP 3 RESTORE DRIVE COUNT

2515 OBE6 47 INC DI + POINT TO NEXT DRIVE

2516 OBE7 3B F8 cMP DI,AX

2517 OBE9 76 E3 UNA SUPO 1 REPEAT FOR EACH DRIVE

2518 OBEB SUP2:

2519 OBEB C6 06 003E R 00 MOV @SEEK_STATUS, 0 1 FORCE RECAL IBRATE

2520 OBFO 80 26 00AO R FE AND @RTC_WAIT_FLAG, OFEH 1 ALLOW FOR RTC WAIT

2521 0BF5 EB8 0832 R CALL SETUP_END i VARIOUS CLEANUPS

2522 0BF8 72 05 JC HOME_OK 3 EXIT WITH CY FLAG FROM SETUP_END
2523 OBFA 0B Fé OR S1,ST 3 TEST HOME INDICATORS FOR ALLTDRIVES
2524 OBFC 75 01 INZ HOME_OK

2525 OBFE F9 sTC - 3 ERROR-->HOME INDICATOR BAD
2526 OBFF HOME_OK &

2527 OBFF IF POP DS 1 RESTORE CALLERS RESISTERS

2528 0C00 5E POP sl

2529 0CO1 5F POP DI

2530 0C02 5A POP DX

2531 0C03 59 POP cX

2532 0C04 5B POP BX

2533 0C05 58 POP AX

2534 0C06 C3 RET

2535 0COT DSKETTE_ SETUF ENDP

2536 0COT CODE  "EN

2537 END

%)
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KEYBRD --- 01/10/86 KEYBOARD ADAPTER BIOS 01-10-86
1 PAGE 118,121
g TITLE KEYBRD --- 01/10/86 KEYBOARD ADAPTER BI10S
37==m INT 16 === o oo oo oo oo
4 3 KEYBOARD 1/0
5 8 THESE ROUTINES PROVIDE KEYBOARD SUPPORT
& i INPUT
7 H (AH) =0 READ THE NEXT ASCI1 CHARACTER STRUCK FROM THE KEYBOARD 1
8 ; RETURN THE RESULT IN (AL), SCAN CODE IN (AH
9 ; (AH} =1 SET THE 2 FLAG TO INDICATE IF AN ASCII CHARACTER IS
10 AVAILABLE TO BE READ.
5l 3 {ZF)=1 =- NO CODE AVAILABLE
12 : {ZF)=0 == CODE IS AVAILABLE
13 : IF ZF = 0, THE NEXT CHARACTER IN THE BUFFER TO BE READ
14 ; IS IN AX, AND THE ENTRY REMAINS IN THE BUFFER
15 : (AH)=2 RETURN THE CURRENT SHIFT STATUS IN AL REGISTER
16 3 THE BIT SETTINGS FOR THIS CODE ARE INDICATED IN THE
' : THE EQUATES FOR @KB_FLAG
18 1 (AH)=5 PLACE ASCII CHARACTER/SCAN CODE COMBINATION IN KEYBOARD 1
19 H BUFFER AS IF STRUCK FROM KEYBOARD
20 3 :
21 3 ENTRY: (CL) = ASCII CHARACTER
22 3 (CH) = SCAN CODE
23 H 1
24 3 EXIT:  (AL) = 00H = SUCCESSFUL OPERATION
25 3 (AL) = O1H = UNSUCCESSFUL - BUFFER FULL
26 H '
21 H '
28 3 (AH)} =10H EXTENDED READ INTERFACE FOR THE ENHANCED KEYBOARD '
29 3 (AH}=11H EXTENDED ASCII1 STATUS FOR THE ENHANCED KEYBOARD,
30 3 OTHERWISE SAME AS FUNCTION AH=1
31 3 (AH}=12H RETURN THE EXTENDED SHIFT STATUS IN AX REGISTER
32 3 L = BITS FROM ®KB_FLAG, AH = BITS FOR LEFT AND RIGHT
33 i CTL AND ALT KEYS FROM ®KB_FLAG_1 AND oKB_FLAG_3
34 s '
35 ; '
36 : '
37 3 1716]5]14]13)2]1 0] AH REGISTER
38 : '
39 : '
40 H LEFT CONTROL KEY IS DEPRESSED
41 3 LEFT ALTERNATE SHIFT KEY IS DEPRESSED
42 3 RIGHT CONTROL KEY |S DEPRESSED
43 3 RIGHT ALTERNATE SHIFT KEY IS DEPRESSED
44 3 SCROLL LOCK KEY IS DEPRESSED
45 3 NUM LOCK KEY 1S DEPRESSED
46 3 CAPS LOCK KEY IS DEPRESSED
47 s SYSTEM KEY 1S DEPRESSED
48 i 1
49 3 :
50 B AL REGISTER 1}
51 H '
52 : '
53 H RIGHT SHIFT KEY IS DEPRESSED
54 1 LEFT SHIFT KEY 1S DEPRESSED
55 1 CONTROL SHIFT KEY IS DEPRESSED
56 H ALTERNATE SHIFT KEY 1S DEPRESSED
57 : SCROLL LOCK STATE HAS BEEN TOGGLED
58 3 NUM LOCK STATE HAS BEEN TOGGLED
59 3 CAPS LOCK STATE HAS BEEN TOGGLED
60 H INSERT STATE IS ACTIVE
61 H '
62 i OUTPUT '
63 ; AS NOTED ABOVE, ONLY AX AND FLAGS CHANGED
64 : ALL OTHER REGISTERS PRESERVED
65 :
66
61 EXTRN  DDS:NEAR
68 EXTRN  RESET:NEAR
69 EXTRN  BEEP:NEAR
70
71 PUBLIC KEYBOARD_IO
72 PUBLIC KB_INT_1~ ~
13
14 .LIST
15
76 0000 CODE SEGMENT BYTE PUBLIC
17 ASSUME CS:CODE,DS:DATA
18 0000 KEYBOARD_10_1  PROC FAR [l
19 0000 FB TI 3 INTERRUPTS BACK ON
80 0001 IE PUSH DS i SAVE CURRENT DS
81 0002 53 PUSH BX 3 SAVE BX TEMPORARILY
82 0003 51 PUSH cx
83 0004 E8 0000 E CALL DDS 3 ESTABLISH POINTER TO DATA REGION
84 0007 OA E4 OR AH, AH t AH=z0
85 0009 74 26 Jz Kt i ASCII_READ
86  000B FE CC DEC AH i A=t
87 000D T4 37 Jz K2 i ASCII_STATUS
88  000F FE CC DEC AH i AH=
89 0011 T4 64 Jz K3 3 SHIFT_STATUS
90 0013 80 EC 03 sus AH,3 i AHz5
91 0016 T4 64 Jz K500 i KEYBOARD WRITE
92 0018 80 EC 0B sus AH, 0BH 3 AH=10
93 0018 74 OC Jz KIE 3 EXTENDED_ASCII_READ
94 001D FE CC DEC AH i AH=1
95  00IF T4 1A Jz K2E 1 EXTENDED_ASCII_STATUS
96 0021 FE CC DEC AH i AH=1
97 0023 74 39 Jz K3E i EXTENDED_SHIFT_STATUS
98 0025 KI0_EXIT:
99 0025 59 POP cx
100 0026 5B POP BX 1 RECOVER REGISTER
101 0027 IF POP 0s 3 RECOVER SEGMENT
102 0028 CF IRET i INVALID COMMAND
103
104 jo----- ASCI1 CHARACTER
105
106 0029 E8 009E R KIE: CALL KIS 3 GET A CHARACTER FROM THE BUFFER (EXTENDED)
107 002C E8 00DI R CALL KIO_E_XLAT i ROUTINE TO XLATE FOR EXTENDED CALLS
108 002F EB F4 JMP KIOEXIT § GIVE IT TO THE CALLER
109
110 0031 E8 009E R 3K CALL K1S 3 GET_A CHARACTER FROM THE BUFFER
141 0034 E8 00DC R CALL KI0_S_XLAT 3 ROUTINE TO XLATE FOR STANDARD CALLS
(12 0037 72 F8 N - 3 CARRY SET MEANS THROW CODE AWAY
113 0039 EB EA JMP KIO_EXIT
114
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115 g ASCI1 STATUS

116

117 003B E8 00C4 R K2E: CALL K2S 3 TEST FOR CHARACTER IN BUFFER (EXTENDED)
118 O003E 74 18 Jz K28 3 RETURN IF BUFFER EM

119 0040 9C PUSHF 3 SAVE ZF FROM TES

120 0041 E8 00DI R CALL KIO_E_XLAT 3 ROUTINE TO XLATE FOR EXTENDED CALLS
121 0044 EB 11 JMP SHORT K2A 3 GIVE IT TO THE CALLER

122

123 0046 E8 00C4 R K2: CALL K2s 3 TEST FOR CHARACTER IN BUFFER

124 0049 74 0D Jz K28 3 RETURN IF BUFFER EMPTY

125 004B SC PUSHF 3 SAVE ZF FROM TEST

126 004C E8 00DC R CALL K10_S_XLAT $ ROUTINE TO XLATE FOR STANDARD CALLS
127 004F 73 06 JNC K2A 3 CARRY CLEAR MEANS PASS VALID CODE
128 0051 9D POPF 1 INVALID CODE FOR THIS TYPE OF CALL
129 0052 E8 009E R CALL K1S 3 THROW THE CHARACTER AWAY

130 0055 EB EF JMP K2 3 GO LOOK FOR NEXT CHAR, IF ANY

131

132 0057 9D K2A: POPF 1 RESTORE 2F FROM TEST

133 0058 59 K2B: POP cXx

wa
as
oo
o3
aa
>0
—a
no
3
=14
%
ow
ax

RECOVER REGISTER
RECOVER SEGMENT

136 0058 CA 0002 RET 2 3 THROW AWAY FLAGS

137

138 bbb SHIFT STATUS

139

140 005E K3E: 3 GET THE EXTENDED SHIFT STATUS FLAGS

141 OO0SE BA 26 0018 R MOV AH,0KB_FLAG_1 3 GET SYSTEM SHIFT KEY ST,

142 0062 80 E4 04 AND AH,SYS_SHIFT 3 MASK ALL BUT SYS KEY BIT

143 0065 B1 05 MOV CL,5 i SHIFT THE SYSTEM KEY BIT OVER TO

144 0067 D2 E4 SHL AH,CL 3 BIT 7 POSITION

145 0069 A0 0018 R MOV AL ,®KB_FLAG 1| 3 GET SHIFT STATES BACI

146 006C 24 73 AND AL,011T00118 3 ELIMINATE SYS_SHIFT, HOLD STATE, AND INS_SHIFT
147 O006E 0A EO OR AH, AL 3 MERGE THE REMAINING BITS TNTO AH

148 0070 A0 0096 R MoV AL ,@KB_FLAG 3 3 GET RIGHT CTL AND ALT

149 0073 24 oC AND AL,000011008 3 ELIMINATE LC_EO AND LC_E1

150 0075 0A EO OR AH AL 3 OR THE SHIFT FLAGS TOGETHER

151 0077 A0 0017 R K3;: MOV AL,®KB_FLAG 34 GET THE SHIFT STATUS FLAGS

152 007TA EB A9 JMP KIO_EXTT 3 RETURN TO CALLER

153

154 R WRITE TO KEYBOARD BUFFER

155

156 007C K500:

157 007C 56 PUSH st

158 007D FA cLi

159 007E 8B IE QO0IC R MoV BX,[#BUFFER_TAIL]3 GET THE "IN TO" POINTER TO THE BUFFER
160 0082 8B F3 Mov SI BX l SAVE A COPY IN CASE BUFFER NOT FULL

161 0084 E8 0114 R CALL BUMP THE POINTER TO SEE IF BUFFER IS FULL
162 0087 3B (E Q0IA R CMP BX [®BUFFER_) HEAD]; WILL THE BUFFER OVERRUN IF WE STORE THIS?
163 0088 74 OB JE D ES = INFORM CALLER OF ERROR

164 008D 89 0OC MOV [ 1],C = PUT THE ASCII/SCAN CODE INTO BUFFER
165 008F 89 IE 001C R MOV [lBUFFER _TAIL], BX[ ADJUST "IN TO" POINTER TO REFLECT CHANGE
166 0093 2A CO suB AL, AL 3 TELL CALLER THAT OPERATION WAS SUCCESSFUL
167 0095 EB 03 90 JMP K504 § SUB INSTRUCTION ALSO RESETS CARRY FLAG
168 0098 K502

169 0098 BO 01 MOV AL,O01H 3 BUFFER FULL INDICATION

170 009A K504:

171 009A FB STI

172 0098 5E POP si

173 009C EB 87 JMP KIO_EXIT 3 RETURN TO CALLER WITH STATUS IN AL

174

175 009E KEYBOARD_10_1 ENDP

»
m
3
=
o
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176 PAGE

177 g=-—--- READ THE KEY TO FIGURE OUT WHAT TO DO =====-=-==--=ocmoomomnn
178

179 009E Kis PROC  NEAR

180 009E 8B IE 001A R MOV BX,@BUFFER_HEAD ; GET POINTER TO HEAD OF BUFFER
181 00A2 3B IE 00IC R cMP BX,@BUFFER_TAIL ; TEST END OF BUFFER

182 00A6 75 05 JNE KT 3 IF ANYTHING IN BUFFER DONT DO INTERRUPT
183

184 00A8 B8 9002 MOV AX,09002H 3 MOVE IN WAIT CODE & TYPE

185 00AB CD 15 INT 15H ; PERFORM OTHER FUNCTION

186  00AD KIT: 3 ASCII READ

187 00AD FB sTI 3+ INTERRUPTS BACK ON DURING LOOP
188 00AE 90 NOP i ALLOW AN INTERRUPT TO OCCUR
189 O0AF FA cLi + INTERRUPTS BACK OFF

190 0080 8B IE 001A R MOV BX,@BUFFER_HEAD 3 GET POINTER TO HEAD OF BUFFER
191 0084 3B 1E 001C R cMP BX,@BUFFER_TAIL ; TEST END OF BUFFER

192 0088 74 F3 JE KIT i LOOP UNTIL SOMETHING IN BUFFER
193 00BA 8B 07 MOV AX, [BX] 3 GET SCAN CODE_AND ASCII CODE
194 00BC E8 0114 R CALL K4 i MOVE POINTER TO NEXT POSITION
195 00BF 89 IE 001A R MOV ®BUFFER_HEAD,BX ; STORE VALUE IN VARIABLE

196 00C3 €3 RET = 3 RETURN

197 00C4 Kis ENDP

198

199

200 gmm-—-- READ THE KEY TO SEE IF ONE IS PRESENT

201

202 oo0c4 K2s PROC  NEAR

203 00C4 FA cLl 1 INTERRUPTS OFF

204 00C5 8B IE 001A R MOV BX,@BUFFER_HEAD ; GET HEAD POINTER

205 00C9 3B IE 001C R CMP 3 IF EQUAL (Z=1) THEN NOTHING THERE
206 00CD 8B 0 MOV

n
°
1
o
°
o
o
-
@
©
3

INTERRUPTS BACK ON

208 0000 C3 RET i RETURN

209 00D1 K2s ENDP

210

211

212 ymmm—e- ROUTINE TO TRANSLATE SCAN CODE PAIRS FOR EXTENDED CALLS
213

214 0001 KI10_E_XLAT:

215 00D1 3C FO CcMP AL,0FOh 3 IS 1T ONE DF YHE FILL-INs?
216 00D3 75 06 JINE KIO £ _RET i NO, PASS

217 0005 OA E4 OR i AH = 0 IS SFECIAL CASE

218 00D7 74 02 Jz xro E RET i PASS THIS ON UNCHANGED

219 0009 32 CO XOR AL, i OTHERWISE SET AL = 0

220 0008 KIO_E_RET:

221 00DB C3 RET 3 GO BACK

222

223

224 jmm—--- ROUTINE TO TRANSLATE SCAN CODE PAIRS FOR STANDARD CALLS
225

226 00DC KIO_S_XLAT:

227 00DC 80 FC EO cMP AH,0EOh 3 1S 1T KEVFAD ENTER OR / ?

228 00DF 715 12 JINE K10_s2 i NO, CONTINI

229 O00E! 3C 0D CMP AL,0Dh i KEYPAD ENTER CODE?

230 00E3 74 09 JE K10_S1 i YES, MASSAGE A BIT

231 00E5 3C 0A cMP AL,0Ah 3 CTRL KEYPAD ENTER CODE?

232 00E7 74 05 JE KI10_S1 i YES, MASSAGE THE SAME

233 00E9 B4 35 MOV AH,35h i NO, MUST BE KEYPAD /

234 00EB EB 23 90 JMP KI9_USE i GIVE TO CALLER

235 O0OEE B4 IC KI10_S1: MOV AH,TCh i CONVERT TO COMPATIBLE OUTPUT
236 00F0 EB 1E 90 JMP K10_USE i GIVE TO CALLER

2317

238 00F3 80 FC 84 K10_S2: CMP AH, 84k 3 IS_IT ONE OF THE EXTENDED ONES?
239 00F6 77 (A JA K10_DIS 3 YES, THROW AWAY AND GET ANOTHER CHAR
240

241 00F8 3C FO cMP AL,0FOh 3 1S IT ONE OF THE FILL-INs?
242 00FA 75 07 JINE K10_S3 i NO, TRY LAST TEST

243 0OFC OA E4 OR AH, AH 3 AH = 0 IS SPECIAL CASE

244 OOFE 74 10 Jz K10_USE 3 PASS THIS ON UNCHANGED

245 0100 EB 10 90 IMP K10_DIS 3 THROW AWAY THE REST

246

247 0103 3C EO K10_S3: CMP AL,0EOh 3 1S IT AN EXTENSION OF A PREVIOUS ONE?
248 0105 75 09 JNE K10_USE i NO, MUST BE A STANDARD CODE
249 0107 OA E4 OR AH, AH i AH = 0 IS SPECIAL CASE

250 0109 74 05 Jz KI10_USE i JUMP IF AH = 0

251 0108 32 CO XOR AL, AL 3 CONVERT TO COMPATIBLE OUTPUT
252 010D EB 01 90 JMP KI0_USE 3 PASS IT ON TO CALLER

253

254 0110 KIO_USE:

255 0110 F8 cLe i CLEAR CARRY TO INDICATE GOOD CODE
256 0111 C3 RET ;i RETURN

257 0112 K10_DIS:

258 0112 F9 sTC 3 SET CARRY TO INDICATE DISCARD CODE

259 0113 C3 RET RETURN
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260 PAGE

261 s

262 ' INCREMENT BUFFER POINTER ROUTINE -

263 ; -

264

265 0114 K4 PROC NEAR

266 0114 43 INC BX 1 MOVE TO NEXT WORD IN LIST

267 0115 43 INC BX

268

265 0116 3B IE 0082 R CMP BX, ®BUFFER_END 1 AT END OF BUFFER?

270 O11A 72 JB - 3 NO, CONTINUE

271 011C 8B IE 0080 R MOV BX, #BUFFER_START : YES, RESET TO BUFFER BEGINNING
272 0120 C3 K5: RET

273 o012t K4 ENDP

274

215

216 [REEEE KEYBOARD INTERRUPT ROUTINE

218 0121 KB_INT_1_PROC FAR

279 0121 50 PUSH AX 1 SAVE THE STI UNTIL AFTER KEYBOARD RESET
280 0122 53 PUSH BX

281 0123 51 PUSH cx

282 0124 52 PUSH DX

283 0125 56 PUSH St

284 0126 57 PUSH DI

285 0127 1E PUSH DS

286 0128 06 PUSH  ES

287 0129 FC cLo 1 FORWARD DIRECTION

288 012A E8 0000 E CALL oDs 1 SET UP ADDRESSING TO DATA SEGMENT

289 012D E4 60 IN AL ,KB_DATA 1 READ IN THE CHARACTER

290 012F 93 XCHG  BX,AX i SAVE IT

29

292 RESET THE SHIFT REGISTER ON THE PLANAR IF ENABLED, OR DO NOTHING IF
293 1T IS DISABLED

294

295 0130 E4 61 IN AL,KB_CTL + GET THE CONTROL PORT

296 0132 8A EO MOV AH, AL i SAVE VALUE

297 0134 0C 80 OR AL, 80H i RESET BIT FOR KEYBOARD

298 0136 E6 61 out KB_CTL, AL

299 0138 86 EO XCHG AHTAL § GET BACK ORIGINAL CONTROL

300 013A E6 61 out KB_CTL, AL 1 KB HAS BEEN RES

301 o013C FB STI

ggg 013D 93 XCHG AX,BX 1 RESTORE DATA IN

304 [REEEE SYSTEM HOOK INT 15H - FUNCTION 4FH (ON HARDWARE INTERRUPT LEVEL 9H
305

306 O013E B4 4F MOV AH, 04FH 1 SYSTEM INTERCEPT - KEY CODE FUNCTION

307 0140 F9 STC 1 SET CY= | (IN CASE OF IRET

308 0141 CD 15 INT 15H 3 CASSETTE CALL  (AL)= KEY SCAN CODE

309 3 RETURNS CYs | FOR_INVALID FUNCTION

310 0143 72 03 Jc KB_INT_PC 1 CONTINUE IF CARRY FLAG SET ((AL):CODE)
311 0145 E9 02CA R JMP K2& T 1 EXIT IF SYSTEM HANDLED SCAN COI

312 3 EXIT HANDLES HARDWARE EO1 AND ENABLE

313 0148 KB_INT_PC:

314 0148 8A EO MOV AH, AL 1 SAVE SCAN CODE IN AH ALSO

318

316 $------ TEST FOR OVERRUN SCAN CODE FROM KEYBOARD

317

318 014A 3C FF cMP AL, OFFH 1 1S THIS AN OVERRUN CHAR

319 014C 75 03 JINZ Ki6 3 NO, TEST FOR SHIFT KEY

320 O014E E9 0540 R JMP K62 t BUFFER_FULL_BEEP

321

322 0151 OE Ki6: PUSH  CS

323 0152 07 POP ES 3 ESTABLISH ADDRESS OF TABLES

324 0153 BA 3E 0096 R MoV BH,®KB_FLAG_3 i LOAD FLAGS FDR TESTING

325

326 0157 TEST_EO:

327 0157 3C EO cmp AL,MC_EO 1 IS THIS THE GENERAL MARKER CODE?
328 0159 75 07 JNE TEST_EI

329 0158 80 OE 0096 R 12 OR eKB_FLAG_3,LC_E0+KBX 3 SET FLAG BIT, SET KBX, AND

330 0160 EB 09 JMP SHORT EXTT_K 1 THROW AWAY THIS CODE

331

332 o162 TEST_Et:

333 0162 3C EI cMP AL,MC_E1 1 1S THIS THE PAUSE KEY?

334 0164 75 08 JNE NOT_Hi i

335 0166 BO OE 0096 R 11 OR @KB FLAG_3,LC_E1+KBX 3 SET FLAG, PAUSE KEY MARKER CODE
336 0168 E9 02CF R EXIT_K: JMP K26A + THROW AWAY THIS CODE

337

338 016E NOT_HC:

339 016E 24 TF AND AL,OTFH 3 TURN OFF THE BREAK BIT

340 0170 F6 C7 02 TEST BH,LC_EO 3 WAS LAST CODE THE EO MARKER CODE?
341 0173 74 OC Jz NOT_LT_EO 1 JUMP IF NOT

342

343 0175 B89 0002 MoV cx,2 1 LENGTH OF SEARCH

344 0178 BF 0555 R MoV D1,0FFSET Ké+6 1 IS THIS_A SHIFT KEY?

345 0178 F2/ AE REPNE  SCASB 1 CHECK IT

346 0170 75 54 INE K16A 3 NO, CONTINUE KEY PROCESSING

347 017F €B 30 JNP SHORT K168 3 YES, THROW AWAY & RESET FLAG

348

349 0181 NOT_LC_EO:

350 0181 F6 CT 01 TEST BH,LC_E! 1 WAS LAST CODE THE E! MARKER CODE? [
351 0184 74 16 Jz T_SYSTKEY 3 JUMP IF NOT m
352 l)
353 0186 B9 0004 MOV cX,4 1 LENGTH OF SEARCH -1
354 0189 BF 0553 R MOV D1,OFFSET Ké+4 3 IS THIS AN ALT, CTL, OR SHIFT? —
355 018C F2/ AE REPNE  SCASB 1 CHECK (T o
356 0I(8E 74 DB JE EXIT_K 1 THROW AWAY IF SO

357

358 0190 3C 45 cMP AL ,NUM_KEY 3 1S IT THE PAUSE KEY? =
359 0192 75 2A JNE K168 i NO, THROW AWAY & RESET FLAG [T,
360 0194 F6 C4 80 TEST AH, 80H 3 YES, 1S IT THE BREAK OF THE KEY?
361 0197 15 25 INZ K168 i YES, THROW THIS AWAY, TOO

362 0199 E9 03FF R JMP K39P i NO, THIS IS THE REAL PAUSE STATE
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TEST FOR SYSTEM KEY

T_SYS_KEY:
cMP AL,SYS_KEY
16A

INE
TEST AH,080H
INZ 16C
TEST @KB_FLAG_1,SYS_SHIFT
JNZ K16B
OR OKB_FLAG_!,SYS_SHIFT
MOV AL,Eol
out 020H, AL
MoV AX,08500H
STI
INT 15H
JMP K27
K16B:  UMP K26
K16C:  AND ®KB_FLAG_1,NOT SYS_SHIFT;
MOV AL,E01
out 020H, AL
MoV AX,0850 1H
STI
INT 15H
JMP K27
gmomm-- TEST FOR SHIFT KEYS
KI6A: MOV BL,oKB_FLAG
MOV DI ,OFFSET K6
MOV CX,K6L
REPNE  SCASB
MoV AL, AH
JE K17
JMP K25
gm-—--- SHIFT KEY FOUND
KiT: suB DI,OFFSET Ké+1
MOV AH cs:k7(D1)
MOV
TEST AL aou
Jz 17
JMP xza

SHIFT MAKE FOUND, DETERMINE SET

KI7C:  CMP AH,SCROLL_SHIFT
JAE K18
[REEE PLAIN SHIFT KEY, SET SHIFT ON
OR ©KB_FLAG, AH
TEST AH,CTL_SHIFT+ALT_SHIFT
JNZ K171D
JMP K26
K17D0:  TEST BH,LC_EO
Jz KITE ~
OR OKB_FLAG_3,AH
JMP
KITE:  SHR AH cL
OR 'KB _FLAG_1,AH
JMP K2
SHIFT KEY, TEST FOR IST

01-10-86

IS IT THE SYSTEM KEY?
CONTINUE IF NOT

CHECK IF THIS A BREAK CODE
DONT TOUCH SYSTEM INDICATOR IF TRUE

SEE IF IN SYSTEM KEY HELD DOWN
IF YES, DONT PROCESS SYSTEM INDICATOR

INDICATE SYSTEM KEY DEPRESSED

END OF INTERRUPT COMMAND

SEND COMMAND TO INTERRUPT CONTROL PORT
INTERRUPT-RETURN-NO-EO1

FUNCTION VALUE FOR MAKE OF SYSTEM KEY
MAKE SURE INTERRUPTS ENABLED

USER INTERRUPT

END PROCESSING

IGNORE SYSTEM KEY

TURN OFF SHIFT KEY HELD DOWN

END OF INTERRUPT COMMAND

SEND COMMAND TO INTERRUPT CONTROL PORT
INTERRUPT-RETURN-NO-EOI

FUNCTION VALUE FOR BREAK OF SYSTEM KEY
MAKE SURE INTERRUPTS ENABLED

USER INTERRUPT

IGNORE SYSTEM KEY

PUT STATE FLAGS
SHIFT KEY TABLE
LENGTH

LOOK THROUGH THE TABLE FOR A MATCH
RECOVER SCAN CODE

JUMP IF MATCH FOUND

IF NO MATCH, THEN SHIFT NOT FOUND

IN BL

ADJUST PTR TO SCAN CODE MTCH
GET MASK INTO Al

SET UP COUNT FDR FLAG SHIFTS
TEST FOR KEY BREAK

i JUMP IF BREAK

OR TOGGLE

3 IF SCROLL SHIFT OR ABOVE, TOGGLE KEY

TURN ON SHIFT BIT
IS IT ALT OR CTRL?

YES, MORE FLAGS TO SET

NO, INTERRUPT_RETURN

IS THIS ONE OF THE NEW KEYS?
NO, JUMP

SET BITS FOR RIGHT CTRL,
INTERRUPT_RETURN
MOVE FLAG BITS TWO POSITIONS
SET BITS FOR LEFT CTRL, ALT
INTERRUPT_RETURN

ALT

MAKE OR NOT
SHIFT-TOGGLE

]
TEST BL,CTL_SHIFT 3 CHECK CTL SHIFT STATE
Jz K18A 3 JUMP IF NOT CTL STATE
IMP K25 1 JUMP IF CTL STATE
KI18A:  CMP AL, INS_KEY i CHECK FOR INSERT KEY
JINE K22 3 JUMP IF NOT INSERT KEY
TEST BL,ALT_SHIFT 3 CHECK FOR ALTERNATE SHIFT
Jz K188 ¢1 JUMP IF NOT ALTERNATE SHIFT
JMP K25 i JUMP IF ALTERNATE SHIFT
K18B:  TEST BH,LC_EO 1 IS THIS THE NEW INSERT KEY?
INZ K22 3 YES, THIS ONE'S NEVER A "0"
K191 TEST BL ,NUM_STATE 3 CHECK FOR BASE STATE
INZ - i JUMP IF NUM LOCK IS ON
TEST BL,LEFT_SHIFT+RIGHT_SHIFT § TEST FOR SHIFT STATE
Jz K22 31 JUMP IF BASE STATE
K20:
MoV AH, AL 1 PUT SCAN CODE BACK INTO AH
JMP 25 4 NUMERAL "0", STNDRD. PROCESSING
K213 TEST BL,LEFT_SHIFT+RIGHT_SHIFT i MIGHT BE NUMERIC
Jz K20 i 1S NUMERIC, STD. PROC.
K22: 4 SHIFT TOGGLE KEY HIT; PROCESS IT
TEST AH,®KB_FLAG_! 3 1S KEY ALREADY DEPRESSED
Jz K22A
IMP K26 3 JUMP IF KEY ALREADY DEPRESSED
K22A:  OR OKB_FLAG_1,AH 3 INDICATE THAT THE KEY IS DEPRESSED
XOR ©KB_FLAG, AH 3 TOGGLE THE SHIFT STATE
cMP AL, TNS_KEY 3 TEST FOR 1ST MAKE OF INSERT KEY
JINE K26 i JUMP IF NOT INSERT KEY
MoV AH, AL 3 SCAN CODE IN BOTH HALVES OF AX
JMP K28 t FLAGS UPDATED, PROC. FOR BUFFER
g--=-o-n BREAK SHIFT FOUND
K23: 3 BREAK-SHIFT-FOUND
cMP AH.SCRDLL_SHIFT 3 IS THIS A TOGGLE KEY?
NOT 3 INVERT MASK
JAE i YES, HANDLE BREAK TOGGLE
AND OKB FLAG, AH i TURN OFF SHIFT BIT
cMP AH,ROT CTL_SHIFT 3 IS THIS ALT OR CTL?

5-50 KEYBOARD (01/10/86)
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477 0274 17 26 A K23D 3 NO, ALL DONE

478

479 0276 F6 CT 02 TEST BH,LC_EO 3 2ND ALT OR CTL?

480 0279 74 06 Jz K23A 3 NO, HANDLE NORMALLY

481 0278 20 26 0096 R AND ©KB_FLAG_3,AH i+ RESET BIT FOR RIGHT ALT OR CTL
482 027F EB 06 JMP SHORT K238 § CONTINUE

483 0281 D2 FC K23A:  SAR AH,CL i MOVE THE MASK BIT TWO POSITIONS
484 0283 20 26 0018 R AND OKB_FLAG_1 ,AH i RESET BIT FOR LEFT ALT OR CTL
485 0287 8A EO K23B: MOV AH, A i SAVE SCAN CODE

486 0289 A0 0096 R MOV AL,eKB_FLAG_3 i GET RIGHT ALT & CTRL FLAGS

487 028C D2 ES SHR AL,C 3 MOVE TO BITS 1 &

488 028E OA 06 0018 R OR AL, OKB_FLAG_1 3 PUT IN LEFT ALT & CTL FLAGS
489 0292 D2 EO SHL AL, CL 1 MOVE BACK TO BITS 3 & 2

490 0294 24 0C AND AL,ALT_SHIFT+CTL_SHIFT  FILTER OUT OTHER GARBAGE

491 0296 08 06 0017 R OR ©KB_FLAG, AL 3 PUT RESULT IN THE REAL FLAGS
492 029A BA C4 MoV AL, AH i RECOVER SAVED SCAN CODE

493

494 029C 3C B8 K23D:  CMP AL, ALT_KEY+80H 3 1S _THIS ALTERNATE SHIFT RELEASE
495 029E 15 2A JNE K26 i+ INTERRUPT_RETURN

496

497 jmm-=-e ALTERNATE SHIFT KEY RELEASED, GET THE VALUE INTO BUFFER

498

499  02A0 AO 0019 R MOV AL, @ALT_INPUT

500 02A3 B4 00 MOV H, 3 SCAN CODE OF 0

501 02A5 88 26 0019 R MOV OALT_INPUT, AH 4 ZERO OUT THE FIELD

502 02A9 3C 00 cMP AL, 0 i WAS THE INPUT = 07

503 02AB 74 1D JE K26 i INTERRUPT_RETURN

504 02AD E9 0519 R IMP Ke1 i 1T WASN'TT SO PUT IN BUFFER
505

506 02B0 K24t 1 BREAK-TOGGLE

507 02B0 20 26 0018 R AND OKB_FLAG_1,AH i INDICATE NO LONGER DEPRESSED
508 02B4 EB 14 IMP SHORT K28 i INTERRUPT_RETURN

509

510 TEST FOR HOLD STATE

511 3 AL, AH = SCAN CODE

512 0286 K25; t NO-SHIFT-FOUND

513 02B6 3C 80 cMP AL, 80H 3 TEST FOR BREAK KEY

514 0288 13 10 JAE K26 i NOTHING FOR BREAK CHARS FROM HERE ON
515 02BA F6 06 0018 R 08 TEST ©KB_FLAG_1,HOLD_STATE  ; ARE WE IN HOLD STATE

516 02BF 74 IC Jgz K28 ; BRANCH AROUND TEST IF NOT

517 02C1 3C 45 cMP AL ,NUM_KEY

518 02C3 74 05 JE K2 ; CAN'T END HOLD ON NUM_LOCK

519 02C5 80 26 0018 R FT AND ©KB_FLAG_!,NOT HOLD_STATE i TURN OFF THE FOLD STATE BIT
520

521  02CA K26:

522 02CA 80 26 0096 R FC AND ©KB_FLAG_3,NOT LC_EO+LC_E!  ; RESET LAST CHAR H.C. FLAG
523

524 02CF K26A: i INTERRUPT-RETURN

525 02CF FA cL1 i TURN OFF INTERRUPTS

526 0200 BO 20 MOV AL,EO1 i END OF INTERRUPT COMMAND

527 02D2 E6 20 out 020H, AL i SEND COMMAND TO INTERRUPT CONTROL PORT
528

529 0204 K27 i INTERRUPT-RETURN-NO-EO|

o
w
°
o
N
[~]
*
o
<
]
-]
]
m
)

RESTORE REGISTERS

531 0205 IF POP DS
532 02Dé6 SF POP o1
533 02D7 SE POP S1
534 0208 5A POP DX
535 0209 59 POP (=24
536 02DA 5B POP BX
537 0208 58 POP AX

o
w
>
°
N
o
o
Q
R
2
m
I

RETURN, INTERRUPTS BACK ON
539 i WITH FLAG CHANGE

%)
m
o
=
o
=
(23]
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540

54

542

543 0200

544 02DD 3C 58

545 02DF 77 ES

546

547 02E! Fe C3 08
548 O02E4 74 0C

549

550 O02E6 F6 CT7 10
551 02E9 74 0A

552

553 02EB Fé6 06 0018 R 04
554 02F0 74 03

555 02F2 E9 03CC R
556

557

568

569

560 O02F5

561 02F5 Fe C3 04
562 02F8 74 37

563 O02FA 3C 53

564 02FC 75 33

565

566

567

568 O02FE C7 06 0072 R 1234
569 0304 81 26 0096 R 0010
570 030A E9 0000 E
571

572

573 030D

574 030D 52 4F 50 51 4B
5756 0312 4C 4D 47 48 49
576

577 0317 10 11 12 13 14 15
578 031D 16 17 18 19 1E IF
579 0323 20 21 22 23 24 25
580 0329 26 2C 2D 2E 2F 30
581 032F 31 32

582

583

584

585 0331

586 0331 3C 39

587 0333 75 05

588 0335 BO 20

589 0337 E9 050D R
590 033A

591 033A 3C OF

592 033C 75 06

593 033E B8 A500
594 0341 E9 050D R
595 0344

596 0344 3C 4A

597 0346 T4 19

598 0348 3C 4E

599 034A 74 15

600

601

602

603 034C

604 034C BF 030D R
605 034F B9 000A
606 0352 F2/ AE
607 0354 75

608 0356 F6 C7 02
609 0359 75

610 035B 81 EF 030E R
611  035F A0 0019 R
612 0362 B4 0A

613 0364 F6 E4

614 0366 03 C7

615 0368 A2 0019 R
616 036B E9 02CA R
617

618

619

620 036E

621 036E Cé 0& OO|9 R 00
622 0373 B9 001

623 0376 F2/ AE
624 0378 74 42

625

626

627

628 037A

629 037A 3C 02

630 037C 72 43

631 037E 3C 0D

632 0380 77 05

€33 0382 80 C4 76
634 0385 EB 35

635

636

637

638 0387

639 0387 3C 57

640 0389 72 09

641 038B 3C 58

642 038D 77 05

643 038F 80 C4 34
644 0392 EB 28

645

646 0394 F6 CT 02
647 0397 74 18

648 0399 3C I1C

649 039B 75 06

650 039D B8 A600
651 03A0 E9 050D R
652 03A3 3C 53

653 03A5 74 IF

K311s

K312:

K35A:

K35B:

Version 2.00 1-7
01-10-86

KEYBOARD ADAPTER BI10S

NOT IN HOLD STATE

CMP
JA

TEST
<z
TEST
Jz
TEST
Jz
JMP

TEST FOR RESET KEY SEQUENCE

AL,88
K26

BL,ALT_SHIFT

K28A

BH,KBX

K29
©KB_FLAG_1,SYS_SHIFT
K29

K38

BL,CTL_SHIFT
K3
AL,DEL_KEY
K31

CTL-ALT-DEL HAS BEEN FOUND, DO

MOV
AND
JMP

ORESET_FLAG, 1234H
WORD PTR @KB_FLAG_3,KBX
RESET

ALT=INPUT- TABLE
BY'

LAEEL

52 79 80,81,75
17, 7|.72 73

SUPER SHIFT TABLE
D

IN ALTERNATE SHIFT,

16,17,18,19,20,21
22,23,24,25,30,31
32.33.34.35.36.31
38,44,45,46,47,48
49,50

AL,57
K311
AL, '
K57

AL, 15

K312
AX,0A500h
K57

DI,OFFSET K30
X, 10
SCASB

K33

BH,LC_EO

K37C

DI, OFFSET K30+1

L, @ALT_INPUT
AH, 10
AH

AX,DI
@ALT_INPUT,AL
K26

LOOK FOR SUPERSHIFT ENTRY

@ALT_INPUT, 0
cx, 26
SCASB
K3TA

AL, AH = SCAN CODE (ALL MAKES}
NO-HOLD-STATE

TEST FOR OUT-OF-RANGE SCAN CODES
IGNORE |IF OUT-OF -RANGE

ARE WE IN ALTERNATE SHIFT?
JUMP |F NOT ALTERNATE

IS THIS THE ENHANCED KEYBOARD?
NO, ALT STATE IS REAL

YES, 1S SYSREQ KEY DOWN?

NO, ALT STATE IS REAL

YES, THIS IS PHONY ALT STATE
DUE TO PRESSING SYSREQ

(CTL ALT DEL)

TEST-RESET

ARE WE IN CONTROL SHIFT ALSO?
NO_RESET

SHTFT STATE IS THERE, TEST KEY
NO_RESET, IGNORE

1/0 CLEANUP

SET FLAG FOR RESET FUNCTION
CLEAR ALL FLAG BITS EXCEPT KBX
JUMP TO POWER ON DIAGNOSTICS

10 NUMBERS ON KEYPAD
A-Z TYPEWRITER CHARS

RESET NOT FOUND

NO-RESET
TEST FOR SPACE KEY
NOT THERE

SET SPACE CHAR
BUFFER_FILL

TEST FOR TAB KEY
NOT THERE

SET SPECIAL CODE FOR ALT-TAB
BUFFER_FILL

TEST FQH KEVPAD -
GO PROCI

TEST FDR KEVPAD +
GO PROCESS

ALT-KEY-PAD

ALT-INPUT-TABLE

LOOK FOR ENTRY USING KEYPAD

LOOK FOR MATCH

NO_ALT_KEYPAD

ISTTHIS ONE OF THE NEW KEYS?
YES, JUMP, NOT NUMPAD KEY

DI NOW HAS ENTRY YALUE

GET_THE CURRENT BYTE

MULTIPLY BY 10

ADD IN THE LATEST ENTRY
STORE IT AWAY
THROW AWAY THAT KEYSTROKE

NO-ALT-KEYPAD

ZERO ANY PREYIOUS ENTRY INTO INPUT
DI ,ES ALREADY POINTING

LOOK FOR MATCH IN ALPHABET

MATCH FOUND, GO FILL THE BUFFER

LOOK FOR TOP ROW OF ALTERNATE SHIFT

AH, 118
SHORT K37A

ALT-TOP-ROW

KEY WITH *1* ON IT

NOT ONE OF INTERESTING KEYS

IS IT IN THE REGION

ALT-FUNCTION

CONVERT PSEUDO SCAN CODE TO RANGE
GO FILL THE BUFFER

TRANSLATE ALTERNATE SHIFT PSEUDO SCAN CODES

ALFII_M
K35A
AL,F12_M
K35A

AH,52
SHORT K3TA
BH,LC_EO
K31

AL,28

K358
AX,0A600h
K57

AL,83

K31C

5-52 KEYBOARD (01/10/86)

ALT-FUNCTION
IS ITFILI?
NO, BRANCH
IS IT Ft2?

NO, BRANCH
CONVERT TO PSEUDO SCAN CODE
GO FILL THE BUFFER

DO WE HAVE ONE OF THE NEW KEYS?
NO, JUMP

TEST FOR KEYPAD ENTER

NOT THERE

SPECIAL CODE

BUFFER FILL

TEST FOR DELETE KEY

HANDLE WITH OTHER EDIT KEYS
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654 03A7 3C 35

655 03A9 75 CO

656 03AB B8 A400
657 03AE E9 050D R

659 03B! 3C 3B K37:

660 0383 72 0C

661 03B5 3C 44

662

663 0387 77 B2

664 0389 80 C4 20

665

666 03BC BO 00 K3TA:

667 03BE E9 050D R

668

669 03C! BO FO K37B:

670 03C3 E9 050D R

671

672 03C6 04 50 K37C:

673 03C8 8A EO

674 03CA EB FO

675

676 jommme-

617

678 03CC K38:

679

680 03CC F6 C3 04

681 03CF 715 03

682 03D1 E9 0454 R

683

684 FESEEE

685

686 e

687

688 03D4 3C 46 K38A:

€89 03D6 75 IE

690 0308 F6 CT 10

691 0308 74 05

692 030D F6 CT 02

693 03E0 74 14

694

€95 03E2 8B 1E 00IA R K388:

696 03E6 89 IE 001C R

697 03EA Cé 06 0071 R 80

698 03EF CD 1B

699 03F1 2B CO

700 03F3 E9 050D R

701

102 gmmm——an

703

704 03F6 K39:

705 03F6 F6 CT 10

706 03F9 75 25

707 03FB 3C 45

708 03FD 75 21

709 O03FF 80 OE 0018 R 08 K39P:
0

713
Ti4
715 0408 80 3E 0049 R 07
116 07
717 040F BA 03D8

0412 A0 0065 R

720 0416 K40:
721 0416 F6 06 0018 R 08

722 041B 15 F9

723 041D E9 02D4 R

124

125 g
126

727 0420 K41
728 0420 3C 37

729 0422 75 1

730 0424 F6 CT 10

731 0427 74 05

732 0429 F6 C7 02

733 042C 74 20

734 042E B8 7200 K41A:
735 0431 E9 050D R

136

137 Hntebebababed
738

739 0434 K42:

~—
ey
ve~
o o
TR
E S
S 3
o m
T o
o o
o o
o o
m o
» »
x

>

N

>

752 044E BB 055F R K428:
153 0451 E9 04FC R

154

155 [EEEEE
156

157 0454 3C 37 K44:
158 0456 15 IF

759 0458 F6 CT 10

760 0458 74 0

T61 045D F6 CT 02

762 0460 75 07

763 0462 EB 34

764 0464 F6 C3 03 K44A:
165 0467 T4 2F

166

167 gmmm-s

Version 2.00 1-8
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CMP AL,53 3
JNE K32A 3
MoV AX,0A400h 3
JMP K57 i
CMP AL,59 H
JB K378 H
CmP AL,68 3

)
JA K32A H
ADD AH, 45 3
Mov AL,0 H
JMP K51 3
MOV AL,O0FOh 3
JMP K57 3
ADD AL,80 H
MoV AH, AL H
JMP K37A H

NOT IN ALTERNATE SHIFT

TEST BL,CTL_SHIFT
JINZ K38A
JMP K44

TEST FOR KEYPAD /

NOT THERE, NO OTHER EO SPECIALS
SPECIAL CODE

BUFFER FILL

TEST FOR IN TABLE

ALT-CONT INUE

IN KEYPAD REGION?

OR NUMLOCK SCRDLLDCK?

IF SO, IGNI

CONVE&T TO FSEUDD SCAN CODE

ASCI1 CODE OF ZERO
PUT IT IN THE BUFFER

USE SPECIAL ASCI1 CODE
PUT IT IN THE BUFFER

CONVERT SCAN CODE (EDIT KEYS)
{SCAN CODE NOT IN AH FOR INSERT
PUT IT IN THE BUFFER

NOT-ALT-SHIFT

BL STILL HAS SHIFT FLAGS

ARE WE IN CONTROL SHIFT?
YES, START PROCESSING

NOT-CTL-SHIFT

CONTROL SHIFT, TEST SPECIAL CHARACTERS

TEST FOR BREAK

cMP AL, SCROLL_KEY

JINE K39 3
TEST  BH,KBX 3
Jz K388 i
TEST  BH,LC_EO

Jz K39 3
MoV BX,@BUFFER_HEAD

MoV ®BUFFER_TATL,BX

MOV ©B10S_BREAK, 80H

INT 1B8H 3
sus AX, AX s
JMP K57 3

3
TEST BH,KBX 3
JINZ K41 3
cMP AL ,NUM_KEY

JNE K4 B
OR ©KB_FLAG_! ,HOLD_STATE
MoV AL,EOI 3
out 020H, AL 3

TEST FOR BREAK

JUMP, NO-BREAK

s THIS THE ENNANCED KEYBOARD?
NO, BREAK 1S VALI

YES, WAS LAST CODE AN EO?
NO‘BREAK, TEST FOR PAUSE

RESET BUFFER TO EMPTY

TURN ON BIOS_BREAK BIT

BREAK INTERRUPT VECTOR

PUT OUT DUMMY CHARACTER
BUFFER_FILL

NO-BREAK

IS THIS THE ENHANCED KEYBOARD?
YES, THEN THIS CAN'T BE PAUSE
LOOK FOR PAUSE KEY

NO-PAUSE

TURN ON THE HOLD FLAG

END OF INTERRUPT TO CONTROL PORT
ALLOW FURTHER KEYSTROKE INTS

DURING PAUSE INTERVAL, TURN CRT BACK ON

CMP ©CRT_MODE, 7 H
JE K40 3
MoV DX, 03D8H 1
MoV AL ,@CRT_MODE_SET
out DX, AL 3
3
TEST ©KB_FLAG_! ,HOLD_STATE
INZ K40 '
IMP K27 '

TEST SPECIAL CASE KEY 55

)
CmP AL,55 3
JNE K42 3
TEST BH,KBX 3
JzZ K41A H
TEST BH,LC_EO i
JzZ K428 3
MOV AX,114°256 )
JMP K57 3

SET UP TO TRANSLATE CONTROL SHIFT

]
CMP AL,15 3
JE K42B )
CMP AL,53 3
JNE K42A H
TEST BH,LC_EO 3
Jz K42A H
Mov AX,9500h 3
JMP 57 3
MoV BX,0FFSET K8
CMP AL,59 H
JB K45F 3
MoV BX,0FFSET K8
JMP Ké4 )

NOT IN CONTROL SHIFT

CMP AL 55 H
JNE H
TEST EH KBX i
Jz 3
TEST SH LC_ED 3
JNZ K448 ]
JMP SHORT K45C

TEST BL,LEFT_SHIFT+RIGHT_SHIFT

Jz K45C

IS THIS BLACK AND WHITE CARD

YES, NOTHING TO DO

PORT FOR COLOR CARD

GET THE VALUE OF THE CURRENT MODE
SET THE CRT MODE, SO THAT CRT IS ON
PAUSE-LOOP

LOOP UNTIL FLAG TURNED OFF
INTERRUPT_RETURN_NO_EOI

NO-PAUSE
TEST FOR */PRTSC KEY
NOT-KEY-55
IS THIS THE ENHANCED KEYBOARD?
NO, CTL-PRTSC IS VALI

YES, WAS LAST CODE AN EO0?

NO, TRANSLATE TO A FUNCTION
START/STOP PRINTING SWITCH
BUFFER_FILL

NOT-KEY-55
IS IT THE TAB KEY
YES, XLATE TO FUNCTION CODE
1S IT THE / KEY?
NO, NO MORE SPECIAL CASES
YES, 1S IT FROM THE KEYPAD?
NO, JUST TRANSLATE
YES, SPECIAL CODE FOR THIS ONE
BUFFER FILL

SET UP TO TRANSLATE CTL
IS IT IN CHARACTER TABLE?
YES, GO TRANSLATE CHAR
SET UP TO TRANSLATE CTL
NO, GO TRANSLATE_SCAN

%)
m
o
=
o
=
(53]

PRINT SCREEN KEY?
NOT-PRINT-SCREEN
1S THIS ENHANCED KEYBOARD?
NO, TEST FOR SHIFT STATE
YES, LAST CODE A MARKER?
YES, IS PRINT SCREEN
NO, XLATE TO "°*" CHARACTER
$NOT 101 KBD, SHIFT KEY DOWN?
3 NO, XLATE TO "*" CHARACTER

ISSUE INTERRUPT TO PERFORM PRINT SCREEN FUNCTION

KEYBOARD (01/10/86) 5-53
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768 0469 B0 20 K44B: MOV AL,EOI 3 END OF CURRENT INTERRUPT
769 046B E& 20 ouT 020H AL : SO FURTHER THINGS CAN HAPPEN
770 046D CD 05 INT ISSUE PRINT SCREEN INTERRUPT
771 046F 80 26 0096 R FC AND ‘KB _FLAG_3,NOT LC_EO+LC EI;ZERD OUT THESE FLAGS
772 0474 E9 0204 R JMP 3 GO BACK WITHOUT EOI OCCURRING
713
174
175 - HANDLE THE IN-CORE KEYS
176 0477 3 NOT-PRINT-SCREEN
777 0477 3C 3A CMP AL,58 3 TEST FOR IN-CORE AREA
778 0479 77 2C JA K46 3 JUMP IF NOT
119
780 0478 3C 35 CMP AL,53 3 IS THIS THE "/" KEY?
781 047D 75 05 JNE K45A 1 NO, JUMP
782 O047F Fe C7 02 TEST BH,LC_EO 31 WAS LAST CODE THE MARKER?
783 0482 75 14 JINZ 45C i YES, TRANSLATE TO CHARACTER
784
785 0484 B9 001A K45A; MOV [=23 3 LENGTH OF SEARCH
786 0487 BF 0317 R MoV DI,OFFSET K30+10 3 POINT TO TABLE OF A- Z CHARS
787 048A F2/ AE REPNE SCASB 3 IS THIS A LETTER KEY
788 048C 75 05 JNE K458 3 NO, SYMBOL KEY
189
790 O048E F6 C3 40 TEST BL,CAPS_STATE i ARE WE IN CAPS_LOCK?
791 049t 75 0A JINZ K45D - 3 TEST FOR SURE
792 0493 F6 C3 03 K45B8: TEST BL,LEFT_SHIFT+RIGHT_SHIFT 3 ARE WE IN SHIFT STATE?
793 0496 75 0A JNZ K45E - i YES, UPPERCASE
194 3 NO, LOWERCASE
795 0498 BB 05B7 R K45C: MoV BX,0FFSET K10 3 TRANSLATE TO LOWERCASE LETTERS
796 0498 EB 50 JMP SHORT K56
7197 045D K45D: 3 ALMOST-CAPS-STATE
798 049D Fé6 C3 03 TEST BL,LEFT_SHIFT+RIGHT_SHIFT 3 CL ON. IS SHIFT ON, TOO?
799 04A0 75 Fé JNZ K45C - i SHIFTED TEMP OUT OF CAPS STATE
800 04A2 BB 060F R Mov BX,0FFSET KI1 3 TRANSLATE TO UPPERCASE LETTERS
801 04A5 EB 46 JMP SHORT K56
802
803
804 TEST FOR KEYS FI - F10
805 04A7 3 NOT IN-CORE AREA
806 04AT 3C 44 CMP AL, 68 3 TEST FOR F1 - F10
807 04A9 77 02 JA K47 3 JUMP IF NOT
808 04AB EB 36 JMP SHORT K53 i1 YES, GO DO FN KEY PROCESS
809
810
811 H - HANDLE THE NUMERIC PAD KEYS
812
813 04AD K47: 3 NOT F1 - F1
814 04AD 3C 53 CMP AL,83 3 TEST FOR NUMFAD KEYS
815 04AF 77 2C JA K52 3 JUMP IF NOT
816
L 2 S Eelo bttt KEYPAD KEYS, MUST TEST NUM LOCK FOR DETERMINATION
818 04B1 3C 4A K48: CMP AL, T4 3 SPECIAL CASE FOR MINUS
819 04B3 74 ED JE K45E 3 GO TRANSLATE
820 04B5 3C 4E CMP AL,78 3 SPECIAL CASE FOR PLUS
821 04B7 74 E9 JE K45E 3 GO TRANSLATE
822 04B9 F6 C7 02 TEST BH,LC_EO 3 IS THIS ONE OF THE NEW KEYS?
823 04BC 75 0A JUNZ K49 3 YES, TRANSLATE TO BASE STATE
824
825 04BE F6 C3 20 TEST BL ,NUM_STATE 3 ARE WE IN NUM_LOCK?
826 04C! 75 13 JNZ 3 TEST FOR SURE
827 04C3 Fe6 C3 03 TEST BL,LEFT_SHIFT+RIGHT_SHIFT § ARE WE IN SHIFT STATE?
828 04Ce6 75 13 JNZ K51 3 IF SHIFTED, REALLY NUM STATE
a29
830 BASE CASE FOR KEYPAD
831 04C8 3C 4C CmP AL, 76 3 SPECIAL CASE FOR BASE STATE 5
832 04CA 75 05 JNE K49A 3 CONTINUE IF NOT KEYPAD 5§
833 04CC BO FO MoV AL, 0F0h 3 SPECIAL ASCI| CODE
834 04CE EB 3D 90 JMP K57 3 BUFFER FILL
835 04D1 BB 05B7 R K49A: MoV BX,0FFSET K10 3 BASE CASE TABLE
836 04D4 EB 26 JMP SHORT K64 3 CONVERT TO PSEUDO SCAN
837
838 MIGHT BE NUM LOCK, TEST SHIFT STATUS
839 04D6 F6 C3 03 TEST BL,LEFT_SHIFT+RIGHT_SHIFT 3ALMOST-NUM-STATE
840 04D9 75 ED JUNZ K49 3 SHIFTED TEMP OUT OF NUM STATE
841 04DB EB C5 K513 JMP SHORT K45E $ REALLY_NUM_STATE
842
843
844 TEST FOR THE NEW KEY ON WT KEYBOARDS
845
846 040D K522 3 NOT A NUMPAD KEY
847 04DD 3C 56 CMP AL, 86 3 1S IT THE NEW WT KEY?
848 04DF 75 02 JNE K53 3 JUMP IF NOT
849 04E| EB BO JMP SHORT K458 ;3 HANDLE WITH REST OF LETTER KEYS
850
851
852 MUST BE Fi1 OR F12
853 Fi = F10 COME HERE Too
854 04E3 F6 C3 03 K53: TEST BL,LEFT SHIFTORIGHY_SHIFT $TEST SHIFT STATE
855 04E6 74 EO Jz K49 - JUMP LO‘ERCASE PSEUDO sSC'S
856
857 04E8 BB 060F R MoV BX,0FFSET K11 ;3 UPPER CASE PSEUDO SCAN CODES
858 04EB EB OF JMP SHORT K64 3 TRANSLATE_SCAN
859
860 F ittt TRANSLATE THE CHARACTER
86t
862 04ED K561 TRANSLATE-CHAR
863 04ED FE C8 DEC AL CONVERT ORIGIN
864 (04EF 2E: D7 XLAT CS:K11 CONVERT THE SCAN CODE TO ASCI
865 O04F1 Fé 06 0096 R 02 TEST ®KB_FLAG_3,LC_EO 3 IS THIS A NEW KEY?
866 04F6 74 15 JzZ K57 3 NO, GO FILL BUFFER
867 04F8 B4 EO MOV AH,MC_EO 3 YES, PUT SPECIAL MARKER IN AH
868 04FA EB 11 JMP SHORT K57 3 PUT IT INTO THE BUFFER
869
810 §mmmm - TRANSLATE SCAN FOR PSEUDO SCAN CODES
871
872 04FC Ké4a: 3 TRANSLATE-SCAN-ORGD
873 (04FC FE C8 DEC AL 3 CONVERT ORIGIN
874 O04FE 2E: D7 XLAT CS:K8 3 CTL TABLE SCAN
875 0500 8A EO MOV H AL 3 PUT VALUE INTO AH
876 0502 BO 00 Mov 3 ZERO ASCI1 CODE
877 0504 Fé 06 0096 R 02 TEST CKB FLAG_3,LC_EO 3 1S THIS A NEW KEY?
878 0509 74 02 JZ 3+ NO, GO FILL BUFFER
879 050B BO EO MoV AL MC _E0 3 YES, PUT SPECIAL MARKER IN AL
880
881 o= PUT CHARACTER INTO BUFFER

5-54 KEYBOARD (01/10/86)
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882

883 050D K57z 1 BUFFER-FILL

884 0500 3C FF cMP AL, -1 i I5 THIS AN_IGNORE CHAR

885 050F 74 05 JE K59 i YES, DO NOTHING WITH IT

886 0511 80 FC FF cMP AH, -1 4 LOOK FOR -1 PSEUDO SCAN

887 0514 75 03 JNE K61 i NEAR_INTERRUPT_RETURN

888

889 0516 K59 1 NEAR- INTERRUPT+RETURN

890 0516 E9 02CA R JMP K26 i INTERRUPT_RETURN

a9l

892 0519 Ké1:

893 0519 FA cLi 1 TURN OFF INTERRUPTS

894 051A 8B IE 001C R MOV BX,@BUFFER_TAIL 3 GET THE END POINTER TO THE BUFFER
895 O051E 8B F3 MOV S1,BX - I SAVE THE VALUE

896 0520 EB 0114 R CALL K4 1 ADVANCE THE TAIL

897 0523 38 IE 001A R cwP BX,@BUFFER_HEAD i HAS THE BUFFER WRAPPED AROUND
898 0527 T4 17 JE K62 - 1 BUFFER_FULL_BEEP

899 0529 89 04 MOV [S1],AX 1 STORE THE VALUE

900 052B 89 IE 001C R MOV @BUFFER_TAIL,BX i MOVE THE POINTER UP

901 052F B0 20 [ AL,EOI 1 END OF INTERRUPT COMMAND

902 0531 E6 20 out 020H, AL 1 SEND COMMAND TO INTERRUPT CONTROL PORT
903 0533 B8 9102 Mov AX,09102H i MOVE IN POST CODE & TYPE

904 0536 CD 15 INT 15H 3 PERFORM OTHER FUNCTION

905 0538 80 26 0096 R FC AND @KB_FLAG_3,NOT LC_EO+LC_E! 3 RESET LAST CHAR H.C. FLAG
906 053D E9 0204 R JMP K271~ - - 1 INTERRUPT_RETURN

907

908 §------ BUFFER 1S FULL SOUND THE BEEPER

909

910 0540 Ke2:

911 0540 BO 20 [ AL,EOI 3 ENABLE INTERRUPT CONTROLLER CHIP
912 0542 E6 20 ouT INTAOO, AL

913 0544 B9 02A6 MOV cX,678 3 DIVISOR FOR 1760 HZ

914 0547 B3 04 MOV .4 1 SHORT BEEP COUNT (1/16 + 1/64 DELAY
915 0549 E8 0000 E CALL BEEP i GO TO COMMON BEEP HANDLER

916 054C ES 02D4 R JMP K21 § EXIT

917

918 054F KB_INT_1 ENDP

w
m
[9p]
-
o
=2
[2,]

KEYBOARD (01/10/86) 5-55
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919

920

921

922

923

924

925

926 054F

927 054F 52

928 0550 3A 45 46 38
929 0555 2A 36

930 = 0008

931

932

933 0557

934 0557 80

935 0558 40 20 10 08
936 055D 02 01

937

938

939

940 O055F

941 055F 1B FF 00 FF
942 0565 IE FF FF FF
943 056B FF TF 94 11
944 0571 12 14 19 15
945 0577 10 1B 1D 0A
946 057D 13 04 06 07
947 0583 0B OC FF FF
948 0589 I1C IA 18 03
949 058F OE 0D FF FF
950 0595 96 FF 20 FF
951

952 0599 SE 5F 60 61
953 059F 64 65 66 67
954 05A5 77 8D 84 B8E
955 05AB 74 90 75 91
956 05B1 93 FF FF FF
957

958

959 05B7

960 05B7 1B 31 32 33
961 05BD 36 37 38 39
962 05C3 30 08 09 71
963 05C9 72 74 79 15
964 0S5CF 70 5B 5D 0D
965 05D5 73 64 66 67
966 05DB 6B 6C 3B 27
967 O0SE!I 5C TA 78 63
968 O0S5E7 6E 6D 2C 2E
969 0S5EC FF 2A FF 20
970

971

972 O0S5F1 3B 3C 3D 3E
973 05F6 40 41 42 43
974 O05FB FF FF

9715

976

977 05FD

978 O0S5FD 47 48 49 FF
979 0603 4D FF 4F 50
980 0609 53

981 060A FF FF 5C 85
982

983

984

985 060F

986 060F 1B 21 40 23
987 0615 S5E 26 2A 28
988 061B 2B 08 00 51
989 0621 52 54 59 55
990 0627 50 7B 7D 0D
991 062D 53 44 46 47
992 0633 4B 4C 3A 22
993 0639 7C 5A 58 43
994 063F 4E 4D 3C 3E
995 0644 FF 2A FF 20
996

997

998 0649

999 0649 54 55 56 57
1000 064E 59 5A 5B 5C
1001 0653 FF FF

1002

1003

1004 0655

1005 0655 37 38 39 2D
1006 36 2B 31 32
1007 2E

1008 0662 FF FF 7C 87
1009 0667

1010

62
FF
73
76
89

58
5D

34
33

FF
52

35
30

PAGE

Version 2.00
KEYBOARD ADAPTER B10S

=11

01-10-

86

KEY

IDENTIFICATION SCAN TABLES

KEY_TABLE
K6 LABEL  BYTE
o8 INS_KEY
o8
0B LEFT_KEY,RIGHT_KEY
K6L EQU $-Ke™
MASK_TABLE
LABEC  BYTE
o8 INS_SHIFT
o8
] LEFT_SHIFT,RIGAT_SHIFT
e LT EE T TABLES FOR CTRL CASE
K8 LABEL
oB
0B - 431
5] -|.|27.|4e.17 23,5
o8 18,20,25,21,09, 15
0B 16,27,25,10,-1,01
] 19,04,06,07,08,10
o8 114 12,=1,=1,=1,=1
0B 28,26,24,03,22,02
0B |4,|3,—|.—|.-|.-|
o8 150,=1,% *,-
o8 94,95,96,97,98,99
0B 100,101,102,103,-1,-1
oB 119,141,132,142,115,143
oB 116,144,117,145,118,146
oB 147,=1,-1,-1,137,

TABLE OF SHIFT KEYS AND MASK VALUES

NSERT KEY

1
CAPS _KEY,NUM_KEY, SCROLL, KEY ALT_KEY,CTL_KEY

INSERT MODE SHIFT

CAF§ SHIFT,NUM_SHIFT, SCROLL _SHIFT,ALT_SHIFT,CTL_SHIFT

K10 LABEL  BYTE
o8 27,°12345°
o8 167890-"*
0B *=',08,09, 'qwe’
o8 ‘rtyuio®
o8 'p!i',oDH.";'l'
0B *sdfgh;*
o8 MIERN
o8 \zxevb
o8 tam, . /"
o8B B PR PR
Rt LC TABLE SCAN
o8 59,60,61,62,63
] 64,65,66,67,68
oB -1,-1
jo----- KEYPAD TABLE
K15 LABEL  BYTE
0B T1,72,73,-1,75,-1
0B 77,-1,19,80,81,82
o8 83
o8 =1,-1,'\"',133,134

DB
oB
oB

LABEL
bB

oB
CODE ENDS
END

BYTE

27, rengx:
ALt )
*+',08,00, 'QWE"
*RTYUIO®
*PE}Y,O0DH, -1, A"
*SDFGHJ*

TKL: "~
*|zxcve®

*NM<>? "

e ‘e

Tl )

UC TABLE SCAN

BYTE
84,85,86,87,88
B9,90,9I,92,93
-1, -1

NUM STATE TABLE

BYTE
*789-456+1230."

S1,=1,%]*,135,136

5-56 KEYBOARD (01/10/86)

= TABLES FOR LO'ER CASE

TABLES FOR UPPER CASE

] - CHARACTERS -
i Esc, 1, 2. 3, 4,5
7, 8, o0,

Bksp, Yah. Q, W, E
T, Y, U,

[.]. Entor, Ctrt, A
D, F, G, H,

Ly 34 "y *, LShift
C, Vv,

M, 4, ., /, RShift
Alt, Space, CL
-=== FUNCTIONS
- F6

- F10, NL, SL

3 Home, Up, PgUp, -, Left, Pad5

| nght, +, End, Down, PgDn, Ins
SysReq, Undef, WT, Fi1, F12

3 LETTERS, Return, Ctrl

3 LETTERS, L Shift

i R Shift,*, Alt, Space, CL

i BASE STATE OF F1 - F10

3 NL, SL

3 BASE STATE OF KEYPAD KEYS

i SysRq, Undef, WT, Fi1, FI2
ysRq

3 LETTERS, Ctrl

Return,

3 LETTERS, L Shift

i R Shift,®, Alt, Space, CL

i SHIFTED STATE OF FI = F10

3 NL, SL

3 NUMLOCK STATE OF KEYPAD KEYS

i SysRq, Undef, WT, FIt, FI2


http:84,85,86,87.88
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- 0D~ WN—

wn -0

14

0000

E8

56
8B
8A
D1
8B

1F

oB
T4

oA
T4

FE
T4

FE
T4
B4

58
5A
CF

EE
42

/10/86

FA
25

00

D2
oc

E4
oD

cc
4B

cc
39

03

00 E

0078 R
0008 R

PAGE
-LIST
CODE

INT

Version 2.00

118,121
TITLE PR

T ------ 01/10/86

SEGMENT BYTE PUBLIC
PUBLIC PRINTER_1O_

EXTRN DDS :NEAR

-1
01-10-86

PRINTER ADAPTER BIOS

17T H

3 PRINTER_IO
THIS ROUTINE PROVIDES COMMUNICATION WITH THE PRINTER

i
)
)

REGISTERS (AH) IS MODIFIED WITH STATUS INFORMATION
ALL OTHERS UNCHANGED
| i
ASSUME  CS:CODE,DS:DATA
PRINTER_ID_‘ PROC FAR 3 ENTRY POINT FOR ORG 0EFD2H
sT1 i INTERRUPTS BACK ON
PUSH DX i SAVE WORK REGISTERS
PUSH BX
cMP DX,03H 4 CHECK FOR PRINTER NUMBER VALID 0-3
JA BlO 1 ERROR EXIT IF OUT OF RANGE
MoV BH, AL i SAVE CHARACTER TO BE PRINTED
PUSH DS i SAVE - SEGMENT
CALL  DDS 1 ADDRESS DATA SEGMENT
PUSH S 1 SAVE WORK POINTER REGISTER
MOV 51,0 t GET PRINTER PARAMETER
MoV BL,@PRINT_TIM_OUT[SI] i LOAD TIMEOUT VALUE
SHL S, 1 WORD OFFSET INTO TABLE INTO (SI
MOV DX,QPRINTER_BASE[SI] 3 GET BASE ADDRESS FOR PRINTER CARD
POP st 1 RECOVER CALLERS (SI) REGISTER
POP DS i AND (DS) SEGMENT REGISTER
ASSUME  DS:NOTHING
3 TEST DX = ZERO, INDICATING NO FRINTER
Jz BI0 $ EXIT, NO PRINTER ADAPTER AT OFFSET
ORr AH,AH 3+ TEST FOR (AH)= 00|
Jz 830 } TPRINT CHARACTER 1N (AL)
DEC AH X,YESY FOR (AH)= 01H
Jz 880 3+ * INITIALIZE PRINTER
DEC AH 3§ TEST FOR (AH)= O2H
Jz B60 3 GET PRINTER STATUS
B10:
MoV AH,029H 3 RETURN ERROR BITS FOR INVALID CALLS
8201
POP BX 3 RETURN
POP bX 1 RECOVER REGISTERS
IRET 3 RETURN TO CALLING PROGRAM (AH)= STATUS

INPUT

AVAILAELE

{AH)= 00H PRINT THI
ON RETUI

E CHARACTER IN (AL)
RN, (AH)= 1

L
IF CHARACTER NOT PRINTED (TIME OUT)

OTHER BITS SET AS ON NORMAL STATUS CALL

(AH)= OIH INITIALI

ZE THE PRINTER PORT

RETURNS WITH (AH) SET WITH PRINTER STATUS

(AH) = 02H READ YHE

= N

PRINTER STATUS INTO (AH)
4

1 = ACKNOWLEDGE
0T BUSY

= OUT OF PAPER

2-1 o
I | | [_ ' = TIME OUT
I I I _ UNUSED
' I 1 = 1/0 ERROR
| 1 = SELECTED
|

(DX) = PRINTER TO BE USED (0,1,2) CORRESPONDING TO ACTUAL VALUES

IN @PRINTER

DATA AREA @PRINT_TIM_OUT
TIME OUT WAITS. DEFAULT=20

BASE AREA

DATA AREA OPRINTER_BASE CONTAINS THE BASE ADDRESS OF THE PRINTER CARD(S
({LOCATED AT BEGINNING OF DATA SEGMENT, 408H ABSOLUTE,

3 WORDS)

(BYTE) MAY BE CHANGE TO CAUSE DIFFERENT

PRINT THE CHARACTER

ouTt

DX, AL
INC X

IN (AL)

1+ OUTPUT CHARACTER TO DATA PORT
3 POINT TO STATUS PORT

PRINTER (01/10/86) 5-57

w
m
[y}
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PRT ------
96

97

98

99 0034
100 0035
101 003e
102 0038
103

104

105

106  003A
107 003D
108

109

110

111 003F
112  003F
113 0040
114 0042
115 0042
116 0043
117 0045
118 0047
19

120 0049
121

122 004B
123 004D
124

125 004F
126 0050
127 0053
128 0056
129

130 0058
131 0058
132 0059
133 005B
134 005C
135 0050
136 005E
137

138 0060
139 0062
140 0063
141 0064
142 0065
143

144

145

146

147 0066
148 0066
149 0067
150 0068
151 0069
152 006éB
153 006D
154 006D
155 00&F
156 0072
157

158

159

160

161 0074
162 0074
163 0075
164 0076
165 0078
166 0079
167 007C
168 007C
169 007D
170

171 007F
172 0081
173 o082
174 0083
175 0084
176

177 0086
178

179 0086
180

or/10/86

B8
cb

80
05

90FE
15

€0
oF
F1
o]
F3

cC o1
E4 F9
15

oc

F8
EO

c7
F4 48
B8

03E8

FD
oc

EO

Version 2.00

[ttt CHECK FOR PRINTER BUSY

TEST
JINZ

- INT

MOV
INT

- WAIT

B50:

JMP

MOV
ouT
S5T1
DEC
DEC

INC DX

IN AL, DX

IN AL, DX

AND AL, OF8H

MOV AH, AL
B70:

MOV AL ,BH

XOR AH, 48H

JMP B20
[EREEE INITIALIZE THE PRINTER PORT
B8O:

INC DX

INC DX

MOV AL,8

out DX, AL

MoV AX, 1000
B90:

DEC AX

JINZ BS0

MOV AL ,O0CH

ouT DX, AL

DEC DX

OEC DX

JMP B60
PRINTER_10_1 ENDP

CODE ENDS

END

AL, DX
AL, DX
AL, 80H
B40
15 H -- DEVICE BUSY

AX,90FEH
15H

BUSY
cx
CX,Cx
AL, DX

AH, AL
AL, 80H
B50

B45
BL
B45
CX
AH, 1

AH, OF9H
SHORT B70

cx
AL , ODH
DX
DX, AL
$+2
AL, 0CH

DX, AL

DX
DX

PRINTER STATUS

5-58 PRINTER (01/10/86)

01-10-86

PRE-CHARGE +BUSY LINE IF FLOATING
GET STATUS PORT VALUE

IS THE PRINTER CURRENTLY BUSY

SKIP SYSTEM DEVICE BUSY CALL IF NOT

FUNCTION 90 PRINTER ID

SYSTEM CALL S

SAVE CALLERS (CX) REGISTER
INNER LOOP (64K)

GET STATUS

STATUS TO (AH) ALSO

IS THE PRINTER CURRENTLY BUSY
GO TO OUTPUT STROBE

LOOP |F NOT

DECREMENT OUTER LOOP COUNT
MAKE ANOTHER PASS IF NOT ZERO

RESTORE (CX) WITH CALLERS VALUE
SET ERROR FLAG

TURN OFF THE UNUSED BITS
RETURN WITH ERROR FLAG SET

SEND STROBE PULSE

RESTORE (CX) WITH CALLERS VALUE

SET THE STROBE LOW (BIT ON)
OUTPUT STROBE TO CONTROL PORT
PREVENT INTERRUPT PULSE STRETCHING
OUTPUT STROBE BIT > lus < Sus
1/0 DELAY TO ALLOW FOR LINE LOADING
AND FOR CORRECT PULSE WIDTH

SET THE -STROBE HIGH

INTERRUPTS BACK ON
ADJUST BACK TO BASE ADDRESS
FOR STATUS ROUTINE EXIT

POINT TO CONTROL PORT

PRE-CHARGE +BUSY LINE IF FLOATING
GET PRINTER STATUS HARDWARE BITS
TURN OFF UNUSED BITS

SAVE P
RECOVER CHARACTER INTO (AL) REGISTER

FLIP A COUPLE OF BITS IN STATUS
RETURN FROM ROUTINE WITH STATUS IN AH

POINT TO OUTPUT PORT
SET INIT LINE LOW
ADJUST FOR INITIALIZATION DELAY LOOP

DECREMENT DELAY COUNTER
LOOP FOR RESET TO TAKE

NO INTERRUPTS, NON AUTO LF, INIT HIGH
SET DEFAULT INITIAL OUTPUTS

ADJUST BACK TO BASE ADDRESS

FOR STATUS ROUTINE EXIT

EXIT THROUGH STATUS ROUTINE
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- 01/10/86 COMMUNICATIONS BIOS {RS232) 01-10-86

RS232 -

1 PAGE 118,121

2 TITLE RS232 ---- 01/10/86 COMMUNICATIONS BIOS (RS232)

3 .LIST

4 0000 CODE SEGMENT BYTE PUBLIC

5

6 PUBLIC RS232_10_1

7 EXTRN  A1:NEAR

8 EXTRN  DDS:NEAR

9

10 = INT 14 H ===~ R
1 .R5232 10

12 THIS ROUTINE PROVIDES BYTE STREAM 1/0 TO THE COMMUNICATIONS

13 PORT ACCORDING TO THE PARAMETERS?

14 T
15 (AH)= 0OH INITIALIZE THE COMMUNICATIONS PORT

16 (AL) HAS PARAMETERS FOR INITIALIZATION

17 '
18 7 6 5 4 3 2 [ 0

2 BAUD RATE -- -PARITY-- STOPBIT  --WORD LENGTH--
20 '
21 000 - 110 X0 - NONE 0~ 10 - 7 BITS

22 001 - 150 of - ODD -2 11 - 8 BITS

23 010 - 300 11 - EVEN

24 011 - 600 i
25 100 - 1200 1
26 101 - 2400 1
27 110 - 4800 1
28 111 - 9600 1
29 ON RETURN, CONDITIONS SET AS IN CALL TO COMMO STATUS (AH=03H)
30 3
31 (AH)= 01H SEND THE CHARACTER IN (AL) OVER THE COMMO LINE

32 (AL) REGISTER 1S PRESERVED

33 ON EX1T, BIT 7 OF AH IS SET IF THE ROUTINE WAS UNABLE TO

34 TO TRANSMIT THE BYTE OF DATA OVER THE LINE.

35 IF BIT 7 OF AH 1S NOT SET, THE

36 REMAINDER OF (AH) IS SET AS IN A STATUS REQUEST,

37 REFLECTING THE CURRENT STATUS OF THE LINE.

38 (AH)= 02H RECEIVE A CHARACTER IN (AL) FROM COMMO LINE BEFORE

39 RETURNING TO CALLER

40 ON EXIT, (AH) HAS THE CURRENT LINE STATUS, AS SET BY THE

41 THE STATUS ROUTINE, EXCEPT THAT THE ONLV BIT

42 LEFT ON ARE THE ERROR BITS (7,4,3,2,1)

43 T (AH) HAS BIT 7 ON (TIME OUT) THE'REMAINING '
44 BITS ARE NOT PREDICTABLE.

45 THUS, (AH} 1S NON ZERO ONLY WHEN AN ERROR OCCURRED.

46 (AH)= 03H RETURN THE COMMO PORT STATUS IN (AX)

47 (AH) CONTAINS THE LINE CONTROL STATUS

48 IT 7 = TIME OUT

49 EIT 6 = TRANSMIT SHIFT REGISTER EMPTY

50 BIT 5 = TRANSMIT HOLDING REGISTER EMPTY

51 BIT 4 = BREAK DETECT

52 BIT 3 = FRAMING ERROR

53 BIT 2 = PARITY ERROR

54 BIT | = OVERRUN ERROR

55 BIT 0 = DATA READY

56 (AL) CONTAINS THE MODEM STATUS

57 BIT 7 = RECEIVE LINE SIGNAL DETECT

58 BIT 6 = RING INDICATOR

59 BIT & = DATA SET READY

60 BIT 4 = CLEAR TO SEND

61 BIT 3 = DELTA RECEIVE LINE SIGNAL DETECT

62 BIT 2 = TRAILING EDGE _RING DETECTOR

63 BIT | = DELTA DATA SET READY

64 BIT 0 = DELTA CLEAR TO SEND

65 i
66 (DX) = PARAMETER INDICATING WHICH RS232 CARD (0,1 ALLOWED)

67 1
68 DATA AREA ©RS5232_BASE CONTAINS THE BASE ADDRESS OF THE 8250 ON THE CARD

69 H LOCATION 400H CONTAINS UP TO 4 RS232 ADDRESSES POSSIBLE

10 : DATA AREA LABEL ©RS232_TIM_OUT (BYTE)} CONTAINS OUTER LOOP COUNT

i : VALUE FOR TIMEOUT (DEFAULT=1)

12 10UTPUT 1
73 H AX MODIFIED ACCORDING TO PARAMETERS OF CALL

74 3 ALL OTHERS UNCHANGED

75 § oo

Te ASSUME  CS:CODE,DS:DATA

17

78 0000 RS232_10_| PROC FAR

79 0000 FB 5TI i INTERRUPTS BACK ON

80 0001 IE PUSH Ds 1 SAVE SEGMENT

81 0002 52 PUSH DX

82 0003 56 PUSH sl

83 0004 57 PUSH DI

84 0005 51 PUSH cx

85 0006 53 PUSH BX

86 0007 83 FA 03 cMP DX, 03H # CHECK FOR ADAPTER NUMBER VALID 0-3

87  000A 77 24 JA i+ ERROR EXIT IF OUT OF RANGE

88  000C 8B F2 MOV S1,0X ; RS232 VALUE TO (SI

89  DODE 8B FA MOV O1,DX 3 AND TO (DI) (FOR TIMEOUTS

90 0010 DI Eé SHL Si,t i WORD OFFSET

91 0012 E8 0000 E CALL w
92 0015 8B 94 0000 R MOV DX, @RS232_BASE[SI] i GET BASE ADDRESS m
93 0019 0B D2 OR DX, DX i TEST FOR 0 BASE ADDRESS o
94 0018 74 13 Jz A3E 1 RETURN il
95 001D OA E4 OR AH, AH 1 TEST FOR (AH)= OOH =
96 O00IF 74 18 Jz i COMMO INITIALIZATION

97 0021 FE CC DEC AH i TEST FOR {AH}= OfH (=]
98 0023 74 4B Jz A5 31 SEND (AL} z
99 0025 FE CC DEC AH 1 TEST FOR {AH}= 02H

100 0027 74 70 Jz A12 1 RECEIVE INTO {AL) o
101 0029 A2:

102 0029 FE CC DEC AH 3 TEST FOR {AH}= O3H

103 0028 75 03 INZ A3E i ERROR IF BAD COMMAND

104 002D ES 0088 R JMP Al8 1 COMMUNICATION STATUS

105 0030 A3E:

106 0030 B4 80 MoV AH,080H :+ SET ERROR RETURN CODE

107 0032 A3:

108 0032 5B POP BX 1 RETURN FROM RS232

109 0033 59 POP cX

110 0034 5F POP o1

111 0035 SE POP s1

112 0036 5A POP DX

V13 0037 IF POP oS

114 0038 CF IRET 3 RETURN TO CALLER, NO ACTION

RS232 (01/10/86) 5-59
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SAVE INITIALIZATION PARAMETERS IN (AH)
POINT TO 8250 CONTROL REGISTER

SET DLAB=1

GET PARAMETERS TO (DL)

ISOLATE THEM

BASE OF TABLE

PUT INTO INDEX REGISTER

POINT TO HIGH ORDER OF DIVISOR

GET HIGH ORDER OF DIVISOR
SET ms OF DIVISOR TO 0

1/0 DELAY
GET LOW ORDER OF DIVISOR
SET LOW OF DIVISOR

GET PARAMETERS BACK
STRIP OFF THE BAUD BITS
LINE CONTROL TO 8 BITS

1/0 DELAY

INTERRUPT ENABLES ALL OFF
COM_STATUS

LINE

SAVE CHAR TO SEND

MODEM CONTROL REGISTER

DTR AND RTS

DATA TERMINAL READY, REQUEST TO SEND
MODEM STATUS REGISTER

DATA SET READY & CLEAR TO SEND
ARE BOTH TRUE
YES, READY TO TRANSMIT CHAR

RELOAD DATA BYTE

INDICATE TIME OUT
RETURN

CLEAR_TO_SEND

LINE STATUS REGISTER
WAIT_SEND

1S TRANSMITTER READY

TEST FOR TRANSMITTER READY
RETURN WITH TIME OUT SET

RECOVER IN CX TEMPORARILY

MOVE CHAR TO AL FOR OUT, STATUS IN AH
OUTPUT CHARACTER

RETURN

MODEM CONTROL REGISTER
DATA TERMINAL READY

MODEM STATUS REGISTER

WAIT_DSR

DATATSET READY

TEST FOR DSR

RETURN WITH ERROR
WAIT_DSR_END

LINE"STATUS REGISTER
WAIT_RECV

RECETVE BUFFER FULL

TEST FOR RECEIVE BUFFER FULL
SET TIME OUT ERROR

GET_CHAR

TEST FOR ERROR CONDITIONS ON RECEIVE

DATA PORT
GET CHARACTER FROM LINE
RETURN

CONTROL PORT

GET LINE CONTROL STATUS

PUT IN (AH) FOR RETURN

POINT TO MODEM STATUS REGISTER
GET MODEM CONTROL STATUS

01/10/86 COMMUNICATIONS BIOS (RS232) 01-10-86
PAGE
§-m--- INITIALIZE THE COMMUNICATIONS PORT
A4:
8A EO MOV AH, AL
83 c2 03 ADD X,3 s
B0 80 MOV AL, 80H
EE out DX, AL f
gm---- DETERMINE BAUD RATE DIVISOR
8A D4 M DL, AH [
B1 04 MOV CL,4
128 0045 D2 C2 ROL DL,CL
129 0047 81 E2 000E AND DX, 0EH i}
130 0048 BF 0000 E MOV D1,OFFSET At 3
131 004E 03 FA ADD D1,DX
132 0050 8B 94 0000 R MOV DX,@RS232_BASE[S1] 3
133 0054 42 INC -
134 0055 2E: 8A 45 01 MOV AL,CS:[DI]+1
135 0059 EE ouT DX, AL
136 005A 4A DEC DX
137 0058 90 NOP f
138 005C 2E: B8A 05 MOV AL,Cs:[D1] 3
139 005F out . i
140 0060 83 C2 03 ADD DX,3
141 0063 8A C4 MOV AL, AH
142 0065 24 IF AND AL,O1FH 3
143 0067 EE ouT DX, AL 3
144 0068 4A DEC DX
145 0069 4A DEC DX
146  006A 90 NOP
147 0068 BO 00 MOV AL,0
148 006D EE ouT DX, AL
149 006E EB 4B JMP SHORT A18
150
151 gom-- SEND CHARACTER IN (AL) OVER COMMO
152
153 0070 AS:
154 0070 50 PUSH AX
155 0071 83 C2 04 ADD DX, 4
156 0074 BO 03 MOV L,3
157 0076 EE out DX, AL
158 0077 42 INC DX
159 0078 42 INC DX
160 0079 BT 30 MOV BH,30H
161 0078 E8 00CA R CALL WAIT_FOR_STATUS
162 007E 74 08 JE A9
163 0080 AT:
164 0080 59 POP cx
165 0081 8A Ci MOV AL,CL
166 0083 AB:
167 0083 80 CC 80 OR AH,80H
168 0086 EB AA JMP A3
169
170 0088 A9: f
1710088 4A DEC DX i
172 0089 A10: 1
173 0089 B7 20 MOV BH,20H
174 0088 E8 00CA R CALL WAIT_FOR_STATUS
175 008E 75 FO JINZ AT
176 0090 All: :
177 0090 83 EA 05 suB oX,5
178 0093 59 POP cx 3
179 0094 8A Ci MOV AL,CL 3
180 0096 EE out DX, AL
181 0097 EB 99 JMP A3
182
183 RECEIVE CHARACTER FROM COMMO L INE
184
185 009
186 0099 83 C2 04 ADD DX, 4
187 009C BO Of MOV AL, 1
188 009E EE ouT DX, AL
189 009F 42 INC DX B
190  00A0 42 INC DX
191 00A!1 A13: 3
192 00A1 BT 20 MoV BH, 20H 1
193 00A3 E8 00CA R CALL WAIT_FOR_STATUS 3
194 00A6 75 DB INZ 8 H
195  00A8 A15: ;
196  00A8 4A DEC DX 3
197  00A9 Al6: 3
198 00A9 BT 0! MOV BH, |
199 00AB E8 00CA R CALL WAIT_FOR_STATUS 1}
200 00AE 75 D3 JINZ A8 3
201 0080 AT H
202 0080 80 E4 IE AND AH, 000111108
203
204 0083 88 94 0000 R MOV DX,@RS232_BASE[S1] 3
205 0087 E IN AL,DX 3
206 0088 E9 0032 R JMP
207
208 [t COMMO PORT STATUS ROUTINE
209
210 0088 A18:
211 00BB 8B 94 0000 R MoV DX,@RS232_BASE[S|
212 00BF 83 C2 05 ADD DX,5 ;
213 00Cc2 EC IN AL,DX
214 00C3 8A EO MoV AH, AL 3
215 00C5 42 INC DX i
216 00C6 EC IN AL,DX i
217 00C7 E9 0032 R JMP A3

5-60 RS232 (01/10/86)

RETURN
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RS232 ---- 01/10/86 COMMUNICATIONS B10S (RS232) 01-10-86
218 PAGE
219 H

H WAIT FOR STATUS ROUTINE
221 sENTRY: (BH)= STATUS BIT(S) TO LOOK FOR

t
H

222 3 (DX) = ADDRESS OF STATUS REG ]
223 3EXIT: ZERO FLAG ON STATUS FOUND ]
224 3 ZERO FLAG OFF = TIMEOUT. ]
225 H (AH) = LAST STATUS READ H
226 H
221
228 00CA WAIT_FOR_STATUS PROC NEAR
229
230 0OCA 8A 9D 007C R MOV BL,®RS232_TIM_OUT[DI] 1 LOAD OUTER LOOP COUNT
231 00CE WFSO0:
232 00CE 2B C9 suB cXx,Cx
233 o00DO WFS1:
234 0000 EC IN AL,DX 1 GET STATUS
235 00D! BA EO MoV AH, AL 1 MOVE TO (AH)
236 00D3 22 C7 AND AL ,BH 3 ISOLATE BITS TO TEST
237 00D5 3A C7 C™P AL ,BH 1 EXACTLY = TO MASK
238 00D7 74 08 JE WFS_END 1 RETURN WITH ZERO FLAG ON
239
240 00D9 E2 F5 LooP WFS1 3 TRY AGAIN
241
242 o00DB FE CB DEC BL 1 DECREMENT LOOP COUNTER
243 00DD 75 EF JINZ WFSo
244
245 O0ODF OA FF OR BH,BH 1t SET ZERO FLAG OFF
246 O00E! WFS_END:
247 O00E1 C3 RET
248
249 00E2 WAIT_FOR_STATUS ENDP
250
251 00E2 RS232_10_1 ENDP
252
253 O00E2 CODE ENDS
254 END

»
m
o
o
o
=2
o

RS232 (01/10/86) 5-61
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VIDEQ ~---- 01/10/86 VIDEO DISPLAY BIOS

PAGE 118,121

1

2 TITLE VIDEO

3 .LIS

4 0000 CODE SEGMENT
5

6 PUBLIC
7 PUBL IC
8 PUBL IC
9 PUBL IC
10 PUBL IC
1" PUBLIC
12 PUBL IC
13 PUBLIC
. PUBLIC
15 PUBL IC
16 PUBL IC
17 PUBL IC
18 PUBLIC
19 PUBLIC
20 PUBLIC
21 PUBLIC
22 PUBLIC
23

24 PUBLIC
25 PUBLIC
26 PUBLIC
21 PUBLIC
28 PUBLIC
29 PUBL iC
30 PUBLIC
31 PUBLIC
32 PUBLIC
33 PUBLIC
34 PUBL IC
35 PUBLIC
36 PUBLIC
37 PUBLIC
38 PUBLIC
39 PUBL IC
40 PUBL IC
41 PUBL IC
42 PUBL IC
43 PUBLIC
44

45 EXTRN
46 EXTRN
47 EXTRN
48 EXTRN
49 EXTRN
50 EXTRN
51

52 3==- INT 10 H -
53 :

54 i VIDEO_IO

55 :

56 :

57 :

58 H (AH) = 00H
59 H

60 :

61 :

62 :

63 H

64 H

65 H

66 :

67 :

68 s

69 :

70 :

71 s (AH)= O1H
12 1

13 :

74 :

15 H

76 H

77 H (AH) = 02H
78 3

19 :

80 : (AH) = 03H
81 :

82 H

83 H

84 H (AH) = 04H
85 :

86 :

a7 H

a8 :

89 H

90 B

91 H (AH)= 05H
92 3

93 ' (AH)= 06H
94 :

95 :

9 i

97 :

98 H

99 i (AH)= OTH
100 :

101 H

102 H

103 H

104 N

105 3

106 :

107 ;

108 N

109 i

10 ;

1 H

12 :

13 H (AH) = 09H
e :

5-62 VIDEO (01/10/86)

ien 2.00 -1

01-10-86

- 01/10/86 VIDEO DISPLAY BIOS

BYTE PUBLIC

ACT_DISP_PAGE
READ_AC_CURRENT
READ_CURSOR
READ_DOT
READ_LPEN
SCROLL_DOWN
SCROLL_UP
SET_COLOR
SET_CPOS
SET_CTYPE
SET_MODE
WRITE_AC_CURRENT
WR|TE_C_CURRENT
WR|TE_DOT
WRITE_TTY

VIDEO 10_1
VIDEO_STATE

SET_MODE

READ_CURSOR
READ_LPEN

SCROLL _DOWN
READ_AC_CURRENT
WRITE_AC_CURRENT
WRITE_C_CURRENT
SET_COLGR
WRITE_DOT
READ_GOT
WRITE_TTY
VIDEO_STATE
¥IDEO_RETURN
VIDEO_RETURN
VIDEO_RETURN
WRITE_STRING

BEEP :NEAR
CRT_CHAR_GEN:NEAR
DDS : NEAR

M5: WORD

Me:BYTE

M7:BYTE

SPEAKER BEEP ROUTINE

CHARACTER GENERATOR GRAPHICS TABLE
LOAD (DS) WITH DATA SEGMENT SELECTOR
REGEN BUFFER LENGTH TABLE

COLUMNS PER MODE TABLE

MODE SET VALUE PER MODE TABLE

THESE ROUTINES PROVIDE THE CRT DISPLAY INTERFACE
THE FOLLOWING FUNCTIONS ARE PROVIDED:

SET MODE (AL) CONTAINS MODE VALUE
OH

lALl = OIH 40X25 COLOR
{AL) = 02H 80X25 BW
{AL) = 03H 80X25 COLOR

40X25 BW MODE

(POWER ON DEFAULT)

GRAPHICS MODES

(AL} = 04H 320X200 COLOR
320X200 BW MODE
640X200 BW MODE

{AL) = O07H 80X25 MONOCHROME {USED INTERNAL TO VIDEQ ONLY
*®® NOTES -BW MODES OPERATE SAME AS COLOR MODES, BUT COLOR
BURST IS NOT ENABLED
-CURSOR 1S NOT DISPLAYED IN GRAPHICS MODE

SET CURSOR TYPE
(CH} = B

TS 4-0 = START LINE FOR CURSOR
HARDWARE WILL ALWAYS CAUSE BLINK
SETTING BIT 5 OR 6 WILL CAUSE ERRATIC BLINKING

OR NO CURSOR AT ALL
(CL) = BITS 4-0 = END LINE FOR CURSOR

SET CURSOR POSITION

(DH,DL) = ROW,COLUMN {00H,00H) IS UPPER LEFT
(BH) = PAGE NUMBER (MUST BE 00H FOR GRAPHICS MODES

READ CURSOR POSITION

{BH) = PAGE NUMBER (MUST BE 00OH FOR GRAPHICS MODES)
ON EXIT (DH,DL) = ROW,COLUMN OF CURRENT CURSOR
H,CL) = CURSOR MODE CURRENTLY SET

(Cl
READ LIGHT PEN POSITION

ON EXIT:

{AH) 00H =-- LIGHT PEN SWITCH NOT DOWN/NOT TRIGGERED

(AH) = 01H -- VALID LIGHT PEN VALUE IN REGISTERS
(DH,DL) = ROW,COLUMN OF CHARACTER LP POSITION
(CH) RASTER LINE (0-199)

(BX) = PIXEL COLUMN (0-319,639

SELECT ACTIVE DISPLAY PAGE

(VALID ONLY FOR ALPHA MODES

= NEW PAGE VALUE (0-7 FOR MODES 0O&1, 0-3 FOR MODES 2&3

SCROLL ACTIVE PAGE UP
(AL) = NUMBER OF LINES,

(

LINES BLANKED AT BOTTOM OF WINDOW }

(AL} = 00H MEANS BLANK ENTIRE WINDOW
(CH,CL) = ROW,COLUMN OF UPPER LEFT CORNER OF SCROLL
(DH,DL} = ROW,COLUMN OF LOWER RIGHT CORNER OF SCROLL
(BH} = ATTRIBUTE TO BE USED ON BLANK LINE

SCROLL ACTIVE PAGE DOWN
(AL) = NUMBER OF LINES,

NPUT LINES BLANKED AT TOP OF WINDOW

(AL} = 00H MEANS BLANK ENTIRE WINDOW
(CH,CL) = ROW,COLUMN OF UPPER LEFT CORNER OF SCROLL
(DH,DL) = ROW,COLUMN OF LOWER RIGHT CORNER OF SCROLL
(BH) = ATTRIBUTE TO BE USED ON BLANK LINE

CHARACTER HANDLING ROUTINES

(AH) = 08H READ ATTRIBUTE/CHARACTER AT CURRENT CURSOR POSITION

H) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY}

ON EXIT:

(AL) = CHAR READ

(AH) = ATTRIBUTE OF CHARACTER READ (ALPHA MODES ONLY)
WRITE ATTRIBUTE/CHARACTER AT CURRENT CURSOR POSITION
{BH) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY)

\
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VIDEO -- 01/10/86 VIDEQ DISPLAY BIOS 01-10-86
118 3 {CX} = COUNT OF CHARACTERS TO WRITE 1
e i (AL} = CHAR TO WRITE 1
(AR} H (BL) = ATTRIBUTE OF CHARACTER (ALPHA)/COLOR OF CHAR (GRAPHICS} 1
e i SEE NOTE ON WRITE DOT FOR BIT 7 OF BL H
119 H (AH)= OAH WRITE CHARACTER ONLY AT CURRENT CURSOR POSITION H
120 H (BH) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY) H
121 3 (CX) = COUNT OF CHARACTERS TO WRITE 1
122 3 (AL) = CHAR TO WRITE H
123 i NOTE: USE FUNCTION (AH)= 09H IN GRAPHICS MODES t
124 H FOR READ/WRITE CHARACTER INTERFACE WHILE I[N GRAPHICS MODE, THE 1
125 H CHARACTERS ARE FORMED FROM A CHARACTER GENERATOR IMAGE T
126 H MAINTAINED IN THE SYSTEM ROM. ONLY THE 1ST 128 CHARS 1
121 ;3 ARE CONTAINED THERE. TO READ/WRITE THE SECOND 128 CHARS, 1
128 H THE USER MUST INITIALIZE THE POINTER AT INTERRUPT IFH t
129 3 {LOCATION 0007CH} TO POINT TO THE 1K BYTE TABLE CONTAINING 1
130 H THE CODE POINTS FOR THE SECOND 128 CHARS (128-255). H
131 H FOR WRITE CHARACTER INTERFACE IN GRAPHICS MODE, THE REPLICATION FACTOR @
132 i CONTAINED IN (CX) ON ENTRY WILL PRODUCE VALID RESULTS ONLY T
133 H FOR CHARACTERS CONTAINED ON THE SAME ROW. CONTINUATION TO t
134 i SUCCEEDING LINES WILL NOT PRODUCE CORRECTLY. t
135 H 1
136 H GRAPHICS INTERFACE t
137 i H
138 H (AH)= OBH SET COLOR PALETTE t
139 i (BH) = PALETTE COLOR ID BEING SET (0-127) H
140 3 (BL) = COLOR VALUE TO BE USED WITH THAT COLOR ID 1
14) i NOTE: FOR THE CURRENT COLOR CARD, THIS ENTRY POINT HAS 3
142 B MEANING ONLY FOR 320X200 GRAPHICS. H
143 3 COLOR 1D = 0 SELECTS THE BACKGROUND COLOR (0-15} t
144 i COLOR ID = 1| SELECTS THE PALETTE TO BE USED: 3
145 H 0 = GREEN{1}/RED(2)/YELLOW(3) 1
146 3 1 = CYAN(1) /MAGENTA{2) /WHITE(3) 1
147 3 IN 40X25 OR 80X25 ALPHA MODES, THE VALUE SET FOR 1
148 H PALETTE COLOR 0 INDICATES THE BORDER COLOR 1
149 H TO BE USED (VALUES 0-31, WHERE 16-31 SELECT :
150 3 THE HIGH INTENSITY BACKGROUND SET. 1
151 H (AH)= OCH WRITE DOT 1
152 3 (DX) = ROW NUMBER 1
163 3 {CX) = COLUMN NUMBER H
154 H (AL) = COLOR VALUE t
155 H IF BIT 7 OF AL = |, THEN THE COLOR VALUE IS EXCLUSIVE 1t
156 H ORed WITH THE CURRENT CONTENTS OF THE DOT ]
157 H (AH)= ODH READ DOT 1
158 H (DX} = ROW NUMBER t
159 H (CX) = COLUMN NUMBER 1
160 H (AL) RETURNS THE DOT READ H
et H 1
162 H ASCI1 TELETYPE ROUTINE FOR OUTPUT t
163 H H
164 i (AH)= OEH WRITE TELETYPE TO ACTIVE PAGE H
165 H (AL) = CHAR TO WRITE H
166 3 (BL) = FOREGROUND COLOR IN GRAPHICS MODE t
167 i NOTE -- SCREEN WIDTH 1S CONTROLLED BY PREVIOUS MODE SET 1
168 i (AH) = OFH CURRENT VIDEO STATE 1
169 i RETURNS THE CURRENT VIDEQ STATE H
170 H ) = MODE CURRENTLY SET { SEE {(AH)= Q0H FOR EXPLANATION) H
171 = NUMBER OF CHARACTER COLUMNS ON SCREEN 1
172 (BH) = CURRENT ACTIVE DISPLAY PAGE 1
173 (AH) = 10H RESERVED 1
174 3 (AH) = 11H RESEHVED 1
175 3 (AH) = 12H RESERVI 1
176 3 (AH) = 13H WRITE STRlNG H
177 H S:BP - POINTER TO STRING TO BE WRITTEN 1
178 B CX = LENGTH OF CHARACTER STRING TO WRITTEN t
179 3 DX = CURSOR POSITION FOR STRING TO BE WRITTEN 1t
180 - PAGE NUMBER 1
181 (AL)= O0OH ﬂRITE CHARACTER STRING t
182 BL =~ ATTRIBUTE t
183 STRING IS <CHAR,CHAR, ... ,CHAR> T
184 CURSOR NOT MOVED 1
185 (AL)= OIH WRITE CHARACTER STRING AND MOVE CURSOR t
186 BL - ATTRIBUTE t
187 STRING IS <CHAR,CHAR, ... ,CHAR> T
188 CURSOR 1S MOVED ]
189 {AL}= 02H WRITE CHARACTER AND ATTRIBUTE STRING H
190 {VALID FOR ALPHA MODES ONLY) t
191 STRING 1S <CHAR,ATTR,CHAR,ATTR .. ,CHAR,ATTR> t
192 CURSOR IS NOT MOVED t
193 {AL}= 03H WRITE CHARACTER AND ATTRIBUTE STRING AND MOVE CURSOR
194 {VALID FOR ALPHA MODES ONLY t
195 STRING IS <CHAR,ATTR,CHAR,ATTR .. ,CHAR,ATTR> 1
196 CURSOR 1S MOVED H
197 NOTE: CARRIAGE RETURN, LINE FEED, BACKSPACE, AND BELL ARE t
198 TREATED AS COMMANDS RATHER THAN PRINTABLE CHARACTERS. @
199 1
200 Bx,cx,Dbx,si1,Dl,BP,SP,DS,ES,SS PRESERVED DURING CALLS EXCEPT FOR H
201 BX,CX,DX RETURN VALUES ON FUNCTIONS 03H,04H,0DH AND ODH. ON ALL CALLS
202 AX 1S MODIFIED. t
203
204
205 ASSUME CS:CODE,DS:DATA,ESiNOTHING
206
207 0000 005F R M1 DwW OFFSET SET_MODE 1 TABLE OF ROUTINES WITHIN VIDEO 1/0
208 0002 0146 R ow OFFSET SET_CTYPE
209 0004 0167 R DW OFFSET SET_CPOS
210 0006 018F R oW OFFSET READ_CURSOR
211 0008 0785 R bW OFFSET READ_LPEN
212 0O00A 01A6 R DwW OFFSET ACT_BISP_PAGE
213 000C 020F R ow OFFSET SCROLL_UP
214 000E 02AD R Dow OFFSET SCROLL_DOWN
215 0010 02FF R ow OFFSET READ_AC_CURRENT
216 0012 035C R ow OFFSET WRITE_AC_CURRENT
217 0014 038E R ow OFFSET WRI YE C_¢ CURRENT
218 0016 01C8 R Dw OFFSET SET_COLOR
219 0018 0450 R ] OFFSET 'RITE_DOT
220 O0O01A 043F R bw OFFSET READ_DOT
221 001C 06FE R Dw OFFSET WRITE_TTY
222 001E OI1EE R bW OFFSET VIDEO_STATE
223 0020 013D R bW OFFSET VIDEO_RETURN i RESERVED
224 0022 013D R ow OFFSET VIDEO_RETURN 1 RESERVED
225 0024 013D R Dw OFFSET VIDEO_RETURN 1 RESERVED
22 0026 03BB R Dw OFFSET WRITE_STRING i CASE 13H, WRITE STRING
227 = 0028 MiL EQu $-M1
22

VIDEO (01/10/86) 5-63
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THIS ROUTINE

THE SELECTED MODE.

PROC NEAR

AH,MIL/2
Ma

st,
AL,
AL, 30H
AL, 30H
D1,0B800H

D1,0B000H

Es,DI
AL, AH

AX, 1
SI,AX

AH,@CRT_MODE

WORD PTR CS:[S1+OFFSET MI1]

AX
BYTE PTR @EQUIP_FLAG

-3
01-10-86

ENTRY POINT FOR ORG OF065H
INTERRUPTS BACK ON
SET DIRECTION FORWARD
TEST FOR WITHIN TABLE RANGE
BRANCH TO EXIT IF NOT A VALID COMMAND

SAVE WORK AND PARAMETER REGISTERS

POINT DS: TO DATA SEGMENT

SAVE COMMAND/DATA INTO (SI) REGISTER
GET THE EQUIPMENT FLAG VIDEO BITS
ISOLATE CRT SWITCHES

IS SETTING FOR MONOCHROME CARD?

GET SEGMENT FOR COLOR CARD

SKIP IF NOT MONOCHROME CARD

ELSE GET SEGMENT FOR MONOCHROME CARD

SET UP TO POINT AT VIDEO MEMORY AREAS
PLACE COMMAND IN LOW BYTE OF (AX)
AND FORM BYTE OFFSET WITH COMMAND
TIMES 2 FOR WORD TABLE LOOKUP
MOVE OFFSET INTO LOOK UP REGISTER
AND RESTORE COMMAND/DATA INTO
MOVE CURRENT MODE INTO (AH)

(sn)
(AX)
REGISTER

3 GO TO SELECTED FUNCTION

COMMAND NOT VALID
DO NOTHING IF NOT IN VALID RANGE

MONOCHROME
COLOR ADAPTER 40x25

COLOR MODE REQUESTED

INITIALIZES THE ATTACHMENT TO
THE SCREEN

1s

@EQUIP_FLAG BITS 5-4 = MODE/WIDTH

{FORCES MODE 7)
(MODE 0 DEFAULT)
COLOR ADAPTER 80x25 (MODE 2 DEFAULT)
( RANGE

VIDEO ---- 01/10/86 VIDEO DISPLAY BIOS
229 0028 VIDEO_10_1
230 0028 FB T sn
231 0029 FC CLD
232 002A 80 FC 14 cMP
233 002D 73 2F JNB
234

235 002F 06 PUSH
236 0030 (E PUSH
237 0031 52 PUSH
238 0032 51 PUSH
239 0033 53 PUSH
240 0034 56 PUSH
241 0035 57 PUSH
242 0036 55 PUSH
243 0037 BE ---- R MOV
244 003A BE DE MOV
245 003C 88 FO MOV
246 003E A0 0010 R MOV
247 00471 24 30 AND
248 0043 3C 30 CMP
249 0045 BF B800 MoV
250 0048 75 03 JINE
251 004A BF B00O MOV
252 004D M2:

253 004D 8E C7 MOV
254 004F 8A C4 MOV
255 0051 98 cew
256 0052 DI EO SAL
257 0054 96 XCHG
258

259 0055 8A 26 0049 R MOV
260

261 0059 2E: FF A4 0000 R JMP
262

263 005E M4:

264 00SE CF

265 005F VIDEO_

266 §o----

267 i SET_MODE
268 H

269 :

210 i INPUT

211 H

212 H Il
213 s ol
274 : 10
215 § (AL)
276 + OUTPUT

217 §

218 3

279 005F SET_MODE

280 005F BA 03D4 MoV
281 0062 8B 3E 0010 R MOV
282 0066 81 ET 0030 AND
283 006A B3 FF 30 cMP
284 006D 75 06 JINE
285 006F BO 07 MOV
286 0071 B2 B4 MOV
287 0073 EB 0D JMP
288 0075 M8c:

289 0075 3C 07 CMP
290 0077 72 09 J8
291 0079 BO 00 MOV
292 0078 83 FF 20 cMP
293 007E 74 02 JE
294 0080 BO 02 MOV
295 0082 MB:

296 0082 A2 0049 R MoV
297 0085 89 16 0063 R MOV
298 0089 Cé 06 0084 R 18 MOV
299 008E IE PUSH
300 008F 50 PUSH
301 0090 98 cew
302 0091 88 FO MOV
303 0093 2E: BA 84 0000 E MOV
304 0098 A2 0065 R MOV
305 0098 24 37 AND
306 009D &2 PUSH
307 009E 83 c2 04 ADD
308 00A1 EE ouT
309 00A2 5A POP
310 ASSUME
311 00A3 28 DB SuB
312 00A5 8E DB MOV
313 00AT C5 IE 0074 R LDS
314 ASSUME
315 00AB 58 POP
316 00AC B9 0010 MOV
317 O0OAF 3C 02 CMP
318 008! 72 OE JC
319 0083 03 D9 ADD
320 00BS 3C 04 cMP
321 00B7 72 08 JC
322 0089 03 D9 ADD
323 00BB 3C 07 cMP
324 008D 72 02 Jc
325 00BF 03 D9 ADD
326

327 [

328

329 o0oCt M9:

330 o0oc! 50 PUSH
331 00C2 8B 47 0A MoV
332 00CS5 86 EO XCHG
333 00C7 IE PUSH
334 ASSUME
335 00C8 EB 0000 E CALL
336 00C8 A3 0060 R ov
337 ASSUME
338 00CE IF POP
339 00CF 32 E4 XOR
340

341 Hiaiatuinied

342

5-64

BX POINTS TO CORRECT ROW OF

PROC
DX, 03D4H
DI,9EQUIP_FLAG

NEAR

DL, 0B4H
SHORT M8

AL, T
M8
AL,0
Dl,20H
L]}

AL,2

©CRT_MODE, AL
®ADDR_6845,DX
PROWS, 25-1

DS

AX

S1,AX

AL,CS:[SI + OFFSET M7]
©CRT_MODE_SET, AL
AL,037H

DX

DX, 4

DX, AL

DX

DS:ABSO

BX,BX

DS,BX
BX,@PARM_PTR

DS : CODE

AX

cx, 16

AL,2

M3

BX,CX

AL,4

M9

BX,CXx
AL, T

M9
BX,CX

AX
AX, [BX+10]
AH, AL

0s

DS:DATA

DDS
OCURSOR_MODE , AX
DS:CODE

s
AH, AH

VIDEO (01/10/86)

LOOP THROUGH TABLE, OUTPUTTING REGISTER ADDRESS,

BLANKED.

0 -6

ADDRESS OF COLOR CARD

GET EQUIPMENT FLAGS SETTING

ISOLATE CRT SWITCHES

IS BW CARD INSTALLED AS PRIMARY
SKIP AND CHECK IF COLOR

ELSE INDICATE INTERNAL BW CARD MODE
SET ADDRESS OF BW (MONOCHROME) CARD
CONTINUE WITH FORCED MODE 7

CHECK FOR VALID COLOR MODES 0-6
CONTINUE IF BELOW MODE 7

FORCE DEFAULT 40x25 BW MODE

CHECK FOR ®EQUIP_FLAG AT 80x25 BW
CONTINUE WITH MODE 0 [F NOT

ELSE FORCE MODE 2

SAVE MODE IN GLOBAL VARIABLE

SAVE ADDRESS OF BASE

INITIALIZE DEFAULT ROW COUNT OF 25
SAVE POINTER TO DATA SEGMENT

SAVE MODE NUMBER (AL)

CLEAR HIGH BYTE OF MODE

SET TABLE POINTER, [INDEXED BY MODE
GET THE MODE SET VALUE FROM TABLE
SAVE THE MODE SET VALUE

VIDED OFF, SAVE HIGH RESOLUTION BIT
SAVE OUTPUT PORT VALUE

POINT TO CONTROL REGISTER

RESET VIDEO TO OFF TO SUPPRESS ROLL ING
BACK TO BASE REGISTER

SET UP FOR ABSO SEGMENT
ESTABLISH VECTOR TABLE ADDRESSING
GET POINTER TO VIDEO PARMS

RECOVER MODE NUMBER IN (AL)
LENGTH OF EACH ROW OF TABLE
DETERMINE WHICH ONE TO USE

MODE IS 0 OR t

NEXT ROW OF INITIALIZATION TABLE
MODE IS 2 OR 3

MOVE TO GRAPHICS ROW OF INIT_TABLE
MODE IS 4,5, OR &

MOVE TO BW CARD ROW OF INIT_TABLE

INITIALIZATION TABLE

OUT_INIT

SAVE MODE IN }

GET THE CURSOR MODE FROM THE TABLE
PUT CURSOR MODE IN CORRECT POSITION
SAVE TABLE SEGMENT POINTER

POINT DS TO DATA SEGMENT
PLACE INTD BIOS DATA SAVE AREA

RESTORE THE TABLE SEGMENT POINTER
AH IS REGISTER NUMBER DURING LOOP

THEN VALUE FROM TABLE
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343 00D!
344 00D1
345 00D3
346 00D4
347 00D5
348 0007
349 0009
350 0ODA
351 00DB
352 00DC
353 0ODE
354  00DF
355

356

357

358

359 00EO
360 00E2
361 00E6
362 00EB
363 00EE
364 00FO
365 00F2
366 00F4
367 00F6
368 00F8
369 0OFA
370 O0OFA
371 00FC
372 00FC
373 0OFF
374 0OFF
3715

376

317

378 0101
379 0105
380 0108
381 0108
382

383

384

385

386 010C
387 0111
388 0112
389

390

391

392 0115
393 0119
394 0I1E
395 0121
396 0124
397 o127
398 0128
399 0129
400 0128
401

402

403

404 012D
405 012E
406 0130
407 0135
408 0137
409 0139
410 0139
411 013A
412

413

414

415 013D
416 013D
417 013E
418 013F
419 0140
420 0141
421 0141
422 0142
423 0143
424 0144
425 0145
426 0146
427

428

429

430

431

432

433

434

435 0146
436 0146
437 0148
438 014C
439 014F
440

441

442

443

444 0151
445 0151
446 0155
447 0157
448 0158
449 0159
450 0158
451 015C
452 015D
453 015F
454 0161
455 0162
456 0163

/10/86 VIDEQ DISPLAY BIOS 01-10-86
M10: 1 _INITIALIZATION LOOP
BA C4 MoV AL, AH 1 GET 6845 REGISTER NUMBER
EE out DX, AL
42 INC DX 3 POINT TO DATA PORT
FE C4 INC AH 1 NEXT REGISTER VALUE
8A 07 MOV AL, [BX] i GET TABLE VALUE
EE out DX, AL 1 OUT TO CHIP
43 INC BX 1 NEXT IN TABLE
4A DEC DX 3 BACK TO POINTER REGISTER
E2 F3 LooP M0 i DO _THE WHOLE TABLE
58 POP AX 1 GET MODE BACK INTO (AL)
IF POP DS i RECOVER SEGMENT VALUE
ASSUME  DS:DATA
§o---- FILL REGEN AREA WITH BLANK
33 FF XOR D1,DI 1 SET UP POINTER FOR REGEN
89 3E 004E R MOV ©CRT_START,DI 1 START ADDRESS SAVED IN GLOBAL
ce 06 ooea R 00 MOV @ACTTVE_PAGE, 0 1 SET PAGE VALUE
B9 200 MOV CX,8192 1 NUMBER OF WORDS IN COLOR CARD
3C 04 cMP AL,4 1 TEST FOR GRAPHI
72 0A Jc M12 1 NO_GRAPHICS_INIT
3C 07 CMP AL, T 1 TEST FOR B! CARD
74 04 JE M1 1 BW_CARD
33 Co XOR AX, AX 3 FICL Foﬁ GRAPHICS MODE
EB 05 JMP SHORT M13 1 CLEAR_BUFFE]
Mt 1} B!_CAFD_INIT
B5 08 MoV CH,08H 1 BUFFER SIZE ON BW CARD (2048
M12: 1 NO_GRAPHICS_INIT
B8 0720 MoV AX, ' 4TH 1 FICL CHAR FOR ALPHA + ATTRIBUTE
M13: 1 CLEAR_BUFFER
F3/ AB REP STOSW 1 FILL THE REGEN BUFFER WITH BLANKS
§m---- ENABLE VIDEO AND CORRECT PORT SETTING
88 16 0063 R MoV DX ,@ADDR_6845 i+ PREPARE TO OUTPUT TO VIDEO ENABLE PORT
83 C2 04 ADD DX, 4 1 POINT TO THE MODE CONTROL REGISTER
A0 0065 R MOV AL, @CRT_MODE_SET 1 GET THE MODE SET VALUE
EE out DX, i SET VIDEO ENABLE PORT
DETERMINE NUMBER OF COLUMNS, BOTH FOR ENTIRE DISPLAY
AND THE NUMBER TO BE USED FOR TTY INTERFACE
2E: BA 84 0000 E MOV AL,CS:[SI + OFFSET Mé] § GET NUMBER OF COLUMNS ON THIS SCREEN
91 cew + CLEAR HIGH BYTE
A3 004A R MOV ©CRT_COLS,AX 1 INITIALIZE NUMBER OF COLUMNS COUNT
§----- SET CURSOR POSITIONS
81 E6 000E AND S1,000EH 1 WORD OFFSET INTO CLEAR LENGTH TABLE
2E: 8B 84 0000 E MOV AX,CS:[S1 + OFFSET M5] 3 LENGTH TO CLEAR
A3 004C R MOV ©CRT_LEN, AX 1 SAVE LENGTH OF CRT -- NOT USED FOR BW
B89 0008 MOV cX,8 1 CLEAR ALL CURSOR POSITIONS
BF 0050 R MoV DI ,OFFSET @CURSOR_POSN
1E PUSH DS 1 ESTABLISH SEGMENT
071 POP ES i ADDRESSING
33 co XOR AX, AX
F3/ AB REP STOSW 1 FILL WITH ZEROES
§----- SET UP OVERSCAN REGISTER
42 INC DX 1 SET OVERSCAN PORT TO A DEFAULT
B0 30 MOV AL, 30H 1 30H VALUE FOR ALL MODES EXCEPT 640X200
80 3E 0049 R 06 CMP ©CRT_MODE, 6 4 SEE IF THE MODE 1S 640X200 BW
75 02 INZ Mi4 1 IF NOT 640X200, THEN GO TO REGULAR
BO 3F MoV AL, 3FH 1 IF 1T IS 640X200, THEN PUT IN 3FH
Mi4:
EE out DX, AL 4 OUTPUT THE CORRECT VALUE TO 309 PORT
A2 0066 R MoV ©CRT_PALETTE, AL 1 SAVE THE VALUE FOR FUTURE USE
[ - NORMAL RETURN FROM ALL VIDEO RETURNS
VIDEO_RETURN:
5D POP BP
sF POP Dl
SE POP S|
58 POP BX
M15: 1 VIDEO_RETURN_C
59 cx
5A DX
IF DS
o7 ES ' RECDVER SEGMENTS
cF 1 ALL DONI
SET_CTYPE
THIS ROUTINE SETS THE CURSOR VALUE
INPUT
(CX) HAS CURSOR VALUE CH-START LINE, CL-STOP LINE
(72
SET_CTYPE PROC NEAR g
B4 0A MOV AH, 10 1 6845 REGISTER FOR CURSOR SET
89 OE 0060 R MOV ©CURSOR_MODE , CX 1 SAVE IN DATA AREA .
E8 0151 R CALL M16 i OUTPUT CX REGISTER -
EB EC IMP V1DEO_RETURN o
§----- THIS ROUTINE OUTPUTS THE CX REGISTER TO THE 6845 REGISTERS NAMED IN (AH) =
o
Mi6:
8B 16 0063 R MoV DX, @ADDR_6845 1 ADDRESS REGISTER
B8A C4 MOV AL, AH i GET VALU
EE out DX, AL i REGISTER SET
42 INC DX 1 DATA REGISTER
8A C5 MoV AL,CH i DATA
EE out DX, AL
4A DEC DX
8A C4 MOV AL AH
FE CO INC AL 1 POINT TO OTHER DATA REGISTER
EE out DX, AL 1 SET FOR SECOND REGISTER
42 INC DX
8A Ci MOV AL,CL 1 SECOND DATA VALUE
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457 0165 EE out DX, AL

458 0166 C3 RET 3 ALL DONE

459 0167 SET_CTYPE ENDP

460

461 gemmee—eeeeeeoo

462 SET_CPOS

463 THIS ROUTINE SETS THE CURRENT CURSOR POSITION TO THE

464 H NEW X-Y VALUES PASSED

465 i INPUT

466 i DX - ROW,COLUMN OF NEW CURSOR

467 3 BH ~ DISPLAY PAGE OF CURSOR

468 3 OUTPUT

469 3 CURSOR 1S SET AT 6645 IF DISPLAY PAGE IS CURRENT DISPLAY

470 SSERRSEREhut oAt g bt

471 0167 SET_CPOS PROC  NEAR

472 0167 8A CT MOV AL,BH i MOVE PAGE NUMBER 10 WORK REGISTER
473 0169 98 cew 3 CONVERT PAGE TO WORD VALUI

474 016A DI EO SAL AX, 1 3 WORD OFFSET

475 016C 96 XCHG  AX,SI $ USE INDEX REGISTER

476 016D 89 94 0050 R MOV [S1+OFFSET @CURSOR_POSN],DX 3 SAVE THE POINTER

477 0171 38 3E 0062 R cMP @ACT | VE_PAGE , BH

478 0175 75 05 INZ M17 3 SET_CPOS_RETURN

479 0177 8B C2 MOV AX,DX 3 GET ROW/COLUMN TO AX

480 0179 E8 O17E R CALL M8 i CURSOR_SET

481 0I7C MIT: 3 SET_CPOS_RETURN

482 017C EB BF IMP VIDEO_RETURN

483 0I7E SET_CPOS ENDP

484

485 SET CURSOR POSITION, AX HAS ROW/COLUMN FOR CURSOR

486

487 O1TE PROC EAR

488 017E E8 0200 R CALL  POSITION : DETERMINE LOCATION IN REGEN BUFFER
489 0181 88 C8 MOV X, AX

490 0183 03 OE 004E R ADD CX,@CRT_START ; ADD IN THE START ADDRESS FOR THIS PAGE
491 0187 DI F9 SAR cX4 ; DIVIDE BY 2 FOR CHAR ONLY COUNT
492 0189 B4 OE MOV AH, 14 1 REGISTER NUMBER FOR CURSOR
493 0188 E8 0151 R CALL  MI6 3 OUTPUT THE VALUE TO THE 6845
494 018E C3 RET

495 018F Mi8 ENDP

496 B e e e

497 ; READ_CURSOR

498 : THIS ROUTINE READS THE CURRENT CURSOR VALUE FROM THE

499 H 6845, FORMATS IT, AND SENDS IT BACK TO THE CALLER

500 i INPUT

501 3 BH - PAGE OF CURSOR

502 : OUTPUT

503 1 DX - ROW, COLUMN OF THE CURRENT CURSOR POSITION

504 i CX - CURRENT CURSOR MODE

505 § o e e e

506 018F READ_CURSOR PROC  NEAR

507 018F 8A DF MoV BL,

508 0191 32 FF XOR EH,BH

509 0193 DI E3 SAL 8x s WORD OFFSET

510 0195 8B 97 0050 R MOV DX [onorrssr @CURSOR_POSN]

511 0199 8B OE 0060 R MOV CX,®CURSOR_MODE

512 019D 5D POP BP

513 019E 5F POP DI

514 019F 5€ POP si

515 01A0 5B POP BX

516 0IAl 58 POP AX t+ DISCARD SAVED CX AND DX

517 01A2 58 POP AX

518 01A3 IF POP 0s

519 01A4 07 POP ES

520 01A5 CF IRET

521 01A6 READ_CURSOR ENDP

522 R e EE e

523 i ACT_DISP_PAGE

524 : THTS ROUTINE SETS THE ACTIVE DISPLAY PAGE, ALLOWING

525 : THE FULL USE OF THE MEMORY SET ASIDE FOR THE VIDEO ATTACHMENT
526 § INPUT

527 H AL HAS THE NEW ACTIVE DISPLAY PAGE

528 i OUTPUT

529 H THE 6845 1S RESET TO DISPLAY THAT PAGE

530 H

531 01A6 ACT_DISP_PAGE  PROC  NEAR

532 01A6 A2 0062 R MoV @ACT I VE_PAGE , AL 3 SAVE ACTIVE PAGE VALUE

533 01A9 98 caw 3 CONVERT (AL) TO WORD

534 0(AA 50 PUSH  AX i SAVE PAGE VALUE

535 01AB FT 26 004C R MUL WORD PTR @CRT_LEN i DISPLAY PAGE TIMES REGEN LENGTH
536 OIAF A3 004E R MOV OCRT_START, AX 3 SAVE START ADDRESS FOR LATER
537 0162 8B C8& MOV CX, AR 3 START ADDRESS TO CX

538 0184 DI F9 SAR cxy1 3 DIVIDE BY 2 FOR 6845 HANDLING
535 0186 B4 0C MoV AH, 12 3 6845 REGISTER FOR START ADDRESS
540 01B8 E8 0151 R CALL  M16

541 0188 5B POP BX : RECOVER PAGE VALUE

542 01BC DI E3 SAL 8X, *2 FOR WORD OFFSET

543 O0IBE 88 87 0050 R MOV AX, [Bx + OFFSET @CURSOR POSN] 3 GET CURSOR FOR THIS PAGE
544 01CZ EB O17E R CALL  MI8 3 SET THE CURSOR POSITION

545 01C5 E9 013D R JMP VIDEO_RETURN

546 01CB ACT_DISP_PAGE  ENDP

547 s - --

548 i SET COLOR

545 : THIS ROUTINE WILL ESTABLISH THE BACKGROUND COLOR, THE OVERSCAN COLOR,
550 H AND THE FOREGROUND COLOR SET FOR MEDIUM RESOLUTION GRAPHICS

551 3 INPUT

552 3 (BH) HAS COLOR 1D

553 : IF BH=0, THE BACKGROUND COLOR VALUE IS SET

554 : ROM THE LOW BITS OF BL {0-31

565 H IF BH=1, P FALETTE SELECTION 15 MaoE

556 H BASED ON THE LOW BIT OF

557 : 0 = GREEN, RED, JEtLow For coLors 1,2,3
558 1 BLUE, CYAN., MAGENTA FOR COLORS 1,2,3
559 H (BL) HAS THE COLOR VALUE T0 BE GSEO

560 i ouTPUT

561 3 THE COLOR SELECTION IS UPDATED

562 3= ---

563 o01C8 SeT_coLor PROC  NEAR

564 0I1C8 8B 16 0063 R ov DX, ®ADDR_6845 3 1/0 PORT FOR PALETTE

565 0ICC 83 C2 05 oD [ 3 OVERSCAN PORT

566 OICF AO 0066 R MoV AL ,@CRT_PALETTE 3 GET THE CURRENT PALETTE VALUE
567 0102 OA FF oR BH,BH 3 IS _THIS COLOR 07

568 01D4 75 OE JUNZ M20 3 OUTPUT COLOR

569

570 §----- HANDLE COLOR 0 BY SETTING THE BACKGROUND COLOR

5-66 VIDEO (01/10/86)



IBM Personal Computer MACRO Assembler Version 2.00 1-6

VIDEO ---- 01/10/86 VIDEO DISPLAY BI0S 01-10-86

574

572 01D6 24 EO AND AL, OEOH 3 TURN OFF LOW 5 BITS OF CURRENT
573 01D8 80 E3 IF AND BL,O1FH 3 TURN OFF HIGH 3 BITS OF INPUT VALUE
574 01DB 0A C3 OR AL,BL 3 PUT VALUE INTO REGISTER

575 010D MI9: i OUTPUT THE PALETTE

576 01DD EE out DX, AL 3 OUTPUT COLOR SELECTION TO 3D9 PORT
577 O0IDE A2 0066 R MOV @CRT_PALETTE, AL i SAVE THE COLOR VALUE

578 OtE! E9 013D R JMP VIDED_RETURN

519

580 §----- HANDLE COLOR 1| BY SELECTING THE PALETTE TO BE USED

581

582 O01E4 M20:

583 O0IE4 24 DF AND AL, ODFH 3 TURN OFF PALETTE SELECT BIT

584 01E6 DO EB SHR BL, ! 3 TEST THE LOW ORDER BIT OF BL
585 O0IE8 73 F3 JINC M19 1 ALREADY DONE

586 OIEA 0C 20 OR AL, 20H i TURN ON PALETTE SELECT BIT

587 01EC EB EF JMP M19 3 GO DO

588 OIEE SET_COLOR ENDP

589 i

590 i VIDEO STATE

591 3 RETURNS THE CURRENT VIDEO STATE IN AX

592 i AH = NUMBER OF COLUMNS ON THE SCREEN

593 i AL = CURRENT VIDEO MODE

594 i BH = CURRENT ACTIVE PAGE

595 H

596 O01EE VIDEO_STATE PROC

597 OIEE 8A 26 004A R MoV AH,BYTE PTR ©CRT_COLS i GET NUMBER OF COLUMNS

598 01F2 A0 0049 R MOV AL ,@CRT_MODE i+ CURRENT MODE

599 01F5 8A 3E 0062 R MoV BH, ®ACTTVE_PAGE 3 GET CURRENT ACTIVE PAGE

600 01F9 5D POP BP 3 RECOVER REGISTERS

601 OIFA 5F POP DI

602 0IFB 5E POP sl

603 0IFC 59 POP (23 3 DISCARD SAVED BX

604 OIFD E9 0141 R JMP MI5 i RETURN TO CALLER

605 0200 VIDEO_STATE ENDP

606 3 -

607 3 POSITION

608 i THIS SERVICE ROUTINE CALCULATES THE REGEN BUFFER ADDRESS

609 i OF A CHARACTER IN THE ALPHA MODE

610 i INPUT

611 3 X = ROW, COLUMN POSITION

612 i OUTPUT

613 AX = OFFSET OF CHAR POSITION IN REGEN BUFFER

614 -

615 0200 POSITION PROC NEAR

616 0200 53 PUSH BX 1 SAVE REGISTER

617 0201 93 XCHG BX, AX i SAVE ROW/COLUNM POSITION IN (BX
618 0202 AO 004A R MOV AL,BYTE PTR OCRT_COLS ; GET COLUMNS PER ROW COUNT

619 0205 F6 ET MUL BH 3 DETERMINE BYTES TO ROW

620 0207 32 FF XOR BH,BH

621 0209 03 C3 ADD AX,BX 4 ADD IN COLUMN VALUE

622 0208 DI EO SAL AX, 1 i * 2 FOR ATTRIBUTE BYTES

623 020D 58 POP BX

624 020E C3 RET

625 020F POSITION ENDP

626 3 ---

627 i SCROLL UP

628 H THIS ROUTINE MOVES A BLOCK OF CHARACTERS UP

629 3 ON THE SCREEN

630 3 INPUT

631 H (AH) = CURRENT CRT MO

632 i (AL) = NUMBER OF Rovs TO SCROLL

633 3 (CX) = ROW/COLUMN OF UPPER LEFT CORNER

634 i (DX) = ROW/COLUMN OF LOWER RIGHT CORNER

635 3 (BH) = ATTRIBUTE TO BE USED ON BLANKED L INE

636 3 (DS) = DATA SEGMENT

637 § (ES) = REGEN BUFFER SEGMENT

638 3 OUTPUT

639 THE REGEN BUFFER IS MODIFIED

640

641 ASS DS:DATA, ESxDAYA

642 020F SCROLL_UP PROC NEAR

643

644 020F EB 02EA R CALL TEST_L INE_COUNT

645 0212 80 FC 04 CMP AH, 4 3 TEST FOR GRAPHICS MODE

646 0215 72 08 Jc N1 i HANDLE SEPARATELY

647 0217 80 FC 07 CMP AH, T i TEST FOR BW CARD

648 021A T4 03 JE N1

649 021C E9 04AC R JMP GRAPHICS_UP

650 02IF Nt 3 UP_CONTINUE

651 021F 53 PUSH Bx 3 SAVE FILL ATTRIBUTE IN BH

652 0220 8B C! MOV AX,CX i UPPER LEFT POSITION

653 0222 E8 025C R CALL SCROLL_POSITION 4 DO SETUP FOR SCROLL

654 0225 74 31 Jz NT 3 BLANK_FIELD

655 0227 03 FO ADD S1,AX 3 FROM ADDRESS

656 0229 BA E6 MOV AH,DH i # ROWS IN BLOCK

657 022B 2A E3 suB AH,BL i # ROWS TO BE MOVED

658 022D N2: i ROW_LOOP

659 022D E8 029D R CALL N10 i MOVE ONE ROW

660 0230 03 F5 ADD S1,BP

661 0232 03 FD ADD DI,BP 1 POINT TO NEXT LINE IN ELOCK (7]
662 0234 FE CC DEC AH 3 COUNT OF LINES TO MOVE m
663 0236 15 F5 JNZ N2 1 ROW_LOOP o
664 0238 N3: + CLEAR_ENTRY -
665 0238 58 POP AX 3 RECOVER ATTRIBUTE IN AH -
666 0239 BO 20 MOV AL, 1 FILL WITH BLANKS

667 0238 N4 3 CLEAR_LOOP (=
668 0238 E8 02A6 R CALL Ni1 i CLEAR™THE ROW 2
669 023E 03 FD ADD D1,BP + POINT TO NEXT LINE

670 0240 FE CB DEC BL i COUNTER OF LINES TO SCROLL o
671 0242 15 F1 JNZ N4 3 CLEAR_LOOP

672 0244 N5: 1 SCROLC_END

673 0244 E8 0000 E CALL DDS

674 0247 80 3E 0049 R 07 CMP ocar_uons.7 3 1S THIS THE BLACK AND WHITE CARD
675 024C T4 07 JE 1 IF_SO, SKIP THE MODE RESET

676 024E A0 0065 R MOV L ocar nons SET i GET THE VALUE OF THE MODE SET
677 0251 BA 03D8 MOV DX, 3 ALWAYS SET COLOR CARD PORT

678 0254 EE out DX, AL

679 0255 Né: 3 VIDEO_RET_HERE

680 0255 E9 013D R JMP VIDEO_RETURN

681 0258 NT: - 1 BLANK_FIELD

682 0258 8A DE MoV BL,DH i GET ROW COUNT

683 025A EB DC JMP N3 1 GO CLEAR THAT AREA

684 025C SCROLL_UP ENDP
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685
6:? [ ittt HANDLE COMMON SCROLL SET UP HERE
[
688 025C SCROLL_POSITION PROC NEAR
689 025C E8 0200 R CALL POSITION 1 CONVERT TO REGEN POINTER
690 025F 03 06 004E R ADD AX,OCRT_START 3 OFFSET OF ACTIVE PAGE
691 0263 8B MoV DI,AX 3 TO ADDRESS FOR SCROLL
692 0265 8B FO MOV S1,AX 31 FROM ADDRESS FOR SCROLL
693 0267 28 DI sus DX, CXx 31 DX = #ROWS, #COLS IN BLOCK
694 0269 FE Cé INC DH
695 0268 FE C2 INC oL 3 INCREMENT FOR 0 ORIGIN
696 026D 32 El XOR CH,CH 3 SET HIGH BYTE OF COUNT TO ZERO
697 026F 8B 2E 004A R MOV BP,OCRT_COLS 1 GET NUMBER OF COLUMNS IN DISPLAY
698 0273 03 ED ADD BP, 3 TIMES 2 FOR ATTRIBUTE BYTE
699 0275 A0 004A R MOV AL,BYTE PTR OCRT_COLS 1 GET CHARACTERS PER LINE COUNT
700 0278 Fé6 E3 MUL i DETERMINE OFFSET TO FROM ADDRESS
701 027A 03 CO ADD AX, AX 3 *2 FOR ATTRIBUTE BYTE
702 027C 5 PUSH 3 SAVE LINE COUNT
703 027D AO 0049 R Mov AL, ®CRT_MODE 3 GET CURRENT MODE
704 0280 0 PUSH ES 3 ESTABLISH ADDRESSING TO REGEN BUFFER
705 0281 1IF POP DS 3 FOR BOTH POINTERS
706 0282 3C 02 CMP AL,2 1 TEST FOR COLOR CARD SPECIAL CASES HERE
707 0284 72 13 JB N9 3 HAVE TO HANDLE 80X25 SEPARATELY
708 0286 3C 03 CMP AL, 3
709 0288 77 OF JA N9
710 | Ratabaieded 3 80X25 COLOR CARD SCROLL
711 028A 52 PUSH DX
712 0288 BA 03DA MOV DX, 3DAH 3 GUARANTEED TO BE COLOR CARD HERE
713 028E Na: 1 WAIT_DISP_ENABLE
714 028E EC IN AL, DX 3+ GET PORT
715 028F A8 038 TEST AL ,RVRT i WAIT FOR VERTICAL RETRACE
716 0291 74 FB Jz N8 3 WAIT_DISP_ENABLE
717 0293 BO 25 MOV AL ,25H
718 0295 B2 D8 MOV DL, 0D8H 1 ADDRESS CONTROL PORT
7t9 0297 EE ouT DX, AL 31 TURN OFF VIDEQ DURING VERTICAL RETRACE
720 0298 5A POP DX
721 0299 N9 :
722 0299 58 POP AX 1 RESTORE LINE COUNT
723 029A OA DB OR BL,BL 3 0 SCROLL MEANS BLANK FIELD
724 029C C3 RET 31 RETURN WITH FLAGS SET
725 029D SCROLL_POSITION ENDP
126
1217 MOVE_ROW
728 0290 PROC NEAR
729 029D BA CA MOV €L,DL 1 GET # OF COLS TO MOVE
730 029F 56 PUSH s1
73t 02A0 57 PUSH ]} 3 SAVE START ADDRESS
732 02A1 F3/ A5 REP MOVSW 3 MOVE THAT LINE ON SCREEN
733 02A3 5F POP
734 02A4 S5E POP st i1 RECOVER ADDRESSES
735 02A5 C3 RET
736 02A6 Ni1O ENDP
737
738 g==== CLEAR_ROW
739 02A6 NIt PROC NEAR
740 02A6 BA CA MOV cL,oL t+ GET # COLUMNS TO CLEAR
741 02A8 57 PUSH =]
742 02A9 F3/ AB REP STOSW 1 STORE THE FILL CHARACTER
743 02AB S5F POP
744 02AC C3 RET
745 02AD N1t ENDP
746 H
147 i SCROLL_DOWN
748 H THIS ROUTINE MOVES THE CHARACTERS WITHIN A DEF INED
749 H BLOCK DOWN ON THE SCREEN, FILLING THE TOP LINES
750 H WITH A DEFINED CHARACTER
751 3 INPUT
152 3 AH) CURRENT CRT MODE
753 NUMBER OF LINES TO SCR!
754 UPPER LEFT CORNER OF REGION
155 LOWER RIGHT CORNER OF REGION
156 FILL CHARACTER
157 DATA SEGMENT
758 = REGEN SEGMENT
159
760 -~ SCREEN IS SCROLLED
7161
762 02AD PROC NEAR
763 02AD FD 3 DIRECTION FOR SCROLL DOWN
764 02AE E8 02EA R TEST_L INE_COUNT
765 02B1 80 FC 04 1 t TEST FOR GRAPHICS
766 02B4 72 08 Ni2
767 02B6 80 FC 07 AH, 7 3 TEST FOR BW CARD
768 02B9 74 03 Ni2
769 02BB E9 0503 R GRAPHICS_DOWN
170 02BE Ni2: 3 CONTINUE_DOWN
771 02BE 53 PUSH BXx 3 SAVE ATTRIBUTE IN BH
772 02BF 8l 2 MoV AX,DX 3 LOWER RIGHT CORNER
773 02C1 E8 025C R CALL SCROLL_POSITION 3 GET REGEN LOCATION
774 02C4 74 20 JzZ Ni16
775 02C6 2B FO suB S1,AX 3 S| IS FROM ADDRESS
776 02C8 8A E& MOV AH,DH 3 GET TOTAL # ROWS
TTT 02CA 2A E3 sus AH,BL 3 COUNT TO MOVE IN SCROLL
778 o02CC Ni13:
779 02CC E8 0290 R CALL N10O i MOVE ONE ROW
780 02CF 2B F5 sus S1,BP
781 02D1 2B FD sus D1,BP
782 0203 FE CC DEC AH
783 0205 75 F5 JINZ N13
784 0207 Ni4:
785 0207 58 POP AX 3 RECOVER ATTRIBUTE IN AH
7186 0208 BO 20 Mov LT
787 02DA N15:
788 02DA EB 02A6 R CALL N1 1 CLEAR ONE ROW
789 020D 2B FD sus DI,BP 3 GO TO NEXT ROW
790 020F FE CB DEC BL
791 0Q2E! 75 F7 JINZ N1§
792 02E3 E9 0244 R JMP NS t SCROLL_END
793 02E6 Nies
794 02E6 8A DE MoV BL,DH
795 02E8 EB ED ~MP Ni4
196 02EA SCROLL_DOWN ENDP
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197

798 - IF AMOUNT OF LINES TO BE SCROLLED = AMOUNT OF LINES IN WINDOW

199 - THEN ADJUST AL; ELSE RETURN;

800

801 02EA TEST_LINE_COUNT PROC NEAR

802

803 O02EA 8A D8 MoV BL,AL 3 SAVE LINE COUNT IN BL

804 02EC O0A CO OR AL, AL 3 TEST IF AL IS ALREADY ZERO

805 O02EE 74 OE JzZ BL_SET 3 IF IT IS THEN RETURN...

806 02F0 50 PUSH AX 3 SAVE AX

807 O02F! B8A Cé Mov AL ,DH 3 SUBTRACT LOWER ROW FROM UPPER ROW

808 02F3 2A C5 suB AL,CH

809 02F5 FE CO INC AL 3 ADJUST DIFFERENCE BY 1

810 O02F7 3A C3 CMP AL,BL 3 LINE COUNT = AMOUNT OF ROWS IN WINDOW?
811 02F9 58 POP AX i RESTORE AX

812 02FA 15 02 JINE BL_SET + IF NOT THEN WE'RE ALL SET

813 02FC 2A DB suB BL,BL 31 OTHERWISE SET BL TO ZERO

814 O02FE BL_SET:

815 02FE C3 T 3 RETURN

816 O02FF TEST_LINE_COUNT ENDP

817

a8 3 === -

819 3 READ_AC_CURRENT )
820 H THIS ROUTINE READS THE ATTRIBUTE AND CHARACTER AT THE CURRENT 1
821 3 CURSOR POSITION AND RETURNS THEM TO THE CALLER 1
822 3 INP '
823 s (AH) = CURRENT CRT MODE '
824 H (BH) = DISPLAY PAGE ( ALPHA MODES ONLY )} H
825 H (DS) = DATA SEGMENT '
826 H (ES) = REGEN SEGMENT H
821 3 OUTPUT 1
828 H = CHARACTER READ T
829 3 (AH) = ATTRIBUTE READ )
830 | Rttt bbbl e DL D DL DL DD LDl et DL D DD S D DLl L

831 DS:DATA,ES:DATA

832

833 O02FF READ_AC_CURRENT PROC NEAR

834 O02FF 80 FC 04 CMP H,4 3 IS THIS GRAPHICS

835 0302 72 08 JC P10

836

837 0304 80 FC 07 CMP AH, T 4 1S THIS BW CARD

838 0307 74 03 JE P10

839

840 0309 E9 063E R JMP GRAPHICS_READ

841 030C P10: t READ_AC_CONTINUE

842 030C E8 0328 R CALL FIND_POSITION t GET REGEN LOCATION AND PORT ADDRESS
843 030F 8B FT MOV s1,0T 1 ESTABLISH ADDRESSING IN

844 0311 06 PUSH ES t GET REGEN SEGMENT FOR QUICK ACCESS
845 0312 IF POP DS

846

847 | Sttt WAIT FOR HORIZONTAL RETRACE OR VERTICAL RETRACE IF COLOR 80

848

849 0313 OA DB OR BL,BL 1 CHECK MODE FLAG FOR COLOR CARD IN 80
850 0315 75 0D JINZ P13 3 ELSE SKIP RETRACE WAIT - DO FAST READ
851 0317 Pit: $ WAIT FOR HORZ RETRACE LOW OR VERTICAL
852 0317 FB STI 31 ENABLE INTERRUPTS FIRST

853 0318 90 NOP $ ALLOW FOR SMALL INTERRUPT WINDOW

854 0319 FA cLi $ BLOCK INTERRUPTS FOR SINGLE LOOP

855 031A EC IN AL ,DX 4 GET STATUS FROM THE ADAPTER

856 031B A8 01 TEST AL ,RHRZ 34 |S HORIZONTAL RETRACE LOW

857 031D 75 F8 JNZ P11 4 WAIT UNTIL 15

858 O031F Pi12: 3 NOW WAIT FOR EITHER RETRACE HIGH

859 O031F EC IN AL,DX 3 GET STATUS

860 0320 A8 09 TEST AL ,RVRT+RHRZ 1 IS HORIZONTAL OR VERTICAL RETRACE HIGH
861 0322 74 FB Jz P12 3 WAIT UNTIL EITHER IS ACTIVE

862 0324 P13:

863 0324 AD LODSW $ GET THE CHARACTER AND ATTRIBUTE

864 0325 E9 013D R JMP VIDEO_RETURN 1 EXIT WITH (AX)

865

866 0328 READ_AC_CURRENT ENDP

8671

868

869

870 0328 FIND_POSITION  PROC NEAR ' SETUP FOR BUFFER READ OR WRITE
871 0328 86 E3 XCHG AH,BL 1 SWAP MODE TYPE WITH ATTRIBUTE

872 032A 8B E8 MoV BP,AX 1 SAVE CHARACTER/ATTR IN (BP) REGISTER
873 032C 80 EB 02 suB BL,2 3 CONVERT DISPLAY MODE TYPE TO A

874 032F DO EB SHR BL,! 1 ZERO VALUE FOR COLOR IN 80 COLUMN
875 0331 8A C7 Mov AL,BH 3 MOVE DISPLAY PAGE TO LOW BYTE

876 0333 98 cBw 3 CLEAR HIGH BYTE FOR BYTE OFFSET

877 0334 8B F8 MOV DI.AX i MOVE DISPLAY PAGE (COUNT) TO WORK REG
878 0336 DI ET SAL TIMES z FOR WORD OFFSET

879 0338 8B 95 0050 R MOV DX [DI*OFFSET ©CURSOR POSN] GET ROW/COLUMN OF THAT PAGE
880 033C 74 09 Jz SKIP BUFFER ADJUSTMENT IF PAGE ZERO
881

882 O033E 33 FF XOR DI1,DI 1 ELSE SET BUFFER START ADDRESS TO ZERO
883 0340 P20

884 0340 03 3E 004C R ADD DI ,eCRT_LEN 3 ADD LENGTH OF BUFFER FOR ONE PAGE

885 0344 48 DEC AX 3 DECREMENT PAGE COUNT

886 0345 75 F9 JNZ P20 3 LOOP TILL PAGE COUNT EXHAUSTED 17
887

888 0347 P21: 3 DETERMINE LOCATION IN REGEN IN PAGE m
889 0347 A0 004A R MOV AL,BYTE PTR OCRT_COLS i GET COLUMNS PER ROW COUNT o
890 034A F6 E6 MuL DH { DETERMINE BYTES TO ROW

891 034C 32 F6 XOR DH,DH -
892 034E 03 C2 ADD AX,DX 3 ADD IN COLUMN VALUE -
893 0350 DI EO SAL AX, 1 i * 2 FOR ATTRIBUTE BYTES (=]
894 0352 03 F8 ADD DI ,AX 3 ADD LOCATION TO START OF REGEN PAGE Z
895 0354 8B 16 0063 R MoV DX ,®ADDR_6845 1 GET BASE ADDRESS OF ACTIVE DISPLAY

896 0358 83 C2 06 ADD DX,6 3§ DX= STATUS PORT ADDRESS OF ADAPTER
897 0358 C3 RET 3 BP= ATTRIBUTE/CHARACTER (FROM BL/AL) o
898 34 Dl= POSITION (OFFSET IN REGEN BUFFER)
899 035C FIND_POSITION ENDP 3 BL= MODE FLAG (ZERO FOR 80X25 COLOR)
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900 PAGE

901 3

902 3 WRITE_, AC _CURRENT 1
903 H HTS ROUTINE WRITES THE ATTRIBUTE AND CHARACTER H
904 3 AY THE CURRENT CURSOR POSITION t
905 3 INPUT H
906 3 AH) = CURRENT CRT MODE :
907 ) (BH)} = DISPLAY PAl 1
908 i (CX) = COUNT OF CHARACTERS TO WRITE t
909 H (AL) = CHAR TO WRITE H
910 H (BL) = ATTRIBUTE OF CHAR TO WRITE )
911 H (DS) = DATA SEGMENT H
912 i (ES) = REGEN SEGMENT ]
913 i OUTPUT )
9 |2 H DISPLAY REGEN BUFFER UPDATED t
91 H
916
917 035C WRITE_AC_CURRENT PROC NEAR
918 035C 80 FC 04 CwP H,4 3 1S THIS GRAPHICS
919 O035F 72 08 JC P30
920 0361 80 FC 07 CMP AH, T t IS THIS BW CARD
921 0364 7 JE P30

922 0366 E9 058A R JMP GRAPHICS_WRITE
923 0369 P30: 31 WRITE_AC_CONTINUE
924 0369 EB 0328 R CALL FIND_POSITION 1 GET REGEN LOCATION AND PORT ADDRESS
925 i ADDRESS IN (DI) REGISTER

926 036C 0A DB OR BL,BL 3 CHECK MODE FLAG FOR COLOR CARD AT 80
927 O036E 74 06 Jz P32 3 SKIP TO RETRACE WAIT IF COLOR AT 80
928
929 0370 95 XCHG AX,BP 3 GET THE ATTR/CHAR SAVED FOR FAST WRITE
930 0371 F3/ AB REP STOSW 3 STRING WRITE THE ATTRIBUTE & CHARACTER
931 0373 EB 16 JMP SHORT P35 3 EXIT FAST WRITE ROUTINE
932
933 | Saiabaiaied WAIT FOR HORIZONTAL RETRACE OR VERTICAL RETRACE IF COLOR 80
934
935 0375 P31 3 LOOP FOR EACH ATTR/CHAR WRITE
936 0375 95 XCHG BP,AX 3 PLACE ATTR/CHAR BACK IN SAVE REGISTER
937 0376 P32: 3 WAIT FOR HORZ RETRACE LOW OR VERTICAL
938 0376 FB STI 3 ENABLE INTERRUPTS FIRST

939 0377 90 NOP 3 ALLOW FOR INTERRUPT
940 0378 FA cLi i BLOCK INTERRUPTS FDR SINGLE LooP
941 0379 EC IN AL, DX 3 GET STATUS FROM THE ADAPTER
942 037A A8 08 TEST AL ,RVRT 3 CHECK FOR VERTICAL RETRACE FIRS
943 037C 75 09 JINZ P34 3 DO FAST WRITE NOW IF VERTICAL RETRACE
944 037E A8 01 TEST AL ,RHRZ 3 1S HORIZONTAL REYRACE LOW THEN
945 0380 75 F4 JNZ P32 3 WAIT UNTIL |
946 0382 P33: 3 WAIT FOR EITHER RETRACE HIGH
947 0382 EC IN AL,DX t GET STATUS AGAIN

948 0383 A8 09 TEST AL ,RVRT+RHRZ 3 1S HORIZONTAL OR VERTICAL RETRACE HIGH
949 0385 74 FB Jz P33 3 WAIT UNTIL EITHER IS ACTIVE

950 0387 P34:

951 0387 95 XCHG AX,BP 3 GET THE ATTR/CHAR SAVED IN (BP)

952 0388 AB STOSW § WRITE THE ATTRIBUTE AND CHARACTER
953 0389 E2 EA LooP P31 3 AS MANY TIMES AS REQUESTED - TILL CX=0
954 0388 P35:
955 038B E9 013D R JMP VIDEO_RETURN 3 EXIT

956
957 038E WRITE_AC_CURRENT ENDP
958

959 gom-------

960 i WRITE_C_CURRENT '
961 H THIS ROUTINE WRITES THE CHARACTER AT H
962 3 THE CURRENT CURSOR POSITION, ATTRIBUTE UNCHANGED t
963 3 INPUT 1
964 H (AH) = CURRENT CRT MODE H
965 H (BH) = DISPLAY PAGE H
966 3 (CX) = COUNT OF CHARACTERS TO WRITE )
967 H (AL) = CHAR TO WRITE H
968 i (DS) = DATA SEGMENT ]
969 3 (ES) = REGEN SEGMENT t
970 1 OUTPUT ]
971 H DISPLAY REGEN BUFFER UPDATED 1
9712 )

973

974 038E WRITE_C_CURRENT PROC NEAR

975 038E 80 FC 04 CMP H, 3 1S THIS GRAPHICS

976 0391 72 08 JC P40

977 0393 80 FC 07 CMP AH 7 3 1S THIS BW CARD
978 0396 74 03 JE
979 0398 E9 058A R JMP GRAPHICS _WRITE
980 0398 P40:

981 0398 E8 0328 R CALL FIND_POSITION 31 GET REGEN LOCATION AND PORT ADDRESS
982 3 ADDRESS OF LOCATION IN (DI)
983

984 | it WAIT FOR HORIZONTAL RETRACE OR VERTICAL RETRACE IF COLOR 80

985

986 039E P41: t WAIT FOR HORZ RETRACE LOW OR VERTICAL
987 O039E FB STI 3 ENABLE INTERRUPTS FIRST

988 039F 0A DB OR BL,BL 3 CHECK MODE FLAG FOR COLOR CARD IN 80
989 O03A1 75 OF JINZ P43 3 ELSE SKIP RETRACE WAIT - DO FAST WRITE
990 03A3 FA cLI 3 BLOCK INTERRUPTS FOR SINGLE LOOP
991 03A4 EC IN AL ,DX 3 GET STATUS FROM THE ADAPTER
992 03A5 A8 08 TEST AL RVRT 3 CHECK FOR VERTICAL RETRACE FIRST

993 03A7 75 09 JINZ 3 DO FAST WRITE NOW IF VERTICAL RETRACE
994 03A9 A8 01 TEST AL RHRZ 3 1S HORIZONTAL RETRACE LOW THEN

995 03AB 75 F1I JINZ 3 WAIT UNTIL

996 03AD P42; 3 WAIT FOR ElTHER RETRACE HIGH

997 03AD EC IN AL, DX 3 GET STATUS AGAIN

998 O03AE A8 09 TEST AL ,RVRT+RHRZ 3 1S HORIZONTAL OR VERTICAL RETRACE HIGH
999 03B0 74 FB Jz P42 3 WAIT UNTIL EITHER RETRACE ACTIVE

1000 0382 P43:

1001 0382 8B C5 MoV AX,BP 1 GET THE CHARACTER SAVE IN (BP)

1002 03B4 AA sTosB 3 PUT THE CHARACTER INTO REGEN BUFFER
1003 03B5 47 INC DI 3 BUMP POINTER PAST ATTRIBUTE

1004 03B6 E2 E6 LooP P41 3 AS MANY TIMES AS REQUESTED

1005

1006 03B8 E9 013D R JMP VIDEO_RETURN

1007

1008 0388 WRITE_C_CURRENT ENDP
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1009 PAGE

1010 s

1011 i WRITE_STRING 1
to12 i HIS ROUTINE WRITES A STRING OF CHARACTERS TO THE CRT. 1
1013 3 INPUT i
1014 3 (AL) = WRITE STRING COMMAND 0 - 3 t
1015 i (BH) = DISPLAY PAGE (ACTIVE PAGE) '
1016 3 (CX) = COUNT OF CHARACTERS TO WRITE, IF (CX) = 0 THEN RETURN

1017 : (DX) = CURSOR POSITION FOR START OF STRING WRITE

1018 : (BL) = ATTRIBUTE OF CHARACTER TO WRITE IF (AL) = 0 OR (AL) = 1| t
1019 H (BP) = SOURCE STRING OFFSET :
1020 3 [0E] = SOURCE STRING SEGMENT (FOR USE IN (ES) IN STACK +14) T
1021 i OUTPUT 3
1022 3 '
1023 :

1024 0388 WRITE_STRING PROC NEAR

1025 03BB 55 = PUSH BP 1 SAVE BUFFER OFFSET (BP) IN STACK

1026 03BC 8B EC MoV BP,SP i GET POINTER TO STACKED REGISTERS

1027 03BE 8E 46 10 MOV ES,[BP]+14+2 3 RECOVER ENTRY (ES) SEGMENT REGISTER
1028 03C1 5D POP 3 1 RESTORE BUFFER OFFSET

1029 03C2 98 cew 3 CLEAR (AH) REGISTER

1030 03C3 8B F8 MOV DI, AX 3 SAVE (AL) COMMAND IN (DI) REGISTER
1031 03C5 3C 04 cMP AL,04 3 TEST FOR INVALID WRITE STRING OPTION
1032 03C7 73 73 JINB P59 3 IF OPTION INVALID THEN RETURN

1033

1034 03C9 E3 71 Jexz P59 3 IF ZERO LENGTH STRING THEN RETURN

1035

1036 03CB 8B F3 MOV S1,BX i+ SAVE CURRENT CURSOR PAGE

1037 03CD 8A DF MOV BL,BH 1 MOVE PAGE TO LOW BYTE

1038 03CF 32 FF XOR . 1 CLEAR HIGH BYTE

1039 03D1 87 F3 XCHG SI.ax 1 MOVE OFFSET AND RESTORE PAGE REGISTER
1040 03D3 DI E6 SAL 3 CONVERT TO PAGE OFFSET (Sls PAGE)
1041 0305 FF B4 0050 R PUSH 15|ourrssr ©CURSOR POSN]x SAVE CURRENT CURSOR POSITION IN STACK
1042 0309 B8 0200 MOV AX,0200H SET NEW CURSOR POSITION

1043 03DC CD 10 INT 10H .

1044 03DE P50t

1045 O3DE 26: 8A 46 00 MoV AL,ES:[BP] 3 GET CHARACTER FROM INPUT STRING

1046 03E2 45 INC BP 3 BUMP POINTER TO CHARACTER

1047

1048 $----- TEST FOR SPECIAL CHARACTER'S

1049

1050 03E3 3C 08 cMP AL, 08H 3 1S IT A BACKSPACE

1051 03E5 74 0C JE P51 + BACK_SPACE

1052 03E7 3C 0D cMP AL,CR 3 1S 1T CARRIAGE RETURN

1053 03E9 74 08 JE Ps1 i CAR_RET

1054 03EB 3C 0A cMP AL,LF 3 1S TT A LINE FEED

1055 03ED 74 04 JE P51 3 LINE, FEE

1056 03EF 3C 07 cMP AL,OTH 3 1S 1T A

1057 03F1 75 0A JNE Ps2 3 IF NOT THEN DO WRITE CHARACTER

1058 03F3 P51t

1059 03F3 B4 OE MoV AH OEH s TTV _CHARACTER WRITE

1060 03F5 CD 10 INT 10H TWRITE TTY CHARACTER TO THE CRT
1061 O3F7 8B 94 0050 R MOV DX, |5|‘orrssr ®CURSOR_POSN] | GET CURRENT CURSOR POSITION

1062 03FB EB 2D JMP SHO t SET CURSOR POSITION AND CONTINUE
1063

1064 03FD P52:

1065 03FD 51 PUSH cx

1066 O3FE 53 PUSH BX

1067 O3FF B9 0001 MOV CX, 1 1 SET_CHARACTER WRITE AMOUNT TO ONE

1068 0402 83 FF 02 cMP Dl,2 1 IS THE ATTRIBUTE IN THE STRING

1069 0405 72 05 JB P53 1 IF NOT THEN SKIP

1070 0407 26: 8A SE 00 MOV BL,ES:[BP] 3 ELSE GET NEW ATTRIBUTE

1071 0408 45 NC BP t BUMP STRING POINTER

1072 040C P53t

1073 040C B4 09 MOV AH, 09H 1 GOT_CHARACTER

1074 040E CD 10 INT 10H 1 WRITE CHARACTER TO THE CRT

1075 0410 5B POP BX 1 RESTORE REGISTERS

1076 0411 59 POP cx

1077 0412 FE C2 INC oL 1 INCREMENT COLUMN COUNTER

1078 0414 3A 16 004A R cMP DL,BYTE PTR ®CRT_COLS 3§ IF COLS ARE WITHIN RANGE FOR THIS MODE
1079 0418 72 10 J8 P54 - i THEN GO TO COLUMNS SET

1080 041A FE Cé INC DH t BUMP ROW COUNTER BY ONE

1081 041C 2A D2 suB DL,DL 1 SET COLUMN COUNTER TO ZERO

1082 041E 80 FE 19 cMP DH,25 1 IF ROWS ARE LESS THAN 25 THEN

1083 0421 72 07 N P54 3 GO TO ROWS_COLUMNS_SET

1084

1085 0423 B8 OEOA MoV AX, 0EOAH 3 ELSE_SCROLL SCREEN ONE LINE

1086 0426 CD 10 INT 10H + RESET ROW COUNTER TO 24

1087 0428 FE CE DEC DH

1088 042A PS54: 1 ROW_COLUMNS_SET

1089 042A B8 0200 MoV AX,0200H 3 SET NEW CURSGR POSITION COMMAND

1090 042D CD 10 INT 10H + ESTABLISH NEW CURSOR POSITION

1091 042F E2 AD LooP P50 1 DO IT ONCE MORE UNTIL (CX) = ZERO

1092

1093 0431 SA POP DX 4 RESTORE OLD CURSOR COORDINATES

1094 0432 97 XCHG AX,DI 1 RECOVER WRITE STRING COMMAND

1095 0433 A8 0f TEST AL,01H i IF CURSOR WAS NOT TO BE MOVED THEN
1096 0435 75 05 INZ P59 3 THEN EXIT WITHOUT RESETTING OLD VALUE
1097 0437 B8 0200 MOV AX,0200H 3 ELSE RESTORE OLD CURSOR POSITION

1098 043A CD 10 INT 10H

1099 043C P59; 1 DONE - EXIT WRITE STRING

1100 043C E9 013D R JMP VIDEO_RETURN 1 RETURN TO CALLER

1101

1102 043F WRITE_STRING ENDP

wn
m
o
=
o
=2
o
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175 047C 05 IFD8

177 047F %6
178 0480 8B DI

188 0482 BB 02C0

189 0485 B9 0302

190 0488 80 3E 0049 R 06
191 048D 72 06

192 048F BB 0180

193 0492 B9 0703

196 0495
197 0495 22 EA

WILL SAVE AL AND AH DURING OPERATION

MoV AL, 40
MUL oL {1 AX= ADDRESS OF START OF INDICATED ROW
TEST AL ,008H 3 TEST FOR EVEN/ODD ROW CALCULATED
JzZ 3 JUMP IF EVEN ROW
ADD AX,2000H-40 3 OFFSET TO LOCATION OF ODD ROWS ADJUST
R4: 3+ EVEN_ROW
XCHG S1,AX i MOVE POINTER TO (SI1) AND RECOVER ({(AX}
MOV DX,CX 3 COLUMN VALUE TO DX
it DETERMINE GRAPHICS MODE CURRENTLY IN EFFECT

SET UP THE REGISTERS ACCORDING TO THE MODE

MASK FOR LOW OF COLUMN ADDRESS { 7/3 FOR HIGH/MED RES )

# OF ADDRESS BITS IN COLUMN VALUE ( 3/2 FOR H/M )

MASK TO SELECT BITS FROM POINTED BYTE ( 80H/COH FOR H/M }

NUMBER OF VALID BITS IN POINTED BYTE ( (/2 FOR H/M

MOV BX,2C0H

MOV €X, 302H i SET PARMS FOR MED RES
cMP QCRT _MODE, 6

Jc 4 HANDLE IF MED RES

MOV BX.!!oH

MOV CX,703H 4 SET PARMS FOR HIGH RES

DETERMINE BIT OFFSET IN BYTE FROM COLUMN MASK

VIDEQ ---- 01/10/86 VIDEQ DISPLAY BIOS 01-10-86

1os3 PAGE

1104 PR it

1105 3 READ DOT -- WRITE DOT

1106 i THESE ROUTINES WILL WRITE A DOT, OR READ THE

1107 i DOT AT THE INDICATED LOCATION

1108 3 ENTRY --

1109 3 ROW (0-199) (THE ACTUAL VALUE DEPENDS ON THE MODE

1110 ; COLUMN ( 0-639) { THE VALUES ARE NOT RANGE CHECKED

e : = DOT VALUE TO WRITE (1,2 OR 4 BITS DEPENDING ON MODE,

12 ; REQUIRED FOR WRITE DOT ONLY, RIGHT JUSTIFIED)

1113 3 BIT 7 OF AL = | INDICATES XOR THE VALUE INTO THE LOCATION
s i DS = DATA SEGMENT

1115 3 ES = REGEN SEGMENT

e i

117 3 EXIT

118 3 AL = DOT VALUE READ, RIGHT JUSTIFIED, READ ONLY

119 i- -

1120 ASSUME DS:DATA,ES:DATA

1121 043F READ_DOT PROC NEAR

1122 043F EB 0473 R CALL R3 1 DETERMINE BYTE POSITION OF DOT
1123 0442 26: BA 04 MOV AL,ES:[S1] 4 GET THE BYTE

1124 0445 22 C4 AND AL, AH 1 MASK OFF THE OTHER BITS IN THE BYTE
1125 0447 D2 EO SHL AL,CL 3 LEFT JUSTIFY THE VALUE
1126 0449 BA CE MoV CL,DH i GET NUMBER OF BITS IN RESULT
1127 0448 D2 CO ROL AL, CL 1 RIGHT JUSTIFY THE RESULT
1128 044D ES 013D R IMP VIDEO_RETURN 3 RETURN FROM VIDEO 1/0

1129 0450 READ_DOT ENDP

1130

1131 0450 WRITE_DOT PROC NEAR

1132 0450 50 PUSH AX 1 SAVE DOT VALUE

1133 0451 50 PUSH AX i TWICE

1134 0452 E8 0473 R CALL R3 1 DETERMINE BYTE POSITION OF THE DOT
1135 0455 D2 EB SHR AL,CL 3 SHIFT TO SET UP THE BITS FOR OUTPUT
1136 0457 22 C4 AND AL, AH i STRIP OFF THE OTHER BITS
1137 0459 26: BA OC MoV CL,ES:[S1] 3 GET THE CURRENT BYTE

1138 045C 5B POP BXx 3 RECOVER XOR FLAG

1139 045D Fé C3 80 TEST BL,80H 3 1S 1T ON

1140 0460 75 0D JINZ R2 i YES,cXOR THE DOT

1141 0462 F6 D4 NOT AH i SET MASK TO REMOVE THE INDICATED BITS
1142 0464 22 CC AND CL,AH

1143 0466 OA C! OR AL,CL i OR IN THE NEW VALUE OF THOSE BITS
1144 0468 Ris 3 FINISH_DOT

1145 0468 26: 88 04 MoV ES:[SI],AL 3 RESTORE THE BYTE IN MEMORY
1146 0468 5 POP AX

1147 046C ES 013D R JMP VIDEO_RETURN 3 RETURN FROM VIDEO 1/0

1148 046F R2: 3 XOR_DOT

1149 046F 32 C1 XOR AL, CL : EXCCUSIVE OR THE DOTS

1150 0471 EB F5 JMP R1 i FINISH UP THE WRITING

1151 0473 WRITE_DOT ENDP

1152 3

1153 3 THIS SUBROUTINE DETERMINES THE REGEN BYTE LOCATION OF THE

1154 i INDICATED ROW COLUMN VALUE IN GRAPHICS MODE.

1155 i ENTRY --

1156 i DX = ROW VALUE (0-199)

1157 3 CX_= COLUMN VALUE (0-639)

1158 § EXIT --

1159 i SI = OFFSET INTO REGEN BUFFER FOR BYTE OF INTEREST

1160 i AH = MASK TQ STRIP OFF THE BITS OF INTEREST \
et 3 CL = BITS TO SHIFT TO RIGHT JUSTIFY THE MASK IN AH

1162 i DH = # BITS IN RESULT

1163 i BX = MODIFIED

1164 j----

1165 0473 R3 PROC NEAR

1166

1167 DETERMINE 1ST BYTE IN INDICATED ROW BY MULTIPLYING ROW VALUE BY 40
1168 ( LOW BIT OF ROW DETERMINES EVEN/ODD, 80 BYTES/ROW

1169

1170 0473 96 XCHG S1,AX

1

t

1

1

|

1

1

1

1

1

1

1

|

1

'

'

!

1

1

1

1

1

1

'

1

1

'

1

AND CH,DL 3 ADDRESS OF PEL WITHIN BYTE TO CH
Sl DETERMINE BYTE OFFSET FOR THIS LOCATION IN COLUMN
SHR DX,CL 3 SHIFT BY CORRECT AMOUNT
ADD S1,DX i INCREMENT THE POINTER
MoV DH,BH 3 GET THE # OF BITS IN RESULT TO DH
MULTIPLY BH (VALID BITS IN BYTE) BY CH (BIT OFFSET) A
suB CcL,cL 3 ZERO INTO STORAGE LOCATION
R6:
ROR AL, 1 3 LEFT JUSTIFY VALUE IN AL (FOR WRITE}
ADD CL,CH i ADD IN THE BIT OFFSET VALUE
DEC BH i LOOP CONTROL
JNZ Ré& 3 ON EXIT, CL HAS COUNT TO RESTORE BITS
MOV AH,BL 3 GET MASK TO AH
SHR AH,CL 3 MOVE THE MASK TO CORRECT LOCATION
RET 3 RETURN WITH EVERYTHING SET UP
R3 ENDP
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1217 B

1218 3 SCROLL

1219 3 THIS ROUTINE SCROLLS UP THE INFORMATION ON THE CRT

1220 i EN

1221 3 CH CL = UPPER LEFT CORNER OF REGION TO SCROLL

1222 H DH.DL = LOWER RIGHT CORNER OF REGION TO SCROLL

1223 i BOTH OF THE ABOVE ARE IN CHARACTER POSITIONS

1224 i BH = FILL VALUE FOR BLANKED LINES

1225 3 AL = # LINES TO SCROLL (AL=0 MEANS BLANK THE ENTIRE FIELD)

1226 3 DS = DATA SEGMENT

12217 3 ES = REGEN SEGMENT

1228 3 EXIT --

|2§9 3 NOTHING, THE SCREEN IS SCROLLED

1230 3

1231 04AC GRAPHICS_UP PROC NEAR

1232 04AC 8A D8 Mov BL,AL 1 SAVE LINE COUNT IN BI

1233 04AE 8B C! MoV AX,CX i GET UPPER LEFT POSITIDN INTO AX REG
1234

1235 USE CHARACTER SUBROUTINE FOR POSITIONING

1236 ADDRESS RETURNED IS MULTIPLIED BY 2 FROM CORRECT VALUE

1237

1238 04B0 E8 06EC R CALL GRAPH_POSN

1239 04B3 8B F8 MOV DI,AX™ 3 SAVE RESULT AS DESTINATION ADDRESS
1240

1241 | Eniaiid DETERMINE SI1ZE OF WINDOW

1242

1243 0485 2B DI sus DX,CX

1244 04B7 81 C2 010! ADD DX,101H 3 ADJUST VALUES

1245 0488 DO E6 SAL DH, | i MULTIPLY ROWS BY 4 AT 8 VERT DOTS/CHAR
1246 048D DO Eé SAL DH, 1 31 AND EVEN/ODD ROWS

1247

1248 DETERMINE CRT MODE

1249

1250 04BF 80 3E 0049 R 06 [ OCRT_MODE, 6 1 TEST FOR MEDIUM RES

1251 04C4 73 04 JNC R7 3 FIND_SOURCE

1252

1253 il MEDIUM RES UP

1254 04Cé DO E2 oL, ! 1 # COLUMNS ® 2, SINCE 2 BYTES/CHAR
1255 04C8 DI E7 SAL DI, ! i OFFSET *2 SINCE 2 BYTES/CHAR

1256

1257 j=--=- DETERMINE THE SOURCE ADDRESS IN THE BUFFER

1258 04CA RT: 3 FIND_SOURC

1259 04CA 06 PUSH ES i GET §EGMENT$ BOTH POINTING TO REGEN
1260 04CB IF POP DS

1261 04CC 2A ED sus CH,CH 3 ZERO TO HIGH OF COUNT REGISTER

1262 04CE DO E3 SAL BL, ! § MULTIPLY NUMBER OF LINES BY 4

1263 04D0 DO E3 SAL BL,!

1264 04D2 74 28 Jz RIf i IF ZERO, THEN BLANK ENTIRE FIELD
1265 04D4 BO 50 MoV AL, 80 1 80 BYTES/ROW

1266 04D6 F6 E3 MUL BL 1 DETERMINE OFFSET TO SOURCE

1267 04D8 88 F7 MOV s1,D1 3 SET_UP SOURCI

1268 04DA 03 FO ADD S1,AX i ADD IN OFFSET TOIT

1269 04DC 8A E6 MoV AH,DH 1 NUMBER OF ROWS IN FIELD

1270 04DE 2A E3 sus AH,BL 1 DETERMINE NUMBER TO MOVE

1271

1212 go---- LOOP THROUGH, MOVING ONE ROW AT A TIME, BOTH EVEN AND ODD FIELDS

1273 04E0 R8: 1 ROW_LOOP

1274 04E0 EB8 0560 R CALL RIT 1 MOVE ONE ROW

1275 04E3 81 EE 1FBO sus S1,2000H-80 i MOVE TO NEXT ROW

1276 04E7 81 EF 1FBO sus DI,2000H-80

1277 04EB FE CC DEC AH 1 NUMBER OF ROWS TO MOVE

1278 04ED 75 F1 INZ R8 1 CONTINUE TILL ALL MOVED

1279

1280 3 FILL IN THE VACATED LINE(S)

1281 04EF R9: t CLEAR_ENTRY

1282 04EF 8A C7 MoV AL, BH 1 ATTRIBUTE TO FILL WITH

1283 04F 1 R10:

1284 04F1 EB8 0579 R CALL R18 i CLEAR THAT ROW

1285 04F4 81 EF 1FBO sus DI,2000H-80 1 POINT TO NEXT LINE

1286 04F8 FE CB DEC BL 1+ NUMBER OF LINES TO FILL

1287 04FA 75 F5 INZ RI0 1 CLEAR_LOOP

1288 04FC E9 013D R JMP VIDEO_RETURN t EVERYTHING DONE

1289

1290 04FF Rif: 1 BLANK_FIELD

1291 04FF 8A DE MoV BL,DH 3 SET BCANK COUNT TO EVERYTHING IN FIELD
1292 0501 EB EC JMP R9 3 CLEAR THE FIELD

1293 0503 GRAPHICS_UP ENDP

1294 jrmmm—- - --

1295 i SCROLL DOWN

1296 4 THIS ROUTINE SCROLLS DOWN THE INFORMATION ON THE CRT

1297 i ENTRY --

1298 i CH,CL = UPPER LEFT CORNER OF REGION TO SCROLL

1299 4 DH,DL = LOWER RIGHT CORNER OF REGION TO SCROLL

1300 3 BOTH OF THE ABOVE ARE IN CHARACTER POSITIONS

1301 i BH = FILL VALUE FOR BLANKED LINES

1302 3 AL = # LINES TO SCROLL (AL=0 MEANS BLANK THE ENTIRE FIELD)

1303 i DS = DATA SEGMENT

1304 i ES = REGEN SEGMENT

1305 EXIT --

1306 NOTHING, THE SCREEN IS SCROLLED 17
1307 :

1308 m
1309 0503 GRAPHICS_DOWN  PROC NEAR (o,
1310 0503 FD 31D 3+ SET DIRECTION —
1311 0504 8A D8 MoV BL,AL 1 SAVE LINE COUNT IN BL -—
1312 0506 8B C2 MoV AX,DX i GET LOWER RIGHT POSITION INTO AX REG o
1313

1314 USE CHARACTER SUBROUTINE FOR POSITIONING P
1315 ADDRESS RETURNED 1S MULTIPLIED BY 2 FROM CORRECT VALUE

1316 2]
1317 0508 E8 06EC R CALL GRAPH_POSN

1318 0508 8B F8 Mov DI, AX™ 3 SAVE RESULT AS DESTINATION ADDRESS
1319

|;20 gm--=- DETERMINE SIZE OF WINDOW

1321

1322 050D 28 D! suB DX,CX

1323 050F 81 C2 010! ADD DX, 101H 1 ADJUST VALUES

1324 0513 DO Eé SAL DH, 1 1 MULTIPLY ROWS BY 4 AT 8 VERT DOTS/CHAR
1325 0515 DO E6 SAL DH, 1 i AND EVEN/ODD ROWS

1326

1327 $o---- DETERMINE CRT MODE

1328

1329 0517 80 3E 0049 R 06 CMP ©CRT_MODE, 6 4+ TEST FOR MEDIUM RES

1330 051C 73 05 JNC R12 ~ 3+ FIND_SOURCE_DOWN
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1331
1332 FRESEE MEDIUM RES DOWN
1333 051E DO E2 SAL oL, i # COLUMNS * 2, SINCE 2 BYTES/CHAR
1334 0520 DI E7 SAL ol,1 3 OFFSET *2 SINCE 2 BYTES/CHAR
1335 0522 47 INC ol 1 POINT TO LAST BYTE
1336
1337, ge-ee- DETERMINE THE SOURCE ADDRESS IN THE BUFFER
1338 0523 R12: i FIND_SOURCE_DOWN
1339 05623 06 PUSH  ES 1 BOTH SEGMENTS TO REGEN
1340 0524 IF POP 0s
1341 0525 2A ED sus CH,CH : ZERO TO HIGH OF COUNT REGISTER
1342 0527 81 C7 00FO ADD DI,240 § POINT TO LAST ROW OF PIXELS
1343 0528 DO E3 SAL BL,! 1 MULTIPLY NUMBER OF LINES BY 4
1344 052D DO E3 SAL BL,!
1345 052F 14 2B Jz R16 i IF ZERO, THEN BLANK ENTIRE FIELD
1346 0531 BO 50 MOV AL, 80 i 80 BYTES/ROW
1347 0533 F6 E3 MUL BL 1 DETERMINE OFFSET TO SOURCE
1348 0535 8B F71 MOV SI,D1 3 SET UP SOURCE
1349 0537 2B FO sup S1,AX i SUBTRACT THE OFFSET
1350 0539 8A E6 MOV AH,DH 1 NUMBER OF ROWS IN FIELD
1351 053B 2A E3 suB AH,BL 1 DETERMINE NUMBER TO MOVE
1352
1353 jo---- LOOP THROUGH, MOVING ONE ROW AT A TIME, BOTH EVEN AND ODD FIELDS
1354 053D R13: 1 ROW_LOOP_DOWN
1355 053D EB 0560 R CALL  RIT7 i MOVE ONE ROW
1356 0540 81 EE 2050 suB S1,2000H+80 1 MOVE TO NEXT ROW
1357 0544 81 EF 2050 suB D1,2000H+80
1358 0548 FE CC DEC AH 1 NUMBER OF ROWS TO MOVE
1359 054A 75 F1 INZ Ri3 § CONTINUE TILL ALL MOVED
1360
1361 §o---- FILL IN THE VACATED LINE(S)
1362 054C Ri4: 3 CLEAR_ENTRY_DOWN
1363 054C BA CT MOV AL,BH 3 ATTRIBUTE TO FILL WITH
1364 054E R1S: 3 CLEAR_LOOP_DOWN
1365 054E E8 0579 R CALL RI8 3 CLEAR™A ROW
1366 0551 81 EF 2050 suB D1,2000H+80 3 POINT TO NEXT LINE
1367 0555 FE CB DEC BL 3 NUMBER OF LINES TO FILL
1368 0557 75 F5 INZ RIS 3 CLEAR_LOOP_DOWN
1369
1370 0559 E9 013D R JMP VIDEO_RETURN 3 EVERYTHING DONE
1371
1372 055C R16: 3 BLANK_FIELD_DOWN
1373 055C 8A DE MOV BL.OH i SET BLANK COUNT TO EVERYTHING IN FIELD
1374 055€ EB EC IMP t CLEAR THE FIELD
1375 0560 GRAPHICS_DOWN Enop
1376
1377 (RSt ROUTINE TO MOVE ONE ROW OF INFORMATION
1378
1379 0560 RIT PROC  NEAR
1380 0560 BA CA MOV cL,DL : NUMBER OF BYTES IN THE ROW
1381 0562 56 PUSH S|
1382 0563 57 PUSH DI i SAVE POINTERS
1383 0564 F3/ A4 REP MOVSB 1 MOVE THE EVEN FIELD
1384 0566 5F POP ol
1385 0567 5E POP sl
1386 0568 81 C6 2000 ADD S1,2000H
1387 056C 81 C7 2000 ADD D1,2000H 3 POINT TO THE ODD FIELD
1388 0570 56 PUSH  sI
1389 0571 57 PUSH DI 3 SAVE THE POINTERS
1390 0572 BA CA MOV cL,0oL 3§ COUNT BACK
1391 0574 F3/ A4 REP MOVSB + MOVE THE ODD FIELD
1392 0576 5F POP DI
1393 0577 5E POP si 3 POINTERS BACK
1394 0578 C3 RET + RETURN TO CALLER
1395 0579 RIT ENDP
1396
1397 [REEES CLEAR A SINGLE ROW
1398
1399 0579 RIS PROC  NEAR
1400 0579 BA CA MOV cL,oL i NUMBER OF BYTES IN FIELD
1401 057B 57 PUSH DI 3 SAVE POINTER
1402 057C F3/ AA REP STOSB 3 STORE THE NEW VALUE
1403 057E 5 POP 3 POINTER BACK
1404 057F 81 CT 2000 ADD DI1,2000H 3 POINT TO ODD FIELD
1405 0583 57 PUSH
1406 0584 BA CA MOV cL,DL
1407 0586 F3/ AA REP STOSB t FILL THE ODD FIELD
1408 0588 5F POP o1
1409 0589 C3 RET 1+ RETURN TO CALLER
1410 058A R18 ENDP
1411 ==
1412 i GRAPHICS WRITE
1413 3 THIS ROUTINE WRITES THE ASCI1 CHARACTER TO THE CURRENT
1414 i POSITION ON THE SCREEN.
1415 i ENTRY --
1416 i AL = CHARACTER TO WRITE
1417 3 BL = COLOR ATTRIBUTE TO BE USED FOR FOREGROUND COLOR
1418 H IF BIT 7 IS SET, THE CHAR IS XOR'D INTO THE REGEN BUFFER
1419 H (0 IS USED FOR THE BACKGROUND COLOR)
1420 3 CX = NUMBER OF CHARS TO WRITE
1421 i DS = DATA SEGMENT
1422 i ES = REGEN SEGMENT
1423 3 EXIT ==
1424 i NOTHING IS RETURNED
1425 :
1426 i GRAPHICS READ
1427 i THIS ROUTINE READS THE ASCII CHARACTER AT THE CURRENT CURSOR
1428 3 POSITION ON THE SCREEN BY MATCHING THE DOTS ON THE SCREEN TO THE
1429 i CHARACTER GENERATOR CODE POINTS
1430 i ENTR
1431 i NONE (0 IS ASSUMED AS THE BACKGROUND COLOR)
1432 3 EXIT --
1433 i AL = CHARACTER READ AT THAT POSITION (0 RETURNED IF NONE FOUND)
1434 H
1435 i FOR BOTH ROUTINES, THE IMAGES USED TO FORM CHARS ARE CONTAINED IN ROM
1436 i FOR THE 1ST 128 CHARS. TO ACCESS CHARS IN THE SECOND HALF, THE USER
1437 i MUST INITIALIZE THE VECTOR AT INTERRUPT IFH (LOCATION 0007CH) TO
1438 i POINT TO THE USER SUPPLIED TABLE OF GRAPHIC IMAGES (8X8 BOXES).
1439 i FAILURE TO DO SO WILL CAUSE IN STRANGE RESULTS
1440 3
1441 ASSUME  DSIDATA,ES:DATA
1442 058A GRAPHICS_WRITE PROC  NEA
1443 058A B4 00 AH,0 i ZERO TO HIGH OF CODE POINT
1444 058C 50 PUSH AX 3§ SAVE CODE POINT VALUE
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1445

1446 [ ikl DETERMINE POSITION IN REGEN BUFFER TO PUT CODE POINTS

1447

1448 0580 E8 06E9 R CALL sz2e 3 FIND LOCATION IN REGEN BUFFER
1449 0590 6B F8 MOY DI ,AX 3 REGEN POINTER IN DI

1450

1451 DETERMINE REGION TO GET CODE POINTS FROM

1452

1453 0592 58 POP AX 3 RECOVER CODE POINT

1454 0593 3C 80 CMP AL, 80H 3 IS IT IN SECOND HALF

1455 0595 73 06 JAE S1 t YES

1456

1457 bbb IMAGE IS [N FIRST HALF, CONTAINED IN ROM

1458

1459 0597 BE 0000 E Mov S1,0FFSET CRT_CHAR_GEN ; OFFSET OF IMAGES

1460 059A OE PUSH cs 3 SAVE SEGMENT ON STACK

1461 0598 EB 18 JMP SHORT S2 3 DETERMINE_MODE

1462

1463 Sl IMAGE IS IN SECOND HALF, IN USER MEMORY

1464

1465 0590 Sis 1 EXTEND_CHAR

1466 059D 2C 80 suB AL, 80H 3 ZERO ORIGIN FOR SECOND HALF
1467 059F IE PUSH DS 3 SAVE DATA POINTER

1468 05A0 2B Fé suB SI,SI

1469 05A2 BE DE MOV SI 3 ESTABLISH VECTOR ADDRESSING
1470 ASSUME DS'

1471 05A4 C5 36 007C R LDS SI,.EXT PTR { GET THE OFFSET OF THE TABLE
1472 05A8 8C DA MOV DX,DS 3 GET THE SEGMENT OF THE TABLE
1473 ASSUME DS:DATA

1474 05AA 1F POP DS 3 RECOVER DATA SEGMENT

1475 05AB 52 PUSH DX 3 SAVE TABLE SEGMENT ON STACK
1476 05AC 0B Dé OR DX,S1 3 CHECK FOR VALID TABLE DEF INED
1477 O05AE 75 05 JUNZ se 1 CONTINUE IF DS:S| NOT 0000310000
1478

1479 05B0 58 POP AX { ELSE SET (AX)}= 0000 FOR "NULL"
1480 0581 BE 0000 E MOV S1,0FFSET CRT_CHAR_GEN § POINT TO DEFAULT TABLE OFFSET
148! 05B4 OE PUSH cs 3 I[N THE CODE SEGMENT

1482

1483 3= DETERMINE GRAPHICS MODE IN OPERATION

1484

1485 05B5 s2: H DETERMINE_MODE

1486 0585 D1 EO SAL AX,t 3 MULTIPLY CODE POINT VALUE BY 8
1487 05B7 D1 EO SAL AX, 1

1488 05B9 D! EO SAL AX, !

1489 05BB 03 FO ADD S1,AX 3 SI HAS OFFSET OF DESIRED CODES
1490 05BD 80 3E 0049 R 06 CMP ©CRT_MODE, 6

1491 05C2 IF POP DS 3 RECOVER TABLE POINTER SEGMENT
1492 05C3 72 2C Jc ST 3+ TEST FOR MEDIUM RESOLUTION MODE
1493

1494 HIGH RESOLUTION MODE

1495 05C5 H t HIGH_CHAR

1496 05C5 57 PUSH ol t SAVE REGEN POINTER

1497 05C6 56 PUSH SI 3 SAVE CODE POINTER

1498 05C7 B6 04 MOV DH, 4 3 NUMBER OF TIMES THROUGH LOOP
499 05C9 54:

1500 05C9 AC LODSB t GET BYTE FROM CODE POINTS
1501 0SCA F6 C3 80 TEST BL,80H 3 SHOULD WE USE THE FUNCTION
1502 05CD 75 16 JNZ Sé 1 TO PUT CHAR IN

1503 O5CF AA 5TOSB 31 STORE IN REGEN BUFFER

1504 05D0 AC Loose

1505 0501 55:

1506 05Dt 26: 88 85 IFFF MOV ES:[D1+2000H-1],AL 3 STORE IN SECOND HALF

1507 05D6 83 C7 4F ADD DI, 79 34 MOVE TO NEXT ROW IN REGEN
1508 0509 FE CE DEC DH 3 DONE WITH LOOP

1609 050B 75 EC JNZ S4

1510 050D 5E POP S1

1511 05DE 5F POP oI 3 RECOVER REGEN POINTER

1512 05DF 47 INC DI 3 POINT TO NEXT CHAR POSITION
1513 05E0 E2 E3 LOOP s3 3 MORE CHARS TO WRITE

1514 05E2 E9 013D R JMP VIDEO_RETURN

1515

15616 05E5 S61

1517 05E5 26: 32 05 XOR AL,Es:[D1] 3 EXCLUSIVE OR WITH CURRENT
1518 05E8 AA STOSB 3 STORE THE CODE POINT

1519 05ES AC LODSB t AGAIN FOR ODD FIELD

1520 O5SEA 26: 32 85 IFFF XOR AL,ES:[D1+2000H-1]

1521 05EF EB EO JMP S5 t BACK TO MAINSTREAM

1622

1523 MEDIUM RESOLUTION WRITE

1524 O5F 1 S87: 3 MED_RES_WRITE

1525 05F1 8A D3 MOV DL,BL t SAVE HIGH COLOR B1

1526 05F3 D1 E7 SAL DIy { OFFSET®2 SINCE 2 BVTES/CHAR

1627 3 EXPAND BL TO FULL WORD OF COLOR

1528 O5F5 80 E3 03 AND BL,3 § ISOLATE THE COLOR BITS ( LOW 2 BITS

1529 05F8 BO 55 MOV AL,055H 3 GET 81T CONVERSION MULTIPLIER

1530 O5FA F6 E3 MUL BL 3 EXPAND 2 COLOR BITS TO 4 REPLICATIONS

1631 O5FC B8A D8 MOV BL,AL 3 PLACE BACK IN WORK REGISTER

1532 OSFE 8A F8 Mov BH, AL 3 EXPAND TO 8 REPLICATIONS OF COLOR BITS

1533 0600 s8: 3 MED_CHAR

1534 0600 57 PUSH o1 3 SAVE REGEN POINTER

1535 0601 56 PUSH St 3 SAVE THE CODE POINTER w
1536 0602 B6 04 MOV DH, 4 3 NUMBER OF LOOPS m
1537 0604 593 (o)
1538 0604 AC LoDsB 3 GET CODE POINT -
1539 0605 E8 06CO0 R CALL s21 3 DOUBLE UP ALL THE BITS ——
1540 0608 23 C3 AND AX,BX 3 CONVERT TO FOREGROUND COLOR ( 0 BACK ) o
1541 060A 86 EO XCHG AH, AL 3 SWAP HIGH/LOW BYTES FOR WORD MOVE

1542 060C F6 C2 80 TEST OL,80H 31 IS THIS XOR FUNCTION =
1543 060F 74 03 Jz s10 3 NO, STORE IT IN AS IT IS

1544 0611 26: 33 05 XOR AX,ES:[DI] 3 DO FUNCTION WITH LOW/HIGH o
1545 0614 S10:

1546 0614 26: 89 05 MOV ES:[D1],AX 3 STORE FIRST BYTE HIGH, SECOND LOW

1547 0617 AC LODSB 3 GET CODE POINT

1548 0618 E8 06CO R CALL s21

1549 061B 23 C3 AND AX,BX 1 CONVERT TO COLOR

1550 061D 86 EO XCHG AH, AL 3 SWAP HIGH/LOW BYTES FOR WORD MOVE

1551 061F Fe C2 80 TEST DL, 80H 3 AGAIN, IS THIS XOR FUNCTION

1552 0622 74 05 Jz St 3 NO, JUST STORE THE VALUES

1553 0624 26: 33 85 2000 XOR AX,ES:[DI+2000H] 3 FUNCTION WITH FIRST HALF LOW

1554 0629 Shis

1555 0629 26: 89 85 2000 Mov ES:[D1+2000H],AX 3 STORE SECOND PORTION HIGH

1566 062E 83 CT 50 ADD DI1,80 3 POINT TO NEXT LOCATION

1557 0631 FE CE DEC DH

1558 0633 75 CF JNZ 59 i1 KEEP GOING
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1559
1560
1561
1562
1563
1564
1565
1566
1567
1568
1569
1570
1571
1572

0635
0636
0637
0638
0639
0638
063E

063E
063E
0641
0643
0646

0648
064D
064E
064F

0651
0653
0653
0655

0668

06A4
06A6
06A8
D6AA

06AC
06BO
o0eB2
06B4
06B6
06B3

06BA
06BA
068D
0eCo

06CO
06C0
06CH
06C4
06C4
06Cé
06C8
06CA

06CC
06CD
06CE

E8

Cc5
0130 R

06E9 R

88 FO

83
aB

Be

8A
88
45
B8A
as
45
83
FE
75
EB

83
ES

EC 08
EC

3E 0049 R 06

19

2000
00

o080

007C R

C4 08
013D R

Version 2.00

VIDEO DISPLAY B10S

POP S1
POP DI
INC DI
INC DI
LOOP s8

VIDEO_RETURN

JMP
GRAPHICS_WRITE ENDP

1=15

01-10-86

GRAPHICS READ

&RAFHICS_READ

S16:

S17s

PROC NEAR
CALL s2e
MOV SI,AX
suB SP,8
MOV BP,SP

DETERMINE GRAPHICS MODES

CcmP ©CRT_MODE, 6
PUSH ES
POP DS
JC S13

HIGH RESOLUTION READ

RECOVER CODE POINTER
RECOVER REGEN POINTER
POINT TO NEXT CHAR POSITION

MORE TO WRITE

CONVERTED TO OFFSET IN REGEN

SAVE IN

ALLOCATE SFACE FOR THE READ CODE POINT
POINTER TO SAVE AREA

POINT TO REGEN SEGMENT
MEDIUM RESOLUTION

GET VALUES FROM REGEN BUFFER AND CONVERT TO CODE POINT
DH,4 H

s[s1]

[BP], AL
B8P
AL,SSI»ZOOOH]
BP], AL
s1,80

H

12
SHORT S15
MEDIUM RESOLUTION READ

SAL S,

MOV DH, 4

CALL s23

ADD S1,2000H-2
CALL

suB S1,2000H-80+2
DEC H

JINZ Si4

AREA HAS CHARACTER

c
ES
BP,8
s1,8P
AL,0

PUSH ss

POP DS

MOV DX, 128

PUSH s1

PUSH ol

MOV cX,4

REPE CMPSW

POP DI

POP sl

gz s18

INC AL

ADD 01,8

DEC DX

INZ s17

CHAR NOT MATCHED, MIGHT BE

CMP AL, 0

JE si8

sue AX, AX

MoV DS, AX
ASSUME D BSO

LES DI ,@EXT_PTR
MoV A S

OR

JzZ si18

MOV AL, 128

JMP S1é

ASSUME DS:DATA
CHARACTER 1S FOUND { AL=0
ADD

SP,8
VIDEO_RETURN

JMP
GRAPHICS_READ ENDP

DI ,0FFSET CRT_CHAR_GEN
S

IN

1T, MATCH

NUMBER OF PASSES

GET FIRST BYTE

SAVE IN STORAGE AREA
NEXT LOCATION

GET LOWER REGION BYTE
ADJUST AND STORE

POINTER INTO REGEN

LOOP CONTROL

DO IT SOME MORE

GO MATCH THE SAVED CODE POINTS

MED_RES_READ
OFFSET®Z SINCE 2 BYTES/CHAR
NUMBER OF PASSES

GET BYTES FROM REGEN
GO TO LOWER REGION
GET THIS PAIR INTO SAVE

ADJUST POINTER BACK INTO UPPER

INTO SINGLE SAVE

KEEP GOING UNTIL ALL 8 DONE

1T
FIND_CHAR
ESTABL1SH ADDRESSING

CODE POINTS IN CS
ADJUST POINTER TO START OF SAVE AREA

CURRENT CODE POINT BEING MATCHED

ESTABLISH ADDRESSING TO STACK
FOR THE STRING COMPARE
NUMBER TO TEST AGAINST

SAVE SAVE AREA POINTER

SAVE CODE POINTER

NUMBER OF WORDS TO MATCH
COMPARE THE 8 BYTES AS WORDS
RECOVER THE POINTERS

IF ZERO FLAG SET, THEN MATCH OCCURRED
NO MATCH, MOVE ON TO NEXT

NEXT CODE POINT

LOOP CONTROL

DO ALL OF THEM

IN USER SUPPLIED SECOND HALF

AL<> 0
IF =0,

IF ONLY IST HALF SCANNED
THEN ALL HAS BEEN SCANNED

ESTABLISH ADDRESSING TO VECTOR

GET POINTER

SEE IF THE POINTER REALLY EXISTS
IF ALL 0, THEN DOESN’T EXIST
NO SENSE LOOKING
ORIGIN FOR SECOND HALF
GO BACK AND TRY FOR IT

IF NOT FOUND )

READJUST THE STACK, THROW AWAY SAVE
ALL DONE

EXPAND_BYTE
THIS ROUTINE TAKES THE BYTE
OF THE BITS,

IN AL
TURNING THE 8 BITS

AND DOUBLES ALL
INTO 16 BITS.

Uron e o we meme

THE RESULT IS LEFT IN AX

21 PROC NEAR
PUSH cx 3 SAVE REGISTER
MoV cx,8 3 SHIFT COUNT REGISTER FOR ONE BYTE

s22:
ROR AL, 3 SHIFT BITS, LOW BIT INTO CARRY FLAG
RCR BP, | 3 MOVE CARRY FLAG (LOW BIT) INTO RESULTS
SAR BP, | 3 SIGN EXTEND HIGH BIT (DOUBLE IT)
LOOP sa2 1 REPEAT FOR ALL 8 BITS
XCHG AX,BP 3 MOVE RESULTS TO PARAMETER REGISTER
POP cx 1 RECOVER REGISTER
RET 1 ALL DONE
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1673 06CF s ENDP

674 1

1675 3 MED_READ BYTE

1676 3 THIS ROUTINE WILL TAKE 2 BYTES FROM THE REGEN BUFFER,

16717 i COMPARE AGAINST THE CURRENT FOREGROUND COLOR, AND PLACE

1678 I THE CORRESPONDING ON/OFF BIT PATTERN INTO THE CURRENT

1679 ; POSITION IN THE SAVE AREA

1680 i ENTRY --

1681 i S1,DS = POINTER TO REGEN AREA OF INTEREST

1682 3 BX = EXPANDED FOREGROUND COLOR

1683 i BP = POINTER TO SAVE AREA

1684 3 EXIT --

1685 i SI AND BP ARE [NCREMENTED

1686 i

1687 06CF s23 PROC NEAR

1688 06CF AD LODSW i GET FIRST BYTE AND SECOND BYTES

1689 06D0 86 C4 XCHG AL, AH i SWAP_FOR COMPARE

1690 06D2 B9 €000 MOV CX,0C000H i 2 BIT MASK TO TEST THE ENTRIES

1691 06D5 B2 00 MOV DL,0 + RESULT REGISTER

1692 06D7 S241

1693 06D7 85 C! TEST AX,CX 1 IS THIS SECTION BACKGROUND?

1694 06D9 74 01 Jz s25 + IF ZERO, IT IS BACKGROUND (CARRY=0)
1695 06DB F9 sTC i WASN'T, SO SET CARRY

1696 06DC s25:

1697 06DC DO D2 RCL oL, ! i MOVE THAT BIT INTO THE RESULT

1698 06DE DI E9 SHR [

1699 06E0 DI E9 SHR cx, 1 i MOVE_THE MASK TO THE RIGHT BY 2 BITS
1700 06E2 73 F3 JNC s24 3 DO _IT AGAIN IF MASK DIDN'T FALL OUT
1701 06E4 88 56 00 MOV [BP],DL 3 STORE RESULT IN SAVE AREA

1702 D6ET 45 INC BP i ADJUST POINTER

1703 06E8 C3 RET 3 ALL DONE

1704 06E9 s ENDP

1705 3

1706 3 V4 _POSITION

1707 i THIS ROUTINE TAKES THE CURSOR POSITION CONTAINED IN

1708 i THE MEMORY LOCATION, AND CONVERTS IT INTO AN OFFSET

1709 i INTO THE REGEN BUFFER, ASSUMING ONE BYTE/CHAR.

1710 3 FOR MEDIUM RESOLUTION GRAPHICS, THE NUMBER MUST

1711 i BE DOUBLED.

1712 i ENTRY -- NO REGISTERS,MEMORY LOCATION @CURSOR_POSN IS USED

1713 3 EXIT--

1714 i AX CONTAINS OFFSET INTO REGEN BUFFER

1715 $

1716 06E9 s26 PROC NE,

1717 06E9 Al 0050 R MOV AX, -cuason POSN 3 GET CURRENT CURSOR

1718 06EC GRAPH_POSN LABEL EAR

1719 06EC 53 PUSH BX 1 SAVE REGISTER

1720 06ED 8B D8 MOV BX, AX i SAVE A COPY OF CURRENT CURSOR

1721 O6EF AD 004A R MOV AL,BYTE PTR OCRT_COLS § GET BYTES PER COLUMN

1722 06F2 F6 E4 MUL AH i MULTIPLY BY ROWS

1723 06F4 DI EO SHL AX, 1

1724 06F6 DI EO SHL AX, | # MULTIPLY ® 4 SINCE 4 ROWS/BYTE

1725 06F8 2A FF suB H 4 ISOLATE COLUMN VALUE

1726 06FA 03 C3 ADD X 1 DETERMINE OFFSET

1727 06FC 5B POP 1 RECOVER POINTER

1728 06FD €3 RET + ALL DONE

1729 06FE s26 ENDP

1730 i--- WRITE_TTY

1731 3 '
1732 i THIS INTERFACE PROVIDES A TELETYPE LIKE INTERFACE TO THE

1733 3 VIDEQ CARDS. THE INPUT CHARACTER IS WRITTEN TO THE CURRENT

1734 3 CURSOR POSITION, AND THE CURSOR 1S MOVED TO THE NEXT POSITION.

1735 H IF THE CURSOR LEAVES THE LAST COLUMN OF THE FIELD, THE COLUMN

1736 i IS SET TO ZERO, AND THE ROW VALUE IS INCREMENTED. IF THE ROW

1737 i ROW VALUE LEAVES THE FIELD, THE CURSOR IS PLACED ON THE LAST ROW,

1738 H FIRST COLUMN, AND THE ENTIRE SCREEN IS SCROLLED UP ONE LINE.

1739 H WHEN THE SCREEN IS SCROLLED UP, THE ATTRIBUTE FOR FILLING THE

1740 : NEWLY BLANKED LINE IS READ FROM THE CURSOR POSITION ON THE PREVIOUS :
1741 1 LINE BEFORE THE SCROLL, IN CHARACTER MODE. IN GRAPHICS MODE,

1742 i THE 0 COLOR IS USED. 1
1743 i ENTRY -- 3
1744 i (AH) = CURRENT CRT MODE

1745 3 (AL} = CHARACTER TO BE WRITTEN

1746 3 NOTE THAT BACK SPACE, CARRIAGE RETURN, BELL AND LINE FEED ARE

1747 H HANDLED AS COMMANDS RATHER THAN AS DISPLAY GRAPHICS CHARACTERS

1748 : (BL) = FOREGROUND COLOR FOR CHAR WRITE IF CURRENTLY IN A GRAPHICS MODE
1749 B XIT -- '
1750 i ALL REGISTERS SAVED THROUGH VIDEO_EXIT (INCLUDING (AX))

1751 i

1752 ASSUME DS:DATA

1753 06FE WRITE_TTY PROC NEAR

1754 06FE 97 XCHG DI, AX 1 SAVE (AX) REGISTER IN (DI} FOR EXIT
1755 06FF B4 03 MoV AH, 03H i READ CURSOR POSITION

1756 0701 8A 3E 0062 R MOV BH, ®ACT 1 VE_PAGE i GET CURRENT PAGE SETTIN

1757 0705 CD 10 INT 10H i READ THE CURRENT CURSOR POSI

1758 0707 8B C7 MOV AX,DI 3 RECOVER CHARACTER FROM (DI} REGISTER
1759

1760 §----- DX NOW HAS THE CURRENT CURSOR POSITION

1761

1762 0709 3C 0D cMP AL,CR 1 1S 1T CARRIAGE RETURN OR CONTROL wn
1763 0708 T6 46 JBE us 1 GO TO CONTROL CHECKS IF IT IS m
1764

1765 WRITE THE CHAR TO THE SCREEN ()
1766 070D -
1767 070D B4 0A MOV AH, 0AH + WRITE CHARACTER ONLY COMMAND —
1768 OTOF B9 0001 MOV cX, ! i ONLY ONE CHARACTER o
1769 0712 CD 10 INT 10H i WRITE THE CHARACTER

1770 =
1771 POSITION THE CURSOR FOR NEXT CHAR

1712 o
1773 0714 FE C2 INC oL

1774 0716 3A 16 004A R cMP DL.BVTE PTR OCRT_COLS § TEST FOR COLUMN OVERFLOW

1775 0T1A 75 33 JINZ i SET_CURSOI

1776 071C B2 00 MOV DL, 4 COLUMN FOR CURSOR

1777 OTIE 80 FE 18 CMP DH,25-1 i+ CHECK FOR LAST ROW

1778 0721 75 2A INZ ue 1 SET_CURSOR_INC

1779

1780 gomme SCROLL REQUIRED

1781 0723 Ut

1782 0723 B4 02 MoV AH,02H

1783 0725 CD 10 INT 10H 1 SET THE CURSOR

1784

1785 §----- DETERMINE VALUE TO FILL WITH DURING SCROLL

1786
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1787 0727 A0 0049 R MoV AL, @CRT_MODE § GET THE CURRENT MODE

1788 072A 3C 04 CMP AL,4 ~

1789 072C 72 06 JC u2 i READ-CURSOR

1790 072E 3C 07 CMP AL, T

1791 0730 BT 00 MoV BH,0 3 FILL WITH BACKGROUND

1792 0732 75 06 INE u3 § SCROLL-UP

1793 0734 u2: i READ-CURSOR

1794 0734 B4 08 MoV AH, 08H i GET READ CURSOR COMMAND

1795 0736 CD 10 INT 10H i READ CHAR/ATTR AT CURRENT CURSOR
1796 0738 8A FC MoV BH, AH 3 STORE IN BH

1797 073A us: 1 SCROLL-UP

1798 073A B8 0601 MoV AX,060 (H 3 SCROLL ONE LINE

1799 073D 2B C9 sus cX,CX 1 UPPER LEFT CORNER

1800 OT3F B6 18 MOV DH,25-1 1 LOWER RIGHT ROW

1801 0741 BA 16 004A R MOV DL,BYTE PTR ©CRT_COLS ; LOWER RIGHT COLUMN

1802 0745 FE CA DEC oL

1803 0747 u4: 1 VIDEO-CALL-RETURN

1804 0747 CD 10 INT 10H 3 SCROLL UP THE SCREEN

1805 0749 us: 1 TTY-RETURN

1806 0749 97 XCHG AX,DI 1 RESTORE THE ENTRY CHARACTER FROM (DI
1807 074A E9 013D R JMP VIDEO_RETURN 3 RETURN TO CALLER

1808

1809 074D Vet 1 SET-CURSOR-INC

1810 074D FE Cé INC OH 3 NEXT ROW

1811 0T4F ut: 1 SET-CURSOR

1812 0T4F B4 02 MoV AH,02H

1813 0751 EB F4 JMP us 3 ESTABLISH THE NEW CURSOR
1814

1815 §---=- CHECK FOR CONTROL CHARACTERS

1816 0753 us:

1817 0753 74 13 JE us 3 WAS IT A CARRIAGE RETURN
1818 0755 3C OA CMP AL, LF 3 1S IT A LINE FEED

1819 0757 74 13 JE u1o 3 GO TO LINE FEED

1820 0759 3C 07 CMP AL,OTH 3 1S IT A BELL

1821 0758 74 16 JE uti 1 GO TO BELL

1822 075D 3C 08 CcMP AL,08H 3 IS IT A BACKSPACE

1823 OT5F 15 AC INE uo 3 IF NOT A CONTROL, DISPLAY IT
1824

|:25 PR BACK SPACE FOUND

1826

1827 0761 O0A D2 OR oL,0L 1 1S _IT ALREADY AT START OF LINE
1828 0763 T4 EA JE u? i SET_CURSOR

1829 0765 4A DEC DX 3 NO =- JUST MOVE IT BACK

1830 0766 EB ET JMP u? 1 SET_CURSOR

1831

1832 PREEEEE CARRIAGE RETURN FOUND

1833

1834 0768 us:

1835 0768 B2 00 MoV oL,0 1 MOVE TO FIRST COLUMN

1836 076A EB E3 IMP u? 1 SET_CURSOR

1837

1838 3 LINE FEED FOUND

1839

1840 076C uto:

1841 076C 80 FE 18 cMP DH,25-1 1 BOTTOM OF SCREEN

1842 076F 75 DC INE ue 3 YES, SCROLL THE SCREEN

1843 0771 EB BO JMP ut 3 NO, JUST SET THE CURSOR

1844

1845 BELL FOUND

1846

1847 0773 utts

1848 0773 B9 0533 MoV CX, 1331 1 DIVISOR FOR 896 HZ TONE

1849 0776 B3 IF MoV BL,31 1 SET COUNT FOR 31/64 SECOND FOR BEEP
1850 0778 E8 0000 E CALL BEEP i SOUND THE POD BELL

1851 077B EB CC JMP us 1 TTY_RETURN

1852 077D ENDP

1853 i --

1854 3 LIGHT PEN

1855 3 THIS ROUTINE TESTS THE LIGHT PEN SWITCH AND THE LIGHT

1856 3 PEN TRIGGER. IF BOTH ARE SET, THE LOCATION OF THE LIGHT

1857 i PEN IS DETERMINED. OTHERWISE, A RETURN WITH NO INFORMATION
1858 B 1S MADE. '
1859 3 ON EXIT: 1
1860 i (AH) = 0 IF NO LIGHT PEN INFORMATION IS AVAILABLE

1861 H BX,CX,DX ARE DESTROYED

1862 i (AH) = 1 IF LIGHT PEN IS AVAILABLE

1863 3 (DH,DL) = ROW,COLUMN OF CURRENT LIGHT PEN POSITION ]
1864 3 (CH) = RASTER POSITION i
1865 3 (BX) = BEST GUESS AT PIXEL HORIZONTAL POSITION

1866 3

1867 ASSUME  DS31DATA

1868 077D 03 03 05 05 03 03 Vi oB 3,3,5,5,3,3,3,4 1 SUBTRACT_TABLE

1869 03 04

|:1o PR WAIT FOR LIGHT PEN TO BE DEPRESSED

1871

1872 0785 READ_LPEN PROC NEAR

1873 0785 B4 00 MoV AH, 1 SET NO LIGHT PEN RETURN CODE
1874 0787 8B 16 0063 R MoV DX, @ADDR_6845 i GET BASE ADDRESS OF 6845
1875 0788 83 C2 06 ADD DX,6 3 POINT TO STATUS REGISTER
1876 078E EC IN AL,DX i GET STATUS REGISTER

1877 O78F A8 04 TEST AL, 004H 3 TEST LIGHT PEN SWITCH

1878 0791 74 03 Jz V6_A 1 GO_IF YES

1879 0793 E9 0816 R JMP Ve 3 NOT SET, RETURN

1880

1881 3-=--- NOW TEST FOR LIGHT PEN TRIGGER

1882

1883 0796 A8 02 V6_A:  TEST AL,2 3 TEST LIGHT PEN TRIGGER

1884 0798 75 03 - INZ VA 1 RETURN WITHOUT RESETTING TRIGGER
1885 079A ES 0820 R JMP v1

1886

1887 3----- TRIGGER HAS BEEN SET, READ THE VALUE IN

1888

1889 079D VTAL

1890 079D B4 10 MoV AH, 16 1 LIGHT PEN REGISTERS ON 6845
1891

1892 §----- INPUT REGISTERS POINTED TO BY AH, AND CONVERT TO ROW COLUMN IN (DX
1893

1894 OT9F 8B 16 0063 R MoV DX, @ADDR_6845 1 ADDRESS REGISTER FOR 6845
1895 0TA3 8A C4 MoV AL, AH 1 REGISTER TO READ

1896 0TAS EE ouT DX, AL 1 SET IT UP

1897 0TA6 90 NOP 1 1/0 DELAY

1898 OTAT 42 INC DX 1 DATA REGISTER

1899 07A8 EC IN AL,DX 1 GET THE VALUE

1900 07TAS 8A E8 MoV CH, AL 1 SAVE IN CX
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1901 07AB 4A DEC DX
1902 07AC FE C4 INC AH
1903 OTAE BA C4 MoV AL, AH 3
1904 07B0 EE ouT DX, AL
1905 07B1 42 INC DX
1906 07B2 90 NOP
1907 07B3 EC IN AL, DX
1908 07B4 8A E5 MOV AH,CH
1909
1910 AX HAS THE VALUE READ IN FROM THE
1911
1912 07B6 8A 1E 0049 R MOV BL , ®CRT_MODE
1913 07BA 2A suB BH,BH
1914 07BC 2E: BA 9F 077D R MoV BL,CS:v1[BX] 3
1915 07C1 2B C! suB AX,

1916 07C3 8B IE 004E R MoV BX,0CRT_START

1917 07C7 DI EB SHR

1918 07C9 2B C3 sue AX,BX

1919 07CB 79 02 JNS A

1920 07CD 2B CO suB AX, AX

1921

1922 [ anuind DETERMINE MODE OF OPERATION

1923

1924 07CF vas )
1925 07CF B1 03 MOV cL

1926 07D! 80 3E 0049 R 04 CMP .CRT _MODE , 4

1927 07D6 72 2 JB

1928 07D8 80 3E 0049 R 07 CMP .CRT MODE , 7

1929 07DD 74 23 JE

1930

1931 GRAPHICS MODE

1932

1933 07DF B2 28 MOV DL,40

1934 0TE!I Fé6 F2 DIV oL

1935 3
1936 ittt DETERMINE GRAPHIC ROW POSITION
1937

1938 07E3 B8A EB MOV CH,AL

1939 07E5 02 ED ADD CH,CH

1940 07E7 8A DC MoV BL,AH 3
1941 O0TE9 2A FF sus BH,BH 3
1942 O7TEB 80 3E 0049 R 06 CMP ©CRT_MODE, 6

1943 OTFO 75 04 JNE v3 3
1944 07F2 B! 04 MOV CL,4 i
1945 07F4 DO E4 SAL AH, 1

1946 0TF6 v3a: i
1947 07F6 D3 E3 SHL BX,CL 3
1948

1949 DETERMINE ALPHA CHAR POSITION
1950

1951 Q7F8 B8A D4 MOV DL, AH ]
1952 O0TFA B8A FO MOV DH, AL 1]
1953 07FC DO EE SHR DH, I

1954 07FE DO EE SHR DH, |

1955 0800 EB 12 JMP SHORT V5

1956

1957 ALPHA MODE ON LIGHT PEN

1958

1959 0802 Vag i
1960 0802 F6 36 004A R DIV BYTE PTR OCRT_COLS

1961 0806 BA FO MoV DH, AL 3
1962 0808 8A D4 MOV DL, AH

1963 080A D2 EO SAL AL,CL i
1964 080C 8A E8 MOV CH, AL 3
1965 080E 8A DC MOV BL,AH 3
1966 0810 32 FF XOR BH,BH )
1967 0812 D3 E3 SAL BX,CL

1968 0814 V5; H
1969 0814 B4 01 MOV AH, )

1970 0816 Véer i
1971 0816 52 PUSH DX H
1972 0817 8B 16 0063 R Mov DX, @ADDR_6845

1973 0818 83 Cc2 07 ADD .

1974 081E EE ouT DX, AL

1975 081F 5A POP DX

1976 0820 V1 i
1977 0820 5D POP B8P

1978 0821 5F POP DI

1979 0822 SE POP s1

1980 0823 1IF POP Ds

1981 0824 IF POP DS

1982 0825 1IF POP 233

1983 0826 IF POP DS

1984 0827 07 POP ES

1985 0828 CF IRET

1986 0829 READ_LPEN ENDP

1987 0829 CODE’ ENDS

1988

ADDRESS REGISTER
SECOND DATA REGISTER

POINT TO DATA REGISTER
1/0 DELA

GET SECOND DATA VALUE
AX HAS INPUT VALUE

6845

MODE VALUE TO BX
DETERMINE AMOUNT TO SUBTRACT
TAKE IT AWAY

CONVERT TO CORRECT PAGE ORIGIN
IF POSITIVE, DETERMINE MODE
<0 PLAYS AS 0

DETERMINE_MODE

SET *8 SHTFT COUNT

DETERMINE IF GRAPHICS OR ALPHA
ALPHA_PEN

ALPHA_PEN

DIVISOR FOR GRAPHICS
DETERMINE ROW(AL) AND COLUMN(AH)
AL RANGE 0-99, AH RANGE 0-39

SAVE ROW VALUE IN CH

*2 FOR EVEN/ODD FIELD

COLUMN VALUE TO BX

MULTIPLY BY 8 FOR MEDIUM RES
DETERMINE MEDIUM OR HIGH RES
NOT_HIGH_RES

SHIFT VALUE FOR HIGH RES

COLUMN VALUE TIMES 2 FOR HIGH RES
NOT_HIGH_RES

MULTIPLY ®16 FOR HIGH RES

COLUMN VALUE FOR RETURN
ROW VALUE
DIVIDE BY 4

FOR VALUE IN 0-24 RANGE
LIGHT_PEN_RETURN_SET

ALPHA_PEI
DETERMINE ROW,COLUMN VALUE
ROWS TO DH
COLS TO DL
MULTIPLY ROWS * 8
GET RASTER VALUE TO RETURN REGISTER
COLUMN VALUE
0 BX

LIGHT_PEN_RETURN_SET
INDICATE EVERY THING SET
LIGHT_PEN_RETURN

SAVE RETURN VALUE ({IN CASE)

3 GET BASE ADDRESS

POINT TO RESET PARM

ADDRESS, NOT DATA, IS IMPORTANT
RECOVER VALUE

RETURN_NO_RESET

DISCARD SAVED BX,CX,DX

w
m
(x]
1
[=)
=
(2]
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01/10/86 INTERRUPT 15H BIOS ROUTINES 01-10-86
! PAGE 118,121
g TITLE BIOS1 ---- 01/10/86 INTERRUPT 15H BI0S ROUTINES
.LIST

4 0000 CODE SEGMENT BYTE PUBLIC

5

¢ PUBLIC CASSETTE_IO_t

8 EXTRN  CONF_TBL :NEAR 3 SYSTEM/BIOS CONFIGURATION TABLE

9 EXTRN  DDS:NEAR t LOAD (DS) WITH DATA SEGMENT SELECTOR
10

1 §=-= INT 15 H -----

'g : INPUT - CASSETTE 1/0 FUNCTIONS 1
1 3 T
14 3 (AH) = 00H T
15 B (AH) = O1H 1
16 : (AH) = O02H '
17 3 AH) = '
18 B RETURNS FOR THESE FUNCTIONS ALWAYS (AH) = 86H, CY = 1)

é9 i IF CASSETTE PORT NOT PRESENT '
0 3 1
21 : INPUT - unussn FUNCT IONS i
22 3 (AH) = 04H THROUGH TFH '
23 H RETURNS FOR THESE FUNCTIONS ALWAYS (AH) = 86H, CY = 1)
24 : UNLESS INTERCEPTED BY SYSTEM HANDLERS)
§5 t NOTE: THE KEYBOARD INTERRUPT HANDLER INTERRUPTS WITH AHz4FH

6 H t
21 1 EXTENSIONS 1
28 i (AH) = 80H DEVICE OPEN (NULL)
29 i (BX) = DEVICE 1D
go 3 (CX) = PROCESS 1D

1 i H
32 1 (AH) = 81H DEVICE CLOSE (NULL) i
33 i (BX) = DEVICE ID i
34 i (CX) = PROCESS 1D t
35 H '
36 H (AH) = 82H PROGRAM TERMINATION (NULL)

37 3 (BX) = DEVICE ID
38 : '
39 i (AH) = 83H EVENT WAIT (NULL)
40 B '
41 3 (AH) = B4H  JOYSTICK SUPPORT
42 : (DX) = OOH - READ THE CURRENT SWITCH SETTINGS
43 i RETURNS AL = SWITCH SETTINGS (BITS 7-4) 1
44 § (DX) = O1H - READ THE RESISTIVE INPUTS
45 3 RETURNS AX = A(x) VALUE 1
46 i BX = Aly) VALUE t
41 3 CX = B(x) VALUE '
48 3 DX = Bly) VALUE '
49 H )
50 : (AH) = 88H EXTENDED MEMORY SI1ZE DETERMINE 1
s1 B '
52 i (AH) = 91H INTERRUPT COMPLETE FLAG SET
53 3 TYPE CODE 1
54 3 DDH -> TFH '
55 H SERIALLY REUSABLE DEVICES
56 3 OPERATING SYSTEM MUST SERIALIZE ACCESS
57 : 80H -> BFH 1
58 i REENTRANT DEVICES; ES:BX IS USED TO
59 3 DISTINGUISH DIFFERENT CALLS (MULTIPLE 1/0
60 H CALLS ARE ALLOWED SIMULTANEOUSLY)
61 H COH =-> FFH ]
62 3 WAIT ONLY CALLS -~ THERE IS
63 3 COMPLEMENTARY 'POST® FOR THESE wAlTs.
64 3 THESE ARE TIMEOUT ONLY. TIMES ARE
65 H FUNCTION NUMBER DEPENDENT.
66 3 '
67 3 TYPE DESCRIPTION TIMEOUT
68 H H
69 H 00H = DISK YES i
70 3 OIH = DISKETTE YES 3
71 i 02H = KEYBOARD NO
12 H 80H = NETWORK NO
73 3 1BX --> NCB t
74 B FDH = DISKETTE MOTOR START  YES
75 3 FEH = PRINTER YES
16 H :
77 i (AH) = COH  RETURN CONFIGURATION PARAMETERS POINTER
78 3 RETURNS i
79 3 (AH) = 0OH AND CY= 0 (IF PRESENT ELSE 86 AND CY= 1) 1
80 3 (ES:BX) = PARAMETER TABLE ADDRESS POINTER
81 H E )
82 3 '
83 § ow 8 LENGTH OF FOLLOWING TABLE
84 3 DB MODEL _BYTE SYSTEM MODEL BYTE
85 i DB TYPE_BYTE SYSTEM MODEL TYPE BYTE
86 i DB BIOS_LEVEL B10S REVISION LEVEL
81 3 o8 10000000 = DMA CHANNEL 3 USE BY BI0S
88 3 01000000 = CASCADED INTERRUPT LEVEL 2
89 3 00100000 = REAL TIME CLOCK AVAILABLE
90 § 00010000 = KEYBOARD SCAN CODE HOOK (AH 1t
91 3 0B 0 RESERVED
92 3 0B 0 RESERVED i
93 3 0B 0 RESERVED 1
94 i 0B 0 RESERVED
95 3 :
96 $
97
98 ASSUME  CS:CODE
99

100 0000 CASSETTE_IO_1  PROC FAR

101 0000 FB 371 i ENABLE INTERRUPTS
102 0001 80 FC 80 CMP AH, 080H 3 CHECK FOR RANGE
103 0004 73 06 JAE ci1_G 3 SKIP AND HANDLE, ELSE RETURN ERROR

104
105 0006 ci: i

106 0006 B4 86 MOV AH, 86H 3 SET BAD COMMAND

107 0008 F9 sTC i SET CARRY FLAG ON (CY=1)

108

109 0009 Ci_F: : COMMON EXIT

110 0009 CA 0002 RET 2 3 FAR RETURN EXIT FROM ROUTINES
(NN
112 000C C1_G: s CONTINUE CHECKING FOR FUNCTION
113 000C 80 FC CO cMP AH, 0COH t CHECK FOR CONFIGURATION PARAMETERS
114 000F 74 2E JE CONF_PARMS

nal Computer MACRO Assembler
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115 0011 80 EC 80 suB AH, 080H 3 BASE ON 0

116 0014 74 25 gz DEV_OPEN 3 DEVICE OPEN (8OH)
117 0016 FE CC DEC AH

118 0018 74 21 Sz DEV_CLOSE 3 DEVICE CLOSE (81H)
119 001A FE CC DEC

120 001C 74 1D Jz PROG_TERM 1 PROGRAM TERMINATION (82H)
12) 001E FE CC DEC AH T 1 IGNORE EVENT WAIT (83H)
122 0020 FE CC DEC AH

123 0022 74 27 Jz JOY_STICK 3 JOYSTICK BIOS (84H
124 0024 FE CC DEC AH

125 0026 74 13 JZ SYS_REQ 3 SYSTEM REQUEST KEY |!5H
126 0028 FE CC DEC AH 3 IGNORE WAIT (86H}
127 002A FE CC DEC AH t IGNORE BLOCK MOVE (8TH)
128 002C FE CC DEC AH

129 002E 74 18 Jz EXT_MEMORY 3 EXTENDED MEMORY SIZE (88H)
130

131 0030 80 EC 08 suB AH, 8 3 CHECK FOR FUNCTION {90H}
132 0033 74 06 JZ DEVICE_BUSY

w
]
°
°
@
&
-
m
o
o
=}
A
o

CHECK FOR FUNCTION (91H)
134 0037 74 05 Jyz INT_COMPLETE 31 GO TO INTERRUPT COMPLETE RETURN
ci

135 0039 EB CB JMP 3 EXIT IF NOT A VALID FUNCTION

136

137 0038 DEV_OPEN: 3 NULL HANDLERS

138 0038 DEV_CLOSE:

139 0038 PROG_TERM:

140 0038 SYS_REQ:

141 0038 DEVTCE_BUSY:

142 0038 F8 + TURN CARRY OFF

143 003C EB CB JMP ci_F 3 RETURN WITH (AH= 00) AND CY=0

144

145 003E CASSETTE_I1O_t  ENDP

146

147 $--- INTERRUPT COMPLETE ----=-==-=c=-=--c-cooooon

148 H '

149 ; THIS ROUTINE 1S A TEMPORARY HANDLER

150 3 FOR INTERRUPT COMPLETE t

151 3

152 3 INPUT - SEE PROLOGUE

153 f

154

155 003E INT_COMPLETE PROC NEAR

156 003E CF IRET 1 RETURN

157 003F INT_COMPLETE ENDP

158

159  003F CONF_PARMS PROC NEAR 3 FUNCTION (COH

160 003F OE PUSH cs 4 GET CODE SEGMENT

161 0040 07 POP S 3 PLACE IN SELECTOR POINTER

162 0041 BB 0000 E MoV BX,0FFSET CONF_TBL 3 GET OFFSET OF PARAMETER TABLE

163 0044 32 E4 XOR AH, AH i CLEAR AH AND SET CARRY OFF

164 0046 EB C! JMP c1_F 4 EX1T THROUGH COMMON RETURN

165 0048 CONF_PARMS ENDP

166

167 $=== INT 15 H == ( FUNCTION 88 H - [/O MEMORY SIZE DETERMINE ) ===-=-===n=cen-ac
168 3 EXT_MEMORY 1
169 H THIS ROUTINE RETURNS THE AMOUNT OF MEMORY IN THE SYSTEM THAT IS

170 H LOCATED STARTING AT THE 1024K ADDRESSING RANGE, AS DETERMINED BY

171 ; THE POST ROUTINES.

172 i INPUT 1
173 3 AH = 88H 1
174 H )
175 3 OUTPUT

176 i (AX) = 0

177 : '
178 H

179

180 0048 EXT_MEMORY PROC

181

182 0048 33 CO XOR AX, AX 3 SET EXTENDED MEMORY SIZE TO ZERO

183

184 004A CF IRET 1 RETURN TO USER

185

186 0048 EXT_MEMORY ENDP

%
m
o
=
o
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187

188 === JOY_STICK === = oo oo oo e e
189 i THIS ROUTINE WILL READ THE JOYSTICK PORT

190 : '
191 ; INPUT

192 3 (DX) =0 READ THE CURRENT SWITCHES

193 ' RETURNS {AL}= SWITCH SETTINGS IN BITS 7-4

194 H H
195 3 (DX)=1 READ THE RESISTIVE INPUTS

196 : RETURNS (AX)=A(x) VALUE

197 H (BX) =A(y)

198 1 (CX) =B (x)

199 ; {DX}=B{y) VALUE 1 Ve
200 : '
201 H ‘CY FLAG ON IF NO ADAPTER CARD OR INVALID CALL

202 § e e e e
203

204 0048 JOY_STICK PROC NEAR

205 0048 FB STI 3 INTERRUPTS BACK ON

206 004C 8B C2 MOV AX,DX i GET SUB FUNCTION CODE
207 004E BA 0201 MoV DX,201H i ADDRESS OF PORT

208 0051 OA CO OR AL AL

209 0053 74 09 Jz Joy_2 1 READ SWITCHES

210 0055 FE C8 DEC AL~

201 0057 74 0A Jz Jov_3 3 READ RESISTIVE INPUTS
212 0059 EB AB JMP c1 i GO TO ERROR RETURN

213 0058 JoY_1:

214 0058 FB STI

215 005C EB AB JMP ci_F } GO TO COMMON RETURN

216

217 005E Jov_a:

218 005E EC IN AL,DX

219 005F 24 FO AND AL, OFOH 1 STRIP UNWANTED BITS OFF
220 0061 EB F8 JMP Joy_t 3 FINISHED

221

222 0063 Jov_3:

223 0063 B3 01 MOV BL,

224 0065 EB 0081 R CALL TEST_CORD

225 0068 51 PUSH cx 1 SAVE A(X) VALUE

226 0069 B3 02 MOV BL,2

227 006B E8 0081 R CALL TEST_CORD

228 006E 51 PUSH cx 3 SAVE A(Y) VALUE

229 006F B3 04 MOV BL,4

230 0071 E8 0081 R CALL TEST_CORD

231 0074 51 PUSH cx 3 SAVE B(X) VALUE

232 0075 B3 08 MOV BL,8

233 0077 EB 0081 R CALL TEST_CORD

234 007A 8B DI MOV DX, CX 3 SAVE B(Y) VALUE

235 007C 59 POP cx 3 GET B(X) VALUE

236 007D 5B POP BX + GET A(Y) VALUE

237 007E 58 POP AX 3 GET A(X) VALUE

238 007F EB DA JNP JOY_1 3 FINISHED - RETURN

239

240 o081 TEST_CORD PROC NEAR

241 0081 52 PU DX 3 SAVE

242 0082 FA cLl i BLOCK INTERRUPTS WHILE READING
243 0083 BO 00 MOV AL,O 3 SET UP TO LATCH TIMER 0
244 0085 E6 43 ouTt TIMER+3,AL 7 N\
245 0087 EB 00 JMP $+2 4
246 0089 E4 40 IN AL, TIMER 3 READ LOW BYTE OF TIMER 0
247 0088 EB 00 JMP $.2

248 008D 8A EO MOV AH, AL

249 008F E4 40 IN AL, TIMER 3 READ HIGH BYTE OF TIMER 0
250 0091 86 EO XCHG H, AL 3 REARRANGE TO HIGH,LOW
251 0093 50 PUSH AX

252 0094 BS 04FF MOV CX,4FFH 1 SET COUNT

253 0097 EE out DX, AL 3 FIRE TIMER

254 0098 EB 00 JMP $+2

255 009A TEST_CORD_1:

256 009A EC IN AL,DX 3 READ VALUES

257 0098 84 C3 TEST - 3 HAS PULSE ENDED?

258 009D EO FB LOOPNZ TEST_CORD_t

259 009F 83 F9 00 CMP €X,0

260 00A2 59 POP cx 3 ORIGINAL COUNT

261 00A3 715 04 JINZ SHORT TEST_CORD_2

262 00A5 2B C9 suB €x,Cx 3 SET 0 COUNT FOR RETURN
263 0O0AT EB 20 JMP SHORT TEST_CORD_3 t EXIT WITH COUNT = 0

264  00A9 TEST_CORD_2:

265 00A9 BO 00 MOV AL,0 3 SET UP TO LATCH TIMER 0
266 00AB E6 43 out TIMER+3,AL

267 00AD EB 00 JMP $+2

268 O0AF E4 40 IN AL, TIMER ; READ LOW BYTE OF TIMER 0
269 00B1 BA EO MOV AH, AL

270 00B3 EB 00 JMP $+2

271 00B5 E4 40 N AL, TIMER i READ HIGH BYTE OF TIMER 0
272 0087 86 EO XCHG AH, AL i REARRANGE TO HIGH,LOW
213

274 00B9 3B C8 cMP CX, AX 3 CHECK FOR COUNTER WRAP
275 00BB 13 0B JAE TEST_CORD_4 1 GO IF NO

276 00BD 52 PUSH DX

277 O0O0BE BA FFFF MOV DX, -

278

219 o0oc! 28 DO suB DX, AX t ADJUST FOR WRAP

280 00C3 03 CA ADD ©X,DX

281 00C5 5A POP DX

282 00C6 EB 02 JMP SHORT TEST_CORD_S

283

284 ooce TEST_CORD_4:

285 00C8 2B C8 CX,AX

286 00CA TEST_CORD_5:

287 00CA 81 Ei IFFO AND CX, (FFOH 3+ ADJUST

288 0OCE DI E9 SHR X,

289 0000 DI E9 SHR cX, 1 / N
290 0002 DI E9 SHR cX,

291 00D4 DI E9 SHR cX,

292

293 0006 TEST_CORD_3: -
294 0006 FB sTI 1 INTERRUPTS BACK ON

295 00D7 BA 0201 MOV DX,201H 3 FLUSH OTHER INPUTS

296 00DA 5! PUSH cx

297 0008 50 PUSH AX

298 00DC B9 O4FF MOV CX,4FFH 3 COUNT

299  00DF TEST_CORD_é61

300 00DF EC N AL,DX
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301 OOEQ0 A8 OF TEST AL, OFH

302 O0OE2 EO FB LOOPNZ TEST_CORD_é

303

304 O0OE4 58 POP AX

305 OOES 59 POP [=4

306 O00E6 5A POP DX 3 SET COUNT
307

308 O00E7 C3 RET 3 RETURN
309

310 O00EB TEST_CORD ENDP

311 O0OES8 JOY_STICK ENDP

32

313 O00E8 CODE ENDS

314 END

v
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POST ----- 01/10/86 SYSTEM POST AND BIOS PROCEDURES 01-10-86

1 PAGE 118,121

2 TITLE POST -=---- 01/10/86 SYSTEM POST AND BI10S PROCEDURES

3

4 PUBLIC Al

5 PUBLIC BEEP

6 PUBLIC CONF_TBL

7 PUBLIC CRT_CHAR_GEN

8 PUBLIC DDS

9 PUBLIC DISK_BASE

10 PUBLIC M5

1 PUBLIC M6

12 PUBLIC M7

13 PUBLIC MD_TBLI

14 PUBLIC MD_TBL2

15 PUBLIC MD_TBL3

16 PUBLIC MD_TBL4

17 PUBLIC MD_TBL5

18 PUBLIC MD_TBL6

19 PUBLIC P 0 R

20 PUBLIC RESET

21 PUBLIC VIDEO_PARMS

22 PUBLIC WAITF

23

24 EXTRN  CASSETTE_ |o 1 tNEAR

25 EXTRN  DISKETTE_10_f:NEAR

26 EXTRN  DISK_INT_ |xNEAR

21 EXTRN  DSKETTE_SETUP:NEAR

28 EXTRN  KB_INT_T:NEAR

29 EXTRN  KEYBOARD_10_1 :NEAR

30 EXTRN  NEC_OUTPUT:NEAR

31 EXTRN  PRINTER_I0_1 :NEAR

32 EXTRN  RESULTSTINEAR

33 EXTRN  RS232_10_1:NEAR

34 EXTRN  SEEK:NEAR

35 EXTRN  VIDEO_10_1 :NEAR

36

37 EXTRN  SET_MODE :NEAR

38 EXTRN  SET_CTYPE:NEAR

39 EXTRN  SET_CPOS:NEAR

40 EXTRN  READ_CURSOR:NEAR

41 EXTRN  READ_LPEN:NEAR

42 EXTRN  ACT_DISP_PAGE :NEAR

43 EXTRN  SCROLL_UP:NEAR

P EXTRN  SCROLL_DOWN:NEAR

45 EXTRN  READ_AC_CURRENT :NEAR

46 EXTRN  WRITE_AC_CURRENT :NEAR

41 EXTRN  WRITE_C_CURRENT:NEAR

48 EXTRN  SET_COLOR:NEAR

49 EXTRN  WRITE_DOT:NEAR

50 EXTRN  READ_DOT:NEAR

51 EXTRN  WRITE_TTY:NEAR

52 EXTRN  VIDEO_STATE:NEAR

53

Y L e s T

55 THE_ BI0S ROUTINES ARE MEANT TO BE ACCESSED THROUGH

56 SOFTWARE INTERRUPTS ONLY, ANY ADDRESSES PRESENT IN

51 THE LISTINGS ARE INCLUDED ONLY FOR COMPLETENESS, 1
58 NOT FOR REFERENCE.  APPLICATIONS WHICH REFERENCE 1
59 ABSOLUTE  ADDRESSES 'WITHIN THE CODE SEGMENT 1
60 VIOLATE THE STRUCTURE AND DESIGN OF BIOS. 1
61

62

63

64 3

65 0000 CODE SEGMENT BYTE PUBLIC

66

61 0000 IFFF [ oB OIFFFH DUP (0CCH) 3 FILL UNUSED LOCATIONS WITH INTERRUPT 3
68 cc

69 1

70 /

T4 3 ORG 0E000H |

72 0000 ORG 0

73 0000 36 32 58 30 38 35 o8 '62X0851 COPR. IBM 1986° 3 COPYRIGHT NOTICE
14 31 20 43 4F 50 52

15 2E 20 49 42 4D 20

16 31 39 38 36

17 gommmmmme-

18 3 INITIAL RELIABILITY TESTS -- PHASE 1 1

19 §m----  ERRCECE LR L RIS

80

81 ASSUME CS:CODE, SS1CODE,ES1ABS0,DS1DATA

82

83 0016 00D5 R ci ow cii 3 RETURN ADDRESS

84 0018 0181 R c2 ow cas 3 RETURN ADDRESS FOR DUMMY STACK
85 001A 20 4B 42 20 4F 4B F3B o8 ' KB OK*,CR 3 KB FOR MEMORY SIZE

86 0D

81 Rt e et ettt
88 3 LOAD A BLOCK OF TEST CODE THROUGH THE KEYBOARD PORT

89 1 FOR MANUFACTUING TEST.

90 3 THIS ROUTINE WILL LOAD A TEST (MAX LENGTH=FAFFH) THROUGH '
91 H THE KEYBOARD PORT. CODE WILL BE LOADED AT LOCATION

92 H 0000:0500. AFTER LOADING, CONTROL WILL BE TRANSFERED

93 3 TO LOCATION 0000:0500. STACK WILL BE LOCATED JUST sELou 1
94 i THE TEST CODE. THIS ROUTINE ASSUMES THAT THE FRIST

95 3 BYTES TRANSFERED CONTAIN THE COUNT OF BYTES TO BE LOADED
96 H (BYTE 1=COUNT LOW, BYTE 2=COUNT HI.)

97 i-

98

99 - FIRST, GET THE COUNT

100

101 0021 MFG_BOOT:

102 0021 E8 I9F0 R CALL SP. TEST 3 GET COUNT LOW

103 0024 8A MOV BH, Bl 3 SAVE IT

104 0026 E8 19F0 R CALL SF TEst 3 GET COUNT HI

105 0029 8A EB MoV HBL

106 002B BA CF MoV CL.BH 3 CX_NOW HAS COUNT

107 002D FC cLD 3 SET DIR. FLAG TO INCRIMENT
108 002E FA cLi

109 002F BF 0500 MoV D1,0500H 3 SET TARGET OFFSET (DS=0000
110 0032 BO FD Mov AL, OFDH 3 UNMASK K/B INTERRUPT
111 0034 E6 21 out INTAO !, AL

112 0036 BO OA MOV AL, 0AH 1 SEND READ INT. REQUEST REG. CMD
113 0038 E6 20 out INTAO0O, AL

114 003A BA 0061 MOV DX,PORT_B 3 SET UP PORT B ADDRESS
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IBM Personal Computer MACRO Assembler Version 2.0 1-2
————— 01110756 SYSTEM POST AND BIOS PROCEDURES. 01-10-86
0030 BB 4CCC MoV BX, 4CCCH 3} CONTROL BITS FOR PORT B
0040 B4 02 Mov AH,02H + K/B REQUEST PENDING MASK
0042 TST:
0042 8A C3 Mov AL ,BL
0044 EE out DX, AL + TOGGLE K/B CLOCK
0045 8A CT MOV AL,BH
0047 EE out DX, AL
0048 4A DEC DX t POINT DX AT ADDR. 60 (KB DATA
0049 TSTI:
0049 E4 20 IN AL, INTAOO i GET IRR REG
0048 22 C4 AND AL, AH t KB REQUEST PENDING?
004D T4 FA Jz TSTI $ LOOP TILL DATA PRESENT
004F EC IN AL,DX 3 GET DATA
0050 AA sTose § STORE IT
0051 42 INC DX + POINT DX BACK AT PORT B (6}
0052 E2 EE LOOP  TST § LOOP TILL ALL BYTES READ
0054 EA 0500 ---- R IMP OMFG_TEST_RTN ¢ FAR JUMP TO CODE THAT WAS JUST
+ LOADED
3 8088 PROCESSOR TEST
: DESCRIPTION
H VERIFY 8088 FLAGS, REGISTERS f
H AND CONDITIONAL JUMPS
FRRSRShfihctuthiutl buthotonfibetutt NN
ASSUME  CS: CODE DS INOTHING, ESINOTHING, SSINOTHING
s ORG 0E05
0058 ORG 25058m
0058 RESET:
0058 FA START:  cCLI 3 DISABLE INTERRUPTS
005C B4 D5 MOV AH,0DSH 1 SET SF, CF, ZF, AND AF FLAGS ON
005E 9E SAHF
005F 73 4A UNC  ERROI 3} GO TO ERROR ROUTINE |F CF NOT SET
0061 75 48 ONZ  ERROI 1 GO TO ERROR ROUTINE IF ZF NOT SET
0063 1B 46 JUNP ERROI t GO TO ERROR ROUTINE IF PF NOT SET
0065 79 44 NS ERRO1 1 GO TO ERROR ROUTINE IF SF NOT SET
0067 9F LAHF i LOAD FLAG IMAGE TO AH
0068 B1 05 MOV CL,5 + LOAD COUNT REG WITH SHIFT COUNT
006A D2 EC SHR  AH,CL t SHIFT AF_INTO CARRY BIT POSITION
006C T3 3D UNC  ERROI t GO_TO ERROR ROUTINE IF AF NOT SET
006E BO 40 MOV AL,40H t SET THE OF FLAG ON
0070 DO EO SHL AL, ! 1 SETUP FOR TESTING
0072 71 37 JNO  ERRO1 1 GO TO ERROR ROUTINE IF OF NOT SET
0074 32 E4 XOR  AH,AH 1 SET AH =
0076 9E SAHF t CLEAR SF, CF ZF, AND PF
0077 76 32 JBE  ERROI GO TO ERROR ROUTINE IF CF ON
i GO TO ERROR ROUTINE IF ZF ON
0079 78 30 Js ERRO1 + GO TO ERROR ROUTINE IF SF ON
0078 TA 2E JP ERRO1 4 GO TO ERROR ROUTINE IF PF ON
007D 9F LAWF § LOAD FLAG IMAGE TO AH
007E D2 EC SHR  AH,CL $ SHIFT *AF* INTO CARRY BIT POSITION
0080 72 29 Jc ERRO1 § GO _TO ERROR ROUTINE IF ON
0082 DO E4 SHL  AH, ¢ } CHECK THAT 'OF* IS CLEAR
0084 70 25 J ERRO 1 GO TO ERROR ROUTINE IF ON
3----- READ/WRITE THE 8088 GENERAL AND SEGMENTATION REGISTERS
H WITH ALL ONE'S AND ZEROES'S.
0086 B8 FFFF MoV AX, OFFFFH 1 SETUP ONE'S PATTERN IN AX
0089 F9 STC
008A 8E D8 ca: MoV DS, AX t WRITE PATTERN TO ALL REGS
008C &C 0B MoV BX,DS
008E 8E C3 MoV ES,BX
0090 8C Ci MoV CX,ES
0092 BE DI MoV SS,CX
0094 8C D2 MoV DX, SS
0096 88 E2 MOV SP,DX
0098 88 EC MOV BP,SP
009A 88 F5 MOV s1,8P
009C 88 FE MoV DI,SI
009E 73 07 JNC co 1 TSTIA
00A0 33 C7 XOR AX,D1 t PATTERN MAKE IT THRU ALL REGS
00A2 75 07 INZ ERRO1 t NO - GO TO ERR ROUTINE
00A4 F8
00A5 EB E3 cs
00AT 3 TSTIA
90AT 08 CT AX,D1 3} ZERO PATTERN MAKE [T THRU?
00A9 T4 Of cio 1 YES - GO TO NEXT TEST
50048 F4 3 HALT SYSTEM
; ROS CHECKSUM TEST 1 '
: DESCRIPTION '
H A CHECKSUM IS DONE FOR THE 8K
: ROS MODULE CONTAINING POD AND @
1 BIOS. :
H
00AC cio:
1 ZERO IN AL ALREADY
00AC E6 A0 out OAOH, AL 3 DISABLE NM! INTERRUPTS
00AE E6 83 out 83H, AL 3 INITIALZE DMA PAGE REG
0080 BA 0308 MOV DX, 3D8H
0083 EE out DX, AL 1 DISABLE COLOR VIDEO (7]
0084 FE CO INC AL ™m
0086 B2 B8 MoV DL, 0B8H o
0088 EE out DX, AL s DISABLE B/W VIDEO,EN HIGH RES
0089 B0 89 MOV AL, 85H 3 SET 8255 FOR B,A=OUT, CsIN =
00BB E6 63 ouT CMD_PORT, AL oy
008D BO A5 MOV AL,T0100101B [=
§ ENABLE PARITY CHECKERS AND 2
00BF E6 &1 out PORT_B, AL 3 PULL KB CLOCK LOW, TRI-STATE
3 KEYBOARD INPUTS,ENABLE HIGH <
3} BANK OF SWITCHES->PORT C(0-3)
00CI BO 01 MOV AL,01H PPN PN
00C3 E6 60 out PORT_A, AL § <><><>CHECKPOINT |<><><>
00C5 8C C8 MOV AX,CS t SETUP SS SEG REG
00CT 8E DO MoV SS,AX
00C9 8E D8 MoV DS, AX 1 SET UP DATA SEG TO POINT TO
+ ROM ADDRESS
ooce FC o + SET DIRECTION FLAG TO INC.
ASSUME ~ SS:CODE
oocc BB 0000 MOV BX,00000H 1 SETUP STARTING ROS ADDR
00CF BC 0016 R MoV SP,OFFSET CI 1 SETUP RETURN ADDRESS covol
00D2 ES 18BF R JMP ROS_CHECK SUM i
0005 75 D4 R-IET] JNE ERRD1 4 HALT SYSTEM IF ERROR

POST (01/10/86) 5-85



SET INITIAL TIMER CNT TO 0
YES - SEE IF ALL BITS GO OFF

TIMER T FAILURE HALT SYS

WRITE PATTERN FF TO ALL REGS

SETUP 1/0 PORT ADDR OF REG

WRITE PATTERN TO REG, LSB

SATISIFY 8237 1/0 TIMINGS
G

E
AL TO ANOTHER PAT BEFORE RD
READ 16-BJT DMA CH REG, LS8
T REG

SET1/0 PORT TO NEXT CH REG

WRITE PATTERN TO NEXT REG
IF CARRY NOT SET HALT SYSTEM

SET UP ABSO INTO DS AND ES

SET CNT OF 64K FOR REFRESH

SET _DMA MODE,CH 0,RD.,AUDTINT

HALT SYS.(HOT TIMER 1 OUTPUT)

lau Peraonal Computer MACRO Assembler Version 2.00 1-3
POST ----- 01/10/86 SYSTEM POST AND BIOS PROCEDURES 01-10-86
228 PAGE
229 s
230 3 8237 DMA INITIALIZATION CHANNEL REGISTER TEST
231 i DESCRIPTION
232 : DISABLE THE 8237 DMA CONTROLLER. VERIFY THAT
233 ; TIMER | FUNCTIONS OK. WRITE/READ THE CURRENT
234 i ADDRESS AND WORD COUNT REGISTERS FOR ALL
235 3 CHANNELS. INITIALIZE AND START DMA FOR MEMORY
236 3 REFRESH.
237 H
238
233 gm---- DISABLE DMA CONTROLLER
24
241 00D7 80 02 MOV AL, 02H | COOCCOOOOBOO
242 0009 E6 60 ouTt PORT_A, AL i <><><>CHECKPOINT 2<><><>
243 0008 BO 04 MOV AL,0% 3 DISABLE DMA CONTROLLER
244 000D E6 08 out DMA08 , AL
245
246 FRESERS VERIFY THAT TIMER 1 FUNCTIONS OK
247
248 0ODF 80 54 MoV L, 54H 3 SEL TIMER (,LSB,MODE 2
249 00E! E6 43 ouTt TIMER+3,AL
250 00E3 8A CI MoV AL,CL i
251 O0O0E5 E6 41 out TIMER+ 1 AL
252 00E7 cia: 1 TIMER! _BITS_ON
253 00E7 BO 40 MOV 440 3 LATCH TIMER™ | COUNT
254 00E9 E6 43 ouTt TIMER+3,AL
255 00EB 80 FB FF CMP BL,0FFH 3
256 OOEE 74 07 JE 13 i TIMERI_BITS_OFF
257 OOFO0 E4 41 IN AL, TIMER+1 1 READ TTMER T COUNT
258 0OF2 O0A D8 OR BL, AL 3 ALL BITS ON IN TIMER
259 0OF4 E2 Fi LooP ci2 i TIMER(_BITS_ON
260 OOF& F4 HLT
261 00F7 ci3: i TIMER!_BITS_OF|
262 0OF7 8A C3 MOV AL,BL 3 SET TIMER 1 CNT
263 00F9 2B C9 suB €X,CX
264 OOFB E6 41 out TIMER+1,AL
265 0OFD Cta: s TIMER_LOOP
266 O0OFD BO 40 MOV AL, 40H i LATCH TIMER | COUNT
267 OOFF E6 43 ouTt TIMER+3,AL
268 0101 90 NOP i+ DELAY FOR TIMER
269 0102 90 NOP
270 0103 E4 41 IN AL, TIMER+1 i READ TIMER 1 COUNT
271 0105 22 D8 AND BL,
272 0107 74 03 Jz cis i WRAP_DMA_REG
273 0109 E2 F2 LOOP ci4 3 TIMER_LOOP
274 010B F4 HLT § HALT SYSTEM
218
276 IRt INITIALIZE TIMER | TO REFRESH MEMORY
217
278 010C 80 03 ci5: MOV AL,03H § OB OO
279 010E E6 60 out PORT_A, AL § <><><>CHECKPOINT 3<><><>
280 i WRAP_DMA_REG
281 0110 E6 0D out DMA+0DH, AL i SEND MASTER CLEAR TO DMA
282
283 FREEEE WRAP DMA CHANNELS ADDRESS AND COUNT REGISTERS
284
285 0112 BO FF MOV AL, OFFH 3
286 0114 8A D8 cle: MOV BL,AL i SAVE PATTERN FOR COMPARE
287 0116 BA F8 MoV BH, AL
288 0118 B9 0008 MOV cX,8 3+ SETUP LOOP CNT
289 011B BA 0000 MOV DX ,DMA
290 O11E EE ci7s out DX, AL i
291 011F 50 PUSH AX
292 0120 EE out DX, AL i MSB OF 16 BIT
293 0121 BO 01 MOV AL, OTH
294 0123 EC IN AL,DX
295 0124 8A EO MOV AH, AL i SAVE LSB OF I6-BI
296 0126 EC IN AL ,DX 3 READ MSB OF DMA CH REG
297 0127 38 D8 cMP BX,AX 3 PATTERN READ AS WRITTEN?
298 0129 74 01 JE cis i YES - CHECK NEXT REG
295 0128 CHTA:
300 0128 F4 LT $ NO - HALT THE SYSTEM
301 o0t12C cie: 3 NXT_DMA_CH
302 012C 42 INC DX
303 0120 F9 STC
304 012E E2 EE LooP ci17
305 0130 73 F9 INC CITA
306 0132 FE CO INC AL 3 SET_PATTERN TO 0
307 0134 74 DE Jz cle i WRITE TO CHANNEL REGS
308
309 3m--=- INITIALIZE AND START DMA FOR MEMORY REFRESH.
310
311 0136 8E DB MOV DS ax
312 0138 8E C3 MOV
313 ASSUME DS:ABSO ES:ABSO
314 013A BO FF MOV AL, OFFH 3
316 013C E6 01 out DMA+1 AL
316 013E 50 PUSH AX
31T 013F E6 01 ouT DMA+1, AL
318 0141 BO 58 MoV AL,058H ]
319 0143 E6 0B ouTt DMA+0BH, AL i WRITE DMA MODE REG
320 0145 BO 00 MOV AL,0 i ENABLE DMA CONTROLLER
321 0147 8A E8 MOV . i SET COUNT HIGH=00
322 0149 E6 08 out DMA+8, AL 3 SETUP DMA COMMAND REG
323 0148 50 PUSH AX
324 014C E6 OA ouTt DMA+10, AL 3 ENABLE DMA CH 0
325 014E BO 12 MOV AL, 18 i START TIMER
326 0150 E6 41 ouT TIMER+( AL
327 0152 BO 41 MOV AL, 41H 3 SET MODE FOR CHANNEL
328 0154 E6 08 out DMA+0BH, AL
329 0156 50 PUSH AX
330 0157 E4 08 IN AL ,DMA+08 i GET_DMA STATUS
331 0159 24 10 AND AL,000100008 i IS_TIMER REQUEST THERE?
332 0158 74 Ot Jz 18C 3 (IT_SHOULD'T BE)
333 015D F4 HLT B
334 O015E BO 42 c18C: MOV AL, 42H 3 SET MODE FOR CHANNEL 2
335 0160 E6 08 out DMA+0BH, AL
336 0162 BO 43 MOV AL, 3 SET MODE FOR CHANNEL 3
337 0le4 E6 0B ouT DMA+0BH, AL
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POST ----- 01/10/86 SYSTEM POST AND BIOS PROCEDURES 0t-10-86

338 PAGE

339 -

340 BASE 64K READ/WRITE STORAGE TEST

341 DESCRIPTION 1

342 WRITE/READ/VERIFY DATA PATTERNS '

343 AA,55,FF,01, AND 00 TO IST 64K OF

344 STORAGE. VERIFY STORAGE ADDRESSABILITY.

345

346

347 0166 AD LODSW i ALLOW RAM CHARGE TIME.

348 0167 AD LODSW

349 0168 AD LODSW

350 0169 AD LODSW

351

352 §----- DETERMINE MEMORY SIZE AND FILL MEMORY WITH DATA

353

354 016A 8B IE 0472 R MoV BX,DATA_WORD[O®RESET_FLAG-! DATA40] 3 SAVE 'RESET_FLAG®' IN BX
355 O016E 8B 2E 0496 R MOV BP,DATA_WORD[@KB_FLAG_3-DATA40] i SAVE KEYBOARD TYPE

356 0172 B9 8000 MOV CX, 08000H 1 SET FOR 32K WORDS

357 0175 81 FB 1234 CMP BX, 1234H } WARM START?

358 0179 74 16 JE CLR_STG

359 0178 BC 0018 R MOV SP,OFFSET €2

360 OI7E E9 OCCF R JMP STGTST_CNT

361 0181 74 2 c24: JE HOW_BIG 1 STORAGE OK, DETERMINE SIZE

362 0183 8A D8 MOV BL,AL 3 SAVE FAILING BIT PATTERN

363 0185 BO 04 Mov AL, 04H I <> <> > <>

364 0187 E6 60 C24A:  OUT PORT_A, AL 3 <><><>CHECKPOINT 4<><><>

365 0189 2B C9 sus cX,CX i BASE RAM FAILURE - HANG

366 0188 E2 FE c24B:  LOOP ca48 3 FLIPPING BETWEEN 04 AND

367 018D 86 D6 XCHG BL,AL 1 FAILING BIT PATTERN

368 018F EB Fé 4A

369 0191 CLR_STG:

370 0191 28 CO AX, AX I MAKE AX=0000

371 0193 F3/ AB REP STOSW 3 STORE 32K WORDS OF 0000

3712 0195 HOW_BIG:

373 0195 89 IE 0472 R - MOV DATA_WORD[®RESET_FLAG- nATA4o] BX 3 RESTORE RESET FLAG
374 0199 83 FD 10 CMP BP, KBX IS THE KBX BIT THE ONLY ONE 0N7
375 019C 74 02 JE c24c ; IF NOT THEN THIS MUST BE A P.

376 019E 2B ED sus BP,BP 3 IF P.O.R. THEN INITIALIZE THIS TO ZERO
377 01AQ ca4c:

378 01A0 89 2E 0496 R MoV DATA_WORD[®KB_FLAG_3-DATA40],BP ; RESTORE RESET FLAG

379 01A4 2B ED suB eP,BF 3 BP 1S USED LATER AS AN ERROR INDICATOR
380 01A6 BA 0400 MoV DX, 0400H 1 SET POINTER TO JUST>|6KB

381 01A9 BB 0010 MOV BX, 16 1 BASIC COUNT OF 16K

382 01AC FILL_LOOP:

383 01AC 8E C2 Mov ES,DX 3 SET SEG. REG.

384 O1AE 2B FF suB 01,0l

385 01B0 BB AA55 MOV AX, oAA55H 3 TEST PATTERN

386 0183 8B C8 MOV cX i SAVE PATTERN

387 01B5 26: 89 05 MoV ESxIDI] AX 1 SEND PATTERN TO MEM.

388 01B8 BO OF MOV i PUT SOMETHING IN AL

389 01BA 26: 8B 05 MoV AX ESxIDI] 3 GET PATTERN

390 01BD 33 Ci XOR i COMPARE PATTERNS

391 O0IBF 75 11 INZ HO' BIG END i GO END IF NO COMPARE

392 01CI B9 2000 MoV cX,2000R i SET COUNT FOR 8K WORDS

393 01C4 F3/ AB REP STOSW i FILL BK WORDS

394 0(C6 81 C2 0400 ADD DX, 400H 3 POINT TO NEXT 16KB BLOCK

395 0ICA 83 C3 10 ADD BX,16 i BUMP COUNT BY 16KB

396 01CD 80 FE A0 CMP DH, 0AOH 3 TOP OF RAM AREA YET? (A0000

397 0100 75 DA INZ FILL_LOOP

398 01D2 HOW_BIG_END: -

399 01D2 89 1E 0413 R MOV DATA_WORD[ ®MEMORY_S | ZE-DATA40] ,BX 3 SAVE MEMORY SIZE
400

401 jom-- SETUP STACK SEG AND SP

402

403 01D6 BS 0030 MoV AX,STACK_SS 3 GET STACK VALUE

404 01D9 BE DO MOV S5, AX 3 SET THE STACK UP

405 01DB BC 0100 MoV SP,TOS 3 STACK IS READY TO GO

406 P

407 i INITIALIZE THE 8259 INTERRUPT CONTROLLER CHIP

408

409 O1DE BO 13 cas: MoV AL, 13H 3 ICW1 - EDGE, SNGL, ICW4

410 O01E0 E6 20 out INTAOO, AL

411 01E2 BO 08 MOV AL, 1 SETUP ICW2 - INT TYPE 8 (8-F)
412 0IE4 E6 21 ouT INTAO1, AL

413 01E6 BO 09 MOV . 1 SETUP ICW4 - BUFFRD,8086 MODE
414 O0I1E8 E6 21 ouT INTAQ1, AL

415 O0IEA BO FF MOV AL, OFFH 3 MASK ALL INTS. OFI

416 0IEC E6 21 out INTAO !, AL i (VIDEO ROUTINE ENABLES INTS.

417

418 gmo--- SET UP THE INTERRUPT VECTORS TO TEMP INTERRUPT

419

420 OI1EE IE PUSH DS

421 OIEF B9 0020 MOV cx,32 3 FILL ALL 32 INTERRUPTS

422 01F2 2B FF suB DI,DI i+ FIRST INTERRUPT LOCATION

423 01F4 BE C7 MOV ES,DI 3 SET ES=0000 ALSO

424 01F6 BB 1F23 R D3: MOV AX,OFFSET D11 1 MOVE ADDR OF INTR PROC TO TBL
425 O1F9 AB STOSW

426 O1FA BC CB MOV AX,CS 1 GET ADDR OF INTR PROC SEG

427 OIFC AB STOSW w
428 OIFD E2 F1 LooP D3 3 VECTBLO

429 m
430 §o--- ESTABLISH BIOS SUBROUTINE CALL INTERRUPT VECTORS o
431

432 O0IFF BF 0040 R MoV DI,OFFSET OVIDEO_INT 3 SETUP ADDR TO INTR AREA ::
433 0202 OE PUSH cs o
434 0203 IF POP DS } SETUP ADDR OF VECTOR TABLE

435 0204 BE IF03 R MOV S1,0FFSET VECTOR_TABLE+16 1 START WITH VIDEO ENTRY =2
436 0207 B9 0010 MOV X,

437 020A A5 D3A: MOVSW 3 MOVE VECTOR TABLE TO RAM (X,
438 0208 47 INC ol 3 SKIP SEGMENT POINTER

439 020C 47 INC Dl

440 020D E2 FB LooP D3A

441 f

442 H DETERMINE CONFIGURATION AND MFG. MODE

443 e et

444

445 020F IF POP DS

446 0210 1E PUSH DS 3 RECOVER DATA SEG

447 0211 E4 62 IN AL,PORT_C i GET SWITCH INFO

448 0213 24 OF AND AL, oooo1|||a i ISOLATE SWITCHES

449 0215 BA EO MoV AH, i SAVE

450 0217 BO AD MOV AL,IDIOIID|B 3 ENABLE OTHER BANK OF SWS.

451 0219 E6 61 out PORT_B, AL
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5-88 POST (01/10/86)

-- 01/10/86 SYSTEM POST AND BI10S PROCEDURES 01-10-86
90 NOP
E4 62 IN AL,PORT_C
81 04 MOV L,4
D2 Co ROL AL, CL 3 ROTATE TO HIGH NIBBLE
24 Fo AND AL, 111100008 i ISOLATE
0A C4 OR L, AH 3 COMBINE WITH OTHER BANK
2A E4 suB AH, AH
A3 0410 R Mov DATA_WORD[@EQUIP_FLAG-DATA40],AX 1 SAVE SWITCH INFO
B0 99 MOV AL, 95H
E6 63 out CMD_PORT, AL
E8 (9E3 R CALL KBD_RESET 1 SEE_IF MFG. JUMPER
80 FB EA cMP EL DEAH 1 IS THIS THE EXTENDED KEYBOARD?
75 08 JINE IF NOT THEN LEAVE THE FLAG ALONE
Cé 06 0496 R 10 MoV DATA _AREA[@KB_FLAG_3- DATA40] KBX ; EXTENDED KEYBOARD
EB 22 90 JMP DONE WITH KEYBOARD MERE
KBX 13
80 FB AA cMP BL, 0AAH i KEYBOARD PRESENT?
74 1C JE
80 FB 65 cMp BL,065H i LOAD MFG. TEST REQUEST?
75 03 JINE
£9 0021 R JMP MFG_BOOT i GO TO BOOTSTRAP IF SO
03B:
0A DB OR BL,BL i MFG PLUG IN?
75 10 INZ Ee i NO
B0 38 MOV AL, 38H
E6 61 out PORT_B, AL
90 NOP -
90 NOP
E4 60 IN AL,PORT_A
24 FF AND AL, OFFH i WAS DATA LINE GROUNDED
75 04 INZ E6
FE 06 0412 R INC DATA_AREA[OMFG_TST-DATA40] 1 SET MANUFACTURING TEST FLAG
3 INITIALIZE AND START CRT CONTROLLER (6845)
1 TEST VIDEO READ/WRITE STORAGE.
3 DESCRIPTION %
i RESET THE VIDEO ENABLE SIGNAL.
i SELECT ALPHANUMERIC MODE, 40 *
3 READ/WRITE DATA PATTERNS TO STG CHECK STG
i ADDRESSABILITY
ERROR = | LONG AND 2 SHORT BEEPS
Al 0410 R MOV AX,DATA_WORD[@EQUIP_FLAG- DAYAAO] 3 GET SENSE SWITCH INFO
50 PUSH x SAVE IT
B0 30 MOV
A3 0410 R MOV DATA_'ORDIOEQUIP_FLAG—DATAQD].AX
2A E4 sus AH, AH
cD 1o INT |on 1 SEND INIT TO B/W CARD
B0 20 MOV
A3 0410 R MoV DATA WORD['EQUIP FLAG-DATA40], AX
2A E4 suB AR i AND INIT COLOR CARD
cb 10 INT 10H
58 POP AX 3 RECDVER REAL SWITCH INFO
A3 0410 R MOV DATA_WORD[®EQUIP_FLAG-DATA40], A RESTORE IT
1 AND CONTINUE
24 30 AND AL, 30H i ISOLATE VIDEO SWS
75 0A INZ €7 1 VIDEO SWS SET TO 0?
BF 0040 R MOV DI, OFFSET @VIDEO_INT 3 SET_INT 10H TO DUMMY
C7 05 IF49 R MoV wonD PTR [DI],OFFSET DUMMY_RETURN 3 RET IF NO VIDEO CARD
E9 0338 R JMP 1 BYPASS VIDEO TEST
ET: 1 TEST_VIDEO:
3¢ 30 cMP AL, 30H 1 B8/W TARD ATTACHED?
74 08 JE E8 3 YES - SET MODE FOR B/W CARD
FE C4 INC AH i SET COLOR MODE FOR COLOR CD
3C 20 cMP AL, 20H 3 80X25 MODE SELECTED?
75 02 JINE E8 3 NO - SET MODE FOR 40X25
B4 03 MoV AH,3 3 SET MODE FOR 80X25
86 EO E8: XCHG AH, AL 3 SET_MODEt:
50 PUSH AX i SAVE VIDEO MODE ON STACK
2A E4 suB AH, AH i INITIALIZE TO ALPHANUMERIC MD
cD 10 INT 10H 3 CALL VIDEO_I0
58 POP AX i RESTORE VIDEO SENSE SWS IN AH
50 PUSH AX i RESAVE VALUE
BB B000 MOV BX,0B000H 3 BEG VIDEO RAM ADDR B/W CD
EB 24 JMP SHORT EB8A
3----- UNNATURAL ACT FOR ADDRESS COMPATIBILITY
: ORG 0E2C3H
ORG 002C3H
NMI_INT:
E9 185C R IMP NMI_INT_1
E8A:
BA 0388 MoV DX, 388H ; MODE REG FOR B/W
B9 0800 MOV CX,2048 3 RAM WORD CNT FOR B/W CD
BO 01 MOV AL, ( 3 SET MODE FOR BW CARD
80 FC 30 CMP AH,30H 3 B/W VIDEO CARD ATTACHED?
74 09 JE E9 i YES - GO TEST VIDEO STG
B7 B8 MOV BH, 0B8H 1 BEG VIDEO RAM ADDR COLOR CD
BA 03D8 MoV DX, 3D8H ; MODE REG FOR COLOR CD
B5 20 MOV CH, 20H 3 RAM WORD CNT FOR COLOR CD
FE C8 DEC AL i SET _MODE TO 0 FOR COLOR CD
£9: i TEST_VIDEO_STG
EE out } DISABLE VIDEO FOR GOLOR CD
81 3E 0472 R 1234 CMP DATA UDRDIORESET FLAG-| DATA40|.|234H 3 POD INIT BY KBD RESET?
8E C3 MOV E€s,8% OINT ES TO VIDEO RAM STG
74 07 JE EI0 ; YES - SKIP VIDEO RAM TEST
8E DB MOY DS,BX i POINT DS TO VIDEO RAM STG
ASSUME  DS:NOTHING,ES:NOTHING
E8 0CCF R CALL STGTST_CNT 3 GO TEST VIDEO R/W STG
75 33 JNE EI7 R/W STG FAILURE - BEEP SPK
SETUP VIDEO DATA ON SCREEN FOR VIDEO :
LINE TEST 1
DESCRIPTION :
ENABLE VIDEO SIGNAL AND SET MODE. '
DISPLAY A HORIZONTA . BAR ON SCREEN. '
58 POP AX i GET VIDEO SENSE SWS (AH)
50 PUSH AX 1 SAVE IT
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035A
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19A5 R
06

03

EC
D7

cooo
DA
o7

AASS5
05
1920 R
04

€2 o080

FA C800
4

0415 R 05

0468 R 00

18CC R
1976 R

SYSTEM POS'

SENSE ON/OFF TRANSITION OF THE

VIDEO ENABLE AND HORIZONTAL
SYNC LINES.

Varsion 2.00 1-6
AND B10S PROCEDURES 01-10-86

MOV AH,0 3
INT 10H [
MOV AX, T020H i
sus D1,DI i
MOV CX,40 i
REP STOSW i
CRT INTERFACE LINES TEST

DESCRIPTION

ENABLE VIDEO AND SET
v

WRT BLANKS IN REVERSE
SETUP STARTING LOC

NO. OF BLANKS TO DISPI
WRITE VIDEO STORAGE

MODE

VIDEO

LAY

NTERRUPTS OCCUR?

AX 3 GET VIDEO SENSE SW INFO
AX I SAVE
AH, 30H 1 BIW CARD ATTACHED?
DX, 03BAH 1 SETUP ADDR OF BW STATUS PORT
Ell i YES - GO TEST LINES
DX, 03DAH 1 COLOR CARD 1S ATTACHED
Ell: 3 LINE_TST:
MOV AH,8
E12: 1 OFLOOP_CNT:
suB cx,cx
E13:
IN AL ,DX 1 READ CRT STATUS PORT
AND AL, AH i CHECK VIDEO/HORZ LINE
JINZ El4 i ITS ON - CHECK IF IT GOES OFF
LOOP E13 3 LOOP TILL ON OR TIMEOUT
JWP SHORT E17 i GO PRINT ERROR MSG
El4:
sue cX,CcX
Ei5:
IN AL ,DX 1 READ CRT STATUS PORT
AND AL, AH 3 CHECK VIDEO/HORZ LINE
Jz Et6 3 ITS ON - CHECK NEXT LINE
LooP EI5 3 LOOP IF OFF TILL IT GOES ON
EIT: 3 CRT_ERR:
POP DS
PUSH DS
MoV DS 10MFG_ERR_FLAG, 06H 1 <><><>CRT ERR CHKPT. 06<><><>
MOV DX, 102H
CALL ERR_BEEP 1 GO BEEP SPEAKER
JMP SHORT E18
El6: 3 NXT_LINEs
MoV cL,3 1 GET NEXT BIT TO CHECK
SHR AH,CL
INZ E12 3 GO CHECK HORIZONTAL LINE
Ei8: i+ DISPLAY_CURSOR:
POP AX N i GET VIDEO SENSE SWS (AH)
MOV AH,0 i SET MODE AND DISPLAY CURSOR
INT 10H } CALL VIDEO 1/0 PROCEDURE
EN8_t:
Mov DX, 0C000H 3 SEE IF ADVANCED VIDEO CARD
EIBA:
MOV DS, DX 3 15 PRESENT
suB BX,BX
MOV AX, [BX] 1 GET FIRST 2 LOCATIONS
PUSH BX
POP BX + LET BUS SETTLE
CMP AX, 0AASS5H 1 PRESENT?
JNZ E188 i NO? GO LOOK FOR OTHER MODULES
CALL ROM_CHECK 3 GO SCAN MODULE
JMP SHORT E18C
E188:
ADD DX,0080H 1 POINT TO NEXT 2K BLOCK
E18C:
cMP DX, 0C800H 1 TOP OF VIDEO ROM AREA YET?
JL E18A i GO SCAN FOR ANOTHER MODULE
' 8259 INTERRUPT CONTROLLER TEST
i DESCRIPTION
3 READ/WRITE THE INTERRUPT MASK REGISTER {IMR)
i WITH ALL ONES AND ZEROES. ENABLE SYSTEM
s INTERRUPTS. MASK DEYICE INTERRUPTS OFF . CHECK
3 FOR HOT INTERRUPTS (UNEXPECTED!.
ASSUME DS:ABSO
ca21: POP DS
PR TEST THE IMR REGISTER
C21A: MOV DATA_AREA[ ®MFG_ERR_FLAG-DATA40], 05H
I GGG DOGGOGO
i <><><>CHECKPOINT 5<><><>
MoY AL,0 i SET IMR TO ZERO
ouT INTAO1, AL
IN AL, INTAO 1 READ IMR
OR AL AL 3 IMR = 07
JINZ i GO TO ERR ROUTINE IF NOT 0
MOV AL OFFH + DISABLE DEVICE INTERRUPTS
out INTAO1, AL 1 WRITE TO IMR
IN AL, INTAO? 3 READ IMR
ADD AL, 1 1 ALL IMR BIT ON?
JUNZ 06 3 NO - GO TO ERR ROUTINE
3----- CHECK FOR HOT INTERRUPTS
§----- INTERRUPTS ARE MASKED OFF. CHECK THAT NO INTERRUPTS OCCUR.
MOV DATA_AREA[®INTR_FLAG-| DATAAn] AL i CLEAR INTERRUPT FLAG
ST1 ENABLE EXTERNAL INTERRUPTS
suB cx,cx x WAIT 1 SEC FOR ANY INTRS THAT
D4:
LOOP D4 3 MIGHT OCCUR
D51
LooP
cMP DATA _AREA[®INTR_FLAG- DATA4D] 00H ANY §
Jz 2%Go To NEXT TEST
Dé:
MoV S1,0FFSET EO 3 DISPLAY 101 ERROR
CALL E_MSG
cLl
HLT 3 HALT THE SYSTEM

POST (01/10/86) 5-89
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POST ----- 01/10/86 SYSTEM POST AND BIOS PROCEDURES 01-10-86

680 PAGE

681 e

682 8253 TIMER CHECKOUT

683 DESCRIPTION 1

684 VERIFY THAT THE SYSTEM TIMER (0} DOESN'T COUNT

685 TOO FAST OR TOO SLOW

686  gmmmmem——e—eeeo ----

687 038D

688 038D Cé 06 0415 R 02 MoV DATA_AREA[®MFG_ERR_FLAG-DATA40],02H

689 3

690 t <><><>TIMER CHECKPOINT (2)<><><>
691 0392 BO FE MoV AL, OFEH i MASK ALL INTRS EXCEPT LVL

692 0394 E6 21 out INTAO{, AL ; WRITE THE 8259 IMR

693 0396 BO 10 MOV AL, 000100008 3 SEL TIM 0, LSB, MODE 0, BINARY
€94 0398 E6 43 ouT TIM_CTL,AL i WRITE TIMER CONTROL MODE REG
€95 039A B9 0016 MoV CX,T6H i SET PGM LOOP CNT

696 039D 8A CI MOV AL,CL i SET TIMER 0 CNT REG

697 039F E6 40 ouT TIMERO, AL i WRITE TIMER 0 CNT REG

698  03A1 D8

699 03A1 F6 06 046B R 01 TEST DATA_AREA[@INTR_FLAG-DATA40],01H

700 3 DID TIMER 0 INTERRUPT OCCUR?
701 03A6 75 04 INZ 09 3 YES - CHECK TIMER OP FOR SLOW TIME
702 03A8 E2 F7 LOOP 08 i WAIT FOR INTR FOR SPECIFIED TIME
703 03AA EB D9 JMP D& 3 TIMER O INTR DIDN'T OCCUR - ERR
704 03AC D93

705 03AC Bi 0OC MOV cL,12 3 SET_PGM LOOP CNT

706 03AE BO FF MOV AL, DFFH ; WRITE TIMER 0 CNT REG

707 0380 E6 40 ouT TIMERO, AL

708 03B2 C6 06 046B R 00 MoV DATA AREA[.INTR FLAG-DATA40],0 ; RESET INTR RECEIVED FLAG
709 03B7 BO FE MoV AL, OFEH t REENABLE TIMER 0 INTERRUTS

710 0389 E6 21 out INTAO [, AL

711 03BB D10:

712 03BB F6 06 046B R 01 TEST DATA_AREA[@INTR_FLAG-DATA40],01H 4 TIMER 0 INTERRUPT OCCUR?
713 03Co0 75 C3 INZ 06 3 YES - TIMER CNTING TOO FAST, ER
714 03C2 E2 F7 LooP D10 3 WAIT FOR INTR FOR SPECIFIED TIME
715

T16

7

718 03C4 BO FF MoV AL, OFFH 3 DISABLE ALL DEVICE INTERRUPTS
719 03C6 E6 21 ouT INTAO (AL

720 03C8 BO 36 MOV AL, 36H 3 SEL_TIM 0,LSB,MSB,MODE 3

721 03CA E6 43 ouT TIMER+3, AL 3 WRITE TIMER MODE REG

722 03CC BO 00 MOV N

723 03CE E6 40 ouT TIMER, AL 3 WRITE LSB TO TIMER 0 REG

724 0300 E6 40 out TIMER, AL i WRITE MSB TO TIMER 0 REG

125 3

126 B KEYBOARD TEST

7217 ; DESCRIPTION

728 i RESET THE KEYBOARD AND CHECK THAT SCAN

129 ; CODE *AA* IS RETURNED TO THE CPU.

730 3 CHECK FOR STUCK KEYS.

731 | 2ttt g

732 0302 TsTi2:

733 0302 BO 99 MOV AL, 99H 1 SET 8255 MODE A,C=IN B=OUT

734 0304 E6 63 out CMD_POR

735 03D6 A0 0410 R MOV AL,DATA AREA[.EQUIF FLAG-DATA40]

736 03D9 24 0 AND AL,D! ; TEST CHAMBER?

737 03DB 74 30 Jz BYPASS IF SO

738 030D 80 3E 0412 R 0! cMP DATA _AREA[OMFG_TST- DATA401.| 4 MANUFACTURING TEST MODE?
739 03E2 74 29 JE 3 YES - SKIP KEYBOARD TEST

740 O03E4 EB 19E3 R CALL xsn RESET ;i ISSUE RESET TO KEYBRD

741 03ET E3 IE Jexz 4 PRINT ERR MSG IF NO INTERRUPT
742 03E9 BO 49 MOV AL 49H 1 ENABLE KEYBOARD

743 03EB E6 6! out PORT_B, AL

744 03ED 80 FB AA cMP BL, 0RAH i SCAN CODE AS EXPECTED?

745 03F0 75 15 JINE Fé 3 NO - DISPLAY ERROR MSG

T46

747 §----- CHECK FOR STUCK KEYS

748

749 03F2 BO C8 MOv AL, 0CBH 3 CLR KBD, SET CLK LINE HIGH

750 03F4 E6 61 ouT PORT_B,AL

751 03F6 BO 48 MOV AL, 4BH i ENABLE KBD,CLK IN NEXT BYTE
752 03F8 E6 61 ouT PORT_B, AL

753 03FA 2B C9 suB cx,cxX

754 03FC F5: 1 KBD_WAIT:

755 03FC E2 FE LooP F5 3 DELAY FOR A WHILE

756 03FE E4 60 IN AL ,KB_DATA 3 CHECK FOR STUCK KEYS

757 0400 3C 00 cuP AL,O i SCAN CODE = 07

758 0402 74 09 JE F1 1 YES - CONTINUE TESTING

759 0404 E8 1958 R CALL XPC_BYTE t CONVERT AND PRINT

760 0407 Fe:

761 0407 BE 098A R MoV S1,0FFSET F1 3 GET MSG ADDR

762 040A E8 1976 R CALL E_MSG 3 PRINT MSG ON SCREEN

763 ---=

164 SETUP HARDWARE [NT. VECTOR TABLE

765

766 040D

767 040D 1E PUSH os i SETUP_INT_TABLE:

768 040E 2B CO sue AX, AX

769 0410 8E CO MoV ES,AX

770 0412 B9 0008 MOV cX,08 3 GET VECTOR CNT

771 0415 OE PUSH cs i SETUP DS SEG REG

172 0416 IF POP DS

773 0417 BE 1EF3 R MOV S1,0FFSET VECTOR_TABLE

774 041A BF 0020 R MOV D1,0FFSET @INT_PTR

775 0410 F7A:

776 041D AS MOVSW

177 041E 47 INC ol i SKIP OVER SEGMENT

778 041F 471 INC DI

779 0420 E2 FB LooP FTA

180 0422 IF POP os

781

182 3----- SET UP OTHER INTERRUPTS AS NECESSARY

783

784 0423 CT 06 0008 R 02C3 R MOV WORD PTR ®NMI_PTR,OFFSET NMI_INT ; NMI INTERRUPT

785 0429 C7 06 0014 R IF54 R MOV WORD PTR @INT5_PTR,OFFSET PRTNT_SCREEN 1 ; PRINT SCREEN
786 042F C7 06 0062 R F600 MOV WORD PTR @BASIC_PTR+2,0F600H 1 SEGMENT FOR CASSETTE BASIC
787 0435 C71 06 00TE R 0000 Mav WORD PTR ®EXT_PTR+2,0000 1SEGMENT FOR VIDEO EXTENSION
788

789 TO BLINK LED IF MANUFACTURING TEST MODE

790

791 0438 80 3E 0412 R 01 cMP DATA_AREA[OMFG_TST-DATA40],01H § MFG. TEST MODE?

792 0440 75 0A JUNZ EXP_T N

793 0442 CT 06 0070 1909 R MOV WORD PTR DS:[1CH®4],0FFSET BLINK_INT 3

5-90 POST (01/10/86)
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794 0448 BO FE MOV AL, OFEH 3 ENABLE TIMER INTERRUPT
795 044A E& 21 ouT INTAO !, AL

¢  {eese-ccc——ccececessc------oo-

797 EXPANSION 1/0 BOX TEST 3
798 CHECK TO SEE IF EXPANSION BOX PRESENT - |F INSTALLED,

199 TEST DATA AND ADDRESS BUSES TO 1/0 BOX H
800 ERROR="1801" 3
801

802

803 j----- DETERMINE IF BOX IS PRESENT

804

@
°
o
°
&
»
o
m
x
L]
o

(CARD WAS ENABLED EARLIER)

806 044C BA 0210 - MOV DX,0210H 3 CONTROL PORT ADDRES

807 044F B8 5555 MoV AX,5555H 3 SET DATA PATTERN

808 0452 EE ouT DX, AL

809 0453 BO 01 Mov AL,O1H 3 MAKE AL DIFFERENT

810 0455 EC IN AL, DX 3 RECOVER DATA

811 0456 3A C4 CMP AL , AH 3 REPLY?

812 0458 75 43 JNE EI9 3 NO RESPONSE, GO TO NEXT TEST
813 045A F7 DO NOT AX 3 MAKE DATA=AAAA

814 045C EE ouT DX, AL

815 045D BO 01 MoV AL,O1H

816 045F EC IN AL,DX 3 RECOVER DATA

817 0460 3A C4 CMP AL, AH

818 0462 75 39 JNE E19

819

820 g===== CHECK ADDRESS BUS

821

822 0464 EXP2:

823 0464 BB 000! MOV BX,0001H

824 0467 BA 0215 MOV DX,0215H 3 LOAD HI ADDR. REG ADDRESS
825 046A B9 0010 MoV Cx,0016 3 GO ACROSS 16 BITS

826 046D EXP3:

827 046D 2E: 88 07 MOV cs:[Bx], AL 3 WRITE ADDRESS F0000+BX
828 0470 90 NOP

829 0471 EC IN AL ,DX 3 READ ADDR. HIGH

830 0472 3A CT CMP AL ,BH

831 0474 75 21 JNE EXP_ERR 3 GO ERROR IF MISCOMPARE
832 0476 42 INC DX ~ 3 DX=216H (ADDR. LOW REG)
833 0477 EC IN AL ,DX

834 0478 3A C3 CMP AL, BL 3 COMPARE TO LOW ADDRESS
835 047A 75 1B JNE EXP_ERR

836 047C 4A DEC DX 3 DX BACK TO 215H

837 047D DI E3 SHL BX, 1

838 047F E2 EC LooP EXP3 3 LOOP TILL *1*' WALKS ACROSS BX
a39

a40 Attt CHECK DATA BUS

a41

842 (0481 B9 0008 MoV CXx,0008 3 DO 8 TIMES

843 (0484 BO 0! MOV AL,01

844 0486 4A DEC DX 3 MAKE DX=214H (DATA BUS REG)
845 0487 EXP4:

846 0487 8A EO MoV AH, AL 3 SAVE DATA BUS VALUE
847 0489 EE ouT D! L 3 SEND VALUE TO REG

848 048A BO 01 mov

849 048C EC IN 3t RETRIVE VALUE FROM REG

850 048D 3A C4 CMP AL, AH 3 = TO SAVED VALUE

851 048F 75 06 JNE SHORT EXP_ERR

852 0491 DO EO SHL Ly 3 FORM NEW DATA PATTERN

853 0493 E2 F2 LoOP EXP4 3 LOOP TILL BIT WALKS ACROSS AL
854 0495 EB 06 JMP SHORT E19 3 GO ON TO NEXT TEST

855 0497 EXP_ERR: YRR

856 0497 BE 18DC R Mov S1,0FFSET F3C 1 f)b\

857 049A E8 1976 R CALL E_MSG ~

858

859 ADDITIONAL READ/WRITE STORAGE TEST

H b
860 : DESCRIPTION
861 3 WRITE/READ DATA PATTERNS TO ANY READ/WRITE
862 H STORAGE AFTER THE FIRST 64K. STORAGE
863 3 ADDRESSABILITY IS CHECKED.
864 3
865 ASSUME  DS:DATA
866 049D E19:
867 049D E8 1AI2 R CALL DDS
868 04A0 1E PUSH DS
869 04A1 E20:
870 04A1 81 3E 0072 R 1234 cMP ORESET_FLAG, 1234H § WARM START?
871 04AT 75 03 JINE E20A i CONTINUE TEST IF NOT
872 04A9 E9 054A R IMP ROM_SCAN 3 GO TO NEXT ROUTINE IF SO
873 04AC E20A:
874 04AC BB 0040 MoV AX,64 i STARTING AMT. OF MEMORY OK
875 04AF EB 28 JMP SHORT PRT_SIZ 3 POST MESSAGE
876 04B1 E208:
877 04B1 8B IE 0013 R MOV BX, OMEMORY_S | ZE 1 GET MEM. SIZE WORD
878 04B5 83 EB 40 suB BX, 64 3 1ST 64K ALREADY DONE
879 04B8 B1 04 MoV CL,4
880 04BA D3 EB SHR BX,CL 1 DIVIDE BY 16

881 04BC 8B CB MoV CX,BX 3 SAVE COUNT OF 16K BLOCKS

882 04BE BB 1000 MOV BX, 1000H 3 SET PTR. TO RAM SEGMENT>64K

883 04C1 E213

884 04C1 8E DB MoV DS,BX 3+ SET SEG. REG w
885 04C3 BE C3 MOV ES,BX m
886 04C5 81 C3 0400 ADD BX,0400H 3 POINT TO NEXT 16K

887 04Co 52 PUSH DX [x]
888 04CA 51 PUSH  €X I SAVE WORK REGS -y
889 04CB 53 PUSH  BX —
890 04CC 50 PUSH  AX (=]
851 04CD B9 2000 MOV €X,02000H 3 SET COUNT FOR 8K WORDS

892 04D0 E8 OCCF R CALL  STGTST_CNT =
893 04D3 75 4C INZ E21A 3 GO PRINT ERROR

894 0405 58 POP AX i RECOVER TESTED MEM NUMBER 3y
895 04D6 05 0010 ADD AX, 16

896  04D9 PRT_SIZ:

897 04D9 5 PUSH  AX

898 04DA BB 000A MoV BX, 10 4+ SET UP FOR DECIMAL CONVERT

899 040D B9 0003 MoV cx,3 3 OF 3 NIBBLES

900 04E0 DECIMAL_LOOP:

901 04E0 33 D2 XOR DX, DX

902 04E2 F1 F3 DIV BX + DIVIDE BY 10

903 04E4 B0 CA 30 OR DL, 30H 3 MAKE INTO ASCI)

904 04E7 52 PUSH DX i SAVE

905 04E8 E2 LOOP  DECIMAL_LOOP

306 0sEa B 0003 MOV cx,3

907 04ED PRT_DEC_LOOP:

POST (01/10/86) 5-91
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908 04ED 58 POP AX 3 RECOVER A NUMBER

909 04EE E8 1969 R CALL PRT_HE.

910 04F1 E2 FA LOOP FRT DEC _LOOP

911 04F3 B9 0007 MOV

912 04F6 BE 001A R MoV SI.OFFSET F3B 3 PRINT * KB OK®

913  04F9 KB_LOOP:

914 04F9 2E: BA 04 MOV AL,CSt[SI

915 04FC 46 INC si

916 04FD E8 1969 R CALL PRT_HEX

917 0500 E2 F1 LOOP xB_L0OP

918 0502 58 POP AX 3 RECOVER WORK REGS

919 0503 3D 0040 cMP AX,64 3 FIRST PASS?

920 0506 74 A9 JE £208

921 0508 5B POP BX

922 0509 59 POP [

923 050A 5A POP DX

924 0508 E2 B4 LOOP EZ! i LOOP TILL ALL MEM. CHECKED
925 050D BO 0A MOV L, 10

926 050F E8 1969 R CALL PRT _HEX 3 LINE FEED

921

928 §mm--- DMA TCO SHOULD BE ON BY NOW - SEE IF IT IS

929

930 0512 E4 08 IN AL ,DMA+08H

931 0514 24 01 AND AL,00000001B 3 TCO STATUS BIT ON?

932 0516 75 32 INZ ROM_SCAN 1 GO ON WITH NEXT TEST IF OK
933 0518 IF POP ps ~

934 0519 C6 06 0015 R 03 MoV OMFG_ERR_FLAG, 03H

935 051E E9 0385 R JMP D6 1 POST 101 ERROR MSG AND HALT
936

937 g--==- PRINT FAILING ADDRESS AND XOR'ED PATTERN IF DATA COMPARE ERROR
938

939 0521 BA E8 E21A: MOV CH, AL 1 SAVE FAILING BIT PATTERN
940 0523 BO 0D MOV AL,CR i CARRAGE RETURN

941 0525 EB 1969 R CALL PRT_HEX

942 0528 BO 0A MOV AL,CF 1 LINE FEED

943 052A E8 1969 R CALL PRT_HEX

944 052D 58 POP AX T 1 RECOVER AMT. OF GOOD MEM.
945 052E 83 C4 06 ADD SP,6 i+ BALANCE STACK

946 0531 8C DA MOV DX,DS i GET FAILING SEGMENT

947 0533 IF POP DS

948 0534 IE PUSH DS

949 0535 A3 0013 R MoV OMEMORY_S 1 ZE , AX 1 LOAD MEM. SIZE WORD TO SHOW
950 - 1 HOW MUCH MEM. WORKING

951 0538 88 36 0015 R MOV ©MFG_ERR_FLAG,DH

952 - ' <><>CHECKPOINTS 08->A0<><>
953 053C E8 0CBA R CALL PRT_SEG 1 PRINT

954 053F 8A C5 MoV AL,CTH § GET FAILING BIT PATTERN

955 0541 E8 1958 R CALL XPC_BYTE 1 CONVERT AND PRINT CODE e 2\
956 0544 BE 18D1 R MOV S1,0FFSET E1 1 SETUP ADDRESS OF ERROR MSG N Q»o \ )
957 0547 E8 1976 R E_MSG 3 PRINT ERROR MSG \ /
958 3

959 CHECK FOR OPTIONAL ROM FROM C8000->F0000 IN 2K BLOCKS

960 (A VALID MODULE HAS *55AA' IN THE FIRST 2 LOCATIONS,

i
i

961 H LENGTH INDICATOR (LENGTH/512) IN THE 3D LOCATION AND
i

962 TEST/INIT. CODE STARTING IN THE 4TH LOCATION.

963 3

964  054A ROM_SCAN:

965 054A BA C800 MOV DX, 0C800H 1 SET BEGINNING ADDRESS

966 054D ROM_SCAN_1 ¢

967 054D 8E DA MoV DS, DX

968 054F 2B DB suB BX,BX 1 SET BX=0000

969 0551 8B 07 MOV AX, [BX] t GET 1ST WORD FROM MODULE
970 0553 53 PUSH BX

971 0554 5B POP BX 1 BUS SETTLING

972 0555 3D AASS cMP AX, OAASSH t = TO ID WORD?

973 0558 75 06 INZ NEXT_ROM + PROCEED TO NEXT ROM IF NOT
974 055A E8 1920 R CALL ROM_CHECK + GO CHECK OUT MODULE

975 055D EB 05 90 JIMP ARE_WE_DONE i CHECK FOR END OF ROM SPACE
976 0560 NEXT_ROM:

977 0560 81 C2 0080 ADD DX, 0080H + POINT TO NEXT 2K ADDRESS
978 0564 ARE_WE_DONE :

979 0564 81 FA F000 cMP DX, 0F 000H 1 AT F0000 YET?

980 0568 7C E3 JL ROM_SCAN_1 t GO CHECK ANOTHER ADD. IF NOT
981 f

982 DISKETTE ATTACHMENT TEST

983 i DESCRIPTION '
984 3 CHECK IF IPL DISKETTE DRIVE IS ATTACHED TO SYSTEM. IF

985 1] ATTACHED, VERIFY STATUS OF NEC FDC AFTER A RESET. ISSUE 1
986 : A RECAL AND SEEK CMD TO FDC AND CHECK STATUS. COMPLETE

987 H SYSTEM INITIALIZATION THEN PASS CONTROL TO THE BOOT

988 ; LOADER PROGRAM. 1
989 §ommmmmmmmmmmen - --
990 056A Fo:

991 056A IF POP os

992 0568 A0 0010 R MOV AL,BYTE PTR @EQUIP_FLAG § DISKETTE PRESENT?

993 0S56E 24 01 AND AL,O1H i NO - BYPASS DISKETTE TEST
994 0570 74 5E Jz Fi§

995 0572 F1o: t DISK_TEST:

996 0572 BA 03F1 MOV DX, 3F IH i 1.D.7PORT

997 0575 EC IN AL,DX

998 0576 90 NOP

999 0577 BB FFFF MOV BX, OFFFFH 1 BUS PRECHARGE

1000 057A 24 F8 AND AL, OF 8H i KEEP 1.D. BITS

1001 057C 80 26 008F R FE AND ©HF_CNTRL, 111111108 1 RESET DUAL BIT

1002 0581 3C 50 cMP AL,CARD_ID

1003 0583 75 05 JINE NO_ID

1004 0585 80 OE 008F R 01 OR OHF_CNTRL, 1 1 SET DUAL BIT

1005 058A NO_ID:

1006 058A E4 21 IN AL, INTAO!

1007 058C 24 BF AND AL, 0BFH 1 ENABLE DISKETTE INTERRUPTS
1008 058E E6 21 out INTAO I, AL

1009 0590 B4 00 MOV AH,0 i+ RESET NEC FDC

1010 0592 8A D4 MOV DL, AH + SET FOR DRIVE 0

1011 0594 CD 13 INT 130 1 VERIFY STATUS AFTER RESET
1012 0596 F6 C4 FF TEST AH, OFFH + STATUS OK?

1013 0599 75 19 INZ F13 1 NO - FDC FAILED

1014

1015 PR TURN DRIVE 0 MOTOR ON

1016

1017 0598 BA 03F2 MOV DX,03F2H 1 GET ADDR OF FDC CARD

1018 059E BO IC MOV AL, (CH + TURN MOTOR ON, EN DMA/INT
1019 05A0 EE out DX, AL i WRITE FDC CONTROL REG
1020 05A1 2B C9 sue cx,cx

1021 05A3 Fiie 1 MOTOR_WAIT:

5-92 POST (01/10/86)
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0589
0589
0588
058B
058D
05co

05C1
05C4
05Cé
05Cc8
05CA
05CA
05CD

[
Cé 06 006B

1/10/86

E2 FE

2
88 16 003E R
E8 0000 E
73 05

BE 0990 R
EB 02

33 Fe

BO 0C
BA 03F2
EE

E8 0000 E
04

BE 0990 R
E8 1976 R

BE 001E R
89 36 001A
89 36 001C
89 36 0080
83 Ce 20

> 3D D

83 FD 00

74 18

BA 0002
E8 19A5 R
BE 0769 R
E8 1997 R

B4 00

80 FC 3B

EB OE 90

80 3E 0012 R 01
06

BA 0001
E8 19A5 R
A0 0010 R
24 01

75 03

E9 0058 R
2A

AO 0049 R
co

BD 1970 R
BE 0000

2E: 8B 56 00
AA

81 FD
15 ES
B8 0000
BA 03FA

1976 R

m
o

A8 F8

75 06

CT 07 03F8
43

43

D
BA 02FA
0 El

A8 F8

75 06
C7 07 02F8
43

Version 2.00

SYSTEM POST AND BI10S PROCEDURES

LooP Fi1
Fi12:
LOooOP Fi2
XOR DX, DX
MoV CH,34
MoV @SEEK_STATUS,DL
CALL SEEK
JINC Fi4
F13:
MOV S1,0FFSET F3
JMP SHORT F14A
[t TURN DRIVE 0 MOTOR OFF
Flas
XOR S1,s1
F14A:
MoV AL, 0CH
MoV DX,03F2H
out DX, AL
§---=- SETUP DISKETTE STATES
CALL DSKETTE_SETUP
JC F 148
OR St,sl
Jz Fi5
F14B:
MOV

S1,0FFSET F3
CALL  E_MSG

1-10
01-10-86

WAIT FOR | SECOND
MOTOR_WAIT1:

SELECT DRIVE 0
SELECT TRACK 34

RECAL IBRATE DISKETTE AND SEEK TO 34
OK--> GO TURN OF MOTOR

DISKETTE ERRDR

GET ADDR OF M

DISPLAY MESSAGE AFTER DISKETTE SETUP

SEQUENCE END ENTRY IF NO ERROR
ZERO SI IF NO ERROR

SEQUENCE END ENTRY IF ERROR
TURN DRIVE 0 MOTOR OFF

FDC CTL ADDRESS

INITIALIZE DISKETTE PARMS
CY-->DISKETTE SETUP ERROR
PREVIOUS DISKETTE ERROR
NZ-->DISKETTE ERROR BEFORE SETUP

GET ADDR OF MSG
GO PRINT ERROR MSG

= SETUP PRINTER AND RS232 BASE ADDRESSES IF DEVICE ATTACHED

F153
MOV @INTR_FLAG, 00H 1 SET STRAY INTERRUPT FLAG = 00
MoV S1,0FFSET .KB BUFFER 1 SETUP KEYBOARD PARAMETERS
MOV @BUFFER_HEAD, 51
MOV -
MOV @BUFFER_START, S|
ADD s1,32 1DEFAULT BUFFER OF 32 BYTES
MoV @BUFFER_END, SI
Mov DI,OFFSET @PRINT_TIM_OUT §SET DEFAULT PRINTER TIMEOUT
PUSH D
POP
MOV Ax,'4|4H 1 DEFAULT=20
SToSW
STOSW
MOV AX,0101H 1RS232 DEFAULT=01
STOSW
STOSW
IN AL, INTAO1
AND AL, OFCH 1 ENABLE TIMER AND KB INTS
out INTAO I, AL
CcMP BP,0000 1 CHECK FOR BP= NON ZERO
1 (ERROR HAPPENED)
JE F15A_0 3+ CONTINUE IF NO ERROR
MOV DX, 2 4 2 SHORT BEEPS (ERROR)
CALL ERR_BEEP
MoV S1,0FFSET F3D i+ LOAD ERROR MSG
CALL P_MSG
ERR_WAIT: -
MOV AH,00
INT 16H 1 WAIT FOR 'FI* KEY
cMP AH,3BH
INE ERR_WAIT
JMP FI15A 1 BYPASS ERROR
F15A_0:
cMP eMFG_TST, | t MFG MODE
JE FI5A i BYPASS BEEP
MoV DX, ! t 1 SHORT BEEP (NO ERRORS)
CALL ERR_BEEP
FI5A: MOV AL,BYTE PTR @EQUIP_FLAG ; GET SWITCHES
AND AL,00000001B 4 'LOOP POST' SWITCH ON
INZ F15 1 CONTINUE WITH BRING-UP
IMP START
F15B:  SUB AH, AH
MOV AL ,8CRT_MODE
INT 10H 3 CLEAR SCREEN
F15C:
MoV BP,OFFSET F4 + PRT_SRC_TBL
MOV S1,0
Fle: 1 PRT_BASE:
MoV DX,CSt[BP] + GET PRINTER BASE ADDR
MOV AL, OAAH i WRITE DATA TO PORT A
out DX, AL
PUSH DS 1 BUS SETTLEING
IN AL,DX 1 READ PORT A
POP DS
CMP AL OAAH ‘ DATA PATTERN SAME
INE NO - CHECK NEXT PRT CD
MOV IOPRINTER BASE-| nATA4o][S|].nx i YES - STORE PRT BASE ADDR
INC INCREMENT TO NEXT WORD
INC sl
FiT:
INC BP 3+ POINT TO NEXT BASE ADDR
INC BP
CMP BP,OFFSET F4E 3 ALL POSSIBLE ADDRS CHECKED?
JINE Fle 1 PRT_BASE
MOV BX,0 1 POINTER TO RS232 TABLE
MoV DX, 3FAH 3+ CHECK IF RS232 CD | ATTCH?
IN AL, DX i+ READ INTR ID REG
TEST AL, OF8H
INZ F18
MOV [®@RS232_BASE-DATA40][BX],3F8H t SETUP RS232 CD #! ADDR
INC BX
INC BX
F18:
MoV DX, 2FAH 4+ CHECK IF RS232 CD 2 ATTCH
IN AL,DX 4 READ INTERRUPT 1D RE
TEST AL, OF8H
INZ F19 1 BASE_END
MOV [0RS232_BASE-DATA40] [BX],2F8H — § SETUP RS232 CD #2
INC BX
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6 06TA

1
1
158 0696
1

1166 06A4

179 06F2

1

1

1

1

1

1

1

1

1

1181 06F2
1182 06F2
1183 06F3
1184 06FS
|
1
1
1
1
1
'
1
1

188 06F7
189 06FD

193 0701

1241 0741

1245 0742
1246 0743
1247 0744
1248 0745

-- 01/10/86

43

8B Cé

B1 03

b2 ca

0A C3

A2 0011 R
BA 0201
EC

90
90
A8 OF

5 05
80 OE 0011 R 10

E4 61

Ee 61
24 CF
E6 61
B0 80
E6 A0

FB
28 CO
8E D8

C7 06 0078 R OFCT
8C OE 007A

B9 0004

51

B4 00

CD 13

72 OF

B8 0201
2B D2

8E C2

BB 7C00 R

B9 0001
cD 13

59

E2 ES
CD 18

EA 7C00 ---- R

00

00
00

1249 = 0746

on 2.

si 00
SYSTEM POST AND BI0S PROCEDURES

INC BX

jmm-- SET UP EQUIP FLAG TO

01-10-86

INDICATE NUMBER OF PRINTERS AND RS232 CARDS

Fi19: 1 BASE_END:
MOV AX,S1 3 SI HAS 2° NUMBER OF RS232
MoV CL,3 3 SHIFT COUNT
ROR AL,CL 3 ROTATE RIGHT 3 POSITIONS
OR AL,BL § OR IN THE PRINTER COUNT
MoV BYTE PTR @EQUIP_FLAG+!,AL 3 STORE AS SECOND BYTE
MOV DX,201H
IN AL, DX
NOP
NOP
NOP
TEST AL OFH
INZ NO_GAME_CARD
OR BYTE PTR ®EQUIP, FLAGOI,|6
F20: 3 NO_GAME_CARD?
Hintaadied ENABLE NMI| INTERRUPTS
IN AL,PORT_B 3 RESET CHECK ENABLES
OR AL, 30H
out PORT_B, AL
AND AL ,O0CFH
ouTt PORT_B, AL
MoV AL, 80H 3 ENABLE NM! INTERRUPTS
out OAOH, AL
F21: i LOAD_BOOT_STRAP:
INT 19H 4 GO TO THETBOOT LOADER
H BODT STRAP LOADER
3 RACK 0, SECTOR 1| IS READ INTO THE
H

IS TRANSFERRED THERE.

BODT LOCATION (SEGMENT 0, OFFSET 7C00
AND CONTROL

IF THERE IS A HARDWARE ERROR CONTROL IS
TRANSFERRED TO THE ROM BASIC ENTRY POINT.

ASSUME CS:CODE,DS1ABSO
ORG

3 OE6F2H
ORG 006F2H
BOOT_STRAP PROC NEAR
STI
suB AX, AX
MOV DS, AX

3 ENABLE INTERRUPTS
t ESTABLISH ADDRESSING

- RESET THE DISK PARAMETER TABLE VECTOR

R MoV WORD PTR @DISK_POINTER,OFFSET DISK_BASE
MoV WORD PTR .DKSK POINTER‘Z cs

[ CX,4
Hi:
PUSH cx
MOV AH, 0
INT 13H
JC H2
MoV AX,201H
sus DX, DX
MOV ES,DX
MoV BX,OFFSET ©BOOT_LOCN
MOV cX, 1
INT 13H
H2:
POP cx
JNC H4
LooP HI
§----- UNABLE TO IPL FROM THE DISKETTE
H3:
INT 18H
IPL WAS SUCCESSFUL

H4:

JMP
BOOT_STRAP
(R ORG

Al Dw

RS232_10:
JMP

CONF_TBL:
D

0B
CONF_E EQU

5-94 POST (01/10/86)

©B0OT_LOCN
ENDP

OET29H
00729H
1047

384

RS232_10_1

CONF_E-CONF_TBL-2
MODEL_BY
SUB_MODEL_BYTE
BI105_LEVEL
0|0|anoa

woocoo

SET RETRY

----- LOAD SYSTEM FROM DISKETTE -- CX HAS RETRY COUNT

COUNT

IPL_SYSTEM

SAVE RETR

Y COUNT

RESET THE DISKETTE SYSTEM

DISKETTE,

IF ERROR;

10
TRY AGAIN

READ IN THE SINGLE SECTOR

TO THE BO

DRIVE 0,
SECTOR 1,

DISKETTE_

RECOVER R
CF SET BY
DO IT FOR

0T LOCATION

HEAD
TRACK [
10

ETRY COUNT
UNSUCCESSFUL READ
RETRY TIMES

GO TO RESIDENT BASIC

110 BAUD
150

USE
CONF IGURATION TABLE FOR THIS SYSTEM

LENGTH OF

+ TABLE OF VALUES
t FOR INITIALIZATION

INT 15 H AH= 0COH

FOLLOWING TABLE

E|
SYSTEM MODEL BYTE
SYSTEM SUB MODEL TYPE BYTE

BI10OS REVI
10000000
01000000
00100000
00010000
RESERVED
RESERVED
RESERVED
RESERVED
RESERVED

SION LEVEL

= DMA CHANNEL 3 USE BY BI0S
CASCADED INTERRUPT LEVEL 2

=
= REAL TIME CLOCK AVAILABLE

KEYBOARD SCAN CODE HOOK

FOR EXPANSION

1AH

N\
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----- 01/10/86 SYSTEM POST AND BI10S PROCEDURES 01-10-86
PRINT ADDRESS AND ERROR MESSAGE FOR ROM CHECKSUM ERRORS
0746 ROM_ERR PROC NEAR
0746 52 PUSH DX 1 SAVE POINTER
0747 50 PUSH AX
0748 8C DA MOV DX,DS 1 GET ADDRESS POINTER
074A 26: 88 36 0015 R MoV ES:OMFG_ERR_FLAG,DH
§ <><><>CHECKPOINTS CO->F4<><><>
074F 81 FA CBOO cMP DX, 0C800H 1 CRT CARD IN ERROR?
0753 7€ 0C JL ROM_ERR_BEEP 1 GIVE CRT CARD FAIL BEEP
0755 E8 OCBA R CALL PRT_SEG 3 PRINT SEGEMENT IN ERROR
0758 BE 18D7 R MoV S1,0FFSET F3A 3 DISPLAY ERROR MSG
0758 E8 1976 R CALL E_MSG
075E ROM_ERR_END:
075E 58 POP AX
075F 5A POP DX
0760 C3 - RET
o761 ROM_ERR_BEEP:
0761 BA 0102 MOV DX, 0|02H 1 BEEP 1 LONG, 2 SHORT
0764 E8 19A5 R CALL ERR_BEE|
0767 EB F5 JMP SHORT Rou |_ERR_END
0769 ROM_ERR ENDP
0769 45 52 52 4F 52 2E F3D o8 *ERROR. (RESUME = "FI" KEY)®,CR,LF 1 ERROR PROMPT
20 28 52 45 53 55
4D 45 20 30 20 22
46 31 22 20 4B 45
59 29 0D 0A
; ORG OEB82EH
082E 0082EH
082E KEVBOARD IO.
082E E9 0000 E KEYBOARD_10_1
] ORG OE987H
0987 ORG 00987H
0987 KB_INT:
0987 E9 0000 E JMP KB_INT_I
098A 20 33 30 31 OD 0A F! 0B * 301°,CR,LF 1 KEYBOARD ERROR
0990 36 30 31 0D 0A F3 0B *60t*,CR,LF i DISKETTE ERROR
$=-= INT 1A H -- SYSTEM AND REAL TIME CLOCK SERVICES
H :
i THIS BIOS ROUTINE ALLOWS THE CLOCKS TO BE SET OR READ
] '
3 PARAMETERS: '
3 (AH) = 00H READ THE CURRENT CLOCK SETTING AND RETURN WITH,
H X) = HIGH PORTION OF COUN 1
3 (Dx) = LOW PORTION OF COUNT
H (AL) = 0 TIMER HAS NOT PASSED 24 HOURS SINCE LAST READ, 1
: | IF ON ANOTHER DAY. (RESET TO ZERO AFTER READ)
i t
i (AH) = 01H SET THE CURRENT CLOCK USING, '
3 (CX) = HIGH PORTION OF COUNT
H (DX) = LOW PORTION OF COUNT. 1
; t
] NOTE: COUNTS OCCUR AT THE RATE OF 1193180/65536 couNTSISECOND
H {OR ABOUT 18.2 PER SECOND -- SEE EQUATE
§ 1
i (AH) = OAH READ THE CURRENT COUNT OF DAYS AND RETURN WITH,
i (CX) = COUNT OF ELAPSED DAYS
3 t
13 (AH) = 0BH SET THE CURRENT COUNT OF DAYS USING,
3 {CX} = COUNT OF ELAPSED DAYS
H 1
3 NOTES: FOR ALL RETURNS CY= 0 FOR SUCCESSFUL OPERATION.
1 INTERRUPTS ARE DISABLED DURING DATA MODIFICATION.
3 AH & AL ARE RETURNED MODIFIED AND NOT DEFINED EXCEPT WHERE INDICATED. 1
ASSUME CS:CODE,DS:DATA
0995 TIME_OF_DAY_t PROC  FAR
0995 TIMEZOF_DAY 11z
0995 FB STI 3 INTERRUPTS BACK ON
0996 80 FC 0C CMP AH, (RTC_TBE-RTC_TB)/2 3 CHECK IF COMMAND [N VALID RANGE
0999 F5 cMC 3 COMPLEMENT CARRY FOR ERROR EXIT
099A 72 17 Jc TIME_S i EXIT WITH CARRY = 1 IF NOT VALID
099C IE PUSH DS 1 SAVE USERS (DS) SEGMENT
099D E8 1AI12 R CALL DDS 1 GET DATA SEGMENT SELECTOR
09A0 56 PUSH S1 1 SAVE WORK REGISTER
09A1 BA C4 MoV AL, AH 3 MOVE FUNCTION TO (AL) REGISTER
09A3 98 cew 3 CONVERT FUNCTION TO BYTE OFFSET
09A4 03 CO ADD AX, AX 3 CONVERT FUNCTION TO WORD OFFSET (CYx0
09A6 8B FO MoV S1,AX 1 PLACE INTO ADDRESSING REGISTER
09A8 FA cLi 1 NO INTERRUPTS DURING TIME FUNCTIONS
09A9 2E: FF 94 0986 R CALL CS:[S1]+OFFSET RTC_TB j VECTOR TO FUNCTION REQUESTED WITH CY=0
1 RETURN WITH CARRY FLAG SET FOR RESULT
09AE FB STI 1 INTERRUPTS BACK ON
09AF B4 00 MoV AH,0 i CLEAR (AH) TO ZERO
0981 5E POP s1 3 RECOVER USERS REGISTER
0982 IF POP DS 3 RECOVER USERS SEGMENT SELECTOR
0983 TIME_9: 1 RETURN WITH C¥= 0 IF NO ERROR
0983 CA 0002 RET 2
1 ROUTINE VECTOR TABLE (AH)e
0986 09CE R RTC_TB DW RTC_00 3 00H = READ CURRENT CLOCK COUNT
0988 09DF R oW RTCT10 3 OIH = SET CLOCK COUNT
09BA 09ED R ow RTC_NS 3 02H INVAL ID
09BC 09ED R ow RTCONS 3 03H INVAL 1D
09BE 09ED R [ RTCONS 3 04H INVAL 1D
09C0 09ED R oW RTC_NS 3 05H INVALID
09C2 09ED R ow RTC_NS 3 06H INVALID
09C4 09ED R ow RTCTNS 3 OTH INVALID
09Cé 09ED R ow RTCTNS 3 0BH INVAL 1D
09Ca 09ED R ow RTC_NS 3 OSH INVAL 1D
09CA 09EF R ow RTCZAO 3 OAH = READ SYSTEM DAY COUNTER
09CC 09F4 R ow RTC_BO 3 0BH = WRITE SYSTEM DAY COUNTER
= 09CE RTC_TBE EQU s
09CE TIME_OF_DAY_|  ENDP
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READ TIME COUNT
GET THE OVERFLOW FLAG
AND THEN RESET THE OVERFLOW FLAG
GET COUNT OF TIME HIGH WORD
GET COUNT OF TIME LOW WORD
RETURN WITH NO CARRY

SET TIME COUNT
SET TIME COUNT LOW WORD
SET THE TIME COUNT HIGH WORD
RESET OVERFLOW FLAG
RETURN WITH NO CARRY

INVALID FUNCTION (NDT SUPPDRTEDI
(C

SET _CARRY FLAG FOR ERROI
EXIT THROUGH COMMON RETURN

READ SYSTEM DAY COUNTER
GET COUNT OF DAYS

EXIT THROUGH COMMON RETURN WITH CY=0

SET SYSTEM DAY COUNTER
SET COUNT OF DAYS

EXIT THROUGH COMMON RETURN WITH CY=0

FOR |/64 SECOND

)
(1331 FOR 886 HZ)

(HARDWARE CONTROLLED - NOT PROCESSOR)

OUTPUT AT THE DMA CHANNEL 0

(PLUS OR MINUS 31

IMER 2
SAVE INTERRUPT STATUS
BLOCK INTERRUPTS DURING UPDATE
SELECT TIMER 2,LSB,MSB,BINARY
WRITE THE TIMER MODE REGISTER
1/0 DELAY
DIVISOR FOR HZ (LOW)
WRITE TIMER 2 COUNT - LSB
1/0 DELAY
DIVISOR FOR HZ (HIGH)
WRITE TIMER 2 COUNT - MSB
GET CURRENT SETTING OF PORT
SAVE THAT SETTING
GATE TIMER 2 AND TURN SPEAKER ON
AND RESTORE INTERRUPT STATUS

I /64 SECOND PER COUNT (BL)
DELAY COUNT FOR 1/64 OF A SECOND
GO TO BEEP DELAY 1/64 COUNT
(BL) LENGTH COUNT EXPIRED?

NO - CONTINUE BEEPING SPEAKER

SAVE INTERRUPT STATUS
BLOCK INTERRUPTS DURING UPDATE
GET CURRENT PORT VALUE

1SOLATE CURRENT SPEAKER BITS IN CASE
SOMEONE TURNED THEM OFF DURING BEEP

RECOVER VALUE OF PORT

FORCE SPEAKER DATA OFF

AND STOP SPEAKER TIMER

RESTORE INTERRUPT FLAG STATE

FORCE 1/64 SECOND DELAY (SHORT)

MINIMUM DELAY BETWEEN ALL BEEPS

SAVE INTERRUPT STATUS

BLOCK INTERRUPTS DURING UPDATE

GET CURRENT PORT VALUE IN CASE
SOMEONE TURNED THEM ON

RECOVER VALUE OF PORT_B

RESTORE SPEAKER STATI

us
RESTORE INTERRUPT FLAG STATE

INTERVALS TO WAIT

MICROSECONDS )

DELAY FOR (CX)®15.085737 US
SAVE WORK REGISTER (AH)
DIVIDE 15us COUNT DOWN TO 30us COUNT

EXIT IF COUNT WAS ZERO OR ONE

CLEAR THE DMA BYTE POINTER FLIP/FLOP

SAVE INTERRUPT STATE

BLOCK INTERRUPTS TILL NEXT CHANGE
WAIT FOR REFRESH ADDRESS CHANGE
READ CURRENT ADDRESS LOW BYTE
DISCARD LOW BIT (30us)

DID VALUE JUST CHANGE
SAVE NEW/OLD VALUE INCASE
READ HIGH BYTE (AND IGN(

WAIT FOR A CHANGE IN ADDRESS BITS

IT DID

1BM P'r:nn.l Computer MACRO A Version 2.00 1-13
POST -- 01/10/86 SYSTEM PDST AND EIOS PROCEDURES 01-10-86
1364 09CE RTC_00 PROC NEAR i
1365 09CE A0 0070 R MoV AL,®TIMER_OFL H
1366 09D1 C6 06 0070 R 00 MOV OTIMER_OFL,0 H
1367 09D6 8B 0E 006E R MoV (=4 TIMER HIGH H
1368 09DA 8B 16 006C R Mov DX,ITIMER LOw H
1369 09DE C3 RET H
1370
1371 0SDF RTC_10: i
1372 09DF 89 16 006C R MoV ©TIMER_LOW,DX H
1373 09E3 89 0E 006E R Mov IMER HIGH (24 3
1374 09E7 C6 06 0070 R 00 MoV OTIMER _OFL, 0 H
1375 09EC C3 RET 1
1376
1377 09ED RTC_NS: H
1378 09ED F9 STC i
1379 09EE C3 RET 1
1380
1381 09EF RTC_AO: )
1382 09EF 8B OE 0OCE R MOV CX,®DAY_COUNT 3
1383 09F3 C3 RET i
1384
1385 09F4 RTC_BO: k)
1386 09F4 89 OE O0OCE R MoV ©DAY_COUNT,CX k)
1387 09F8 C3 RET 3
1388
1389 09F9 RTC_00 ENDP
1390
1391 H ORG 0EC59H
1392 0C59 ORG 00C59H
1393 0C59 E9 0000 E DISKETTE_10: JMP DISKETTE_10_!
1394
1395 - EP -- --=-

1396 3 ROUTINE TO SOUND THE BEEPER USING TIMER 2 FOR TONE
1397 3 ENTRY:

1398 H (BL) = DURATION COUNTER ( 1
1399 H cx) FREQUENCY DIVISOR (1193180/FREQUENCY)
1400 i EXIT:

1401 H (AX), (BL),(CX) MODIFIED.

1402 3
1403
1404 0C5C BEEP PROC NEAR k)
1405 0C5C 9C PUSHF )
1406 OC5D FA cLl )
1407 OCSE BO Bé MoV AL, 101101108 k)
1408 0C60 E6 43 ouT TIMER+3,AL 3
1409 0Cé2 90 NOP 3
1410 0C63 B8A C! MOV AL,CL 3
1411 0C65 E6 42 our TIMER+2,AL 3
1412 0C67 90 NOP 1)
1413 0C68 8A C5 MOV AL, Cl H
1414 0C6A E6 42 ouTt TIMER+2, AL H
1415 0C6C E4 61! IN AL,PORT_B 3
1416 O0C6E B8A EO MOV WAL 3
1417 0C70 0C 03 OR AL ,GATE2+SPK2 H
1418 0C72 E6 61 ouT PORT_B,AL 3
1419 0C74 D POPF
1420 0C75 GT: 3
1421 0C75 B9 0408 MoV CX,1035 i
1422 0C78 E8 0CAO R CALL WAITF H
1423 0C7B FE CB DEC BL )
1424 0CTD 75 Fé& JINZ G7 3
1425
1426 OCTF 9C PUSHF 3
1427 0C80 FA cL1 )
1428 0C81 E4 61 IN AL,PORT_B 3
1429 0C83 0C FC OR AL,NOT TGATE2+SPK2) H
1430 0C85 22 EO AND AH, AL 3
1431 0C87 8A C4 MOV AL, AH 3
1432 0C89 24 FC AND AL,NOT (GATE2+SPK2) 3
1433 0C8B E6 61 ouT PORT_B, AL 3
1434 0C8D 9D POPF ]
1435 OCBE B9 040B MOV CX, 1035 ]
1436 0C91 E8 OCAO R CALL WAITF i
1437 0C94 9C PUSHF H
1438 0C95 FA cLl1 H
1439 0C96 E4 6! IN AL,PORT_B i
1440 0C98 24 03 AND AL ,GATE2+SPK2 3
1441 OC9A OA C4 OR AL, AH H
1442 0C9C E6 61 out PORT_B, AL H
1443 0C9E 9D POPF H
1444 OCSF C3 RET
1445
1446 OCAO ENDP
1447
1448 === WAITF s
1449 FIXED TIME WAIT ROUTINE
1450
1451
1452 (CX) = COUNT OF 15,085737 MICROSECOND
1453 MEMORY REFRESH TIMER 1|
1454 ADDRESS REGISTER USED AS REFERENCE.
1455
1456 . AFTER (CX) TIME COUNT
1457 =0
1458
1459
1460 OCAO WAITF PROC NEAR )
1461 OCAO 50 USH AX 3
1462 OCAI DI E9 SHR CX, 1 3
1463 OCA3 E3 13 JCXZ WAITFS i
1464
1465 OCAS E6 0C out DMA+12,AL H
1466 OCAT WAITF 1
1467 OCAT SC PUSHF 3
1468 OCA8 FA i 3
1469 0CA9 WAITF3: H
1470 OCA9 E4 00 IN AL ,DMA H
1471 OCAB 24 FE AND AL, 111111108 H
1472 OCAD 3A EO CMP AH, AL H
1473 OCAF 8A EO MoV AH, AL H
1474 0CB!I E4 00 IN AL ,DMA H
1475 0CB3 74 F4 JE WAITF3 i
1476
1477 0CBS 9D POPF

5-96 POST (01/10/86)

RESTORE INTERRUPTS

N\

~

N\



Personal Computer MACRQO Assembler
1/10/86

0CBé&
0CBs
0CB8
0cB9

0CBA

0CCF

0D3F

E2

58
c3

EF

Ce
1958

1968
30
1969
20
1969

» ® 3

Versio
SYSTEM POST AND BI0OS PROCEDURES

n 2.00

1-14

01-10-86

WAITFS LOOP WAITF1 1 DECREMENT CYCLES COUNT TILL COUNT ENO

POP AX 3 RESTORE (AH)

RET 1 RETURN (CX)= 0
WAITF ENDP
H PRINT A SEGMENT VALUE TO LOOK LIKE A 20 BIT ADDRESS
H DX MUST CONTAIN SEGMENT VALUE TO BE PRINTED
PRT_SEG PROC  NEAR

MOV AL ,DH $1GET MSB

CALL XPC_BYTE

MOV 3LSB

CALL

MOV 3 PRINT A '0 *

CALL

MoV 1 SPACE

CALL

RET
PRT_SEG ENDP

ENTRY REQU!REMENTS
E:! ADDRESS OF STORAGE SEGMENT BEING TESTED

DS = ADDRESS OF STORAGE SEGMENT BEING TESTED
CX = WORD COUNT OF STORAGE BLOCK TO BE TESTED

EXIT PARAMETERS:

THIS SUBROUTINE PERFORMS A READ/WRITE STORAGE TEST ON A BLOCK

ZERO FLAG = 0 IF STORAGE ERROR

CHECK.,

DATA

ARE ALL DESTROYED.

(DATA COMPARE OR PARITY
AL=0 DENOTES A PARITY CHECK. ELSE AL=XOR'ED
BIT PATTERN OF THE EXPECTED DATA PATTERN VS THE ACTUAL
READ.
AX,BX,CX,DX,DIl, AND SI

STGTST_CNT
MOV

ca2_1:

C4:

C5:

Cé:

suB
sus

PROC NEAR

BX,CXx

DI1,DI
AX, AX

[m*
DI ]
AL, AH

c7

AH

AL, AH
ca2_1
AX,055AAH
DX, AX
STOSW
AL,PORT_B
AL, 030H
PORT_B, AL

AL, 0CFH
PORT_B, AL

DI
DI

S1,D1
€X,BX
AX,DX

cx

AX, 0AASS5H
c3

DI

Dl

S1,D1
CX,BX

DX, AX
AX,DX

c1x

AX, OFFFFH
c4

DI
DI

$1,01
CX,BX

DX, AX

AX, DX
AX,0010tH
cs

o1

ol

S1,01

CX,BX
DX, AX

AX,DX
c1X

cé

SAVE WORD COUNT OF BLOCK TO TEST
SET DIR FLAG TO INCREMENT

SET DI=OFFSET 0 REL TO ES REG
SETUP FOR 0->FF PATTERN TEST

ON FIRST BYTE

0.K.?
GO ERROR IF NOT

LOOP TILL WRAP THROUGH FF

GET INITIAL DATA PATTERN TO WRITE
SET INITIAL COMPARE PATTERN.

FILL STORAGE LOCATIONS IN BLOCK

TOGGLE PARITY CHECK LATCHES

POINT TO LAST WORD JUST WRITTEN

SET DIR FLAG TO GO BACKWARDS
INITIALIZE DESTINATION POINTER
SETUP WORD COUNT FOR LOOP

INNER TEST LOOP
READ OLD TEST WORD FROM STORAGE
DATA READ AS EXPECTED
NO - GO TO ERROR ROUTINE
GET NEXT DATA PATTERN TO WRITE
WRITE INTO LOCATION JUST READ
DECREMENT WORD COUNT AND LOOP

SET DIR FLAG TO GO FORWARD
SET POINTER TO BEG LOCATION

INITIALIZE DESTINATION POINTER

SETUP WORD COUNT FOR LOOP

SETUP COMPARE PATTERN OF "O0AASSH",
INNER TEST LOOP

READ OLD TEST WORD FROM STORAGE

DATA READ AS EXPECTED

NO - GO TO ERROR ROUTINE

GET NEXT DATA PATTERN TO WRITE

WRITE INTO LOCATION JUST READ

DECREMENT WORD COUNT AND LOOP

POINT TO LAST WORD JUST WRITTEN

SET DIR FLAG TO GO BACKWARDS

INITIALIZE DESTINATION POINTER

SETUP WORD COUNT FOR LOOP

SETUP COMPARE PATTERN "OFFFFH"
INNER TEST LOOP

READ OLD TEST WORD FROM STORAGE

DATA READ AS EXPECTED ?

NO - GO TO ERROR ROUTINE

GET NEXT DATA PATTERN TO WRITE

WRITE INTO LOCATION JUST READ

DECREMENT WORD COUNT AND LOOP

SET DIR FLAG TO GO FORWARD
SET POINTER TO BEG LOCATION

INITIALIZE DESTINATION POINTER

SETUP WORD COUNT FOR LOOI

SETUP COMPARE PATTERN "00|0|H'
INNER TEST LOOP

READ OLD TEST WORD FROM STORAGE

DATA READ AS EXPECTED ?

NO - GO TO ERROR ROUTINE

WRITE ZERO INTO LOCATION READ

DECREMENT WORD COUNT AND LOOP
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POST =----- 01/10/86 SYSTEM POST AND BlOS PROCEDURES 01-10-86
1592 b
1593 0D41 4F DEC DI 3 POINT TO LAST WORD JUST WRITTEN
1594 0D42 4F DEC DI
1595 0D43 FD STD 3 SET DIR FLAG TO GO BACKWARDS
15696 0D44 8B F7 MoV s1,DI i INITIALIZE DESTINATION POINTER
1597 0D46 8B CB MoV CXx,BX i SETUP WORD COUNT FOR LOOP
1598 0D48 8B DO MOV DX, AX 3 SETUP COMPARE PATTERN "00000H"
1599 0D4A céex:
1600 OD4A AD LODSW 3 VERIFY MEMORY IS ZERO.
1601 0D4B 33 C2 XOR AX,DX 3 DATA READ AS EXPECTED ?
1602 0D4D 75 0A JNE C1X 3 NO - GO TO ERROR ROUTINE
1603 OD4F E2 F9 LOOP cex 3 DECREMENT WORD COUNT AND LOOP
1604 :
1605 0D51 E4 62 IN AL ,PORT_C 3 DID A PARITY ERROR OCCUR ?
1606 0D53 24 CO AND AL ,0COH 3 ZERO FLAG WILL BE OFF, IF PARITY ERROR
1607 0D55 BO 00 MoV AL,0 3 AL=0 DATA COMPARE OK
1608 0D57 CT:
1609 0D57 FC CLD 3 SET DIRECTION FLAG TO INC
1610 0D58 C3 RET
1611 0D59 C7X:
1612 0D59 3C 00 CMP AL,0 3 FIND BYTE THAT FAILED.
1613 0D5B 75 FA JINZ c1
1614 O0D5D 8A C4 MoV .
1615 ODSF EB Fé JMP SHORT C7
1616 0D61 STGTST_CNT ENDP
1617
1618 i ORG OEFS5TH
1619 OF57 ORG Q0FSTH
1620 OF57 E9 0000 E DISK_INT: JMP DISK_INT_1
1621
1622 3 ORG OEFT79H
1623 OF79 ORG 00F79H
1624 R e L e
1625 H MEDIA/DRIVE PARAMETER TABLES t
1626 H - -
1627 i
1628 H 40 TRACK LOW DATA RATE MEDIA IN 40 TRACK LOW DATA RATE DRIVE 1
1629 i~
1630 OF79 MD_TBL ! LABEL BYTE
1631 OF79 DF DB IRLAREREI-) 3 SRT=D, HD UNLOAD=0F - IST SPECIFY BYTE
1632 OF7A 02 DB 2 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
1633 OF7B 25 DB MOTOR_WAIT 3 WAIT TIME AFTER OPERATION TILL MOTOR OFF
1634 OF7C 02 DB 2 3 512 BYTES/SECTOR
1635 OF7D 09 bB 09 3 EOT ( LAST SECTOR ON TRACK)
1636 OFTE 2A bB 02AH 3 GAP LENGTH
1637 OFTF FF bB OFFH 3 DTL
1638 OF80 50 oB 050H 3 GAP LENGTH FOR FORMAT
1639 OF81 Fé DB OF6H 3 FILL BYTE FOR FORMAT
1640 OF82 OF DB 15 3 HEAD SETTLE TIME (MILLISECONDS)
1641 OF83 08 bB 8 3 MOTOR START TIME (1/8 SECONDS)
1642 OF84 27 bB 39 MAX. TRACK NUMBER
1643 OF85 80 oB RATE_250 H DATA TRANSFER RATE
1644 §-- -
1645 H 40 TRACK LOW DATA RATE MEDIA IN 80 TRACK HI DATA RATE DRIVE 1
1646 §ommmmmmmmmemne— --
1647 OF86 MD_TBL2 LABEL BYTE
1648 O0F86 DF DB 110111118 3 SRT=D, HD UNLOAD=0OF - 1ST SPECIFY BYTE
1649 OF87 02 DB 2 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
1650 OF88 25 DB MOTOR_WAIT 3 WAIT TIME AFTER OPERATION TILL MOTOR OFF
1651 OF89 02 DB 2 3 512 BYTES/SECTOR
1652 OFB8A 09 o8B 09 3 EOT ( LAST SECTOR ON TRACK)
1653 OF8B 2A o8B 02AH 3 CAP LENGTH
1654 OFBC FF oB OFFH 3
1655 OF8D 50 bB 050H H GAP LENGTH FOR FORMAT
1656 OFBE F6 oB OF6H 3 FILL BYTE FOR FORMAT
1657 OFBF OF DB 15 3 HEAD SETTLE TIME -(MILLISECONDS)
1658 0F90 08 DB 8 3 MOTOR START TIME (1/8 SECONDS)
1659 OF91 27 DB 39 3 MAX. TRACK NUMBER
1660 0F92 40 bB RATE_300 3 DATA TRANSFER RATE
1661 L e st et et ettt
1662 H 80 TRACK HI DATA RATE MEDIA IN 80 TRACK HI DATA RATE DRIVE 1
1663 3 =
1664 0F93 MD_TBL3 LABEL BYTE
1665 0F93 DF pB 110111118 3 SRT=D, HD UNLOAD=0F - IST SPECIFY BYTE
1666 0F94 02 DbB 2 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
1667 OF95 25 bB MOTOR_WAIT 3 WAIT TIME AFTER OPERATION TILL MOTOR OFF
1668 0F96 02 DB 2 3 512 BYTES/SECTOR
1669 OF97 OF bB 15 3 EOT ( LAST SECTOR ON TRACK)
1670 OF98 1B bB 01BH 3 OAP LENGTH
1671 OF99 FF DB OFFH 3
1672 OF9A 54 DB 054H H GAP LENGTH FOR FORMAT
1673 OF9B F6 bB OF6H 3 FILL BYTE FOR FORMAT
1674 OF9C OF DB 15 3 HEAD SETTLE TIME (MILLISECONDS)
1675 OF9D 08 DB 8 3 MOTOR START TIME (1/8 SECONDS)
1676 OFSE 4F DB 79 3 MAX. TRACK NUMBER
1677 OF9F 00 bB RATE_500 3 DATA TRANSFER RATE
1678 === ----- --
1679 80 TRACK LOW DATA RATE MEDIA IN 80 TRACK LOW DATA RATE DRIVE
1680 3 =
1681 OFAQ MD_TBL4 LABEL BYTE
1682 OFAO DF DB 11011111B 3 SRT=D, HD UNLOAD=OF - 1ST SPECIFY BYTE
1683 OFA1 02 DB 2 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
1684 OFA2 25 bB MOTOR_WAIT i WAIT TIME AFTER OPERATION TILL MOTOR OFF
1685 OFA3 02 bB 2 i 512 BYTES/SECTOR
1686 OFA4 09 bB 09 3 EOT ( LAST SECTOR ON TRACK)
1687 OFAS5 2A o8B 02AH H GAP LENGTH
1688 OFA6 FF b OFFH i
1689 OFAT 50 bB 050H H GAP LENGTH FOR FORMAT
1690 OFA8 F6 bB OF6H 3 FILL BYTE FOR FORMAT
1691 OFA9 OF bB 15 3 HEAD SETTLE TIME (MILLISECONDS)
1692 OFAA 08 DB 8 3 MOTOR START TIME (1/8 SECONDS)
1693 OFAB 4F b8 79 3 MAX. TRACK NUMBER
1694 OFAC 80 oB RATE_250 3 DATA TRANSFER RATE
1695 | Rttt ===
1696 H 80 TRACK LOW DATA RATE MEDIA IN 80 TRACK HI DATA RATE DRIVE 1
1697 i
1698 OFAD MD_TBLS LABEL BYTE
1699 OFAD DF bB 11011111B 3 SRT=D, HD UNLOAD=0F - 1ST SPECIFY BYTE
1700 OFAE 02 DB 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
1701 OFAF 25 DB MOTOR_WAIT 3 WAIT TIME AFTER OPERATION TILL MOTOR OFF
1702 OFBO 02 DB 2 3 512 BYTES/SECTOR
1703 OFBI 09 DB 09 3 EOT ( LAST SECTOR ON TRACK)
1704 OFB2 2A 2= 02AH 3 GAP LENGTH
1705 OFB3 FF o8 OFFH 3 DTL
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50 oB 050H 3 GAP LENGTH FOR FORMAT
Fe DB OF6H 3 FILL BYTE FOR FORMAT
oF 0B 15 3 HEAD SETTLE TIME (MILLISECONDS
08 oB 8 3 MOTOR START TIME (1/8 SECONDS
4F 0B 79 i MAX. TRACK NUMBER
80 0B RATE_250 1 DATA TRANSFER RATE
80 TRACK HI DATA RATE MEDIA IN 80 TRACK HI DATA RATE DRIVE 1
i
MD_TBLS LABEL BYTE
AF o8 101011118 4 SRT=A, HD UNLOAD=OF - IST SPECIFY BYTE
02 08 2 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
25 o8 MOTOR_WAIT 3 WAIT TIME AFTER OPERATION TILL MOTOR OFF
02 oe 2 3 512 BYTES/SECTOR
12 o8 18 3 EOT ( LAST SECTOR ON TRACK)
18 o8 01BH 3 GAP LENGTH
FF o8 OFFH 3 DTL
6C DB 06CH 3 GAP LENGTH FOR FORMAT
Fé o8 OF6H 3 FILL BYTE FOR FORMAT
oF 0B 15 3 HEAD SETTLE TIME (MILLISECONDS
o8 o8 8 3 MOTOR START TIME (1/8 SECONDS
4F o8 79 3 MAX. TRACK NUMBER
00 o8 RATE_500 1 DATA TRANSFER RATE
DISK_BASE 1
THIS IS THE SET OF PARAMETERS REQUIRED FOR DISKETTE OPERATION. 1
THEY ARE POINTED AT BY THE DATA VARIABLE DISK_POINTER.
MODIFY THE PARAMETERS, BUILD ANOTHER PARAMETER BLOCK AND POINT 1
DISK_POINTER TO IT. 1
H ORG OEFCTH
ORG 00FCTH
DISK_BASE LABEL  BYTE
cF o8 110011118 1 SRT=C, HD UNLOAD=OF - 1ST SPECIFY BYTE
02 0B 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
25 0B MOTOR_WAIT 3 WAIT AFTER OPN TIL MOTOR OFF
02 o8 2 1 512 BYTES/SECTOR
08 0B 8 3 EOT [ LAST SECTOR ON TRACK
2A 0B 02AH 3 GAP LENGTH
FF DB OFFH 3 DTL
50 o8 050H 3 GAP LENGTH FOR FORMAT
Fe o8 OF6H 3 FILL BYTE FOR FORMAT
19 o8 25 3 HEAD SETTLE TIME (MILLISECONDS
04 oe 4 3 MOTOR START TIME (1/8 SECONDS
3 ORG OEFD2H
ORG 00FD2H
PRINTER_10:
E9 0000 E JMP PRINTER_10_1
{ ORG OF045H
ORG 01045H
0000 E Ml DW OFFSET  SET_MODE 3 TABLE OF ROUTINES WITHIN VIDEO
0000 E ow OFFSET SET_CTYPE
0000 E oW OFFSET SET_CPOS
0000 E oW OFFSET  READ_CURSOR
0000 E oW OFFSET READ_LPEN
0000 E oW OFFSET ACT_DISP_PAGE
0000 E oW OFFSET  SCROLL_UP
0000 E oW OFFSET  SCROLL_DOWN
0000 E oW OFFSET READ_AT_CURRENT
0000 E oW OFFSET WRITE_AC_CURRENT
0000 E oW OFFSET WRITE_C_CURRENT
0000 E ow OFFSET SET_COLOR
0000 E ow OFFSET WRITE_DOT
0000 E ow OFFSET READ_DOT
0000 E oW OFFSET WRITE_TTY
0000 E oW OFFSET VIDEO_STATE
0 MIL EQU $-M1
3 ORG OF065H
ORG 01065H
VIDEO_10:
ES 0000 E JMP VIDEO_10_!
g VIDEO PARAMETERS --- INIT_TABLE
11 ORG OF0A4H
ORG 010A4H
VIDEO_PARMS LABEL  BY
38 28 2D 0A IF 06 o8 38H,28H, ZDH OAH, 1FH, 6, 19H 1 SET UP FOR 40X25
19
IC 02 07 06 07 oB 1CH,2,7,6,7
00 00 00 00 o8 0,0,0,0
0 M4 EqQu $-VIDEQ_PARMS
Ti 50 5A OA IF 06 oe TIH,50H,5AH,0AH, 1FH, 6, 19H 3 SET UP FOR 80X25
19
1C 02 07 06 07 0B ICH,2,7,6,7
00 00 00 00 o8 0,0,0,0
38 28 2D OA TF 06 DB 38H,28H,2DH, 0AH, TFH, 6,64H 3 SET UP FOR GRAPHICS
64
70 02 01 06 07 0B TOH,2,1,6,7
00 00 00 00 oe 0,0,0,0
61 50 52 OF 19 06 oe 61H,50H,52H,0FH, 19H, 6, 1 9H 3 SET UP FOR 80X25 BaW CARD
19
19 02 0D 0B 0OC oe 19H, 2, 00H, 0BH, 0CH
00 00 00 00 o8 0,0,0,0
3 TABLE OF REGEN LENGTHS
0800 M5 ow 2048 3 40X25
1000 oW 4096 1 80X25
4000 oW 16384 3 GRAPHICS
4000 ow 16384
| St COLUMNS
28 28 50 50 28 28 M6 40,40,80,80,40,40,80,80
50 50
et C_REG_TAB
2C 28 2D 29 2A 2E M7 0B 2CH, 28H, 2DH, 29H, 2AH, 2EH, 1EH,29H ; TABLE OF MODE SETS
1E 29

POST (01/10/86) 5-99

v
m
o
)
o
=
(2]



http:VIOEO_PARt.4S

IBM Personal Computer MACRO Assembler Version 2.00 =17
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1819 PAGE

1820 §7== INT 12 ===-=-mommmmomoo

1821 MEMORY_S1ZE_DET

1822 THIS ROUTINE DETERMINES THE AMOUNT OF MEMORY IN THE SYSTEM

1823 AS REPRESENTED BY THE SWITCHES ON THE PLANAR. NOTE THAT THE

1824 SYSTEM MAY NOT BE ABLE TO USE 1/0 MEMORY UNLESS THERE IS A FULL 1
1825 COMPLEMENT OF 64K BYTES ON THE PLANAR.

1826 INPUT :
1827 NO REGISTERS :
1828 THE MEMORY_SIZE VARIABLE IS SET DURING POWER ON DIAGNOSTICS '
1829 ACCORDING TO THE FOLLOWING HARDWARE ASSUMPTIONSt

1830 PORT 60 BITS 3,2 = 00 - 256K BASE RAM

1831 01 - 512K BASE RAM

1832 10 - 576K BASE RAM

1833 | - 640K BASE RAM

1834 PORT 62 BITS 3-0 INDICATE AMOUNT OF 1/0 RAM IN 32K INCREMENTS
1835 E.G., 0000 - NO RAM IN 1/0 CHANNEL

1836 0010 - 64K RAM IN 1/0 CHANNEL, ETC.

1837 OUTPUT '
1838 (AX) = NUMBER OF CONTIGUOUS 1K BLOCKS OF MEMORY 1
1839

1840 ASSUME  CS5:CODE,DS:DATA

1841 [ ORG OF841H

1842 1841 ORG 01841H

1843 1841 MEMORY_S I ZE_DET PROC FAR

1844 1841 FB STI 1 INTERRUPTS BACK ON

1845 1842 IE PUSH os 1 SAVE SEGMENT

1846 1843 E8 1A12 R CALL oDs

1847 (846 Al 0013 R MOV AX, @MEMORY_S | ZE + GET VALUE

1848 1849 IF POP os 3 RECOVER SEGMENT

1849 184A CF IRET 3 RETURN TO CALLER

1850 1848 MEMORY_S1ZE_DET ENODP

1851

1852 §=== INT 11 ===—=mommoomm o 3
1853 i EQUIPMENT DETERMINATION 3
1854 1 THIS ROUTINE ATTEMPTS TO DETERMINE WHAT OPTIONAL

1855 H DEVICES ARE ATTACHED TO THE SYSTEM.

1856 3 INPUT i
1857 i NO REGISTERS i
1858 H THE EQUIP_FLAG VARIABLE IS SET DURING THE POWER ON

1859 H DIAGNOSTITS USING THE FOLLOWING HARDWARE ASSUMPTIONS: 3
1860 B PORT 60 = LOW ORDER BYTE OF EQUPMENT

1861 i PORT 3FA = INTERRUPT ID REGISTER OF 8250

1862 3 BITS 7-3 ARE ALWAYS 0

1863 1 PORT 378 = OUTPUT PORT OF PRINTER -- 8255 PORT THAT

1864 3 CAN BE READ A5 WELL AS WRITTEN

1865 3 OUTPUT B
1866 1 (AX) 1S SET, BIT SIGNIFICANT, TO INDICATE ATTACHED 1/0

1867 : BIT 15,14 = NUMBER OF PRINTERS ATTACHED

1868 3 BIT 3 NOT USED

1869 s BIT 12 = GAME 1/0 ATTACHED

1870 i BIT 11,10,9 = NUMBER OF RS232 CARDS ATTACHED

1871 i BIT 8 UNU! i
1872 ; BIT 7,6 = NUMBER OF DISKETTE DRIVES

1873 H 00=1, 0i=2, 10=3, Ii=4 ONLY IF BIT 0 = {

1874 H BIT 5,4 = INITIAL VIDEO MODE

1875 3 00 - UNUSED i
1876 i 01 - 40X25 BW USING COLOR CARD

1877 i 10 - 80X25 BW USING COLOR CARD

1878 H 11 - 80X25 BW USING BW CARD

1879 : BIT 3,2 = PLANAR RAM SIZE (00=256K,01=512K,10=576K,112640K)

1880 B BIT 1 = MATH COPROCESSOR

1881 i BIT 0 = IPL FROM DISKETTE -- THIS BIT INDICATES THAT

1882 B THERE ARE DISKETTE DRIVES ON THE SYSTEM

1883 H i
1884 H NO OTHER REGISTERS AFFECTED

1885 H ;
1886 ASSUME  CS:CODE,DS:DATA

1887 B ORG OF 84DH

1888 184D ORG 0184DH

1889 184D EQUIPMENT PROC FAR

1890 184D FB STI 1 INTERRUPTS BACK ON

1891 184E IE PUSH os i SAVE SEGMENT REGISTER

1892 184F E8 1AI2 R CALL oDs

1893 1852 Al 0010 R MOV AX, ®EQUIP_FLAG 3 GET THE CURRENT SETTINGS

1894 1855 IF POP DS 3 RECOVER SEGMENT

1895 1856 CF IRET + RETURN TO CALLER

1896 1857 EQUIPMENT ENDP

1897

1898 i=-= INT 1§ ----

1899 H

1900 ; ORG OF859H

1901 1859 ORG 01859H

1902 1859 CASSETTE_10:

1903 1859 E9 0000 E Jvp CASSETTE_10_{

1904

1905 T e T

1906 3 NON-MASKABLE INTERRUPT ROUTINE:

1907 3 THIS ROUTINE WILL PRINT A "PARITY CHECK | OR 2" MESSAGE :

1908 B AND ATTEMPT TO FIND THE STORAGE LOCATION CONTAINING THE

1909 ; BAD PARITY. IF FOUND, THE SEGMENT ADDRESS WILL BE

1910 B PRINTED. IF NO PARITY ERROR CAN BE FOUND (INTERMITTANT

1911 i READ PROBLEM) ??7?77<-WILL BE PRINTED WHERE THE ADDRESS

1912 3 WOULD NORMALLY GO.

1913 bttt bt

1914 185C NMI_INT_{ PROC NEAR

1915 ASSUME  DS:DATA

1916 185C 50 PUSH AX i SAVE ORIG CONTENTS OF AX

1917 185D E4 62 IN AL,PORT_C

1918 185F A8 CO TEST AL, OCOH 3 PARITY CHECK?

1919 1861 75 03 INZ NMI_t

1920 1863 EB 58 90 JMP DI4 1 NO, EXIT FROM ROUTINE

1921 1866 NMI_1:

1922 1866 BA ---~ R MoV DX,DATA

1923 1869 8E DA MOV DS, DX

1924 1868 BE I18E2 R MoV S1,0FFSET DI 1 ADDR OF ERROR MSG

1925 186E A8 40 TEST AL, 40H 3 1/0 PARITY CHECK

1926 1870 75 03 JUNZ 013 i+ DISPLAY ERROR MSG

1927 1872 BE 18F2 R MOV S1,0FFSET D2 1 MUST BE PLANAR

1928 1875 D13:

1929 1875 B4 00 MoV AH,0 + INIT AND SET MODE FOR VIDEO
1930 1877 AD 0049 R MoV AL, @CRT_MODE

1931 {87A CD 10 INT 10H 4 CALL VIDEO_I0 PROCEDURE

1932 187C E8 1997 R CALL P_MSG i PRINT ERROR MSG

5-100 POST (01/10/86)
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C2 040
EB 10

1902 R
1997 R

DA
0CBA R

0000

o1

FB
co

0746 R
14 90

0

6
1E 0013 R

§----- SEE
MoV AL,00H
ouT OAOH, AL
IN AL ,PORT _|
OR AL, 001130008
ouT PORT_B, AL
AND AL, (TOOII111B
out PORT B, AL
MOV L OMEMORY_S 1ZE
cLD
suB DX,DX
NMI_LOOP:
MOV DS,DX
MOV ES,DX
MOV CX,4000H
suB S1,S1
REP LODSE
IN AL, P!
AND AL,||0060008
INZ |
ADD Dx.oaoou
suB sx.neu
UNZ NMI
MOV SI,(OFFSET D2A)
CALL P_|
cL1
HLT
PRT_NMI:
ov X ,DS
CALL PRT_SEG
cLl
HLT
Di4:
POP AX
IR
NMI_INT_1 ENDP

01-10-86

ROS CHECKSUM SUBROUTINE

Ros _CHECKSUM PROC NEAR
cX,0
ROS _CHECKSUM_ENT
AL, AL
cae:
ADD AL,DS:[BX]
INC BX
Loop c2e
AL AL
RS cnscxsuu ENDP

MESSAGE AREA FOR POST
EO 0B ©101°,CR,LF
El 0B * 201°,CR,LF
F3A o8 *ROM* ,CR,LF
F3C o8 *1801°,CR,LF
DI 3] *PARITY CHECK 2°
D2 b8 'PARITY CHECK
D2A o] 1?7?27 ,CR,LF

JCR,LF

1',CR,LF

IF LOCATION THAT CAUSED PARITY CHECK CAN BE FOUND

DISABLE TRAP

TOGGLE PARITY CHECK ENABLES

GET MEMORY SIZE WORD
SET DIR FLAG TO INCRIMENT
POINT DX AT START OF MEM

SET FOR 16KB SCAN

SET S1 TO BE REALTIVE TO
START OF ES

READ 16KB OF MEMORY

SEE IF PARITY CHECK HAPPENED

GO PRINT ADDRESS IF 1T DID
POINT TO NEXT 16K BLOCK

PRINT ROW OF ?7?7? IF PARITY
CHECK COULD NOT BE RE-CREATED

HALT SYSTEM

PRINT SEGMENT VALUE
HALT SYSTEM

RESTORE ORIG CONTENTS OF AX

NEXT_ROS_MODULE
NUMBER OF BYTES TO ADD
ENTRY FOR OPTIONAL ROS TEST

POINT TO NEXT BYTE
ADD ALL BYTES IN ROS MODULE
SUM = 0?

SYSTEM BOARD ERROR
MEMORY ERROR

ROM CHECKSUM ERROR
EXPANSION 10 BOX ERROR

BLINK LED PROCEDURE FOR MFG RUN-IN TESTS

IF LED !S ON, TURN IT OFF. IF OFF, TURN ON.
P
ASSUME DS:DATA
BLINK_INT PROC NEAR
S5T1
PUSH AX 3 SAVE AX REG CONTENTS
IN AL ,PORT_B 3 READ CURRENT VAL OF PORT B
MoV AH, AL
NOT 3 FLIP ALL BITS
AND AL,01000000B 3 ISOLATE CONTROL BIT
AND AH,10111111B 3 MASK OUT OF ORIGINAL VAL
OR AL, AH 3 OR NEW CONTROL BIT IN
ouT PORT_B, AL
MOV AL,ED
ouT INTAOO,AL
POP AX 1 RESTORE AX REG
IRET
BLINK_INT ENDP

IF CHECKSUM 1S OK, CALLS

THIS ROUTINE CHECKSUMS OPTI1ONAL ROM MODULES AND 1
INIT/TEST CODE IN MODULE 1

ROM CHECK PROC NEAR
MOV AX,DATA
MOV ES, AX
suB AH, AH
MOV AL, [Bx+2]
MOV CL,09H
SHL AX,CL
MOV CX, AX
PUSH  CX
MOV cx,4
SHR AX,CL
ADD DX, AX
POP cx
CALL ROS_CHECKSUM_CNT
Jz ROM_CHECK_1
CALL ROM_ERR
P ROM_CHECK_END

JM
ROM_CHECK 1t
PUSH DX

POST (01/10/86)

POINT ES TO DATA AREA

ZERO OUT AH
GET LENGTH INDICATOR
MULTIPLY BY 512

SET COUNT
SAVE COUNT
ADJUST

SET POINTER TO NEXT MODULE
RETRIVE COUNT
DO CHECKSUM

POST CHECKSUM ERROR
AND EXIT

SAVE POINTER
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19BE
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C7 06 0067 R 0003 MoV ES1@10_ROM_INIT,0003H 3 LOAD OFFSET
1E 0069 R Mov ES:010_ROM_SEG D 3 LOAD SEGMENT
1E 0067 R CALL D'ORD PTR ES!'IO ROM_INIT 3 CALL INIT./TEST ROUTINE

POP
ROM_CHECK_END:

X =5
ROM_CHECK ENDP

CONVERT AND PRINT ASCI1 CODE

AX AND BX DESTROYED.

3 RETURN TO CALLER

3 1
H AL MUST CONTAIN NUMBER TO BE CONVERTED. 1t
i 1

i
XPC_BYTE PROC NEAR
50 PUSH AX 1 SAVE FOR LOW NIBBLE DISPLAY
81 04 MOV cL,4 3 SHIFT COUNT
D2 E8 SHR AL,CL i NYBBLE SWAP
E8 1963 R CALL XLAT PR 3 DO THE HIGH NIBBLE DISPLAY
58 POP i RECOVER THE NIBBLE
24 OF AND AL OFH i ISOLATE TO LOW NIBBLE
3 FALL INTO LOW NIBBLE CONVERSION
XLAT_PR PROC NEAR i CONVERT 00-OF TO ASCI| CHARACTER
04 90 ADD AL,090H i ADD FIRST CONVERSION FACTOR
21 DAA 3 ADJUST FOR NUMERIC AND ALPHA RANGE
14 40 ADC AL, 040H i ADD CONVERSION AND ADJUST LOW NIBBLE
21 DAA i ADJUST HIGH NIBBLE TO ASCHI RANGE
PRT_HEX PROC NEAR
B84 OE MoV AH, 14 1 DISPLAY CHARACTER IN AL
87 00 MoV BH,0
cD 10 INT 10H 4 CALL VIDEO_IO
c3 RET
PRT_HEX ENDP
XLAT_PR ENDP
XPC_BYTE ENDP
F4 LABEL  WORD 3 PRINTER SOURCE TABLE
038C ow 3BCH
0378 ow 378H
0218 ow 278H
F4E LABEL  WORD
O
i THIS SUBROUTINE WILL PRINT A MESSAGE ON THE DISPLAY 1
3 '
3 ENTRY REQUIREMENTS~
i = OFFSET (ADDRESS) OF MESSAGE BUFFER
i cx = MESSAGE BYTE COUNT
i MAXIMUM MESSAGE LENGTH 1S 36 CHARACTERS
E_MSG  PROC NEAR
88 EE MOV BP,S1 3 SET BP NON-ZERO TO FLAG ERR
E8 1997 R CALL P_MSG i PRINT MESSAGE
1E PUSH oS
E8 IA12 R CALL oDs
A0 0010 R MOV AL,BYTE PTR @EQUIP_FLAG ; LOOPIHALT _ON ERROR
24 01 AND AL,O1H 3 SWITCH
15 OF INZ G2 3 NO - RETURN
MFG_HALT:
FA i YES - HALT SYSTEM
B0 89 MOV AL, 89H
E6 63 out CMD_PORT, AL
80 85 MoV AL.|0000|0|B 1 DISABLE KB
E6 61 out PORT_B,
A0 0015 R MOV AL, -urc ERR FLAG 3 RECOVER ERROR INDICATOR
E6 60 out PORT_A, AL i SET_INTO 8255 REG
Fa HLT 1 HALT SYS
Gia:
1F POP [:H i WRITE_MSG:
c3 RET
E_MSG  ENDP
P_MSG  PROC NEAR
GT2A:
2E: BA 04 MOV AL,CS:[S1] 3 PUT CHAR IN AL
46 INC Hl 3 POINT TO NEXT CHAR
50 PUSH AX i SAVE PRINT CHAR
E8 1969 R CALL PRT_HEX 3 CALL VIDEO_
58 POP AX 3 RECOVER PRTNT CHAR
3C 0A cMP AL, 10 i WAS IT LINE FEED?
15 F3 JINE Gi2A 1 NO,KEEP PRINTING STRING
c3 RET
P_MSG  ENDP
ASSUME  CS:CODE,DS:DATA
fom—memmmmommmmmaadoallllll
i THIS PROCEDURE WILL ISSUE LONG TONES (1-3/4 SECONDS) AND ONE OR 1
§ MORE SHORT TONES (9/32 SECOND) TO INDICATE A FAILURE ON THE
3 PLANAR BOARD, A BAD MEMORY MODULE, OR A PROBLEM WITH THE CRT.
3 ENTRY PARAMETERS: :
3 H = NUMBER OF LONG TONES TO BEEP.
i DL = NUMBER OF SHORT TONES TO BEEP.
ERR_BEEP PROC NEAR
9C PUSHF 1 SAVE FLAGS
FA cLi : DISABLE SYSTEM INTERRUPTS
0A Fé OR DH,DH i ANY LONG ONES TO BEEP
T4 1E Jz G3 3 NO, DO THE SHORT ONES
Gi: 3 LONG BEEPS
B3 70 MOV BL,112 i COUNTER FOR LONG BEEPS (1-3/4 SECONDS
B9 0500 MOV cx, 1280 3 DIVISOR FOR 932 HZ
E8 0C5C R CALL BEEP 3 DO THE BEEP
89 C233 MoV CX,49715 3 2/3 SECOND DELAY AFTER LONG BEEP
E8 0CAO R CALL WAITF 3 DELAY BETWEEN BEEPS
FE CE DEC OH i ANY MORE LONG BEEPS TO DO
15 EE INZ G1 3 LOOP TILL DONE
1E PUSH 0s 3 SAVE DS REGISTER CONTENTS
E8 1A12 CALL oDS
80 3E 0012 R 01 CMP OMFG_TST,01H 3 MANUFACTURING TEST MODE?
[ POP 3 RESTORE ORIGINAL CONTENTS OF (DS)
74 8D JE MFG_HALT i YES - STOP BLINKING LED
G3: 3 SHORT BEEPS
B3 12 MoV BL,18 1 COUNTER FOR A SHORT BEEP (9/32)
B9 0488 MOV CX, 1208 3 DIVISOR FOR 987 HZ
E8 0C5C R CALL BEEP 3 DO THE SOUND
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2161 1901 B9 8178 MOV CX,33144 3 1/2 SECOND DELAY AFTER SHORT BEEP
2162 19D4 E8 OCAO R CALL WAITF s DELAY BETWEEN BEEPS

2163 1907 FE CA DEC oL 1 DONE WITH SHORT BEEPS COUNT

2164 1909 15 EE JINZ G3 § LOOP TILL DONE

2165 1908 B9 8178 MOV CX,33144 1 1/2 SECOND DELAY AFTER LAST BEEP
2166 19DE EB OCAO R CALL WAITF 3 MAKE IT ONE SECOND DELAY BEFORE RETURN
2167 19E1 90 POPF i RESTORE FLAGS TO ORIGINAL SETTINGS
2168 19E2 C3 RET 3 RETURN TO CALLER

2169 19E3 ERR_BEEP ENDP

2170

2171 f

2112 B THIS PROCEDURE WILL SEND A SOFTWARE RESET TO THE KEYBOARD.

2173 : SCAN CODE 'AA' SHOULD BE RETURNED TO THE CPU.

2174 : -

2175 19E3 KBD_RESET PROC NEAR

2176 ASSUME DS:ABSO

2177 19E3 BO 08 MOV AL, 08H 1 SET KBD CLK LINE LOW

2178 I19E5 E6 61 out PORT_B, AL 1 WRITE 8255 PORT 8

2179 19ET B9 2956 MOV €X, 10582 3 HOLD KBD CLK LOW FOR 20 MS

2180 19EA G8:

2181 19EA E2 FE LoOP G8 4 LOOP FOR 20 MS

2182 19EC BO C8 MOV AL, 0CBH t+ SET CLK, ENABLE LINES HIGH

2183 19EE E6 61 out PORT_B, AL

2184 19F0 SP_TEST: N + ENTRY FOR MANUFACTURING TEST 2
2185 19F0 BO 48 MoV AL, 48H 4 SET KBD CLK HIGH, ENABLE LOW

2186 19F2 E6 61 out PORT_B, AL

2187 19F4 BO FD MOV AL.oFDH : ENABLE KEYBOARD INTERRUPTS

2188 19F6 E6 21 out INTAO I WRITE 8259 IMR

2189 I9F8 C6 06 046B R 00 MOV DATA AREA[.INTR FLAG- DATA40] 0 { RESET INTERRUPT (NDICATOR
2190 I19FD FB ST1 1 ENABLE INTERRUPTS

2191 19FE 2B €9 suB cX,CX 4 SETUP INTERRUPT TIMEOUT CNT

2192 1A00 G9:

2193 1A00 F6 06 0468 R 02 TEST DAYA _AREA[®INTR_FLAG-DATA40],02H ; DID A KEYBOARD INTR OCCUR?
2194 1A05 75 02 INZ + YES - READ SCAN CODE RETURNED

2195 1AOT E2 FT Loop 59 3 NO - LOOP TILL TIMEOUT

2196 1A09 G1o:

2197 1A09 E4 60 IN AL ,PORT_A 1 READ KEYBOARD SCAN CODE

2198 1A0B 8A D8 MOV BL,AL 1 SAVE SCAN CODE JUST READ

2199 1AOD BO C8 MOV AL, 0CBH i CLEAR KEYBOARD

2200 1AOF E6 61 out PORT_B, AL

2201 1A11 C3 RET + RETURN TO CALLER

2202 1A12 KBD_RESET ENDP

2203

2204 1A12 DDS PROC NEAR i LOAD (DS) TO DATA AREA

2205 (AI2 2E: 8E 1E 1AI8 R MOV DS,CS:DDSDATA + PUT SEGMENT VALUE OF DATA AREA INTO DS
2206 1A17 C3 RET 4 RETURN TO USER WITH (DS)= DATA
2207

2208 1A18 ---- R DDSDATA D¥ DATA + SEGMENT SELECTOR VALUE FOR DATA AREA
2209

2210 1AIA oDs ENDP

2211

2212 1-- HARDWARE INT 08 H -- ( IRQ LEVEL 0

2213

2214 THIS ROUTINE HANDLES THE TIMER INTERRUPT FROM FROM CHANNEL 0 OF

H 1
i 1

2215 H THE 8254 TIMER. INPUT FREQUENCY IS 1.19318 MHZ AND THE DIVISOR

2216 H IS 65536, RESULTING IN APPROXIMATELY 18.2 INTERRUPTS EVERY SECOND.

2217 B '

2218 B THE INTERRUPT HANDLER MAINTAINS A COUNT (4036C) OF INTERRUFTS SINCE

2219 3 POWER ON TIME, WHICH MAY BE USED TO ESTABLISH TIME OF DA

2220 i THE. INTERRUPT  HANDLER ALSO DECREMENTS THE MOTOR CONTROL COUNT (40:140)

2221 B OF THE DISKETTE, AND WHEN IT EXPIRES, WILL TURN OFF THE

2222 s DISKETTE MOTOR(a), AND RESET THE MOTOR RUNNING FLAGS.

2223 i THE INTERRUPT HANDLER WILL ALSO INVOKE A USER ROUTINE THROUGH

2224 ' INTERRUPT 1CH AT EVERY TIME TICK. THE USER MUST CODE

2225 s ROUTINE AND PLACE THE CORRECT ADDRESS IN THE VECTOR TABLE-

2226 B

2227 ASSUME  CS:CODE,DS:DATA

2228

2229 1AIA TIMER_INT 1 PROC  NEAR

2230 1A1A FB sTi 1 INTERRUPTS BACK ON

2231 1A1B IE PUSH DS

2232 1AIC 80 PUSH AX

2233 IAID 62 PUSH DX t SAVE MACHINE STATE

2234 IAIE B8 -~-- R MOV AX,DATA i GET ADDRESS OF DATA SEGMENT

2235 1A21 BE DB MOV DS, AX 3 ESTABLISH ADDRESSABILITY

2236 1A23 FF 06 006C R INC eTIMER_LOW i INCREMENT TIME

2237 1A27 75 04 INZ T - i GO TO TEST DAY

2238 1A29 FF 06 006E R INC ©TIMER_HIGH i+ INCREMENT HIGH WORD OF TIME

2239 1A2D T4: : TEST

2240 1A2D 83 3E 006E R 18 cMP OTIMER_HIGH,018H 4 TEST FOR coun7 EQUAL ING 24 HOURS

2241 1A32 715 | INZ 15 + GO TO DISKETTE_CTL

2242 1A34 81 3E 006C R 0080 cMP ©T |MER_LOW, 0B0H

2243 1A3A 75 11 INZ TS 4 GO TO DISKETTE_CTL

2244

2245 3----- TIMER HAS GONE 24 HOURS

2246

2247 1A3C 2B CO suB AX, AX

2248 1A3E A3 006E R MOV ©TIMER_HIGH,AX CLEAR TIMER COUNT HIGH

2249 1A41 A3 006C R MOV T IMER_LOW, AX AND_LOW

2250 1A44 C6 06 0070 R 01 MOV TIMER OFL, 1 SET TIMER ELAPSED 24 HOURS FLAG

2251 1A49 FF 06 0OCE R INC @DAY_COUNT INCREMENT ELAPSED DAY COUNTER %)
2252

2253 om-m- TEST FOR DISKETTE TIME OUT m
2254 (]
2255 1A4D 51 —
2256 1A4D FE OE 0040 R DEC @MOTOR_COUNT 1 DECREMENT DISKETTE MOTOR CONTROL —_
2257 1A51 75 08 INZ Te 3 RETURN 1F COUNT NOT O o
2258 1A53 80 26 003F R FO AND @MOTOR_STATUS , OFOH t TURN OFF MOTOR RURNIRG 8175

2259 1A58 BO 0C MOV AL, OCH =
2260 1A5A BA 03F2 MOV DX, 03F2H s FDC CTL PORT

2261 1A5D EE out DX, AL 3 TURN OFF THE MOTOR o
2262

2263 1ASE Te: 3 TIMER TICK INTERRUPT

2264 1ASE CD 1C INT 1cH t+ TRANSFER CONTROL TO A USER ROUTINE

2265

2266 1A60 FA cLt § DISABLE INTERRUPTS TILL STACK CLEARED

2267 1A61 BO 20 MOV AL,EO1 + GET END OF INTERRUPT MASK

2268 1A63 E6 20 out INTAOO, AL i END OF INTERRUPT TO 8289 -

2269 1A65 SA POP ox + RESTORE (DX}

2270 1A66 58 POP AX

2271 1A6T IF POP os § RESET MACHINE STATE

2272 1A68 CF IRET i RETURN FROM INTERRUPT

2273

2274 1A69 TIMER_INT_1 ENDP
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2215 PAGE

2216

2271 CHARACTER GENERATOR GRAPHICS FOR 320X200 AND 640X200 GRAPHICS

FA N orG  oFaeen )

2280 1AGE ORG 01A6EH

2281 1AGE CRT_CHAR_GEN LABEL  BYTE

2282 1AGE 00 00 00 00 00 00 o8 000H, 000H, 000H, 000H, 000H,000H, 000H,000H § D_00 BLANK

gg:i 1A76 ?g H AS 81 BD 99 o8 OTEM,081H,0A5H, 08 |H, 0BDH, 099H, 08 1H,0TEH § D_01 SMILING FACE
gg:: |ATE T FF DB FF 3 E7 oB OTEH, OFFH, 0DBH , OFFH, 0C3H,0ETH, OFFH, 07EH § D_02 SMILING FACE N
§§:Z 1a86 6c ;E FE FE 7C 38 o8 06CH, OFEH, OFEH, OFEH, 0TCH,038H,010H,000H ; D_03 HEART

2250 1A8E 10 38 1C FE 7c 38 0B 010H,038H,07CH, OFEH,07CH,038H,010H,000H § D_04 DI1AMOND

§§3é 1A% 38 gg 38 FE FE 7C o8 038H,07CH, 038H, OFEH, OFEH,07CH,038H,07CH ; D_05 cLus

Soa 1ASE ?g 6 38 IC FE 7C DB 010H,010H,038H,07CH, OFEH,0TCH,038H,07CH ; D_06 SPADE

5532 1AA6 0 00 18 3C 3¢ 18 o8 000H,000H, 018H,03CH,03CH,018H,000H,000H ; D_07 BULLET

g::; 1AAE o 22 E7 €3 C3 E7 [+1:] OFFH, 0FFH, 0E7H, 0C3H, 0C3H, 0ETH,OFFH,0FFH { D_08 BULLET NEG
§§32 1A86 00 ;E,ee 42 42 66 o8 000H,03CH, 066H,042H,042H,066H,03CH,000H ; D_09 CIRCLE

§§8é 1 ABE s gg 99 8D BD 99 0B OFFH, 0C3H, 099H, 0BOH, 0BOH, 099H, 0C3H, OFFH § D_OA CIRCLE NEG
ggga 1ACE %3 o OF D cC CcC o8 00FH, 007H, 00FH, 0TDH, 0CCH, 0CCH, 0CCH, 078H § D_0B MALE

ggg: IACE SC 66 66 66 3 18 o8 03CH, 066H,066H,066H,03CH,018H,0TEH,018H § D_OC FEMALE

ggg; 1AD6 * 3 3F 30 30 70 DB 03FH, 033H, 03FH, 030H, 030H,070H, 0FOH,0EOH 3 D_0D EIGHTH NOTE
g:?g 1ADE :g Eg TF 63 63 67 oB OTFH,063H,07FH,063H,063H,067H, 0E6H, 0COH ; D_OE TWO 1/16 NOTE
2312 1aze 59 22 3C E7 E7 3C 0B 099H,05AH, 03CH, OETH, OETH, 03CH, 05AH,099H ; D_OF SUN

2313 5A 99

2314

2315 1AEE 80 EO F8 FE F8 EO DB 080H, 0EOH , OF 8H , OFEH, OF 8H, 0EOH , 080H, 000H § D_I0 R ARROWHEAD
gg:g 1AF6 gg gg 3E FE 3E OE 0B 002H, 00EH, 03EH, OFEH, 03EH, 00EH, 002H, 000H § D_1 1 L ARROWHEAD
:g:g IAFE i5 gg TE 18 18 TE o8 018H,03CH,0TEH,018H,018H,07EH,03CH,018H 3 D_t2 ARROW 2 VERT
ggg? 1806 22 ;2 66 66 66 00 DB 066H, 066H, 066H, 066H, 066H,000H, 066H,000H § D_13 2 EXCLAMATIONS
gggg 1BOE b gg 0B 78 1B 1B o8 07FH, 0DBH, 0DBH,076H,01BH,018H,01BH,000H § D_14 PARAGRAPH

gg;; (e 3 23 38 6C 6C 38 [+1:] 03EH, 063H, 038H, 06CH, 06CH, 038H, 0CCH,078H 3 D_I5 SECTION

355 1B1E gg %0 00 00 7E TE o8 000H,000H, 000H, 000H, 0TEH, 0TEH,0TEH, 000H § D_16 RECTANGLE

2225 1826 75 gg 7E 18 7E 3C DB 018H,03CH,07EH,018H,07EH,03CH,018H,0FFH § D_17 ARROW 2 VRT UP
gggl 182 13 ZZ 7E 18 18 18 o8 018H,03CH,0TEH,018H,018H,018H,018H,000H § D_18 ARROW VRT UP
§§§§ 1836 18 ?g 18 18 TE 3C o8 018H,018H,018H,018H,07EH,03CH, 018H,000H § D_19 ARROW VRT DDWN
ggg; (B3E 00 18 oc FE oc 18 be 000H,018H,00CH, OFEH, 00CH,018H,000H,000H ; D_1A ARROW RIGHT
2232 1B46 gg gg 60 FE 60 30 oB 000H, 030H, 060H, OFEH, 060H, 030H, 000H,000H ; D_18 ARROW LEFT
2333 1B4E gg gg €O CO CO FE DB 000H, 000H, 0COH, OCOH , 0COH, OFEH, 000H,000H 3 D_IC NOT INVERTED
gg:? 1856 gg 24 66 FF 66 24 0B 000H,024H,066H,0FFH,066H,024H,000H,000H § D_1D ARROW 2 HORZ
2333 18sE 00 ?g 3C TE FF FF 0B 000H,018H,03CH,0TEH, OFFH,0FFH,000H,000H § D_IE ARROWHEAD UP
gg:; 1866 %0 ee FF TE 3C 18 o8 000H, OFFH, OFFH, 0TEH, 03CH, 018H,000H,000H 3 D_IF ARROWHEAD DOWN
2346 00 00

2347

2348 IB6E 00 00 00 00 00 00 DB 000H, 000H, 000H, 000H, 000H, 000H, 000H,000H 3 D_20 SPACE

2350 1876 30 78 78 30 30 00 bB 030H,078H,078H,030H,030H,000H,030H,000H ; D_21 EXCLAMAT ION
gggé 1BTE e 6C 00 00 00 0B 06CH, 06CH, 06CH, 000H, 000H, 000H, 000H, 000H ; D_22 QUOTATION

gggi 1886 e o6 FE 6C FE 6C o8 06CH, 06CH, OFEH, 06CH, OFEH, 06CH, 06CH, 000H ; D_23 LB,

§§§§ 188E 30 gg co 78 oC F8 o8 030H,07CH, 0COH, 078H, 00CH, OF 8H,030H,000H ; D_24 DOLLAR SIGN
ggg; 1896 gg ce cc 1 30 66 oB 000H, 0C6H, 0CCH, 0 1 8H, 030H, 066H, 0C6H, 000H § D_25 PERCENT

5323 189 38 22 38 76 DC CC o8 038H, 06CH, 038H, 076H, 0DCH, 0CCH, 076H,000H § D_26 AMPERSAND

:::é 1BAG Zg Zg co 00 00 00 o8 060H, 060H, 0COH, 000H, 000H, 000H, 000H, 000H ; D_27 APOSTROPHE
gg:i 1BAE Te 30 60 60 60 30 0B 018H,030H,060H,060H, 060H, 030H, 018H,000H § D_28 L. PARENTHESIS
g;:: 1886 ;g gg 18 (8 18 30 0B 060H,030H, 018H,018H,018H,030H,060H,000H 3 D_29 R. PARENTHESIS
gg:; 18BE %0 o6 3C FF 3C 66 oe 000H,066H,03CH, OFFH, 03CH,066H,000H,000H ; D_2A ASTERISK

23?3 18C6 gg gg 30 FC 30 30 0B 000H, 030H, 030H, OFCH, 030H, 030H, 000H,000H 3 D_28 PLUS

P 1BCE gg 2 00 00 00 30 o8 000H, 000H, 000H, 000H, 000H, 030H, 030H,060H ; D_2C COMMA

B 18D6 gg %o 00 FC 00 00 0B 000H, 000H, 000H, OFCH, 000H, 000H, 000H, 000H § D_2D DASH

gg;: 180 00 o0 00 00 00 30 oe 000H, 000H, 000H, 000H, 000H, 030H, 030H,000H § D_2E PER10D

2376 1eee o0 o0 18 30 60 CO oe 006H,00CH, 018H,030H, 060H,0COH, 080H, 000H § D_2F SLASH

2319 80 00

2380

2381 IBEE 7C C6 CE DE F6 E6 oB 07CH, 0C6H, OCEH, ODEH, OF6H, OE6H, 0TCH, 000H § D_30

gggg 1BF6 ;g ?g 30 30 30 30 DB 030H,070H, 030H,030H, 030H, 030H, OFCH, 000H ; D_31

gg:; 1BFE % ce oc 38 60 CC oB 078H, 0CCH, 00CH, 038H, 060H, 0CCH, OFCH, 000H § D_32

gggz 1c06 Eg §§ oc 38 oc cC DB 078H,0CCH, 00CH, 038H,00CH, 0CCH,078H,000H 3 D_33

5-104
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1COE
Icle
1CIE
1C2e
1C2E
1C36
IC3E
IC4e
1C4E
1C56
IC5E

1Ceé

1CeE
1C7e
1CTE
1caé
1C8E
1C96
1C9E
1CA6
1CAE
1CB6
1CBE
1CCe
1CCE
1CDe
1CDE

1CE&

ICEE
1CFe
1CFE
1006
1DOE
D16
1DIE
1D2&
1D2E
1D36
1D3E
1D46
1D4E
1D56
IDSE

1066

1D6E
1076
1D7E
1086
1D8E
1096
1DSE
1DA6
I1DAE
1086
1DBE

1DCe

1c

E
FC
78
38
78
FC
30
18
18
78
70
00

7C
30
C

FC
3C

Ci
EOQ
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3C 6C CC FE 0C
00

00

oc
F8
18
78
1c
00

OE
cc
1c
co
66
18
78
co
FC
30
oc
18
60
FE
DE

ce

cc
1c
70
30
cc
cc
De
38
78
18
60
18
18
Ce
00

oo
oc

cc
c
cc
Fo
cc
76
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6C

oc
cc
30
cc
oc
00

66
co
66
68
68
CE
cc
30
cc

66
co
cc
FC
60
cc

66
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cc

0o

oe
oB
oB
o8
oB
oB
oB
o8
0B
o
DB
oB

bB
oB
oB
oB
DB
oB
bB
oB
oB
oB
o8
oB
o8
DB
oB
DB

DB
oB
DB
0B
oB
oB
os
bB
oB
0B
DB
bB
DB
DB
DB
DB

os
o8
oB
oB
oB
bB
bB
oB
0B
oB
[>):}
oB
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01CH,03CH, 06CH,0CCH,OFEH, 00CH, 01EH,000H
OFCH,0COH, OF8H,00CH, 00CH, 0CCH, 078H,000H
038H,060H,0COH,0F8H,0CCH,0CCH,078H,000H
OFCH, 0CCH, 00CH,018H,030H,030H,030H,000H
078H,0CCH,0CCH,078H,0CCH,0CCH,078H,000H
078H,0CCH,0CCH,07CH,00CH,018H,070H,000H
000H,030H,030H,000H, 000H, 030H, 030H, 000H
000H,030H,030H,000H,000H, 030H,030H,060H
018H,030H,060H,0C0H,060H,030H,018H,000H
000H,000H, OFCH,000H,000H, 0FCH, 000H, 000H
060H,030H,018H,00CH,018H,030H,060H,000H

078H,0CCH, 00CH,018H,030H,000H,030H,000H

07CH, 0C6H, ODEH, 0DEH , ODEH, 0COH, 078H, 000H
030H,078H, 0CCH, 0CCH, OFCH, 0CCH, 0CCH, 000H
OFCH, 066H, 066H,07CH, 066H,066H, OFCH, 000H
03CH, 066H, 0COH, 0COH, 0COH, 066H , 03CH, 000H
OF 8H, 06CH, 066H, 066H, 066H , 06CH , OF 8H, 000H
OFEH, 062H, 068H,0T8H, 068H, 062H, OFEH, 000H
OFEH, 062H, 068H,078H, 068H, 060H , OF OH, 000H
03CH, 066H, 0COH, 0COH , 0CEH , 066H , 03EH, 000H
0CCH, 0CCH, 0CCH, OFCH, 0CCH, 0CCH, 0CCH, 000H
078H,030H, 030H, 030H, 030H, 030H, 078H, 000H
01EH, 00CH, 00CH, 00CH, 0CCH, 0CCH, 078H; 000H
0E6H, 066H, 06CH, 0T8H, 06CH, 066H , 0E6H, 000H
OFOH, 060H, 060H, 060H, 062H, 066H , OFEH, 000H
0C&H, 0EEH, OFEH, OFEH, 0D6H , 0C&H , 0C6H, 000H
0C6H , 0E6H, OF 6H, 0DEH, 0CEH, 0C6H, 0C6H, 000H

038H,06CH, 0C6H, 0C6H, 0C6H, 06CH, 038H, 000H

OFCH, 066H,066H,07CH, 060H, 060H, OF OH, 000H
078H,0CCH, 0CCH, 0CCH, 0DCH, 0T8H, 01CH, 000H
OFCH, 066H,066H,07CH, 06CH, 066H, 0E6H, 000H
078H, 0CCH, 0EOH,070H, 01CH, 0CCH, 078H, 000H
OFCH, 0B4H, 030H,030H, 030H, 030H, 078H, 000H
0CCH, 0CCH, 0CCH, 0CCH, 0CCH, 0CCH, OFCH, 000H
0CCH, 0CCH, 0CCH, 0CCH, 0CCH , 0T8H , 030H, 000H
0C6H, 0C&H, 0C6H, 0D6H , OFEH, OEEH, 0C6H, 000H
0C6H, 0C6H, 06CH, 038H , 038H, 06CH, 0C6H, 000H
OCCH, 0CCH, 0CCH, 0 T8H, 030H, 030H, 078H, 000H
OFEH, 0C&H, 08CH, 018H, 032H, 066H, OFEH, 000H
078H,060H,060H, 060H, 060H, 060H, 0 T8H, 000H
0COM, 060H,030H, 0 84, 00CH, 006H, 002H, 000H
078H,018H,018H,018H,018H,018H,078H,000H
010H,038H,06CH,0C6H, 000H, 000H, 000H, 000H

000H,000H,000H,000H,000H,000H,000H, OFFH

030H,030H,018H,000H,000H,000H,000H,000H
000H,000H,078H,00CH,07CH,0CCH, 076H,000H
0EOH, 060H, 060H,07CH, 066H,066H, 0DCH, 000H
000H,000H,078H,0CCH,0COH, 0CCH,078H,000H
01CH,00CH,00CH,07CH,0CCH, 0CCH,076H, 000H
000H,000H,078H,0CCH,0FCH, 0COH,078H, 000H
038H,06CH, 060H,0F0H, 060H, 060H, OFOH,000H
000H,000H,076H,0CCH,0CCH,07CH,00CH, OF 8H
0EOH,060H,06CH,076H,066H,066H, 0E6H, 000H
030H, 000H,070H,030H,030H,030H,078H,000H
00CH, 000H, 00CH,00CH, 00CH, 0CCH, 0CCH, 078H

OEOH,060H,066H, 06CH,078H,06CH, 0E6H, 000H

D_34
0_35
D_36
o_37
D_38
D_39
D_3A
D_38
D_3C
D_3D
D_3E

D_3F

D_40
O_41
D_42
D_43
D_44
D_45
o_s6
D_a7
D_48
D_49
D_4A
o_4B
D_4c
D_4D
D_4E

D_4F

D_s0
o_s!
D_52
0_s3
o_s4
D_s5
D_S6
D_s7
o_ss
D_59
D_5A
0_sB
o_sc
0_sD

D_S5E

D_SF _

D_60
o_el
o_s2
D_63
D_64
D_65
D_66
o_67
D_68
D_69
D_6A

D_68

COLON
SEMICOLON
LESS THAN
EQUAL

GREATER THAN
QUESTION MARK

AT

LEFT BRACKET
BACKSLASH
RIGHT BRACKET
CIRCUMFLEX

UNDERSCORE

APOSTROPHE REV
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2503 E6 00

2504 IDCE 70 30 30 30 30 30 o8 070H,030H,030H, 030H, 030H, 030H, 078H, 000H
2505 78 00

2506 10D6 00 00 CC FE FE D6 oB 000H, 000H, 0CCH, OFEH, OFEH, 0D6H, 0C6H, 000H
2507 cé6 00

2508 1DDE 00 00 F8 CC CC CC o8 000H,000H, OF8H, 0CCH, 0CCH, 0CCH, 0CCH, 000H
2509 cc 00

2510 1DE6 00 00 78 CC CC CC o8 000H,000H,078H,0CCH, 0CCH,0CCH, 078H,000H
2511 78 00

2512

2513 IDEE 00 00 DC 66 66 T1C oB 000H,000H, 0DCH, 066H,066H, 0TCH, 060H, OF OH
2514 60 FO

2515 1DF6 00 00 76 CC CC 7C oB 000H,000H,076H,0CCH, 0CCH,0TCH, 00CH, 0 1EH
2516 oc 1E

2517 IDFE 00 00 DC 76 66 60 o8 000H, 000H, 0DCH, 0T6H, 066H, 060H, OF OH, 000H
2518 FO 00

2519 1E06 00 00 7C CO 78 0OC o8 000H,000H, 07CH, 0COH, 078H, 00CH, OF 8H, 000H
2520 F8 00

2521 1EOE 10 30 7C 30 30 34 o8 010H,030H, 07CH, 030H, 030H, 034H, 018H, 000H
2522 18 00

2523 1E16 00 00 CC CC CC CC o8 000H, 000H, 0CCH, 0CCH, 0CCH, 0CCH, 0T6H, 000H
2524 76 00

2525 1E1E 00 00 CC CC CC 78 bB 000H, 000H, 0CCH, 0CCH, 0CCH, 078H, 030H, 000H
2526 30 00

2527 1E26 00 00 C6 D6 FE FE o8 000H, 000H, 0C6H, 0D6H , OFEH, OFEH, 06CH, 000H
2528 6C 00

2529 1E2E 00 00 C6 6C 38 6C o8 000H, 000H, 0C6H, 06CH, 038H, 06CH, 0C6H, 000H
2530 cé6 00

2531 1E36 00 00 CC CC CC 7C o8 000H, 000H, 0CCH, 0CCH, 0CCH, 07CH, 00CH, OF 8H
253 oc F8

2533 1E3E 00 00 FC 98 30 64 o8 000H, 000H, OFCH, 098H, 030H, 064H, OFCH, 000H
2534 FC 00

2535 1E46 1C 30 30 EO 30 30 o8 01CH,030H,030H,0EOH,030H,030H,01CH,000H
2536 1c 00

2537 1E4E 18 18 18 00 18 18 o8 018H,018H,018H,000H,018H,018H,018H,000H
2538 18 00

2539 1E56 EO 30 30 IC 30 30 o8 OEOH, 030H,030H,01CH, 030H, 030H, 0EOH, 000H
2540 E0 00

2541 IESE 76 DC 00 00 00 00 o8 076H,0DCH, 000H, 000H, 000H, 000H, 000H, 000H
2542 00 00

2543 1E66 00 10 38 6C C6 C6 o8 000H,010H,038H,06CH, 0C6H, 0C6H, OFEH, 000H
2544 FE 00
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D_6C
D_6D
D_6E

D_6F

D_70
o_7i
o_12
D_13
o_74
D_75
o_76
D_17
D_78
0_79
O_TA
o_18
o_1c
o_10
D_TE

O_1F

LEFT BRACE
BROKEN STROKE
RIGHT BRACE
TILDE

DELTA
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PAGE
3=-= INT (A
i TIME_OF_DAY '
4 THIS ROUTINE ALLOWS THE CLOCK TO BE SET/READ 1
H ]
3 INPUT '
i (AH) = 0 READ THE CURRENT CLOCK SETTING
H RETURNS CX = HIGH PORTION OF COUNT
i DX = LOW PORTION OF COUNT '
; AL = 0 IF TIMER HAS NOT PASSED 1
; 24 HOURS SINCE LAST READ '
H <>0 IF ON ANOTHER DAY
P (AH) =1 SET THE CURRENT CLOCK
; CX = HICH PORTION OF COUNT
s = LOW PORTION OF COUNT
3 NOTE: COUNTS OCOUR AT THE RATE OF
: 1193180/65536 COUNTS/SEC
l (OR ABOUT 18.2 PER SECOND -- SEE EQUATES BELOW) 1
{
ASSUME  CS31CODE,DS31DATA
f ORG OFE6EH
|EEE ORG O1E6EH
1E6 TIME_OF_DAY:
1E€E €9 0995 R IMP TIME_OF_DAY_1
f ORG OFEASH
1EAS ORG O1EASH
1EAS TIMER_INT:
1EAS E9 1AIA R JMP TIMER_INT_1
i THESE ARE THE VECTORS WHICH ARE MOVED INTO i
3 THE 8086 INTERRUPT AREA DURING POWER ON. :
i ONLY THE OFFSETS ARE DISPLAYED HERE, CODE '
i SEGMENT WILL BE ADDED FOR ALL OF THEM, EXCEPT 1
i WHERE NOTED. '
fmmmmmmmmmeceeme—eeem—————
ASSUME  CS:CODE
: ORG OFEF3H
IEF3 ORG 01EF3H
1EF3 VECTOR_TABLE ~ LABEL _WORD ' VECTDR TABLE_VALUES FOR POST YESTS
1EF3 1EAS R ow OFFSET TIMER_INT ' 08H - HARDWARE TIMER 0 [
1EFS 0987 R ow OFFSET KB_INT ' INT 051 - KEYBOARD |nq
1EF7 1F23 R ow OFFSET DT! 3+ INT OAH IRQ 2
1EF9 IF23 R ow OFFSET DI § INT OBH - IRQ 3
1EFB 1F23 R ow OFFSET DI 1 § INT OCH - IRQ 4
1EFD 1F23 R ow OFFSET DI 1 3 INT ODH - IRQ 5
1EFF OF57 R ow OFFSET DISK_INT 4 INT OEH - DISKETTE IRQ 6
1FO1 1F23 R ow OFFSET DIt + INT OFH - IRQ T
SOFTWARE INTERRUPTS ( BIOS CALLS AND POINTERS )
1F03 1065 R ow OFFSET VIDEO_IO § INT 10H -- VIDEO DISPLAY
IFO5 184D R ow OFFSET EQUIPMENT 4 INT 1IH -- GET EQUIPMENT FLAG WORD
IFOT 1841 R ow OFFSET MEMORY_SIZE_DET § INT 12H -- GET REAL MODE MEMORY S|ZE
1F09 0C59 R ow OFFSET DISKETTE_IO 4 INT 13H -- DISKETTE
IFOB 0739 R ow OFFSET RS232_10 § INT 14H -- COMMUNICATION ADAPTE!
IFOD 1859 R ow OFFSET CASSETTE_IO 4 INT 15H -- EXPANDED BIOS FUNCTION CALL
IFOF 082E R bW OFFSET KEYBOARD_10 3 INT 16H -- KEYBOARD INPUT
IF11 OFD2 R ow OFFSET PRINTER_TO 3 INT ITH -- PRINTER OUTPUT
1F13 0000 DW 00000H ' OF600H INSERTED FOR BASIC
IF15 06F2 R ow OFFSET BOOT_STRAP ' BOOT FROM SYSTEM MEDIA
IF17 1E6E R oW OFFSET TIME_OF_DAY ' TIME OF DAY
IF19 1F49 R ow OFFSET DUMMY_RETURN ' KEYBOARD BREAK ADDRESS
IFIB 1F49 R ow OFFSET DUMMY_RETURN ' TIMER BREAK ADDRESS
IFID 10A4 R ow OFFSET VIDEO_PARMS i VIDEO PARAMETERS
IFIF OFCT R ow OFFSET DISK_BASE ' DISKETTE PARAMETERS
IF21 0000 ow 00000H i POINTER TO VIDEO EXTENSION

1F53
1F53

20

26 006B R

TEMPORARY INTERRUPT SERVICE ROUTINE
1. THIS ROUTINE IS ALSO LEFT

INTERRUPT VECTORS.
CONTAIN EITHER: 1.
CAUSED CODE TO BE EXEC.

LOCATION *INTR

IN PLACE AFTER THE
POWER ON DIAGNOSTICS TO SERVICE UNUSED

LEVEL OF HARDWARE
INTERUPTS THAT WAS

FLAG® WiLL
INT. THAT

. 'FF* FOR NON-HARDWARE
EXECUTED ACCIDENTLY.
D1t PROC NEAR
ASSUME DS:DATA
PUSH DS
CALL oDS
PUSH AX '
MoV AL, 0BH ]
ouTt INTA0O, AL 3
NOP i
IN AL, INTAOO
MOV AH, AL i
OR AL, AH s
INZ HW_INT
MOV AHOFFH
JMP SHORT SET_INTR_FLAG s
HW_INT:
IN AL, INTAO! i
OR . 3
out INTAO T, AL
MOV ’
U INTA00, AL

ouT
SET_INTR_FLAG:
Mov

®INTR_FLAG,AH
POP AX

DS

POP
DUMMY_RETURN ¢

IRET
D11 ENDP

SAVE REG AX CONTENTS

READ IN-SERVICE REG

(FIND OUT WHAT LEVEL BEING
SERVICED)

GET LEVEL

SAVE IT

00? (NO HARDWARE ISR ACTIVE)

SET FLAG TO FF IF NON-HDWARE

GET MASK VALUE
MASK OFF LVL BEING SERVICED

SET FLAG
RESTORE REG AX CONTENTS

NEED IRET FOR VECTOR TABLE

DUMMY RETURN FOR ADDRESS COMPATIBILITY

ORG OFF53H
ORG 01F53H
IRET

POST (01/10/86)
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2658 PAGE

2659 i==~ INT 05 H —---------mmcmmmmmeooo -
2660 3 PRINT_SCREEN '
2661 H TTHIS LOGIC WILL BE INVOKED BY INTERRUPT 05H TO PRINT THE SCREEN.

2662 i THE_CURSOR POSITION AT THE TIME THIS ROUTINE IS INVOKED WILL BE

2663 H SAVED AND RESTORED UPON COMPLETION. THE ROUTINE IS INTENDED TO

2664 i RUN WITH INTERRUPTS ENABLED. IF A SUBSEQUENT PRINT SCREEN KEY

2665 B 1S DEPRESSED WHILE THIS ROUTINE IS PRINTING IT WILL BE |GNORED.

2666 i THE BASE PRINTERS STATUS |S CHECKED FOR NOT BUSY AND NOT OUT OF

2667 B PAPER. AN INITIAL STATUS ERROR WILL ABEND THE PRINT REQUEST.

2668 i ADDRESS 0050:0000 CONTAINS THE STATUS OF THE PRINT SCREEN:

2669 : N
2670 H 50:0 =0 PRINT SCREEN HAS NOT BEEN CALLED OR UPON RETURN 1 A
2671t 3 FROM A CALL THIS INDICATES A SUCCESSFUL OPERATION.

2612 § =1 PRINT SCREEN 1S IN PROGRESS - IGNORE THIS REQUEST.

26;3 3 255  ERROR ENCOUNTERED DURING PRINTING. 1
674 -

2615 H ORG OFF54H

2676 1F54 ORG 01F54H

2677

2678 1F54 PRINT_SCREEN_I PROC  FAR

2679 - 3 DELAY INTERRUPT ENABLE TILL FLAG SET
2680 1F54 IE PUSH DS 3 USE 0040:0100 FOR STATUS AREA STORAGE
2681 (F55 E8 1A12 R CALL oDSs 1 GET STATUS BYTE DATA SEGMENT

2682 {F58 80 3E 0100 R Ot cMP ©STATUS_BYTE, | 3 SEE_IF PRINT ALREADY IN PROGRESS
2683 IF5D 74 1C JE PRI9O 3 EXIT IF_PRINT ALREADY IN PROGRESS
2684 IF5F C6 06 0100 R 01 MOV @STATUS_BYTE, 1 3 INDICATE PRINT NOW IN PROGRESS

2685 1F64 FB STI - 3 MUST RUN WITH INTERRUPTS ENABLED
2686 IF65 50 PUSH AX i SAVE WORK REGISTERS

2687 IF66 53 PUSH BX

2688 1F67 51 PUSH [

2689 1F68 52 PUSH DX

2690 IF69 B4 OF MOV AH, OFH 4 WILL REQUEST THE CURRENT SCREEN MODE
2691 1F6B CD 10 INT 10H 3 (AL) = MODE

2692 i (AH) = NUMBER COLUMNS /L INE

2693 s (BH) = VISUAL PAGE

2694 1F6D BA CC MOV 3 WILL MAKE USE OF (CX) REGISTER TO
2695 IF6F BA 2E 0084 R MOV i CONTROL ROWS ON SCREEN & COLUMNS
2696 IF713 FE C5 INC 3 ADJUST ROWS ON DISPLAY COUNT

2697 ; (CL)= NUMBER COLUMNS /L INE

2698 3 (CH) = NUMBER OF ROWS ON DISPLAY
2699 e m e ——an

2100 AT THIS POINT WE KNOW THE COLUMNS/LINE COUNT IS IN (CL)

2101 AND THE NUMBER OF ROWS ON THE DISPLAY IS IN (CH).

2702 THE PAGE IF APPLICABLE IS IN (BH). THE STACK HAS

2703 (DS), (AX), (BX), (CX), (DX) PUSHED.

2704

2705 1F75 33 D2 DX, DX i FIRST PRINTER

2706 1F77 B4 02 AH,02H 3 SET PRINTER STATUS REQUEST COMMAND
2707 {F79 €D 17 1TH 3 REQUEST CURRENT PRINTER STATUS

2708 IF7B 80 F4 80 AH,080H 3 CHECK FOR PRINTER BUSY (NOT CONNECTED)
2709 IFTE F6 C4 A0 AH, 0AOH 3 OR OUT OF PAPER

2710 1F81 75 4E PRITO ; ERROR EXIT IF PRINTER STATUS ERROR
2111

2712 (FB3 E8 1FDD R CRLF 3 CARRIAGE RETURN LINE FEED TO PRINTER
2713 iF86 51 cx 1 SAVE SCREEN BOUNDS

2714 IF8T B4 03 AH,03H 3 NOW READ THE CURRENT CURSOR POSITION
2715 1F89 CD 10 10H 3 AND RESTORE AT END OF ROUTINE 7N
2716 IF8B 59 cx 1 RECALL SCREEN BOUNDS

2717 IF8C 52 DX i PRESERVE THE ORIGINAL POSITION

2718 IF8D 33 D2 DX, DX 3 INITIAL CURSOR (0,0) AND FIRST PRINTER
21719 f

2120 3 THIS LOOP IS TO READ EACH CURSOR POSITION FROM THE

2121 3 SCREEN AND PRINT IT. (BH)= VISUAL PAGE (CH)= ROWS

2122 H -

2723 IF8F PR110:

2724 IF8F B4 02 Mov AH, 02H 1 INDICATE CURSOR SET REQUEST

2725 IF91 CD 10 INT 10H 3 NEW CURSOR POSITION ESTABLISHED

2726 1F93 B4 08 MOV AH, 08H 3 INDICATE READ CHARACTER FROM DISPLAY
2727 IF95 CD 10 INT 1OH i CHARACTER NOW IN (AL)

2728 1F97 0A CO OR AL, AL 1 SEE IF_VALID CHAR

2729 1F99 15 02 INZ PRI120 i JUMP IF VALID CHAR

2730 1F9B BO 20 MOV AL,* ¢ i ELSE MAKE IT A BLANK

2731 1F9D PR120:

2732 1F9D 52 PUSH DX i SAVE CURSOR POSITION

2733 IF9E 33 D2 XOR DX, DX 3 INDICATE FIRST PRINTER (DX= 0

2734 1FAO 32 E4 XOR AH, AH 3 INDICATE PRINT CHARACTER IN (AL)
2735 tFA2 CD 17 INT 17H i PRINT THE CHARACTER

2736 IFA4 SA POP DX 3 RECALL CURSOR POSITION

2737 IFAS F6 C4 29 TEST AH,29H 3 TEST FOR PRINTER ERROR

2738 IFA8 715 22 INZ PR160 i EXIT IF ERROR DETECTED

2739 IFAA FE C2 INC oL i ADVANCE TO NEXT COLUMN

2740 IFAC 3A CA CMP cL,DL i SEE IF AT END OF LINE

2741 IFAE 75 OF INZ PRIIO 1 IF NOT LOOP FOR NEXT COLUMN

2742 IFBO 32 D2 XOR DL,DL 3 BACK TO COLUMN 0

2743 IFB2 8A E2 MOV AH,DL 3 (AH)=0

2744 IFB4 52 PUSH DX i SAVE NEW CURSOR POSITION

2745 IFB5 E8 1FDD R CALL CRLF 1 LINE FEED CARRIAGE RETURN

2746 IFB8 5A POP DX 1 RECALL CURSOR POSITION

2747 IFB9 FE Cé INC OH i ADVANCE TO NEXT LINE

2748 IFBB 3A EE CMP CH,DH 3 FINISHED?

2749 IFBD 75 DO JINZ PRI1O 3 IF NOT LOOP FOR NEXT LINE

2750

2751 IFBF S5A POP DX 4 GET CURSOR POSITION

2752 IFCO B4 02 MOV AH,02H 3 INDICATE REQUEST CURSOR SET

2753 IFC2 CD 10 INT 1oH i CURSOR POSITION RESTORED

2754 IFC4 FA cLl 3 BLOCK INTERRUPTS TILL STACK CLEARED
2755 IFCS C6 06 0100 R 00 MOV @STATUS_BYTE,O i MOVE OK RESULTS FLAG TO STATUS_BYTE
2756 IFCA EB 08 IMP SHORT PR180 i EXIT PRINTER ROUTINE
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IFFE
1FFE
1FFE

1FFF

Version 2.00

1-26
01-10-86

ERROR EXIT
GET CURSOR POSITION
INDICATE REQUEST CURSOR SET
CURSOR POSITION RESTORED

BLOCK INTERRUPTS TILL STACK CLEARED

SET ERROR FLAG

EXIT ROUTINE
RESTORE ALL THE REGISTERS USED

3 ROUTINE BUSY EXIT

3 RETURN WITH INITIAL INTERRUPT MASK

H SEND CR,LF TO FIRST PRINTER

3 ASSUME FIRST PRINTER (DX= 0}

3 GET THE PRINT CHARACTER COMMAND AND

3 THE CARRIAGE RETURN CHARACTER

3 NOW GET THE LINE FEED AND

H SEND IT TO THE BIOS PRINTER ROUTINE

3 LOW WORD OF RESET
1 SEGMENT

3 RELEASE MARKER

/10/86 SYSTEM POST AND B10S PROCEDURES
PAGE
PRI6O:
5A POP DX
B4 02 MOV AH, 02H
cD 10 INT 10H
PRITO:
FA cLi
C6 06 0100 R FF MOV @STATUS_BYTE, OFFH
PRI8O:
5A POP oX
59 POP cx
58 POP 8X
58 POP AX
PRI90:
1F POP os
cF IRET
PRINT_SCREEN_| ENDP
CARRIAGE RETURN, LINE FEED SUBROUTINE
CRLF PROC NEAR
33 D2 XOR 0X,DX
88 000D MOV AX,CR
co 17 INT 17H
B8 000A MOV AX,LF
co 17 INT 17TH
c3 ET
ENDP
POWER ON RESET VECTOR @
B ORG OFFFOH
ORG 01FFOH
jo=--- POWER ON RESET
P_OR LABEL FAR
EA OEAH
E05B oW OEO05B8H
F000 ow OF 000H
30 31 2F 31 30 2F o8 *01/10/86°
38 36
: ORG OFFFEH
ORG O1FFEH
MODEL ¢
FB MODEL_BYTE
CODE ENDS
END

[Z2]
m
x]
=
[=)
=
(3]
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System BIOS Listing - 11/8/82

Quick Reference - 64/256K Board

Equates ......ciiiiiiiiiiineetoonennasonnnnsnns

BootStrapLoader ............. ittt enenns

I/0 Support
RS-232C ...
Keyboard
Diskette
Printer ....... ... . . . . ...
Display ... e

System Configuration Analysis
Memory Size Determine .......................
Equipment Determination ......................
Graphics Character Generator ............ccc00veuas
Time of Day

...................................

Print Screen . ....... .. i e e

BIOS
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LOC OBUECT LINE SOURCE (BiOS FOR THE IBM PERSONAL COMPUTER XT) (1/08/82

$TITLE(BIOS FOR THE IBM PERSONAL COMPUTER XT)

|
2
R R et
4 3 THE BI0S ROUTINES ARE MEANT TO BE ACCESSED THROUGH
5 3 SOFTWARE INTERRUPTS ONLY. ANY ADDRESSES PRESENT IN
6 3 THE LISTINGS ARE INCLUDED ONLY FOR COMPLETENESS,
7 NOT FOR REFERENCE.  APPLICATIONS WHICH REFERENCE
8 ABSOLUTE  ADDRESSES  WITHIN THE CODE SEGMENT
9 VIOLATE THE STRUCTURE AND DESIGN OF BIOS,
10 gm—=m—mm-mmmmmmmeo oo --- -——-
Bl
12
13
14 §--
0060 (5 PORT_A EQU 60H 8255 PORT A ADDR
0061 16 PORT_8 EQU 61H 3 8255 PORT B ADDR
0062 17 PORT_C EQU 62H 3 8255 PORT C ADDR
0063 18 CMD_FORT EQU 63H
0020 19 INTAQO EQU 20H 3 8259 PORT
002t 20 INTAO! EQu 21H 3 8259 PORT
0020 21 EOI EQu 20H
0040 22 TIMER EQu 40H
0043 23 TIM CTL EQU 43H 3 8253 TIMER CONTROL PORT ADDR
0040 24 TIMERO EQu 40H 8253 TIMER/CNTER 0 PORT ADDR
0001 25 TMINT EQU ot 3 TIMER O INTR RECVD MASK
0008 26 DMA0B EQU 08 3 DMA STATUS REG PORT ADDR
0000 27 DMA EQU oo 3 DMA CH.0 ADDR. REG PORT ADDR
0540 28 MAX_PERIOD EQU 540H
0410 29 MIN_PERIOD EQU 410H
0060 30 KBD_IN EQU 60H 3 KEYBOARD DATA IN ADDR PORT
0002 31 KBDTNT EQU 02 i KEYBOARD INTR MASK
0060 32 KB_DATA EQU 60H KEYBOARD SCAN CODE PORT
0061 33 KB CTL EQU 61H CONTROL BITS FOR KEYBOARD SENSE DATA
34
35§ oo mm oo
36 8088 INTERRUPT LOCATIONS :
37
38
- 39 ABSO SEGMENT AT 0
0000 40 STG_LOCO LABEL  BYTE
0008 41 2°%4
0008 42 NMI_PTR LABEL WORD
0014 43 G 5%4
0014 44 INT5_PTR LABEL  WORD
0020 45 ORG 8%4
0020 46 INT_ADDR LABEL  WORD
0020 47 INT_PTR LABEL  DWORD
0040 48 ORG 10H*4
0040 49 VIDEO_INT LABEL  WORD
0074 50 IDH*4
0074 51  PARM_PTR LABEL  DWORD 3 POINTER TO VIDEO PARMS
0060 52 18H*4
0060 53 BASIC_PTR LABEL  WORD 3 ENTRY POINT FOR CASSETTE BASIC
0078 54 01EH*4 i INTERRUPT 1EH
0078 55 DISK_POINTER LABEL  DWORD
007C 56 01FH*4 3 LOCATION OF POINTER
007C 57 EXT_PTR LABEL  DWORD ; POINTER TO EXTENSION
0400 58 ORG 400H
0400 59 DATA_AREA LABEL  BYTE i ABSOLUTE LOCATION OF DATA SEGMENT
0400 60 DATA_WORD LABEL  WORD
0500 61 0500H
0500 62 MFG_TEST_RTN LABEL  FAR
7C00 63 ORG 7CO0H
7C00 64 BOOT_LOCN LABEL  FAR
---- 65 ABSO ENDS
66
I Rt e S
68 3 STACK -- USED DURING INITIALIZATION ONLY '
69 -
70
---- 71 STACK  SEGMENT AT 30H
0000 (128 72 ow 128 DUP(?)
7777
)
o100 73 TOS LABEL  WORD
- 74 STACK  ENDS
75
76
77
78
79
- 80 DATA SEGMENT AT 40H
0000 (4 81 RS232_BASE DW 4 DUP(?} ; ADDRESSES OF RS232 ADAPTERS
27?7
)
0008 (4 82 PRINTER_BASE oW 4 DUP(?) : ADDRESSES OF PRINTERS
7?2?77
)
0010 7?77 83 EQUIP_FLAG oW ? i INSTALLED HARDWARE
0012 ?7? 84 MFG_TST DB ? i INITIALIZATION FLAG
0013 7277 85 MEMORY_SIZE oW ? + MEMORY SIZE IN K BYTES
0015 ?7? 86 MFG_ERR_FLAG 0B ? 3 SCRATCHPAD FOR MANUFACTURING
0016 77 87 DB ? 3 ERROR CODES
88
89
90
9
92
0017 ?? 93 KB_FLAG [oL:] ?
94 -
95 -- SHIFT FLAG EQUATES WITHIN KB_FLAG
96
0080 97 INS_STATE EQu 80H i INSERT STATE IS ACTIVE
0040 98 CAPS_STATE EQU 40H 3 CAPS LOCK STATE HAS BEEN TOGGLED
0020 99 NUM_STATE EQU 20H i NUM LOCK STATE HAS BEEN TOGGLED
0010 100  SCROLL_STATE EQU 10H i SCROLL LOCK STATE HAS BEEN TOGGLED
0008 101 ALT_SHTFT EQU 08H i ALTERNATE SHIFT KEY DEPRESSED
0004 102 CTL_SHIFT EQU 04H 3 CONTROL SHIFT KEY DEPRESSED
0002 103 LEFT_SHIFT EQu 02H 3 LEFT SHIFY KEY DEPRESSED
0001 104 RIGHT_SHIFT EQU O1H 3 RIGHT SHIFT KEY DEPRESSED
105
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LOC OBJUECT
0018 ??

0080
0040

003E ?7

0080
003F ??

0040 ??
0025

0041 ?7?

0067
0069 2?77
006B ??

006C 7727
006E 2?77
0070 ??

0071 2?7
0072 72?7

0074 22777
0076 2?77

0078 (4
?

)
007C (4

5-114

LINE

106
107

o
®

ZZZZZZZZo

NocUrwWN—00

SOURCE (B10S FOR THE IBM PERSONAL COMPUTER XT) 11/08/82
KB_FLAG_1 oB ? ; SECOND BYTE OF KEYBOARD STATUS
INS_SHIFT EQU 80H 3 INSERT KEY 1S DEPRESSED
CAPS_SHIFT EQU 40H ;3 CAPS LOCK KEY IS DEPRESSED
NUM_SHIFT EQU 20H 3 NUM LOCK KEY IS DEPRESSED
SCROLL_SHIFT EQU 10H 3 SCROLL LOCK KEY 1S DEPRESSED
HOLD_STATE EQU 08H i SUSPEND KEY HAS BEEN TOGGLED
ALT_INPUT oB ? ;i STORAGE FOR ALTERNATE KEYPAD ENTRY
BUFFER_HEAD W ? 3 POINTER TO HEAD OF KEYBOARD BUFFER
BUFFER_TAIL DwW ? 3 POINTER TO TAIL OF KEYBOARD BUFFER
KB_BUFFER DwW 16 DUP(?) ; ROOM FOR 15 ENTRIES
KB_BUFFER_END LABEL WORD

§m HEAD = TAIL INDICATES THAT THE BUFFER 1S EMPTY

NUM_KEY EQU 69 3 SCAN CODE FOR NUMBER LOCK
SCROLL_KEY EQU 70 3 SCROLL LOCK KEY

ALT_KEY EQU 56 3 ALTERNATE SHIFT KEY SCAN CODE
CTL_KEY EQU 29 3 SCAN CODE FOR CONTROL KEY
CAPS_KEY EQU 58 3 SCAN CODE FOR SHIFT LOCK
LEFT_KEY EQU 42 3 SCAN CODE FOR LEFT SHIFT
RIGHT_KEY EQU 54 3 SCAN CODE FOR RIGHT SHIFT
INS_KEY EQU 82 3 SCAN CODE FOR INSERT KEY
DEL_KEY EQU 83 3 SCAN CODE FOR DELETE KEY

SEEK _STATUS DB ?

DRIVE RECAL IBRATION STATUS
BIT 3-0 = DRIVE 3-0 NEEDS RECAL
BEFORE NEXT SEEK IF BIT IS = 0

INTERRUPT OCCURRENCE FLAG

MOTOR STATUS

BIT 3-0 = DRIVE 3-0 1S CURRENTLY
RUNN T N(

BIT 7 = CURRENT OPERATION IS A WRITE,
REQUIRES DELAY

INT_FLAG EQU 080H
MOTOR_STATUS 0B ?

MOTOR_COUNT DB ? 3 TIME OUT COUNTER FOR DRIVE TURN OFF
MOTOR_WAIT EQU 37 3 2 SECS OF COUNTS FOR MOTOR TURN OFF
DISKETTE_STATUS DB ? 3 RETURN CODE STATUS BYTE

TIME_OUT™ 80H 3 ATTACHMENT FAILED TO RESPOND
BAD_SEEK EQU 40H 3 SEEK OPERATION FAILED

BAD_NEC EQU 20H 3 NEC CONTROLLER HAS FAILED

BAD CRC EQU 10H 3 BAD CRC ON DISKETTE READ

DMA BOUNDARY EQU 09H 3 ATTEMPT TO DMA ACROSS 64K BOUNDARY
BAD_DMA 08H 3 DMA OVERRUN ON OPERATION
RECORD_NOT_FND EQU 04H 3 REQUESTED SECTOR NOT FOUND
WRITE_PROTECT EQU 03H i WRITE ATTEMPTED ON WRITE PROT DISK
BAD_ADDR_MARK EQU 02H 3 ADDRESS MARK NOT FOUND

BAD_CMD EQU 0IH 3 BAD COMMAND PASSED TO DISKETTE 1/0
NEC_STATUS oB 7 DUP(?) 3 STATUS BYTES FROM NEC

RT _MODE DB ? 3 CURRENT CRT MODE

CRT_ _CcoLs Dw ? 3 NUMBER OF COLUMNS ON SCREEN

CRT_LEN Dw ? 3 LENGTH OF REGEN IN BYTES

CRT_START Dw ? 3 STARTING ADDRESS IN REGEN BUFFER
CURSOR_POSN bw 8 DUP(?) 3 CURSOR FOR EACH OF UP TO 8 PAGES
CURSOR_MODE Dw ? CURRENT CURSOR MODE SETTING

ACT I VE_PAGE DB ? ;3 CURRENT PAGE BEING DISPLAYED

ADDR_¢ 6845 DwW ? 3 BASE ADDRESS FOR ACTIVE DISPLAY CARD
CRT_MODE_SET DB ? 3 CURRENT SETTING OF THE 3X8 REGISTER
CRT_PALETTE bB ? 3 CURRENT PALETTE SETTING COLOR CARD

iO_ROM_INIT DwW ? 3 PNTR TO OPTIONAL 1/0 ROM INIT ROUTINE
10_ROM_SEG DwW ? ;3 POINTER TO 10 ROM SEGMENT
INTR_FLAG o8B ? ;3 FLAG TO INDICATE AN INTERRUPT HAPPEND

; TIMER DATA AREA :

TIMER_LOW Dw

| ? LOW WORD OF TIMER COUNT
TIMER_HIGH DW ? HIGH WORD OF TIMER COUNT
TIMER_OFL B ? TIMER HAS ROLLED OVER SINCE LAST READ
3 COUNTS_SEC EQu 18
3 COUNTS_MIN EQU I092
3 COUNTS_HOUR EQU 6554
3 COUNTS_DAY EQU l513040 = 1800BOH

B10S_BREAK o8 ?
RESET_FLAG ow ?

BIT 7=1 IF BREAK KEY HAS BEEN HIT
WORD=1234H IF KEYBOARD RESET UNDERWAY

PRINT_TIM_OUT o8B 4 DUP(?)

RS232_TIM_OUT oB 4 DUP(?)
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LOC OBUECT LINE SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) t11/08/82

w
°
°

LOADED

210
211
212
0080 ??7?? 213 BUFFER_START Dw ?
oosz ?22? 214 BUFFER_END DW ?
---- 215 DATA ENDS
216 g-----
217 EXTRA DATA AREA :
218 g mm e mm oo
- 219 XXDATA SEGMENT AT 50H
0000 ?7 220 STATUS_BYTE bB ?
---- 221  XXDATA™ ENDS
222
223
224
- 225 VIDEO_RAM SEGMENT AT 0BB0OH
0000 226 REGEN LABEL BYTE
0000 227 REGENW LABEL  WORD
0000 {16384 228 DB 16384 DUP(?
??
I
---- 229 VIDEO_RAM ENDS
230
231
232
- 233 SEGMENT AT _OF000H
0000 (57344 234 57344 DUP(?) i FILL LOWEST 56K
??
)
235
E000 3135303135332 236 o8 *1501512 COPR. IBM 1982" 3 COPYRIGHT NOTICE
20434F50522E20
49424D20313938
237
238
239
240 INITIAL RELIABILITY TESTS -- PHASE 1
241 -
242
, 243 ASSUME CS:CODE, SS:CODE ,ES:ABS0,DS:DATA
244
245 (- oromeommm——mm——memm——e o
246 DATA DEF INITIONS
241
248
E0l6 DTEO 249 ci oW chi : RETURN ADDRESS
EOI8 TEE! 250 c2 oW caa : RETURN ADDRESS FOR DUMMY STACK
251
EOIA 204B42204F48 252 F38 oB * KB OK',13 3 KB FOR MEMORY SI1ZE
E020 0D
253
2584 - eo————-—--
255 LOAD A BLOCK OF TEST CODE THROUGH THE KEYBOARD PORT
256 FOR MANUFACTUING TEST.
257 THIS ROUTINE WILL LOAD A TEST {MAX LENGTH=FAFFH) THROUGH
258 THE KEYBOARD PORT. CODE WILL BE LOADED AT LOCATIiON
259 0000:0600. AFTER LOADING, CONTROL WILL BE TRANSFERED
260 TO LOCATION 0000:0500. STACK WILL BE LOCATED JUST BELOH
261 THE TEST CODE. THIS ROUTINE ASSUMES THAT THE FRIST
262 BYTES TRANSFERED CONTAIN THE COUNT OF BYTES TO BE LDADED
263 (BYTE 1=COUNT LOW, BYTE 2=COUNT HI.)
264 - - - -- -
265
266 --- FIRST, GET THE COUNT
267
E02! 268 MFG_BOOT:
€023 EB131A 269 CALL SP_TEST 3 GET CDUNT Low
E024 BAFB 210 MOV BH,BL i SAVE
E026 EBOE1A 211 CALL SP_TEST i GET CDUNT HI
E029 BAEB 212 MOV CHBL
E02B 8ACF 213 MOV CL,BH i CX_NOW HAS COUNT
E02D FC 274 cLo 3 SET DIR. FLAG TO INCRIMENT
EO2E FA 215 cLt
E02F BF0005 276 MOV D1,0500H i SET TARGET OFFSET (DS=0000
E032 BOFD 217 MOV AL, OFDH i UNMASK K/B INTERRUPT
E034 E621 218 ouT INTAO 1, AL
E036 BOOA 219 MOV 3 SEND READ INT. REQUEST REG. CMD
E038 E620 280 out INTAQO, AL
E03A BA6100 281 MOV DX, 61H ; SET_UP PORT B ADDRESS
E03D BBCC4C 282 MOV BX,4CCCH : CONTROL BITS FOR PORT B
E040 B402 283 MoV AH,02H 3 K/B REQUEST PENDING MASK
E042 284 TST:
E042 BAC3 285 MOV AL,BL
E044 EE 286 ouT DX, AL ; TOGGLE K/B CLOCK
E045 BACT 287 MOV AL,BH
£047 EE 288 ouT DX, AL
EQ48 4A 289 EC DX i POINT DX AT ADDR. 60 (KB DATA
EQ49 290 TSTi:
E049 E420 291 IN AL, INTAOO + GET IRR REG
E04B 22C4 292 AND AL, i KB REQUEST PENDING?
E04D T4FA 293 Jz TSTI i LOOP TILL DATA PRESENT w
E04F EC 294 N AL ,DX i GET DATA
€050 AA 295 STOSB 3 STORE 1T m
E051 42 296 INC DX ; POINT DX BACK AT PORT B (61} o
E052 EZEE 297 LooP TST 3 LOOP TILL ALL BYTES READ -
298
€054 EA00050000 299 JMP MFG_TEST_RTN FAR JUMP TO CODE THAT WAS JUST o
=
[$2]
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LOC OBJUECT LINE SOURCE (B10S FOR THE IBM PERSONAL COMPUTER XT) t1/08/82

302  gmmmmmmmmmmmmmmm oo
303 8088 PROCESSOR TEST :
304 ; DESCRIPTION :
305 VERIFY 8088 FLAGS, REGISTERS
306 3 AND CONDITIONAL JUMPS :
307
308 ASSUME  CS:CODE,DS:NOTHING,ES:NOTHING,SS:NOTHING
£058 309 ORG 0E058H
E05B 310 RESET LABEL FAR
E058 FA 311 START:  CLI : DISABLE INTERRUPTS
E05C B4D5 312 MOV AH, 0D5H 3 SET SF, CF, ZF, AND AF FLAGS ON
EOS5E 9E 313 SAHF
EO5F 734C 314 INC ERRO ! 4 GO TO ERR ROUTINE IF CF NOT SET
E061 T54A 315 INZ ERRO ; GO TO ERR ROUTINE IF ZF NOT SET
E063 7B48 316 JINP ERRO | ; GO TO ERR ROUTINE IF PF NOT SET
E065 1946 317 NS ERRO | i GO TO ERR ROUTINE IF SF NOT SET
EO67 SF 318 LAHF i LOAD FLAG IMAGE TO AH
E068 B105 319 MOV cL,s 3 LOAD CNT REG WITH SHIFT CNT
EO06A D2EC 320 SHR AH,CL i SHIFT AF_INTO CARRY BIT POS
EO06C T33F 321 JNC ERRO1 i GO _TO ERR ROUTINE IF AF NOT SET
E06E B040 322 MOV AL, 40H i SET THE OF FLAG ON
E070 DOEO 323 SHL AL, 3 SETUP FOR TESTING
E0T2 7139 324 JINO ERRO | i GO TO ERR ROUTINE IF OF NOT SET
EO074 32E4 325 XOR AH, AH i SET AH = 0
EO076 9E 326 SAHF i CLEAR SF, CF, ZF, AND PF
EOTT T634 327 JBE ERRO1 i GO TO ERR ROUTINE IF CF ON
328 i GO TO ERR ROUTINE IF ZF ON
E079 7832 329 Js ERRO 1 i GO TO ERR ROUTINE IF SF ON
EOTB 7A30 330 N ERRO 1 : GO TO ERR ROUTINE IF PF ON
EOTD 9F 334 LAHF i LOAD FLAG IMAGE TO AH
EOTE BI05 332 MOV cL,5 i LOAD CNT REG WITH SHIFT CNT
E080 D2EC 333 SHR AH, CL i SHIFT 'AF' INTO CARRY BIT POS
E082 7229 334 Jc ERRO | i GO _TO ERR ROUTINE IF Of
E084 DOE4 335 SHL AH, | i CHECK THAT 'OF*' IS CLEAR
E086 7025 336 J0 ERRO | i GO TO ERR ROUTINE IF ON
337
338 j----- READ/WRITE THE 8088 GENERAL AND SEGMENTATION REGISTERS
339 WITH ALL ONE'S AND ZEROES'S.
340
E088 BBFFFF 341 MOV AX, OFFFFH 3 SETUP ONE'S PATTERN IN AX
E08B F9 342 STC
E08C 8EDB 343 ca8: MoV DS, AX : WRITE PATTERN TO ALL REGS
E0BE 8CDB 344 MOV BX,DS
E090 BEC3 345 MOV ES,BX
E092 B8CCI 346 MOV CX,ES
E094 BED! 347 MOV SS,CX
E096 8CD2 348 MOV DX,SS
£098 8BE2 349 MOV SP,DX
E09A 8BEC 350 MOV BP,SP
EO09C 8BF5 351 MOV S1,BP
EO9E 8BFE 352 MOV D1,SI
EOAO0 7307 353 JNC co 3 TSTIA
EO0A2 33C7 354 XOR AX,DI i PATTERN MAKE 1T THRU ALL REGS
EO0A4 1507 355 INZ ERRO| i NO - GO TO ERR ROUTINE
EOA6 FB 356 cLe
EOAT EBE3 357 JMP cs
EOA9 358 TSTIA
EOA9 0BCT 359 ZERO PATTERN MAKE IT THRU?
EOAB 7401 360 YES - GO TO NEXT TEST
EOAD F4 361 HALT SYSTEM
362
363 ROS CHECKSUM TEST I
364 ; DESCRIPTION
365 A CHECKSUM 1S DONE FOR THE 8K
366 ROS MODULE CONTAINING POD AND
367 3 BI10S.
368  §mmmmmommm oo
EOAE 369 €
370 i ZERQ IN AL ALREADY
EOAE E6AO 371 out 0AOH, AL DISABLE NMI INTERRUPTS
E0BO E683 312 out B83H, AL : INITIALZE DMA PAGE REG
E0B2 BADB03 313 MOV DX, 3D8H
E0B5 EE 374 out DX, AL : DISABLE COLOR VIDEO
EO0B6 FECO 315 INC AL
E0B8 B2B8 376 MOV DL,0B8H
EOBA EE 377 out DX, AL : DISABLE B/W VIDEO,EN HIGH RES
E0BB B089 3718 MOV AL, 89H SET 8255 FOR B,A=0UT, C=IN
EO0BD E663 379 ouT CMD_PORT, AL
EOBF BOA5S 380 MOV AL,T01001018B
381 i ENABLE PARITY CHECKERS AND
EOC!1 E661 382 out PORT_B, AL i PULL KB CLOCK HI, TRI-STATE
383 KEYBOARD INPUTS,ENABLE HIGH
384 BANK OF SWITCHES->PORT C(0-3
EOC3 BOO! 385 MoV AL,01H <> <> <> <> <> <> <> <> <> <> <> <>
£0C5 E660 386 ouT PORT_A, AL <><><>CHECKPOINT 1<><><>
EOCT 8CC8 387 MoV AX,CS : SETUP SS SEG REG
EOCS BEDO 388 MOV SS,AX
E0CB 8EDB 389 MOV DS, AX SET UP DATA SEG TO POINT TO
390 ROM ADDRESS
EOCD FC 391 cLo SET DIRECTION FLAG TO INC.
392 ASSUME  SS:CODE
EOCE BBOOEO 393 MOV BX,0E000H 3 SETUP STARTING ROS ADDR
EODI BC16E0 394 MOV SP,OFFSET C1I i SETUP RETURN ADDRESS
EOD4 E91B18 395 JMP ROS_CHECKSUM
EOD7 75D4 396 Clit JNE ERRD 1 HALT SYSTEM IF ERROR .
391
398 8237 DMA INITIALIZATION CHANNEL REGISTER TEST  :
399 DESCRIPTION :
400 DISABLE THE 8237 DMA CONTROLLER. VERIFY THAT  :
401 TIMER ( FUNCTIONS OK. WRITE/READ THE CURRENT :
402 ADDRESS AND WORD COUNT REGISTERS FOR ALL H
403 CHANNELS. INITIALIZE AND START DMA FOR MEMORY :
404 REFRESH. :
405
406
407 ;----- DISABLE DMA CONTROLLER
408
EOD9 B002 409 MOV AL,02H P <> > >
EODB E660 410 ouT PORT_A, AL i <><><>CHECKPOINT 2<><><>
E0DD B004 a1t MOV AL,0% : DISABLE DMA CONTROLLER
EODF E608 412 ouT DMA08, AL
413
414 - VERIFY THAT TIMER | FUNCTIONS OK
415
EOE! BO54 416 MOV AL,54H ; SEL TIMER 1,LSB,MODE 2
EOE3 E643 417 ouT TIMER+3,AL
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EQES 8ACI 418 MoV AL,CL 3 SET INITIAL TIMER CNT TO 0
EOE? E641 419 ouT TIMER+1,AL
EQE9 420 cl2: + TIMER!_BITS_ON
EOES B040 421 Mov AL, 40H 3 LATCH TIMER | COUNT
EOEB E643 422 ouT TIMER+3,AL
EOED 80FBFF 423 cMP BL,OFFH 3 YES - SEE IF ALL BITS GO OFF
EOF0 7407 424 JE ci3 3 TIMER! BITS_OFF
EOF2 E441 425 IN AL, TIMER+1 3 READ TIMER T COUNT
EOF4 0AD8 426 ORrR BL,AL i ALL BITS ON IN TIMER
EQF6 E2F | 427 LooP ciz 3 TIMER!_BITS_ON
EOF8 F4 428 HLT + TIMER T FAITURE, HALT SYS
EOF9 429 C13: : TIMER|_BITS_OFF
EQF9 8AC3 430 Mov AL,BL ; SET TIMER 1 CNT
EOFB 2BC9 431 suB CX,CX
EOFD E641 432 ouT TIMER+1,AL
EOFF 433 Cl4: ; TIMER_LOOP
EOFF B040 434 MoY AL, 40H i LATCH TIMER | COUNT
EI01 E643 435 aut TIMER+3, AL
EI03 90 436 NoP 3 DELAY FOR TIMER
EI04 90 437 NOP
EVQ5 E441 438 IN AL, TIMER+1 i READ TIMER | COUNT
EIQ7 22D8 439 AND BL, AL
E109 7403 440 Jz cis i WRAP_DMA_REG
E10B E2F2 441 LooP cl4 : TIMER_LOOP
EI0D F4 442 HLT 3 HALT SYSTEM
443
444 5o---- INITIALIZE TIMER 1| TO REFRESH MEMORY
445
EV0E B003 446 CI5: MoV AL, 03H SOttt o
E(10 E660 447 ouT PORT_A,AL i <><><>CHECKPOINT 3<><><>
448 - 3 WRAP_DMA_REG
Ef12 E60D 449 ouT DMA+0DH, AL i SEND MASTER CLEAR TO DMA
450
451 j----- WRAP DMA CHANNELS ADDRESS AND COUNT REGISTERS
452
Ell4 BOFF 453 Mav AL, OFFH i WRITE PATTERN FF TO ALL REGS
Ell6 8ADS 454 Cle: MoV BL,AL 3 SAVE PATTERN FOR COMPARE
E118 BAFS8 455 MoV BH, AL
E(1A B90800 456 MoV cx,8 3 SETUP LOOP CNT
E11D BA0OOO 457 MoV DX,DMA 3 SETUP 1/0 PORT ADDR OF REG
E120 EE 458 CI7: ouT DX, AL i WRITE PATTERN TO REG, LSB
E121 50 459 PUSH AX i SATISIFY 8237 1/0 TIMINGS
EI122 EE 460 out DX, AL 3 MSB OF 1e BIT REG
E123 BOO! 461 MoV AL,0tH i AL TO ANOTHER PAT BEFORE RD
E125 EC 462 IN AL ,DX 3 READ 16-BIT DMA CH REG, LSB
E126 BAEO 463 MOV AH, AL 3 SAVE LSB OF 16-BIT REG
E128 EC 464 IN AL,DX i READ MSB OF DMA CH REG
E129 3BD8 465 cMP BX, AX 3 PATTERN READ AS WRITTEN?
E12B 7401 466 JE c18 3 YES - CHECK NEXT REG
EI2D F4 467 HLT 3 NO - HALT THE SYSTEM
EI2E 468 Cl8: 3 NXT_DMA_CH
EI2E 42 INC DX 3 SET_I/0"PORT TO NEXT CH REG
E12F E2EF LooP ci7 i WRITE PATTERN TO NEXT REG
E131 FECO INC AL 3 SET PATTERN TO 0
E133 T74E1 Jz Cle i WRITE TO CHANNEL REGS
INITIALIZE AND START DMA FOR MEMORY REFRESH.
E135 BEDB MoV DS,BX 3 SET UP ABSO INTO DS AND ES
E137 BEC3 MOV ES,BX
ASSUME  DS:ABS0,ES:ABSO
E139 BOFF MOV AL, OFFH 3 SET CNT OF 64K FOR REFRESH
E13B E601 out DMA+ 1, AL
E13D 50 PUSH AX
E13E E601 ouT DMA+1 AL
E140 BOS8 MoV AL, 058H 3 SET DMA MODE,CH 0,RD.,AUOTINT
E142 E60B ouT DMA+0BH, AL i WRITE DMA MODE REG
El44 B00O MoV AL,0 i ENABLE DMA CONTROLLER
E146 BAES MoV . i SET COUNT HIGH=00
E148 E608 ouT DMA+8 , AL 3 SETUP DMA COMMAND REG
Ei4A 50 PUSH AX
E14B E60A ouT DMA+ 10, AL 3 ENABLE DMA CH 0
EI4D BO12 MOV AL,18 i START TIMER 1
E14F E641 ouT TIMER+1,AL
E151 BO41 MOV AL, 41H 3 SET MODE FOR CHANNEL
E153 E6O0B out DMA+0BH, AL
E155 50 PUSH AX
EI56 E408 IN AL ,DMA+08 3 GET DMA STATUS
E158 2410 AND AL,00010000B i IS _TIMER REQUEST THERE?
E(5A 7401 Jz ci8ac 5 (IT SHOULD'T BE)
E15C F4 8 HLT 3 HALT SYS.(HOT TIMER 1 OUTPUT)
E15D BO42 499 C18C: MOV AL, 42H 3 SET MODE FOR CHANNEL 2
E15F E60B 500 ouT DMA+0BH, AL
Elé61 B043 501 MoY AL,43H 3 SET MODE FOR CHANNEL 3
E163 E60B 502 ouT DMA+0BH, AL
503 R -
504 BASE 16K READ/WRITE STORAGE TEST
505 DESCRIPTION :
506 WRITE/READ/VERIFY DATA PATTERNS 3
507 AA,55,FF,01, AND 00 TO (ST 32K OF :
508 STORAGE. VERIFY STORAGE ADDRESSABILITY. :
509 -
510
511 ---- DETERMINE MEMORY SIZE AND FILL MEMORY WITH DATA
512
E165 BA1302 513 MoV DX,021(3H 3 ENABLE 1/0 EXPANSION BOX
E168 BOO! 514 MoV AL,01H
El6A EE 515 out DX, AL
516
E16B BBIE7204 517 MOV BX,DATA_WORD[OFFSET RESET_FLAG] ; SAVE 'RESET_FLAG' IN BX
E16F B90020 518 MOV CX,2000A 3TSET FOR 16K WORDS
EI72 81FB3412 519 cMP BX, 1234H i WARM START?
ElTe 7416 520 JE CLR_STG
E178 BCIBEQ 521 MoV SP,OFFSET C2
EITB E9F 104 522 JMP STGTST_CNT
EITE 7412 523 C24: JE HOW_BIG STORAGE OK, DETERMINE SIZE
E180 8ADB 524 MoV BL,AL SAVE FAILING BIT PATTERN
E182 B004 525 MoY AL,04H P OGO
E184 E660 526 C24A:  OUT PORT_A, AL 3 <><><>CHECKPOINT 4<><><>
Ei86 2BC9 527 suB CX,CX i BASE RAM FAILURE - HANG
Ei88 E2FE 528 C24B: LOOP c24B i FLIPPING BETWEEN 04 AND
E18A 86D8 529 XCHG BL, AL 3 FAILING BIT PATTERN
EIBC EBF6 530 IMP c24A
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LOC OBJECT

E18E 2BCO
EI90 F3
El91 AB

E192 891E7204

E196 BA0OQ4
E199 BB1000

E1C2 891E1304

EI1C6 B83000
EIC9 B8EDO
EICB BCO0OI

EIEF BF4000
E
EIF3 IF

EIF4 8CD8&
EIF6 BEO3FF90

E23E FE061204

531 CLR_STG:
suB AX, AX
533 REP STOSW H

534 HOw_BIG:

LINE SOURCE (BI0OS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

MAKE AX=0000
STORE 8K WORDS OF 0000

535 v DATA_WORD[OFFSET RESET_FLAG],BX ; RESTORE RESET FLAG
536 MOV DX, 0500H SET POINTER TO JUST>16KB
537 MOV BX, i6 BASIC COUNT OF 16K
538 FILL_LOOP:
539 MOV ES,DX ; SET SEG. REG.
540 suB DI,
541 MOV AX,0AASSH TEST PATTERN
542 MOV CX, AX SAVE PATTERN
543 MOV ES:[D1],AX SEND PATTERN TO MEM.
544 MOV AL, OFH PUT SOMETHING IN AL
545 MOV AX,ES:[DI] GET PATTERN
546 XOR AX,CX COMPARE PATTERNS
547 INZ HOW_BIG_END GO END IF NO COMPARE
548 MOV CX,2000A SET COUNT FOR 8K WORDS
549 REP STOSW FILL 8K WORDS
550 ADD DX, 400H 3 POINT TO NEXT 16KB BLOCK
551 ADD BX,16 BUMP COUNT BY 16KB
552 CMP DH, 0AOH i TOP OF RAM AREA YET? (A0000
553 INZ FILL_LOOP
554 HCW BIG_END: -
555 MOV DATA_WORD[OFFSET MEMORY_SIZE],BX : SAVE MEMORY SIZE
556
557 ;----- SETUP STACK SEG AND SP
MOV AX, STACK i GET STACK VALUE
MOV S5, AX i SET THE STACK UP
MOV SP,OFFSET TOS 3 STACK 1S READY TO GO

INITIALIZE THE 8259 INTERRUPT CONTROLLER CHIP :

J13H 1CW1 - EDGE, SNGL, I1CW4
INTAOO, AL
AL, 3 SETUP ICW2 - INT TYPE 8 (8-F)
INTAO1 , AL
. 3 SETUP 1CW4 - BUFFRD,8086 MODE
INTAO1, AL
571 MoV AL,OFFH i MASK ALL INTS. OFF
572 ouT INTAO 1, AL 3 (VIDED ROUTINE ENABLES INTS.
573
574 3----- SET UP THE INTERRUPT VECTORS TO TEMP INTERRUPT
515
576 PUSH DS
511 Mov cx,32 3 FILL ALL 32 INTERRUPTS
578 suB Di,Dl 3 FIRST INTERRUPT LOCATION
579 MOV D1 i SET ES=0000 ALSO
580 D3: MoV AX,OFFSET DIt i MOVE ADDR OF INTR PROC TO TBL
581 STOSW
582 MOV AX,CS 3 GET ADDR OF INTR PROC SEG
583 STOSW
584 LoOP D3 + VECTBLO
585
586 3----- ESTABLISH B10S SUBROUTINE CALL INTERRUPT VECTORS
587
588 MOV DI,OFFSET VIDEO_INT ; SETUP ADDR TO INTR AREA
589 PUSH cs
590 POP DS 3 SETUP ADDR OF VECTOR TABLE
591 MoV AX,DS 3 SET AX=SEGMENT
592 MOV S1,0FFSET VECTOR_TABLE+16 3 START WITH VIDEO ENTRY
593 MOV CX, 16 -
594 D3A: MOVSW 3 MOVE VECTOR TABLE TO RAM
595 INC Dl ; SKIP SEGMENT POINTER
596
597
598
599
600
601
602 POP DS
603 PUSH DS 3 RECOVER DATA SEG
604 IN AL ,PORT_C i GET SWITCH INFO
605 AND AL,0000T111B 3 ISOLATE SWITCHES
606 MOV AH, AL i SAVE
607 MOV AL,10101101B 3 ENABLE OTHER BANK OF SWS.
608 out PORT_B, AL
609 NOP
610 IN AL,PORT_C
611 MOV . -
612 ROL AL,CL 3 ROTATE TO HIGH NIBBLE
613 AND AL, 111100008 i ISOLATE
614 OR AL, AH i COMBINE WITH OTHER BANK
615 suB JAH
616 MoV DATA_WORD[OFFSET EQUIP_FLAG],AX ; SAVE SWITCH INFO
611 MoV AL, 93H -
618 out CMD_PORT, AL
619 CALL KBD_RESET 3 SEE IF MFG. JUMPER IN
620 CMP BL,DAAH 3 KEYBOARD PRESENT?
621 JE £6
622 CMP BL,065H ; LOAD MFG. TEST REQUEST?
623 JINE D38
624 JMP MFG_BOOT ; GO TO BOOTSTRAP IF SO
625 D3B: MOV AL, 38H
626 out PORT_B, AL
621 NOP
628 NOP
629 IN AL,PORT_A
630 AND AL, OFFH 3 WAS DATA LINE GROUNDED
631 INZ E6
632 INC DATA_AREA[OFFSET MFG_TST] 3 SET MANUFACTURING TEST FLAG
633
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Loc

OBJECT

2
A11004

C7054BFF
ESA000

80FC30
1409
B7B8
BADS803
B520
FEC8

EE
813E72043412
B8EC3

7407

8EDB

E8C703
1546

58

50
B400
CDtO0
B82070

EB11

E99915

2BFF
B92800
F3

AB

58

50
B8Q0FC30
BABAO3
1403
BADAO3

B408
2BC9
EC

22c4
7504
E2F9
EBO9

2BC9

SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

INITIALIZE AND START CRT CONTROLLER (6845)
TEST VIDEO READ/WRITE STORAGE.
PTION
RESET THE VIDEO ENABLE SIGNAL.
SELECT ALPHANUMERIC MODE, 40
READ/WRITE DATA PATTERNS TO STG CHECK STG
ADDRESSABILITY
t LONG AND 2 SHORT BEEPS

MOV AX,DATA_WORD[OFFSET EQUIP_FLAG] ; GET SENSE SWITCH INFO
PUSH AX iTSAVE 1T
MOV AL, 30H
Mov DATA_WORD[OFFSET EQUIP_FLAG],AX
suB AH, AH
INT |un 3 SEND INIT TO B/W CARD
MoV 4201
Mov DATA lORD[OFFSET EQUIP_FLAG],AX
suB AH, AH s AND INIT COLOR CARD
INT IOH
POP : RECOVER REAL SWITCH INFO
MoV DATA _WORD[OFFSET EQUIP_FLAG],AX ; RESTORE IT
3 AND CONTINUE
AND AL,30H i ISOLATE VIDEO SWS
INZ E7 i VIDEO SWS SET TO 07
Moy D1,0FFSET VIDEO_INT 3 SET INT 10H TO DUMMY
MoV [D1),0FFSET DUMMY_RETURN 3 RETURN IF NO VIDEO CARD
JMP El8_1 3 BYPASS VIDEO TEST
ET: : TEST_VIDEO:
CMP 3 B/W TARD ATTACHED?
JE 3 YES - SET MODE FOR B/W CARD
INC 3 SET COLOR MODE FOR COLOR CD
CMP 3 80X25 MODE SELECTED?
JINE 3 NO - SET MODE FOR 40X25
MoV i SET MODE FOR 80X25
E8: XCHG i SET_MODE:
PUSH i SAVE VIDEO MODE ON STACK
sus 3 INITIALIZE TO ALPHANUMERIC MD
INT 3 CALL VIDEO_l0
POP ; RESTORE VIDEO SENSE SWS IN AH
PUSH 3 RESAVE VALUE
MOV BX, 0BOOOH i BEG VIDEO RAM ADDR B/W CD
MoY DX, 3B8H : MODE REG FOR B/W
MoV CX,2048 : RAM WORD CNT FOR B/W CD
MOV AL, | i SET MODE FOR BW CARD
CMP AH,30H i B/W VIDEO CARD ATTACHED?
JE E9 3 YES - GO TEST VIDEO STG
MoV BH, 0B8H 3 BEG VIDEO RAM ADDR COLOR CD
Mov DX, 3D8H 3 MODE REG FOR COLOR CD
MOV CH,20H i RAM WORD CNT FOR COLOR CD
DEC 3 SET MODE TO 0 FOR COLOR CD
E9: : TEST_VIDEO_STG:
out DX, AL ; DISABLE VIDEO FOR COLOR CD
CMP DATA_WORD[OFFSET RESET_FLAG],1234H ; POD INIT BY KBD RESET?
MoV ,BX 3 POINT ES TO VIDEO RAM STG
JE i YES - SKIP VIDEO RAM TEST
MOv 3 POINT DS TO VIDEO RAM STG
ASSUME
CALL STGTST_CNT 3 GO TEST VIDEO R/W STG
INE EI7 3 R/W STG FAILURE - BEEP SPK

SETUP VIDEO DATA ON SCREEN FOR VIDEO 3
LINE TEST. H
PTION H
ENABLE VIDEO SIGNAL AND SET MODE. H
DISPLAV A HORIZONTAL BAR ON SCREEN. H

POP AX 3 GET VIDEO SENSE SWS (AH)
PUSH AX 3 SAVE

MOV AH, 0 H ENABLE VIDEO AND SET MODE
INT tOH ; VIDEO

MOV AX,7020H 3 WRT BLANKS IN REVERSE VIDEO

3T UNNATURAL ACT FOR ADDRESS COMPATIBILITY

JMP SHORT E10A
ORG 0E2C3H
JMP NMI1_INT
E10A:
suB D1,D1 SETUP STARTING LOC

MOV CX,40 ; NO. OF BLANKS TO DISPLAY
REP STOSW 3 WRITE VIDEO STORAGE

CRT INTERFACE LINES TEST
DESCRIPTION

SENSE ON/OFF TRANSITION OF THE

VIDEO ENABLE AND HORIZONTAL

SYNC LINES.

____________ . w
POP AX GET VIDEO SENSE SW INFO m
PUSH AX 3 SAVE [gp’
cMP AH,30H B/W CARD ATTACHED? -y
MoV DX, 03BAH SETUP ADDR OF BW STATUS PORT
JE Ell YES - GO TEST LINES o
MoV DX, 03DAH COLOR CARD 1S ATTACHED

Ell: LINE_TST: =
MoV AH,8

El2: ;5 OFLOOP_CNT: 3,
sus cx,cx

E13:
IN AL,DX READ CRT STATUS FORT
AND AL, AH CHECK VIDEO/HORZ LINE
JUNZ El4 ITS ON - CHECK IF IT GOES OFF
LOOP  EI3 LOOP TILL ON OR TIMEOUT
JIMP SHORT E17 GO PRINT ERROR MSG

El4:
suB cx,cx

E15:
IN AL,DX READ CRT STATUS PORT
AND AL, AH CHECK VIDEO/HORZ LINE
9z El6 ITS ON - CHECK NEXT LINE
LOOP  EIS LOOP IF OFF TILL IT GOES ON
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E2F0 749 EIT: : CRT_ERR:
E2F0 IF 750 POP DS -
E2F1 IE 751 PUSH DS
E2F2 C606150006 152 MOV DS:MFG_ERR_FLAG, 06H i <><><>CRT ERR CHKPT. 06<><><>
E2F7 BA0201 753 MOV OX,102H  ~
E2FA E8DBI6 754 CALL  ERR_BEEP ; GO BEEP SPEAKER
E2FD EBO6 755 IMP SHORT E18
E2FF 756 El6: NXT_LINE:
E2FF B103 157 MoV cL,3 GETNEXT BIT TO CHECK
E301 D2EC 158 SHR AH,CL
E303 7507 759 INZ E12 i GO CHECK HORIZONTAL LINE
€305 760 E18: DISPLAY_CURSOR:
E305 58 T61 POP AX GET VIDEO SENSE SWS (AH)
E306 B400 162 MOV AH, 0 SET MODE AND DISPLAY CURSOR
€308 CD10 763 INT 10H CALL VIDEO 1/0 PROCEDURE
E30A 764 E18_1:
E30A BA00OCO 765 MoV DX, 0C000H 3 SEE IF ADVANCED VIDEO CARD
E300 766 EIB8A:
E30D BEDA 167 MOV 0s,DX i 1S PRESENT
E30F 2BDB 768 suB BX,BX
E311 8B07 769 MOV AX, [BX] i GET FIRST 2 LOCATIONS
E313 53 770 PUSH  BX
E314 5B 171 POP BX : LET BUS SETTLE
E315 3D55AA 172 cMP AX, 0AA55H i PRESENT?
E318 7505 713 INZ E188 i NO? GO LOOK FOR OTHER MODULES
E3IA E83616 174 CALL  ROM_CHECK i GO SCAN MODULE
E31D EBO4 715 IMP SHORT E18C
E3IF 176 E18B:
E3IF 81C28000 177 ADD DX,0080H 3 POINT TO NEXT 2K BLOCK
E323 778 E18C:
E323 81FA00CS 779 cMP DX, 0C800H TOP OF VIDEO ROM AREA YET?
E327 TCE4 780 Ju E18A GO SCAN FOR ANOTHER MODULE
781
182 8259 INTERRUPT CONTROLLER TEST :
783 PTION :
784 READ/WRITE THE INTERRUPT MASK REGISTER (IMR) :
785 WITH ALL ONES AND ZEROES. ENABLE SYSTEM :
786 INTERRUPTS. MASK DEVICE INTERRUPTS OFF. CHECK
787 FOR HOT INTERRUPTS (UNEXPECTED) . :
TBB  §m === e ool
789 ASSUME DS :ABSO
E329 IF 190 czi: POP DS
791
792 3----- TEST THE IMR REGISTER
793
E32A C606150405 794 C21A: MOV DATA_AREA[OFFSET MFR_ERR_FLAG],05H
795 T OGO BGOODGOD
796 i <><><>CHECKPOINT 5<><><>
E32F B000 797 MoV AL, O i SET IMR TO ZERO
E331 E621 798 out INTAO 1, AL
E333 E421 799 IN AL, INTAO T 3 READ IMR
E335 0ACO 800 OR AL AL i IMR = 07
E337 7518 801 INZ D6 4 GO TO ERR ROUTINE IF NOT 0
£339 BOFF 802 MOV AL, OFFH ; DISABLE DEVICE INTERRUPTS
E338 E621 803 out INTAO 1, AL i WRITE TO IMR
E33D E421 804 IN AL, INTAOT i READ IMR
E33F 0401 805 ADD AL, 1 i ALL IMR BIT ON?
€341 7511 806 JNZ D6 $ NO - GO TO ERR ROUTINE
807
808 ;----- CHECK FOR HOT INTERRUPTS
809
810 3----- INTERRUPTS ARE MASKED OFF. CHECK THAT NO INTERRUPTS OCCUR.
811
€343 A26B04 812 MoV DATA_AREA[OFFSET INTR_FLAG],AL ; CLEAR INTERRUPT FLAG
E346 FB 813 STI - 3 ENABLE EXTERNAL INTERRUPTS
E347 2BCY 814 sus cx,Cx i WAIT | SEC FOR ANY INTRS THAT
E349 815 D4:
E349 E2FE 816 LOOP D4 : MIGHT OCCUR
E34B 817 DS:
E34B E2FE 818 LOOP D5
E34D 803E6B0400 819 cMP DATA_AREA[OFFSET INTR_FLAG],00H ; DID ANY INTERRUPTS OCCUR?
E352 7409 820 Jz o1~ i NO - GO TO NEXT TEST
E354 821 Dé:
E354 BEFFF890 822 MOV S1,0FFSET EO s DISPLAY 101 ERROR
E358 EB4E16 823 CALL  E_MSG
E358 FA 824 cLi -
E35C F4 825 HLT i HALT THE SYSTEM
826
821 8253 TIMER CHECKOUT :
828 ; DESCRIPTION :
829 VERIFY THAT THE SYSTEM TIMER (0) DOESN'T COUNT
830 TOO FAST OR TOO SLOW. :
831
E35D 832
E35D C606150402 833 MoV DATA_AREA[OFFSET MFR_ERR_FLAG],02H
834 7 oo
835 i <><><>TIMER CHECKPOINT (2)<><><>
E362 BOFE 836 MoV AL, OFEH i MASK ALL INTRS EXCEPT LVL 0
E364 E621 837 out INTAO T, AL i WRITE THE 8259 IMR
E366 BO10 838 MOV AL, 000100008 i SEL TIM 0, LSB, MODE 0, BINARY
E368 E643 839 out TIM_CTL, AL i WRITE TIMER CONTROL MODE REG
E36A B91600 840 MOV CX, T6H i SET PGM LOOP CNT
E36D BAC! 841 MOV . i SET TIMER 0 CNT REG
E36F E640 842 out TIMERO, AL i WRITE TIMER 0 CNT REG
E3T1 843 D8:
E371 F6066B0401 844 TEST DATA_AREA[OFFSET INTR_FLAG],01H
84s 3 DID TIMER 0 INTERRUPT OCCUR?
E376 7504 846 INZ 09 i YES - CHECK TIMER OP FOR SLOW TIME
E378 E2F7 847 LoOP D8 i WAIT FOR INTR FOR SPECIFIED TIME
E37A EBD8 848 IMP D6 : TIMER 0 INTR DIDN'T OCCUR - ERR
E37C 849 D9:
E37C BI10OC 850 MOV cL, 12 i SET PGM LOOP CNT
E3TE BOFF 851 MOV AL, OFFH i WRITE TIMER 0 CNT REG
E380 E640 852 out TIMERO, AL
E382 C6066B0400 853 MoV DATA_AREA[OFFSET INTR_FLAG],0 ; RESET INTR RECEIVED FLAG
E387 BOFE 854 MOV AL, OFEH : REENABLE TIMER 0 INTERRUTS
E389 E621 855 out INTAOT, AL
E388 856 DI0:
E38B F6066B0401 857 TEST DATA_AREA[OFFSET INTR_FLAG],01H ; DID TIMER 0 INTERRUPT OCCUR?
E390 75C2 858 INZ o6 i YES - TIMER CNTING TOO FAST, ERR
E392 E2F1 859 LOOP  DIO i WAIT FOR INTR FOR SPECIFIED TIME
860
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861 g-~--- SETUP TIMER 0 TO MODE 3
862
E394 BOFF 863 MOV AL, OFFH ; DISABLE ALL DEVICE INTERRUPTS
E396 E621 864 ouT INTAO I ,AL
E398 B036 865 MoV AL, 36H SEL_TIM 0,LSB,MSB,MODE 3
E39A E643 866 out TIMER+3,AL : WRITE TIMER MODE REG
E39C B000 867 MOV AL,0
E39E E640 868 ouT TIMER, AL WRITE LSB TO TIMER 0 REG
E3A0 E640 869 ouT TIMER, AL WRITE MSB TO TIMER 0 REG
870  gmmrmmmmommmmmmm oo
871 KEYBOARD TEST
872 DESCRIPTION
873 RESET THE KEYBOARD AND CHECK THAT SCAN
874 CODE 'AA* IS RETURNED TO THE CPU.
875 CHECK FOR STUCK KEYS.
876 -=-- -
E3A2 817
E3AZ B099 878 MOv AL, 99H 3 SET 8255 MODE A,C=IN B=OUT
E3A4 E663 879 ouT CMD_PORT, AL
E3A6 A01004 880 Mav AL ,DATA_AREA[OFFSET EQUIP_FLAG]
E3A9 2401 881 AND AL, 01 TEST CHAMBER?
E3AB 7431 882 Jz F1 BYPASS IF SO
E3AD 803E 120401 883 CMP DATA_AREA[OFFSET MFG_TST], ! i MANUFACTURING TEST MODE?
E382 T42A 884 JE - T 3 YES - SKIP KEYBOARD TEST
E3B4 EBT3t6 885 CALL KBD_RESET ; 1SSUE RESET TO KEYBRD
E3BT E3IE 886 Jexz Fe 3 PRINT ERR MSG IF NO INTERRUPT
E3B9 B049 887 MoV AL, 49H i ENABLE KEYBOARD
E388 E66! 888 ouT PORT_B, AL
E3BD B8OFBAA 889 cMP BL, 0ORAH i SCAN CODE AS EXPECTED?
E3CO 7515 890 JINE Fe i NO - DISPLAY ERROR MSG
891
892 3----- CHECK FOR STUCK KEYS
893
E3C2 BOCB 894 MOV AL,0CBH 3 CLR KBD, SET CLK LINE HIGH
E3C4 E66l 895 ouT PORT_B, AL
E3C6 B048 896 MOV AL, 4BH ; ENABLE KBD,CLK IN NEXT BYTE
E3CB E66! 897 ouT PORT_B, AL
E3CA 2BC9 898 sus cx,cX
E3CC 899 F5: 3 KBD_WAIT:
E3CC E2FE 900 LooP F5 ; DELAY FOR A WHILE
E3CE E460 901 IN AL ,KBD_IN i CHECK FOR STUCK KEYS
E3DO 3C00 902 cMP AL,0 i SCAN CODE = 0?
E3D2 T40A 903 JE F1 i YES - CONTINUE TESTING
E3D4 EBB415 904 CALL XPC_BYTE ; CONVERT AND PRINT
E3D7 905 Fe: -
E3D7 BE4CEC90 906 MOV S1,0FFSET Fi i GET MSG ADDR
E3D8 EBCBIS 907 CALL E_MSG i PRINT MSG ON SCREEN
908 j------------ --- --- -
909 SETUP HARDWARE INT. VECTOR TABLE :
910  jmm T m e —————————— -
E3DE 911
E3DE 1E 912 PUSH [:H] 3 SETUP_INT_TABLE:
E3DF 2BCO 913 suB AX,AX
E3E! BECO 914 MOV ES,AX
E3E3 890800 915 MoV cX,08 3 GET VECTOR CNT
E3E6 OE 916 PUSH cs ; SETUP DS SEG REG
E3ET IF 917 POP D:
E3E8 BEF3FE90 918 MOV S1,0FFSET VECTOR_TABLE
E3EC BF2000 919 MOV DI, OFFSET INT_PTR
E3EF 920 FTA:
E3EF A5 921 Movsw
E3FO0 47 922 INC oI : SKIP OVER SEGMENT
E3F1 47 923 INC D1
E3F2 E2FB 924 LooP FTA
E3F4 IF 925 POP DS
926
927 SET UP OTHER INTERRUPTS AS NECESSARY
928
E3F5 CT0608005FF8 929 MOV NMI_PTR,OFFSET NMI_INT 3 NMI INTERRUPT
E3FB C706140054FF 930 MOV INT5_PTR,OFFSET PRTNT_SCREEN ; PRINT SCREEN
E401 C706620000F6 931 MOV BASIT_PTR+2,0F600H ~ ; SEGMENT FOR CASSETTE BASIC
932
933 j----- SETUP TIMER 0 TO BLINK LED IF MANUFACTURING TEST MODE
934
E407 B03E120401 935 cMP DATA_AREA[OFFSET MFG_TST],01H ; MFG. TEST MODE?
E40C 750A 936 JINZ EXP_T
E40E C70670003CF9 937 MOV WORD PRT(1CH®4),0FFSET BLINK_INT; SETUP TIMER INTR TO BLINK LED
E414 BOFE 938 MOV AL, OFEH 3 ENABLE TIMER INTERRUPT
E416 E621 939 aut INTAO I, AL
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LOC OBUECT

E418 BA1002
E41B B85555

E430 BBO100
E433 BAIS02
E436 B91000

9
E439 2E8807
0

E43D EC
E43E 3ACT
E440 7521

E44D B90800
E450 BOO1
E452 4A

E453 BAEO
E455 EE

E456 B0OO1
E458 EC

E459 3AC4
E45B 7506
E45D DOEO
E45F E2F2
E461 EBOT

E463 BEOFF990
E467 E83FI5

SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

EXPANSION /0 BOX TEST

CHECK TO SEE IF EXPANSION BOX PRESENT - IF INSTALLED,
TEST DATA AND ADDRESS BUSES TO [/0 BOX
ERROR='1801"

bbb DETERMINE |F BOX |S PRESENT

EXP_10: i ICARD WAS ENABLED EARLIER)
MoV 0X,0210H ; CONTROL PORT ADDRESS
MoV AX,5555H i SET DATA PATTERN
out OX, AL
MoV AL,O1H i MAKE AL DIFFERENT
IN AL,DX i RECOVER DATA
cMP AL , AH REPLY?
JINE EI9 NO RESPONSE, GO TO NEXT TEST
NOT AX MAKE DATA=AAAA
out DX, AL
MoV AL,O1H
IN AL, DX : RECOVER DATA
cMP AL, AH
INE E19
§----- CHECK ADDRESS BUS
EXP2:
MOV BX,0001H
MoV DX,0215H LOAD HI ADDR. REG ADDRESS
MoV €X,0016 GO ACROSS 16 BITS
EXP3;:
MoV cs:[Bx],AL 3 WRITE ADDRESS F0000+BX
NoP
IN AL ,DX 3 READ ADDR. HIGH
cMP AL ,BH
JINE EXP_ERR GO ERROR IF MISCOMPARE
INC [} DX=216H (ADDR. LOW REG)
IN AL,DX
cMP AL,BL 3 COMPARE TO LOW ADDRESS
JNE EXP_ERR
DEC bx s DX BACK TO 215H
SHL BX, 1
LOOP EXP3 3 LOOP TILL *1*' WALKS ACROSS BX
: CHECK DATA BUS
MoV Cx,0008 5 DO 8 TIMES
MOV AL, 04
DEC DX 3 MAKE DX=214H (DATA BUS REG)
EXP4:
MOV AH, AL SAVE DATA BUS VALUE
ouT DX, AL SEND VALUE TO REG
MoV AL, O1H
IN AL,DX RETRIVE VALUE FROM REG
cMP L, AH = TO SAVED VALUE
INE SHORT EXP_ERR
SHL AL, Y - FORM NEW DATA PATTERN
LooP EXP4 LOOP TiLL BIT WALKS ACROSS AL
IMP SHORT E19 GO ON TO NEXT TEST
EXP_ERR:
MOV S1,0FFSET F3C
CALL E_MSG
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Loc

OBJECT

EBECI5
1E

~

813E72003412
503
E99F00

881000
EB28

8BIE1300

8BCB
BB0004

8EDB
8EC3
81C30004
52

51

53

50
B%0020
EBCFO1
754C

58
051000

50
BBOAOO
B90300

33D2
FIF3
80CA30
52
E2F6
B%0300

BE | AEC
ZEBAO04
6

EBCF 14
E2F7
58
3D1000
T4A9

F
€606150003
E966FE

88361500

EBCE1A
BACS
E87TAI4
BEO04F990
EB9114

SOURCE (BI10S FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

ADDITIONAL READ/WRITE STORAGE TEST
DESCRIPTION

WRITE/READ DATA PATTERNS TO ANY READ/WRITE
STORAGE AFTER THE FIRST 32K. STORAGE
ADDRESSABILITY 1S CHECKED.

CALL DDS
PUSH DS
E20:
cMP RESET_FLAG, 1234H 3 WARM START?
JINE E20A 3 CONTINUE TEST IF NOT
JMP ROM_SCAN i GO TO NEXT ROUTINE IF SO
E20A: -
MoV AX, 16 i STARTING AMT. OF MEMORY OK
JMP SHORT PRT_S1Z i POST MESSAGE
E20B:
Mov BX,MEMORY_S1ZE i GET MEM. SIZE WORD
suB BX,16 3 1ST 16K ALREADY DONE
MOV c
SHR 3 DIVIDE BY té
MoV CX,BX 3 SAVE COUNT OF 16K BLOCKS
MOV BX,0400H 3 SET PTR. TO RAM SEGMENT> 16K
E21:
MoV DS, BX i SET SEG. REG
MOV S,BX
ADD BX,0400H 3 POINT TO NEXT 1eK
PUSH DX
PUSH cx 3 SAVE WORK REGS
PUSH BX
PUSH AX
MoV CX,2000H i SET COUNT FOR 8K WORDS
CALL STGTST_CNT
JINZ E21A 3 GO PRINT ERROR
POP AX i RECOVER TESTED MEM NUMBER
ADD AX, 16
PRT_S1Z:
PUSH AX
MoV BX,10 3 SET UP FOR DECIMAL CONVERT
MoV €X,3 3 OF 3 NIBBLES
DECIMAL_LOOP:
XOR DX, DX
DIV BX 3 DIVIDE BY 10
OR DL, 30H i MAKE INTO ASCI1
PUSH i SAVE
LaoP DEC IMAL_LOOP
MOV -
PRT_DEC_LOOP:
POP AX 3 RECOVER A NUMBER
CALL PRT_HEX
LooP PRT_DEC_LOOP
MOV cx,7
MOV S1,0FFSET F3B 3 PRINT ' KB OK'
KB_LOOP:
Mov AL,CS:[S1]
INC St
CALL PRT_HEX
LOOP kB_CooP
POP AX 3 RECOVER WORK REGS
cMP AX, 16 3 FIRST PASS?
JE E208
POP BX
POP cx
POP DX
LooP E21 3 LOOP TILL ALL MEM. CHECKED
MOY AL, 10
CALL PRT_HEX i LINE FEED

it DMA TCO SHOULD BE ON BY NOW - SEE IF IT IS

IN AL ,DMA+08H

AND AL, 000000018 i TCO STATUS BIT ON?

INZ ROM_SCAN : GO ON WITH NEXT TEST IF OK

POP os

MOV MFG_ERR_FLAG,03H 3

JMP [ 3 POST 101 ERROR MSG AND HALT
4o PRINT FAILING ADDRESS AND XOR'ED PATTERN IF DATA COMPARE ERROR
E21A: MOV CH, AL SAVE FAILING BIT PATTERN

MOV AL, 13 CARRAGE RETURN

CALL PRT_HEX

Mov T

CALL PRT_HEX

POP AX RECOVER AMT. OF GOOD MEM.

ADD SP.6 BALANCE STACK

MOV 0X,DS GET FAILING SEGMENT

POP DS

PUSH DS

MOV MEMORY_S I ZE , AX 3 LOAD MEM. SIZE WORD TO SHOW

HOW MUCH MEM. WORKING
MOV MFG_ERR_FLAG,DH <> <> <> <> <> <> <> <> <> <> <> <> <>

<><>CHECKPOINTS 08->A0<><>
PRINT IT

CALL PRT_SEG

MOV AL,CH GET FAILING BIT PATTERN
CALL XPC_BYTE 3 CONVERT AND PRINT CODE

MoV S1,0FFSET EI i1 SETUP ADDRESS OF ERROR MSG
CALL E_MSG ;3 PRINT ERROR MSG
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LOC OBJUECT

E518 BAQOCS

E528 EB0590
E52E 81C28000

E532 81FAOQOF6
E536 TCE3
E538 EBOISO

E53B B404

ES3D 2BDB
ES53F BEDA

E541 EBAE!3

E545 81C20002
E54D FECC
E54F 75EC

ES56A BAF203
ES56D BOIC
ES56F EE
E570 2BC9

E572 E2FE

E574 E2FE
E576 33D2
E578 B50
E5TA 88163E00

ES58A BESZECS0
ESBE EBIBI4

E591 BoOC
E593 BAF203
ES596 EE

E597 C6066B0000
E59C BEIEOO
E59F 89361A00
E5A3 89361C00
ESAT 89368000
ES5AB 83C620
ESAE 89368200
E5B2 BF 7800
E5B5 1E

T
ESB7 B81414
B

B
ESBC B8OOI
B

ESCO AB

ESC1 E42)
E5C3 24FC
ESC5 Ee21

5-124 PC-XT System BIOS (11/08/82)

SOURCE (B10S FOR THE

1BM PERSONAL COMPUTER XT) 11/08/82

CHECK FOR OPTIONAL ROM FROM CB000->F4000 IN 2K BLOCKS :
(A VALID MODULE HAS *55AA' IN THE FIRST 2 LOCATIONS, H
LENGTH INDICATOR (LENGTH/512) IN THE 3D LOCATION AND H

TEST/INIT. CODE STARTING IN THE 4TH LOCATION.)

ROM_SCAN:
DX, 0C800H 5 SET BEGINNING ADDRESS
ROM_SCAN_1t
L% DS, DX
suB BX,BX : SET BX=0000
MoV AX, [BX] 3 GET 1ST WORD FROM MODULE
PUSH
POP 8x 3 BUS SETTLING
cMP AX, 0AAS5H = TO ID WORD?
JNZ NEXT_ROM : PROCEED TO NEXT ROM IF NOT
CALL ROM_CHECK i GO CHECK OUT MODULE
JMP ARE_WE_DONE 1 CHECK FOR END OF ROM SPACE
NEXT_ROM:
) DX,0080H 3 POINT TO NEXT 2K ADDRESS
ARE_WE_DONE:
cMP DX, 0F600H 3 AT F6000 YET?
JL ROM_SCAN_1 i GO CHECK ANOTHER ADD. IF NOT
JMP BASE_ROM_CHK i GO CHECK BASIC ROM
A CHECKSUM DONE FOR THE 4 ROS MODULES CONTAINING BASIC CODE

BASE_ROM_CHK :
MOV

E4:
suB
MOV

CALL
JE
CALL

E5:

AH, 4

BX,BX
DS,DX

ROS_CHECKSUM

ROM_ERR
DX, 0200H
AH
€4

NO. OF ROS MODULES TO CHECK

SETUP STARTING ROS ADDR

CHECK ROS

CONTINUE 1F OK
POST ERROR

POINT TO NEXT BK MODULE
ANY MORE TO 0O?
YES - CONTINUE

PTION
CHECK

IF
ATTACHED,

SYSTEM

DISKETTE ATTACHMENT TEST

IPL DISKETTE DRIVE IS ATTACHED TO SYSTEM. 1F
VERIFY STATUS OF NEC FDC AFTER A RESET. ISSUE
A RECAL AND SEEK CMD TO FDG AND CHECK STATUS. COMPLETE
INITIALIZATION THEN PASS CONTROL TO THE BOOT
LOADER PROGRAM.

F10:

DS

AL,BYTE PTR EQUIP_FLAG
AL,OIH

Fi15

AL, INTAO1

Hinhdaiei TURN DRIVE 0 MOTOR ON

Filz

Fi12:

F13:
MOV
CALL

DX,03F2H

Fi2

DX, DX

CH, I
SEEK_STATUS,DL
SEEK

F13
CH,34
SEEK
F14

S1,0FFSET F3
E_MSG

3----- TURN DRIVE 0 MOTOR OFF

Fias

AL, OCH
DX,03F2H
DX, AL

DISKETTE PRESENT?
NO - BYPASS DISKETTE TEST

DiSK_TEST:

ENABLE DISKETTE INTERRUPTS

RESET NEC FDC

SET FOR DRIVE 0

VERIFY STATUS AFTER RESET
STATUS OK?

NO - FDC FAILED

GET ADDR OF FDC CARD
3 TURN MOTOR ON, EN DMA/INT
; WRITE FDC CONTROL REG

MOTOR _WAIT:
WAIT FOR 1 SECOND
MOTOR_WAIT!:

SELECT DRIVE 0
SELECT TRACK 1

RECAL IBRATE DISKETTE

GO TO ERR SUBROUTINE IF ERR
SELECT TRACK 34

SEEK TO TRACK 34

OK, TURN MOTOR OFF

GET™. ADDR OF MSG
GO PRINT ERROR MSG

DRO_OFF :
TURN DRIVE O MOTOR OFF
FDC CTL ADDRESS

3=---- SETUP PRINTER AND RS232 BASE ADDRESSES IF DEVICE ATTACHED

F16:

INTR_FLAG, 00H

S1,0FFSET KB_BUFFER
BUFFER_HEAD, S
BUFFER_TAIL,SI
BUFFER_START, S|

SI,32

BUFFER_END, S|

DI, OFFSET PRINT_TIM_OUT
os

ES
AX, 1414H
AX,0101H

L, INTAOI
AL,OFCH
INTAO1 AL

3 SET STRAY INTERRUPT FLAG = 00
3 SETUP KEYBOARD PARAMETERS

3;DEFAULT BUFFER OF 32 BYTES
$SET DEFAULT PRINTER TIMEOUT

i1 DEFAULT=20

;RS232 DEFAULT=01

;i ENABLE TIMER AND KB INTS



OBJECT
83FDO0

7419
BA0200
EB0614
BEOYE890
E8F113

EBOE90
803E12000t
406

BA0O100
EBE613
A01000
2401t

BDA3F990
BE0000O

2E8B5600
0AA

45
81FDA9F9
15E5
BB0000
BAFAO3
EC
ABF8
1506
C707F803
3

43

BAFA02
(o}

ABF8

7506
C707F802
3

ABOF
7505
B800E110010

SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT)

11/08/82

CMP BP,0000H i CHECK FOR BP= NON-ZERO
3 (ERROR HAPPENED)
J FI5A_0 3 CONTINUE IF NO ERROR
MOv DX, i 2 SHORT BEEPS (ERROR)
CALL ERR_BEEP
MoV S1,0FFSET F3D 3 LOAD ERROR MSG
CALL P_MSG
ERR_WAIT:
MoV AH,00
INT 16H 3 WAIT FOR 'FI* KEY
cMP AH, 3BH
INE ERR_WAIT
IMP FI5R ; BYPASS ERROR
F15A_0:
cMP MFG_TST, 1 MFG MODE
JE FI15R BYPASS BEEP
MoV DX, 1 1 SHORT BEEP (NO ERRORS)
CALL ERR_BEEP
F15A: MoV AL,BYTE PTR EQUIP_FLAG ; GET SWITCHES
AND AL,00000001B 3 'LOOP POST® SWITCH ON
JINZ B 3 CONTINUE WITH BRING-UP
JMP START
FI15B:  suB AH, AH
MoV AL ,CRT_MODE
INT 10H 3 CLEAR SCREEN
F15C:
MoV BP,OFFSET F4 3 PRT_SRC_TBL
MoV s1,0
Fle: i PRT_BASE:
MoV Dx,CS:[BP] 3 GET_PRINTER BASE ADDR
MoV AL, OAAH i WRITE DATA TO PORT A
out DX, AL
PUSH DS 3 BUS SETTLEING
IN AL ,DX 3 READ PORT A
POP
cMP AL, 0AAH i DATA PATTERN SAME
JNE F11 3 NO - CHECK NEXT PRT CD
MoV PRINTER_BASE[S1],DX 3 YES - STORE PRT BASE ADDR
INC s1 i INCREMENT TO NEXT WORD
INC s1
FiT:
INC BP 3 POINT TO NEXT BASE ADDR
INC BP
cMP BP,OFFSET F4E ALL POSSIBLE ADDRS CHECKED?
JNE Fle PRT_BASE
MOV BX, POINTER TO RS232 TABLE
MoV DX, 3FAH CHECK IF RS232 CD 1 ATTCH?
IN AL,DX READ INTR ID REG
TEST AL, OF8H
JINZ F18
MoV RS232_BASE[BX],3F8H 3 SETUP RS232 CD #1 ADDR
INC BX
INC BX
Fia:
MOV DX, 2F AH 3 CHECK IF RS232 CD 2 ATTCH
IN AL,DX ; READ INTERRUPT ID REG
TEST AL, OF 8H
JINZ F19 3 BASE_END
MoV RS232_BASE[BX],2F8H 3 SETUP RS232 CD #2
INC BX
INC BX
3 - SET UP EQUIP FLAG TO INDICATE NUMBER OF PRINTERS AND RS232 CARDS
F19: BASE_END:
MoV AX,SI S| HAS 2* NUMBER OF RS232
MOV cL,3 i SHIFT COUNT
ROR AL,CL 3 ROTATE RIGHT 3 POSITIONS
OR AL ,BL 3 OR IN THE PRINTER COUNT
MOV BYTE PTR EQUIP_FLAG+!,AL ; STORE AS SECOND BYTE
MOV DX,201H -
IN AL ,DX
NOP
NOP
NOP
TEST AL, OFH
JINZ F20 3 NO_GAME_CARD
OR BYTE PTR EQUIP_FLAG+1,16
F20: 3 NO_GAME_CARD:
[REEs ENABLE NMI INTERRUPTS
IN AL,PORT_B 3 RESET CHECK ENABLES
OR AL, 30H
out PORT_B, AL
AND AL, OCFH
out PORT_B, AL
MoV AL, 80H 3 ENABLE NMI INTERRUPTS
out OAOH, AL
F21: 3 LOAD_BOOT_STRAP:
INT 19H GO TO THE BOOT LOADER

(7]
m
(]
puiiv]
o
=
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LOC OBJECT

E6CB 52

E6CC 50

E6CD 8CDA

E6CF 2688361500

E6D4 B81FAQ0CS
E6D8 7COD
E6DA EBFDI8
E6DD BEOAF990
E6E! EBC512

E6E4 58
E6E5 5A
E6E6 C3

E6ET BA020!
E6EA EBEB!12
E6ED EBFS5

5-126 PC-XT System BIOS (11/08/82)

LINE SOURCE (BI0S FOR THE
1309  jm=m=-m=mmm—m—mee oo
1310 3
1311 OF STORAGE.

1312 ; ENTRY REQUIREMENTS:
1313 ES

1314 DS

1315 3 [33

1316 ; EXIT PARAMETERS:

1317 0 FLAG = 0 IF STORAGE ERROR
1318 3 CHECK .

1319 3

1320 DATA READ.

1321 ; AX,BX,CX,DX,DI, AND SI1 ARE ALL DESTROYED.
1322

1323

1324 STGTST_CNT PROC NEAR
1325 CLD

1326 suB 01,01
1327 suB AX,AX
1328 C2_1:

1329 MoV [D1],AL
1330 MOV AL, [DI]
1331 XOR AL, AH
1332 JINZ c1

1333 INC AH

1334 MoV AL, AH
1335 JINZ ca2_1

1336 MoV BX,CX
1337 SHL BX, 1

1338 MoV AX,0AAAAH
1339 MoV DX, OFF55H
1340 REP STOSW
1341 IN AL,PORT_B
1342 OR AL,001130008
1343 out PORT_B, AL
1344 NOP -
1345 AND AL,110011118
1346 out PORT_B, AL
1347 C3:

1348 DEC DI

1349 STD

1350 C4:

1351 MoV S1,D1
1352 MoV CX,BX
1353 C5:

1354 LoDSB

1355 XOR AL ,AH
1356 JINE c1

1357 MoV AL,DL
1358 STOSB

1359 LooP cs

1360

1361 AND AH, AH
1362 Jz cex

1363 MOV AH, AL
1364 XCHG DH,DL
1365 AND AH, AH
1366 JINZ ce

1367 MoV DL, AH
1368 JMP c3

1369 Cé:

1370 CLD

1371 INC ]

1372 Jz c4

1373 DEC DI

1374 MoV DX, 0000 tH
1315 JMP c3

1376  CéX:

1377 IN AL ,PORT_C
1378 AND AL, 0COH
1379 MoV AL,000H
1380 CT:

1381 CLD

1382 RET

1383  STGTST_CNT ENDP

1384

1385

1386

1387 NEAR

1388 DX

1389 AX

1390 DX,DS
1391 ES:MFG_ERR_FLAG,DH
1392

1393 CcMP DX, 0C800H
1394 JL ROM_ERR_BEEP
1395 CALL PRT_SEG
1396 MoV S1,0FFSET F3A
1397 CALL E_MSG
1398 ROM_ERR_END:

1399 POP AX

1400 POP DX

1401 RET

1402 ROM_ERR_BEEP:

1403 DX,0102H
1404 CALL ERR_BEEP
1405 JMP SHORT ROM_ERR_END
1406 ROM_ERR ENDP

1407

I1BM PERSONAL COMPUTER XT)

11/08/82

= ADDRESS OF STORAGE SEGMENT BEING TESTED
ADDRESS OF STORAGE SEGMENT BEING TESTED
= WORD COUNT OF STORAGE BLOCK TO BE TESTED

(DATA COMPARE OR PARITY
AL=0 DENOTES A PARITY CHECK. ELSE AL=XOR®ED
BIT PATTERN OF THE EXPECTED DATA PATTERN VS THE ACTUAL

SET DIR FLAG TO INCREMENT
SET DI=OFFSET 0 REL TO ES REG
SETUP FOR 0->FF PATTERN TEST

ON FIRST BYTE
0.K.?
GO ERROR IF NOT

LOOP TILL WRAP THROUGH FF

SAVE WORD COUNT OF BLOCK TO TEST

CONVERT TO A BYTE COUNT

GET INITIAL DATA PATTERN TO WRITE
SETUP OTHER DATA PATTERNS TO USE
FILL STORAGE LOCATIONS IN BLOCK

TOGGLE PARITY CHECK LATCHES

POINT TO LAST BYTE JUST WRITTEN
SET DIR FLAG TO GO BACKWARDS

INITIALIZE DESTINATION POINTER
SETUP BYTE COUNT FOR LOOP

INNER TEST LOOP
READ OLD TEST BYTE FROM STG [S1]+*
DATA READ AS EXPECTED ?
NO - GO TO ERROR ROUTINE
GET NEXT DATA PATTERN TO WRITE
WRITE INTO LOC JUST READ [DI]+*
DECREMENT BYTE COUNT AND LOOP  CX

ENDING ZERO PATTERN WRITTEN TO STG ?
YES - RETURN TO CALLER WITH AL=0
SETUP NEW VALUE FOR COMPARE

MOVE NEXT DATA PATTERN TO DL

READING ZERO PATTERN THIS PASS ?
CONTINUE TEST SEQUENCE TILL ZERO DATA
ELSE SET ZERO FOR END READ PATTERN
AND MAKE F INAL BACKWARDS PASS

SET DIR FLAG TO GO FORWARD

SET POINTER TO BEG LOCATION
READ/WRITE FORWARD IN STG

ADJUST POINTER

SETUP 01 FOR PARITY BIT AND 00 FOR END
READ/WRITE BACKWARD IN STG

DID A PARITY ERROR OCCUR ?
ZERO FLAG WILL BE OFF PARITY ERROR
AL=0 DATA COMPARE OK

SET DIRECTION FLAG TO INC

SAVE POINTER

GET ADDRESS POINTER

D e T et sd
<><><>CHECKPOINTS CO->F4<><><>
CRT CARD IN ERROR?

GIVE CRT CARD FAIL BEEP

PRINT SEGEMENT IN ERROR
DISPLAY ERROR MSG

BEEP 1| LONG, 2 SHORT



Loc

E6F7
E6FD

ET01
ET04
ET04
ET05

ETIF
ETIF

ET21
ET21

OBJECT

FB
2B8C0
BED8

C7067800CTEF
BCOETAQO

B90400

51

BBOOTC

B90100
CD13

59
1304
E2ES

cpig

EA007C0000

SOURCE (BIOS FOR THE iBM PERSONAL COMPUTER XT) 11/08/82

TRACK 0, SECTOR 1 1S READ INTO THE
BOOT LOCATION {SEGMENT 0, OFFSET 7C00
AND CONTROL 1S TRANSFERRED THERE .

IF THERE IS A HARDWARE ERROR CONTROL IS
TRANSFERRED TO THE ROM BASIC ENTRY POINT.

ASSUME CS:CODE,DS:ABSO
ORG H

OE&F2
BOOT_STRAP PROC NEAR
STI i ENABLE INTERRUPTS
sus AX AX 3 ESTABLISH ADDRESSING
Mov DS, AX
§-m--- RESET THE DISK PARAMETER TABLE VECTOR
MOV WORD PTR DISK_POINTER, OFFSET DISK_BASE
MOV WORD PTR DISK_POINTER+2,CS
§-m--- LOAD SYSTEM FROM DISKETTE -- CX HAS RETRY COUNT
MoV CX,4 SET RETRY COUNT
Hiz IPL_SYSTEM
PUSH cx SAVE RETRY COUNT
MoV AH, 0 RESET THE DISKETTE SYSTEM
INT 13H DISKETTE_IO
JC H2 IF ERROR, TRY AGAIN
MOY AX,201H READ IN THE SINGLE SECTOR
suB DX, DX TO THE BOOT LOCATION
MOV ES,DX
MoV BX,0FFSET BOOT_LOCN
DRIVE 0, HEAD 0
MoV cX,t SECTOR 1, TRACK 0
INT 13H DISKETTE_IO
H2:
POP cx RECOVER RETRY COUNT
JINC H4 CF SET BY UNSUCCESSFUL READ
LooP HI DO IT FOR RETRY TIMES

At UNABLE TO IPL FROM THE DISKETTE

INT 18H GO TO RESIDENT BASIC

Attt IPL WAS SUCCESSFUL
H4:

JMP BOOT_LOCN
BOOT_STRAP ENDP

»
m
o
=
o
=
o
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LOC OBJECT

ET59 T46A

E75B FECC
E75D 7503
E75F E98300

E762 5B
E763 59
E764 5F
ET65 5E
ET66 5A
ET67 IF
E768 CF

SOURCE (BI0S FOR THE [BM PERSONAL COMPUTER XT) 11/08/82

RS232_I0
THIS ROUTINE PROVIDES BYTE STREAM |/0 TO THE COMMUNICATIONS
PORT ACCORDING TO THE PARAMETERS:
(AH)=0 INITIALIZE THE COMMUNICATIONS PORT

{AL) HAS PARAMETERS FODR INITIALIZATION

7 6 5 4 3 2 ' 0
----- BAUD RATE -- ~PARITY-- STOPBIT --WORD LENGTH-~-
- 1o X0 - NONE 0 -1 10 - 7 BITS
001 - 150 01 - 0oDD 1 -2 11 - 8 BITS
010 - 300 11 - EVEN
011 - 600
100 - 1200
101 - 2400
0 - 4800

o
°
=3

ON RETURN, CONDITIONS SET AS IN CALL TO COMMD STATUS (AH=3)
(AH)=1 SEND THE CHARACTER IN (AL) OVER THE COMMO LINE
(AL) REGISTER IS PRESERVED
ON EXIT, BIT 7 OF AH IS SET IF THE ROUTINE WAS UNABLE
TO TRANSMIT THE BYTE OF DATA OVER THE LINE.
IF BIT 7 OF AH IS NOT SET, THE REMAINDER OF AH
IS SET AS IN A STATUS REQUEST, REFLECTING THE
URRENT STATUS OF THE LINE.
(AH)=2 RECEIVE A CHARACTER IN (AL) FROM COMMO LINE BEFORE
RETURNING TO CALLER
ON EXIT, AH HAS THE CURRENT LINE STATUS, AS SET BY THE
THE STATUS ROUTINE, EXCEPT THAT THE ONLY BITS
LEFT ON ARE THE ERROR BITS (7,4,3,2,1)
IF AH HAS BIT 7 ON (TIME OUT) THE REMAINING
BITS ARE NOT PREDICTABLE.
THUS, AH 1S NON ZERO ONLY WHEN AN ERROR

(AH) =3 RETURN THE COMMO PORT STATUS IN (AX)
AH CONTAINS THE LINE STATUS

BIT 7 = TIME OUT
BIT 6 = TRANS SHIFT REGISTER EMPTY
BIT 5 = TRAN HOLDING REGISTER EMPTY
BIT 4 = BREAK DETECT
BIT 3 = FRAMING ERROR
BIT 2 = PARITY ERROR
BIT 1 = OVERRUN ERRCR
BIT 0 = DATA READY
AL CONTAINS THE MODEM STATUS
BI1T 7 = RECEIVED LINE SIGNAL DETECT
BIT 6 = RING INDICATOR
BIT 5 = DATA SET READY
BIT 4 = CLEAR TO SEND
BIT 3 = DELTA RECEIVE LINE SIGNAL DETECT
BIT 2 = TRAILING EDGE RING DETECTOR
BIT | = DELTA DATA SET READY

0 =

DELTA CLEAR TO SEND

(DX) = PARAMETER INDICATING WHICH RS232 CARD (0,1 ALLOWEDI}

DATA AREA RS232_BASE CONTAINS THE BASE ADDRESS OF THE 8250 ON THE
CARD LOCATION 400H CONTAINS UP TO 4 RS232 ADDRESSES POSSIBLE
DATA AREA LABEL RS232_TIM_OUT (BYTE) CONTAINS OUTER LOOP COUNT
VALUE FOR TIMEOUT (DEFAULT=1}

i ouTPUT

AX MODIFIED ACCORDING TO PARMS OF CALL :
ALL OTHERS UNCHANGED 3

ASSUME CS:CODE,DS:DATA
ORG

0ET29H

Al LABEL WORD ;3 TABLE OF INIT VALUES

DwW 1047 3 110 BAUD

DwW 768 3 15

DW 384 3 300

Dw 192 ;3 600

DW 96 i 1200

DW 48 i 2400

DW 24 i 4800

ow 12 i 9600
RS232_10 PROC FAR

---=- VECTOR TO APPROFRIATE ROUTINE

STI 3 INTERRUPTS BACK ON

PUSH DS i SAVE SEGMENT

PUSH DX

PUSH s1

PUSH D1

PUSH cx

PUSH BX

MoV S1,DX ; RS232 VALUE TO SI

MoV DI,DX

SHL St,t 3 WORD OFFSET

CALL DDS

MOV DX,R$232_BASE[S!] ;3 GET BASE ADDRESS

OR DX,DX : TEST FOR 0 BASE ADDRESS

Jz A3 i RETURN

OR AH AH i TEST FOR (AH)=0

Jz A4 3 COMMUN INIT

DEC AH 3 TEST FOR {AH)=1

Jz AS 3 SEND AL

DEC AH i TEST FOR (AH)=2

Jz Al2 3 RECEIVE INTO AL
A2:

DEC AH 3 TEST FOR (AH)=3

INZ A3

JMP Al8 5 COMMUNICATION STATUS
A3z + RETURN FROM RS232

FOP BX

POP cx

POP Dl

POP sl

POP DX

POP DS

IRET 3 RETURN TO CALLER, NO ACTION
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OBJUECT

BAEO
83C203
B08&0
EE

8E20E0Q0

BF29E7

03FA

8B14

42

2E8A4501
E

4A
2E8A05
EE
83c203
BAC4
241F
EE

4A

4A
B0OOO
EE
EB49

80CC80
EBAE

4A

B720
E83800
15F0

83EA0S
59
BAC1
EE
EB9D

83C204
B0
EE

42

42

B720
EB2000
7508

4A

B701
E81800
75D3

B0E41E
8B14
EC
E9TDFF

8B14
83C205
EC
8AEOQ
42

EC
E9T0FF

LINE

SOURCE (BIOS FOR THE |BM PERSONAL COMPUTER XT) 11/08/82

$==--= INITIALIZE THE COMMUNICATIONS PORT

Ad:
MOV AH, AL SAVE INIT PARMS IN AH
ADD DX,3 POINT TO 8250 CONTROL REGISTER
MOV AL ,80H
ouT DX, AL 3 SET DLAI

Hinldaid DETERMINE BAUD RATE DIVISOR

MOV DL, AH 3 GET PARMS TO DL

MOV CL,4

ROL DL,CL

AND » OEH 1SOLATE THEM

MOV DI,OFFSET Al BASE OF TABLE

ADD D1,DXx 3 PUT INTO INDEX REGISTER
MOV DX,RS232_BASE[S!] ;3 POINT TO HIGH ORDER OF DIVISOR
INC DX

MOV AL,CS:[DI]+1 GET HIGH ORDER OF DIVISOR
out DX, AL SET MS OF DIV TO 0

DEC DX

MOV AL,sc:[DI1] 3 GET LOW ORDER OF DIVISOR
ouT DX, AL SET LOW OF DIVISOR

ADD DX,3

MOV AL, AH 3 GET PARMS BACK

AND AL,O0IFH 3+ STRIP OFF THE BAUD BITS
ouT DX, AL 3 LINE CONTROL TO 8 BITS
DEC DX

DEC DX

MOV AL,0

auT DX, AL ; INTERRUPT ENABLES ALL OFF
JMP SHORT A18 ; COM_STATUS

H —~ SEND CHARACTER IN (AL) OVER COMMO LINE

A5:
PUSH AX i SAVE CHAR TO SEND
ADD DX, 4 i MODEM CONTROL REGISTER
MOV AL,3 i DTR AND RTS
ouT DX, AL i DATA TERMINAL READY, REQUEST TO SEND
INC DX 3 MODEM STATUS REGISTER
INC DX
MOV BH, 30H ; DATA SET READY & CLEAR TO SEND
CALL WAIT_FOR_STATUS i ARE BOTH TRUE
JE A T T 4 YES, READY TO TRANSMIT CHAR
AT:
POP cx
MOV AL,CL i RELOAD DATA BYTE
A8
OR AH, 80H i INDICATE TIME OUT
IMP A3 3 RETURN
A9: i CLEAR_TO_SEND
DEC DX i LINE STATUS REGISTER
A1O: i WAIT_SEND
MOV BH,20H 3 1S TRANSMITTER READY
CALL WAIT_FOR_STATUS i TEST FOR TRANSMITTER READY
INZ 7 i RETURN WITH TIME OUT SET
All: i OUT_CHAR
sUB DX,5 i DATA PORT
POP cx ; RECOVER IN CX TEMPORARILY
MOV AL, CL i MOVE CHAR TO AL FOR OUT, STATUS IN AH
out DX, AL i OUTPUT CHARACTER
JMP A3 i RETURN

3----- RECEIVE CHARACTER FROM COMMO L INE

A12:
ADD DX, 4 3 MODEM CONTROL REGISTER
MOV AL, 1 ; DATA TERMINAL READY
out DX, AL
INC DX 3 MODEM STATUS REGISTER
INC DX
A13: WAIT_DSR
MOV BH,20H DATATSET READY
CALL WAIT_FOR_STATUS TEST FOR DSR
JINZ A8 3 RETURN WITH ERROR
Al5: i WAIT_DSR_END
DEC DX 3 LINETSTATUS REGISTER
Ale: i WAIT_RECV
MoV BH, | i RECETVE BUFFER FULL
CALL WAIT_FOR_STATUS 3 TEST FOR REC. BUFF. FULL
INZ A8 3 SET TIME OUT ERROR
AIT: i GET_CHAR
AND AH,00011110B 3 TEST FOR ERR CONDITIONS ON RECYV CHAR
MoV DX,RS232_BASE[SI] i DATA PORT
IN AL ,DX 3 GET CHARACTER FROM LINE
JIMP A3 3 RETURN
[RRitd COMMO PORT STATUS ROUTINE
A18:
MOV DX,RS232_BASE[S!]
ADD DX,5 i CONTROL PORT
IN AL,DX t GET LINE CONTROL STATUS
MoV AH, AL 3 PUT [N AH FOR RETURN
INC DX i POINT TO MODEM STATUS REGISTER
IN AL ,DX i GET MODEM CONTROL STATUS
IMP A3 i RETURN
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L.OC OBJECT LINE SOURCE (BIOS FOR THE [BM PERSONAL COMPUTER XT) 11/08/82

D T R
1674 WAIT FOR STATUS ROUTINE :
1675 3 :
1676 ENTRY: :
1677 BH=STATUS BIT(S) TO LOOK FOR,
1678 DDR. OF STATUS REG :
1679 EXIT: :
1680 ZERO FLAG ON STATUS FDUND
1681 ZERO FLAG OFF = TIMEOUT. :
1682 AH=LAST STATUS READ :
1683 B
ETF2 1684 WAIT_FOR_STATUS PROC NEAR
ETF2 BASDTC 1685 MoV BL,RS232_TIM_OUT[DI] ; LOAD OUTER LOOP COUNT
ETF5 1686 WFS0:
ETF5 2BCY 1687 suB cx,cx
ETFT 1688 WFSi:
ETF7 EC 1689 IN AL,DX 3 GET STATUS
ETF8 BAEOQ 1690 MOV AH, AL i MOVE TO AH
ETFA 22CT 1691 AND AL, BH : ISOLATE BITS TO TEST
ETFC 3ACT 1692 cMP AL ,BH i EXACTLY = TD MASK
ETFE 7408 1693 JE WFS_END i RETURN WITH ZERO FLAG ON
€800 E2F5 1694 LOOP WFST i TRY AGAIN
E802 FECB 1695 DEC BL
E804 T5EF 1696 INZ WFSO
1697
E806 0AFF 1698 OR BH,BH i SET ZERD FLAG OFF
€808 1699 WFS_END:
E808 C3 1700 RET
1701 WAIT_FOR_STATUS ENDP
1702 RS23Z_I10 ENDP
1703
EB09 4552524F522E20 1704 F30 DB *ERROR. (RESUME = F1 KEY|',13,10 : ERROR PROMPT
28524553554D45
203D2022463122
204B455929
E823 0D
E824 0A
1705
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LOC OBJECT SOURCE

{B105S FOR THE

IBM PERSONAL COMPUTER XT) 1/08/82

-= INT 16 --- S
KEYBOARD /0
THESE ROUTINES PROVIDE KEYBOARD SUPPORT
INPU
(AH)=0 READ THE NEXT ASCI] CHARACTER STRUCK FROM THE KEYBOARD
RETURN THE RESULT IN (AL), SCAN CODE IN (AH)
(AH)=( SET THE Z FLAG TO INDICATE IF AN ASCI| CHARACTER IS
AVAILABLE TO BE READ.
{ZF)=1 -- NO CODE AVAILABLE
{ZF)=0 -- CODE 1S AVAILABLE
IF ZF = 0, THE NEXT CHARACTER IN THE BUFFER TO BE READ
IS IN AX, AND THE ENTRY REMAINS IN THE BUFFER
(AH) =2 RETURN THE CURRENT SHIFT STATUS IN AL REGISTER
THE BIT SETTINGS FOR THIS CODE ARE INDICATED IN THE
THE EQUATES FOR KB_FLAG
ouUTPUT
AS NOTED ABOVE, ONLY AX AND FLAGS CHANGED
ALL REGISTERS PRESERVED
ASSUME CS:CODE DS :DATA
E82E OEB2EH
€82E 1727 KEYBOARD |o PROC FAR
E82E FB 1728 i INTERRUPTS BACK ON
EB2F 1E 1729 PUSH DS i SAVE CURRENT DS
EB30 53 1730 PUSH BX i SAVE BX TEMPORARILY
£831 EB2512 1731 CALL DDS
EB834 0AE4 1732 OR AH, AH i AH=0
EB36 T40A 1733 Jz K1 3 ASCII_READ
E838 FECC 1734 DEC AH 3 AHz |
EB3A T41E 1735 Jz K2 i ASCII_STATUS
EB3C FECC 1736 DEC AH i AH=2
EB3E 7428 1737 Jz K3 3 SHIFT_STATUS
EB40 EB2C 1738 IMP SHORT INT!0_END i EXIT
1739
1740 3----- READ THE KEY TO FIGURE OUT WHAT TO DO
1741
EB42 1742 Ki: 3 ASCII READ
EB42 FB 1743 ST1 3 INTERRUPTS BACK ON DURING LOOP
E843 90 1744 NOP i ALLOW AN INTERRUPT TO OCCUR
EB44 FA 1745 cLl 3 INTERRUPTS BACK OFF
EB45 BBIEIA0O 1746 MOV BX,BUFFER_HEAD i GET POINTER TO HEAD OF BUFFER
EB49 3BIEICO0 1747 cMP BX,BUFFER_TAIL 3 TEST END OF BUFFER
EB4D T4F3 1748 Jz K1 i LOOP UNTIL SOMETHING IN BUFFER
EB4F 8807 1749 MOV AX, [BX] 3 GET SCAN CODE_AND ASCI! CODE
EB51 EB8ID00 1750 CALL K4 i MOVE POINTER TO NEXT POSITION
EB54 B891E1A00 1751 MOV BUFFER_HEAD, BX 3 STORE VALUE IN VARIABLE
E858 EB14 1752 JMP SHORT TNT10_END 3 RETURN
1753
1754 3----- ASCI1 STATUS
1755
EB5A 1756 K2
EB5A FA 1757 cLi 3 INTERRUPTS OFF
E85B 8BIEIAQ0 1768 MoV BX ,BUFFER_HEAD 3 GET HEAD POINTER
E85F 3BIEIC00 1759 CMP UFFER_TAIL i IF EQUAL (Z=1} THEN NOTHING THERE
E863 8BO7 1760 MoV Ax [Bx]
EB65 FB 1761 STI ; INTERRUPTS BACK ON
E866 5B 1762 POP BX 3 RECOVER REGISTER
EB67 IF 1763 POP DS 3 RECOVER SEGMENT
E868 CA0200 1764 RET 2 i THROW AWAY FLAGS
1765
1766 3----- SHIFT STATUS
1767
EB6B 1768 K3:
EB6B A01T700 1769 MoV AL,KB_FLAG 3 GET THE SHIFT STATUS FLAGS
EB6E 1770 [INT10_END:
EBGE 58 1771 POP BX i RECOVER REGISTER
EB6F IF 1772 POP DS : RECOVER REGISTERS
EBT0 CF 1773 IRET 3 RETURN TO CALLER
1774 KEYBOARD_I0 ENDP
1775 -
1776 3---=- INCREMENT A BUFFER POINTER
1777
EBTI 1778 K4 PROC NEAR
EBT( 43 1779 INC BX i MOVE TO NEXT WORD IN LIST
EB72 43 1780 INC BX
E873 3B1EB200 1781 cMP BX,BUFFER_END 3 AT END OF BUFFER?
EBTT 7504 1782 INE - i NO, CONTINUE
EBT9 B8BIEBOOO 1783 MOV BX,BUFFER_START i YES, RESET TO BUFFER BEGINNING
E8TD 1784 K53 -
EBTD C3 1785 RET
1786 K4 ENDP
1787
1788 3----- TABLE OF SHIFT KEYS AND MASK VALUES
1789
EBTE 1790 Ké LABEL  BYTE
EBTE 52 1791 DB INS_KEY : INSERT KEY
EBTF 3A 1792 o8 CAPS_KEY ,NUM_KEY , SCROLL_KEY,ALT_KEY,CTL_KEY
EBB0 45
EBBI 46
E882 38
EBB3 1D
EB84 2A 1793 DB LEFT_KEY,RIGHT_KEY w
EB85 36
0008 1794 KeL EQu $-Ke m
1795 (]
1796  §----- SHIFT_MASK_TABLE -
1797 —
E886 1798 K7 LABEL  BYTE (=]
EBB6 80 1799 DB INS_SHIFT 3 INSERT MODE SHIFT
EBBT 40 1800 DB CAPS_SHIFT,NUM_SHIFT,SCROLL_SHIFT,ALT_SHIFT,CTL_SHIFT =
EB888 20
EB89 10 (2]
E88A 08
EBBB 04
EBBC 02 1801 o8 LEFT_SHIFT,RIGHT_SHIFT
E88D 01 - -
1802
1803 ;----- SCAN CODE TABLES
1804
EBBE 1B 1805 K8 o8 27,-1,0,-1,-
EBBF FF
E890 00
EB9I FF
E892 FF
EB93 FF
E894 IE
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LOC OBJECT

EB95 FF
E896 FF
EB97 FF
E898 FF
EB899 IF
EB89A FF
E898B TF
E89C FF
E89D 11
E89E 17
E89F 05

B

EBE2 31323334353637
383930203D

EBEE 08

EBEF 09

EBF0 T1776572747975
696F705B5D

E8FC 0D

EBFD FF

EBFE 617364666T686A
6B6C3B

E908 27

E909 60

E90A FF

E90B 5C

E90C TAT86376626E6D
2C2E2F

1B
E91C 21402324
25

5E
E922 262A28295F2B
08

E929 00

E92A 51574552545955
494F507BTD

E936 0D

E937 FF

E938 4153444647484A

LINE

1806

1807

1808

1809

1810

1811t

1812

1813
1814
1815

1816

1817

1822

1823

1824
1825
1826
18217

1828

SOURCE {BI0S FOR THE

DB

OB

DB

DB

bB

DB

OB

il CTL TABLE SCAN
K9 LABEL BYTE
DB

DB

DB

t it LC TABLE
K10 LABEL BYTE
DB

oB

DB

it UC TABLE
LABEL  BYTE
bB

DB

1BM PERSONAL COMPUTER XT) 11/08/82

1,31, ,127,-1,17

23,5,18,20,25,21,9,15

16,27,29,10,-1,1,19

4,6,7,8,10,11,12,-1,-1

1,28,26,24,3,22,2

14,13,-1,-1

e
’

94,95,96,97,98,99,100,101

102,103,~1,-1,119,-1,132,-1
FI5,=1,116,=F,117,-1,118,~1

-1

01BH, * 1234567890-=",08H,09H
"qwertyuiop[]’,0DH,-1, asdfghjk!1i’,027H
60H, = 1,5CH, "zxcvbnm, . /', =1,'*" =1,*

-1

27,'!'®e#a",37,05EH,"2%()_+*,08H,0

*QWERTYUIOP{}*,0DH, - |, *ASDFGHJIKL: " *
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E9CO
E9C4
E9C9
E9CB

E9CD
E9DO

E9D2
ESD6

OBJECT
4B4C3A22
T1E

FF
TC5A584356424E
4D3C3E3F

FF

3738392D343536
2B313233302E

E661
86E0
Ee6l
58

8AEQ

3CFF
1503
E9TA02

247F
OE

01
BFTEES8
B90800C
F2

AE
8AC4
7403
E98500

81EFTFE8
2EBAASBGES
ABBO

1561

80FC10
7307

08261700
E9800C

L INE

1829

1830
1831
1832

1837

1844

SOURCE (BI10S FOR THE |BM PERSONAL COMPUTER XTI 11/08/82
o8B OTEH,-1,*|ZXCVBNM<>?*,-1,0,-1," *,-
3----- UC TABLE SCAN
K12 LABEL  BY
DB 84,85,86,87,88,89,90
DB 91,92,93
j----- ALT TABLE SCAN
K13 LABEL  BYTE
DB 104,105,106,107,108
DB 109,110,111,112,113

Citiinid NUM STATE TABLE

Ki4 LABEL BYTE
DB *789-456+1230."

K15 LABEL BYTE
bB T1,72,73,-1,715,-1,77
DB -1,79,80,8,82,83

L I KEYBOARD INTERRUPT ROUTINE

ORG 0E98TH
KB_INT PROC FAR
STI 5 ALLOW FURTHER INTERRUPTS
PUSH AX
PUSH BX
PUSH cx
PUSH DX
PUSH sl
PUSH D1
PUSH DS
PUSH ES
cLD 3 FORWARD DIRECTION
CALL oDS
IN AL ,KB_DATA 3 READ IN THE CHARACTER
PUSH AX - 3 SAVE IT
IN AL ,KB_CTL i GET THE CONTROL PORT
Mav AH, AL i SAVE VALUE
OR AL, 80H 3 RESET BIT FOR KEYBOARD
ouT KB_CTL, AL
XCHG AH, i GET BACK ORIGINAL CONTROL
ouT KB_CTL, AL 3 KB HAS BEEN RESET
POP AX i RECOVER SCAN CODE
MoV AH, AL 3 SAVE SCAN CODE IN AH ALSO

OVERRUN SCAN CODE FROM KEYBOARD

CmpP AL, OFFH 3 IS THIS AN OVERRUN CHAR
JINZ K16 3 NO, TEST FOR SHIFT KEY
JMP Ke2 3 BUFFER_FULL_BEEP

it TEST FOR SHIFT KEYS

Kieé: ;5 TEST_SHIFT
AND AL,0TFH 5 TURN OFF THE BREAK BIT
PUSH Cs
POP ES ;3 ESTABLISH ADDRESS OF SHIFT TABLE
MOV DIl ,0FFSET Ké& 3 SHIFT KEY TABLE
MOV CX,K6L s LENGTH
REPNE SCASB ; LOOK THROUGH THE TABLE FOR A MATCH
MOV AL, AH ;i RECOVER SCAN CODE
JE K17 ;5 JUMP IF MATCH FOUND
JMP K25 ;i IF NO MATCH, THEN SHIFT NOT FOUND
el SHIFT KEY FOUND
KIT: suB D1,0FFSET Ké+1 i ADJUST PTR TO SCAN CODE MTCH
MOV AH,CS:KT[DI] 3 GET MASK INTO AH
TEST AL ,80H 3 TEST FOR BREAK KEY
JNZ K23 3 BREAK_SHIFT_FOUND

jo---- SHIFT MAKE FOUND, DETERMINE SET OR TOGGLE

CMP AH,SCROLL_SHIFT
K18

JAE IF SCROLL SHIFT OR ABOVE, TOGGLE KEY

ym---- PLAIN SHIFT KEY, SET SHIFT ON

TURN ON SHIFT BIT

OR KB_FLAG, AH
K28 INTERRUPT_RETURN

JMP
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LOC OBJECT LINE SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

1907
1908 ; - TOGGLED SHIFT KEY, TEST FOR 1ST MAKE OR NOT
1909
E9DS 1910 K18: SHIFT-TOGGLE
E9D9 F606170004 1911 TEST  KB_FLAG, CTL_SHIFT CHECK CTL SHIFT STATE
ESDE 7565 1912 INZ K25 - JUMP IF CTL STATE
E9E0 3C52 1913 cMP AL, INS_KEY i CHECK FOR INSERT KEY
E9E2 7522 1914 INZ K2 - i JUMP IF NOT INSERT KEY
E9E4 F606170008 1915 TEST  KB_FLAG, ALT_SHIFT i CHECK FOR ALTERNATE SHIFT
E9ES 755A 1916 JNZ K25 - i JUMP IF ALTERNATE SHIFT
E9EB F606170020 1917 K19z TEST KB FLAG, NUM_STATE CHECK FOR BASE STATE
E9FO 1918 INZ T - JUMP_IF NUM LOCK IS ON
E9F2 F606170003 1919 TEST Ko FLAG, LEFT_SHIFT+ RIGHT_SHIFT
E9F7 740D 1920 Jz K22 JUMP IF BASE STATE /\
1921
E9F9 1922 K20: NUMERIC ZERO, NOT INSERT KEY
E9F9 B83052 1923 MoV AX, 5230H PUT OUT AN ASCII ZERO
ESFC E9D60 | 1924 IMP K57 BUFFER_F ILL
ESFF 1925 K213 MIGHT BE NUMERIC
E9FF F606170003 1926 TEST KB FLAG, LEFT_SHIFT+ RIGHT SHIFT
EA04 T4F3 1927 Jz JUMP NUMERIC, NOT INSERT
1928
EAO6 1929 K22: SHIFT TOGGLE KEY HIT; PROCESS 1T
EA06 84261800 1930 TEST  AH,KB_FLAG_! IS KEY ALREADY DEPRESSED
EAOA 754D 1931 INZ K26 JUMP_IF KEY ALREADY DEPRESSED
EAOC 08261800 1932 OR KB_FLAG_1 ,AH INDICATE THAT THE KEY IS DEPRESSED
EA10 30261700 1933 XOR KBZFLAG, AH TOGGLE THE SHIFT STATE
EAl4 3C52 1934 cMP AL, INS_KEY TEST FOR 1ST MAKE OF INSERT KEY
EAl6 7541 1935 INE - JUMP IF NOT INSERT KEY
EA18 B80052 1936 MOV AX, INS_KEY*256 SET SCAN CODE INTO AH, 0 INTO AL
EAIB E9BTO0I 1937 IMP K57 PUT INTO OUTPUT BUFFER
1938
1939  j----- BREAK SHIFT FOUND
1940
EAIE 1941 K23: BREAK-SHIFT-FOUND
EAIE 80FC10 1942 cMp AH, SCROLL_SHIFT IS THIS A TOGGLE KEY
EA21 731A 1943 JAE K24 i YES, HANDLE BREAK TOGGLE
EA23 F6D4 1944 NOT AH INVERT MASK
EA25 20261700 1945 AND KB_FLAG, AH TURN OFF SHIFT BIT
EA29 3CB8 1946 cMP AL, ALT_KEY+80H i IS THIS ALTERNATE SHIFT RELEASE
EA2B 752C 1947 JNE K26 i INTERRUPT_RETURN
1348 ;- ALTERNATE SHIFT KEY RELEASED, GET THE VALUE INTO BUFFER
1950
EA2D A01900 1951 MoV AL, ALT_INPUT
EA30 B400 1952 MOV AH,0 ~ 3 SCAN CODE_OF 0
EA32 88261900 1953 MOV ALT_INPUT, AH i ZERO OUT THE FIELD
EA36 3C00 1954 cMP N i WAS THE INPUT=0
EA38 T41F 1955 JE K26 i INTERRUPT_RETURN
EA3A E9AI01 1956 MP K58 i IT WASN'T; SO PUT IN BUFFER
EA3D 1957 K241 i BREAK-TOGGLE
EA3D F6D4 1958 NOT AH i INVERT MASK
EA3F 20261800 1959 AND KB_FLAG_,AH i INDICATE NO LONGER DEPRESSED
EA43 EBI4 1960 IMP SHORT K26 i INTERRUPT_RETURN
1961
1962 §----- TEST FOR HOLD STATE
1963
EA45 1964 K25: i NO-SHIFT-FOUND
EA45 3C80 1965 cmp AL 80K i TEST FOR BREAK KEY
EA4T 7310 1966 JAE i NOTHING FOR BREAK CHARS FROM HERE ON 77N\
EA49 F606180008 1967 TEST KB FLAG_! ,HOLD_STATE i ARE WE IN HOLD STATE
EA4E 7417 1968 Jz - i BRANCH AROUND TEST IF NOT
EA50 3C45 1969 cMP A oNUM_KEY
EA52 7405 1970 JE K26 3 CAN'T END HOLD ON NUM_LOCK
EA54 80261800F7 1971 AND KB_FLAG_!,NOT HOLD_STATE : TURN OFF THE HOLD STATE BIT
EA59 1972 K26t - - 3 INTERRUPT-RETURN
EA59 FA 1973 cLi i TURN OFF INTERRUPTS
EA5A B020 1974 MOV AL,EOI i END OF INTERRUPT COMMAND
EA5C E620 1975 out 020H, AL i SEND COMMAND TO INT CONTROL PORT
EASE 1976 K27: i INTERRUPT-RETURN-NO-EOI
EASE 07 1977 POP Es
EASF IF 1978 POP DS
EA6O 5F 1975 POP DI
EA61 5E 1980 POP s
EA62 5A 1981 POP DX
EA63 59 1982 POP cx
EA64 5B 1983 POP Bx
EA65 58 1984 POP AX : RESTORE STATE
EA66 CF 1985 IRET i RETURN, INTERRUPTS BACK ON
1986 i WITH FLAG CHANGE
1987
1988 HOLD STATE, TEST FOR SPECIAL CHARS
1989
EA6T 1990 K281 : NO-HOLD-STATE
EA6T F606170008 1991 KB_FLAG,ALT_SHIFT i ARE WE IN ALTERNATE SHIFT
EA6C 7503 1992 K25 i JUMP IF ALTERNATE SHIFT
EAGE E99100 1993 K38 i JUMP IF NOT ALTERNATE
1994
1995 RESET KEY SEQUENCE (CTL ALT DEL)
1996
EATI 1997 K29: : TEST-RESET
EATI F606170004 1998 TEST  KB_FLAG,CTL_SHIFT i ARE WE_IN CONTROL SHIFT ALSO
EAT6 7433 1999 Jz K3T - i NO_RESET
EAT8 3C53 2000 cMp AL ,DEL_KEY i SHTFT STATE IS THERE, TEST KEY
EATA 752F 2001 INE K31 i NO_RESET
2002
2003 j----- CTL-ALT-DEL HAS BEEN FOUND, DO |/0 CLEANUP
2004
EATC C70672003412 2005 MoV RESET_FLAG, 1234H : SET FLAG FOR RESET FUNCTION
EA82 EASBE00OFO 2006 IMP RESET™ i JUMP TO POWER ON DIAGNOSTICS
2007
2008 j----- ALT- INPUT-TABLE
EA8T 2009 K30 LABEL  BYTE
EABT 52 2010 b8 82,79,80,81,75,76,77
EAB8 4F / N\
EA85 50
EABA 51
EA8B 4B
EABC 4C
EABD 4D
EABE 47 2011 oe 11,712,713 i 10 NUMBERS ON KEYPAD
EABF 48
EA90 4
2012 j----- SUPER-SHIFT-TABLE
EA91 10 2013 16,17,18,19,20,21,22,23 ; A-Z TYPEWRITER CHARS
EA92 11

5-134 PC-XT System BIOS (11/08/82)



DOBJECT

E92101

BFBTEA
B90A00
F2

AE
1512

= B1EF88EA

A01900
B40A
F6E4
03C7
A21900
EB89

C606190000

E9E400

3c3B
7303

E961FF
E9IBO1

Fe06170004
458

8B1ES00O
891E1A00
891EI1CO0
Ce06710080
CDIB

2BCO
E9B00O

3C45
152
B00E 180008
B020
E620

B803E490007
7407
BAD803
A06500

EE

LINE

2014

2015

SOURCE (BI10S FOR THE [BM PERSONAL COMPUTER XT) t1/08/82
DB 24,25,30,31,32,33,34,35
o8B 36,37,38,44,45,46,47,48
DB 49,50
[ i IN ALTERNATE SHIFT, RESET NOT FOUND
K313 3 NO-RESET
CMP AL,57 1 TEST FOR SPACE KEY
JNE K32 3 NOT THERE
MoV AL,* * 3 SET SPACE CHAR
JMP K57 3 BUFFER_FILL

KEY PAD ENTRY

ALT-KEY-PAD

ALT-INPUT-TABLE

LOOK FOR ENTRY USING KEYPAD
LOOK FOR MATCH

MoV DI ,OFFSET K30
MOV CX,10
REPNE SCASB

JNE K33 1 NO_ALT_KEYPAD

suB D1 ,0FFSET K30+1 i DI_NOW HAS ENTRY VALUE
MoV AL, ALT_INPUT i GET THE CURRENT BYTE

MoV AH, 10 3 MULTIPLY BY 10

MUL AH

ADD AX,DI i ADD IN THE LATEST ENTRY
MOV ALT_INPUT, AL ; STORE IT AWAY

JMP K26 ; THROW AWAY THAT KEYSTROKE

SUPERSHIFT ENTRY

NO-ALT-KEYPAD

ZERO ANY PREVIOUS ENTRY INTO INPUT
DI,ES ALREADY POINTING

LOOK FOR MATCH IN ALPHABET

ALT_INPUT, 0
MOV cx,26
SCASB

K34
AL, O
K57

NOT FOUND, FUNCTION KEY OR OTHER
ASCII CODE OF ZERO
PUT IT IN THE BUFFER

TOP ROW OF ALTERNATE SHIFT

ALT-TOP-ROW

KEY WITH *t* ON IT

NOT ONE OF INTERESTING KEYS

IS IT IN THE REGION

ALT-FUNCTION

CONVERT PSUEDO SCAN CODE TO RANGE
INDICATE AS SUCH

BUFFER_FILL

>
r
M
o

TRANSLATE ALTERNATE SHIFT PSEUDO SCAN CODES

ALT-FUNCTION

3
CMP AL,59 3 TEST FOR IN TABLE
JAE K37 3 ALT-CONTINUE
K36: 3+ CLOSE-RETURN
JMP K26 3 IGNORE THE KEY
K373 3 ALT-CONTINUE
CMP AL, Tt 3 IN KEYPAD REGION
JAE K36 3 IF SO, IGNORE
MoV BX,0FFSET K13 i ALT SHIFT PSEUDO SCAN TABLE
JMP Ke3 ;3 TRANSLATE THAT
[ it NOT IN ALTERNATE SHIFT
K38: 3 NOT-ALT-SHIFT
TEST KB_FLAG,CTL_SHIFT ;3 ARE WE IN CONTROL SHIFT
Jz 44 3 NOT-CTL-SHIFT
- CONTROL SHIFT, TEST SPECIAL CHARACTERS

- TEST FOR BREAK AND PAUSE KEYS

CMP AL, SCROLL_KEY ;i TEST FOR BREAK
JNE K39 3 NO-BREAK
MOV BX,BUFFER_START ; RESET BUFFER TO EMPTY
MOV BUFFER_HEAD ,BX
MOV BUFFER_TAIL,BX
MoV B10S_BREAK, 80H ;3 TURN ON BIOS_BREAK BIT
INT 18H i BREAK INTERRUPT VECTOR
suB AX,AX 3 PUT OUT DUMMY CHARACTER
JMP K57 3 BUFFER_FILL
K393 3 NO-BREAK
CMP AL ,NUM_KEY 3 LOOK FOR PAUSE KEY
JNE K41 3 NO-PAUSE
OR KB_FLAG_1,HOLD_STATE 3 TURN ON THE HOLD FLAG
MOV AL,EO 3 END OF INTERRUPT TO CONTROL PORT
out 020H, AL ;3 ALLOW FURTHER KEYSTROKE INTS
it DURING PAUSE INTERVAL, TURN CRT BACK ON
CMP CRT_MODE, 7 3 1S THIS BLACK AND WHITE CARD
JE K40 3 YES, NOTHING TO DO
MOV OX,03D8H 3 PORT FOR COLOR CARD
MoV AL ,CRT_MODE_SET 3 GET THE VALUE OF THE CURRENT MODE
out DX, AL 3 SET THE CRT MODE, SO THAT CRT 1S ON
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LOC OBJECT LINE SOURCE (BI10S FOR THE IBM PERSONAL COMPUTER XT) 11/08/82
EB40 2107 K40: PAUSE-LOOP
EB40 F606180008 2108 TEST KB_FLAG_!,HOLD_STATE
EB45 15F9 2109 INZ K40 - - ; LOOP UNTIL FLAG TURNED OFF
EB4T E914FF 2110 IMP K27 3 INTERRUPT_RETURN_NO_EOI
EB4A 2111 Kats 3 NO-PAUSE ~ -7
2112
2113 g----- TEST SPECIAL CASE KEY 55
2114
EB4A 3C37 2115 CMP AL,55
EB4C 7506 2116 JNE K42 : NOT-KEY-55
EB4E BB0OT2 2117 MoV AX, | 14%256 : START/STOP PRINTING S#ITCH
EB5! E98100 2118 P K§T + BUFFER_FILL
2119
2120 ;----- SET UP TO TRANSLATE CONTROL SHIFT
2121
EBS4 2122 K42: NOT-KEY-55
EB54 BBBEES 2123 MOV BX,OFFSET K8 SET UP TO TRANSLATE CTL
EB57 3C3B 2124 CMP AL,59 IS IT IN TABLE
2125 CTL-TABLE-TRANSLATE
EB59 7276 2126 NL:] K56 3 YES, GO TRANSLATE CHAR
€B5B 2127 K43: 3 CTL-TABLE-TRANSLATE
EB5B BBCBES 2128 MOV BX,0FFSET K9 3 CTL TABLE SCAN
EBSE E9BCOO 2129 IMP Ke3 3 TRANSLATE_SCAN
2130
2131 - NOT IN CONTROL SHIFT
2132
EB61 2133 K44: 3 NOT-CTL-SHIFT
EB6( 3C47 2134 [ AL T ; TEST FOR KEYPAD REGION
EB63 732C 2135 JAE 3 HANDLE KEYPAD REGION
EB65 F606170003 2136 TEST KB FLAG,LEFT_SHIFT+RIGHT_SHIFT
EB6A T45A 2137 Jz TEST FOR SHIFT STATE
2138
2139 j----- UPPER CASE, HANDLE SPECIAL CASES
2140
EB6C 3COF 2141 cMP AL, 15 1 BACK TAB KEY
EBGE 7505 2142 INE K45 i NOT-BACK-TAB
EB70 B8OOOF 2143 MoV AX,15%256 3 SET PSEUDO SCAN CODE
EB73 EB60 2144 IMP SHORT K57 i BUFFER_FILL
EBT5 2145 K45: 3 NOT-BACK-TAB
EBT5 3C37 2146 cMP AL,55 3 PRINT SCREEN KEY
EBT7 1509 2147 INE K46 i NOT-PRINT-SCREEN
2148
2149 3----- ISSUE INTERRUPT TO INDICATE PRINT SCREEN FUNCTION
2150
EBT9 B020 2151 MOV AL,EOI ; END OF CURRENT INTERRUPT
EBTB E620 2152 out 020H, AL i SO FURTHER THINGS CAN HAPPEN
EBTD CDO5 2153 INT 5H i 1SSUE PRINT SCREEN INTERRUPT
EBTF E9DCFE 2154 JMP K27 i GD BACK WITHOUT EOI OCCURRING
EB82 2155 K4e: i NOT-PRINT-SCREEN
EB82 3C3B 2156 cMP AL,59 3 FUNCTION KEYS
EB84 7206 2157 JB K47 1 NOT-UPPER-FUNCTION
EB86 BB55E9 2158 MoV BX,0FFSET K12 i UPPER CASE PSEUDO SCAN CODES
EB89 E99100 2159 IMP Ke3 3 TRANSLATE_SCAN
EBBC 2160 K4T: 3 NOT-UPPER=FUNCTION
EBBC BB1IBEY 2161 MoV BX,0FFSET K11t POINT TO UPPER CASE TABLE
EBBF EB40 2162 IMP SHORT K56 OK, TRANSLATE THE CHAR
2163
2164 3----- KEYPAD KEYS, MUST TEST NUM LOCK FOR DETERMINATION
2165
EBS| 2166 K48: KEYPAD-REG10N
EB91 F606170020 2167 TEST KB_FLAG,NUM_STATE ARE WE IN NUM_LOCK
EB%6 2168 INZ EST FOR SURE
EB98 F606170003 2169 TEST KB FLAG LEFT_SHIFT+RIGHT, SHIFT i ARE WE IN SHIFT STATE
EB9D 7520 2110 INZ 7 IF SHIFTED, REALLY NUM STATE
2171
2112 3----- BASE CASE FOR KEYPAD
2173
EB9F 2174 K49: 3 BASE-CASE
EBSF 3C4A 2115 cMP AL, T4 SPECIAL CASE FOR A COUPLE OF KEYS
EBA1 7408 2176 JE K50 3 MINUS
EBA3 3C4E 21711 cMP AL,78
EBAS 740C 2118 JE K51
EBAT 2C47 2119 SUB L1 1 CONVERT ORIGIN
EBAS BBT6E9 2180 MOV BX,OFFSET K15 1 BASE CASE TABLE
EBAC EBTI 2181 IMP SHORT K64 ; CONVERT TO PSEUDD SCAN
EBAE 2182 K50:
EBAE BB2D4A 2183 MOV AX,74%256+° " 3 MINUS
EBB1 EB22 2184 IMP SHORT K57 + BUFFER_FILL
EBB3 2185 K51:
EBB3 BB2B4E 2186 MOV AX,78%256+%+" s PLUS
EBB6 EBID 2187 IMP SHORT K57 1 BUFFER_FILL
2188
2189 j----- MIGHT BE NUM LOCK, TEST SHIFT STATUS
2190
EBBS 2191 K52: ALMOST-NUM-STATE
EBBB F606170003 2192 TEST KB FLAG LEFT SHIFT*RIGHT_SHIFT
EBBD 75E0 2193 INZ 7 SHIFTED TEMP OUT OF NUM STATE
EBBF 2194 K53: 1 REALLY_NUM_STATE
EBBF 2C46 2195 SuB .70 ; CONVERT ORTGIN
EBCI BB69E9 2196 MoV BX,0FFSET Ki4 i NUM STATE TABLE
EBC4 EB0B 2197 IMP SHORT K56 ; TRANSLATE_CHAR
2198
2199 ;----- PLAIN OLD LOWER CASE
2200
EBC6 2201 K54: 3 NOT-SHIFT
EBC6 3C3B 2202 cMP AL,59 ; TEST FOR FUNCTION KEYS
EBCA 7204 2203 JB K55 : NOT-LOWER-FUNCTION
EBCA B000 2204 MOV AL,0 3 SCAN CODE IN AH ALREADY
EBCC EBO7T 2205 IMP SHORT K57 i BUFFER FILL
EBCE 2206 K55: 5 NOT-LOWER-FUNCTION
EBCE BBEIES 2207 MoV BX,OFFSET K10 i LC TABLE
2208
2209 j----- TRANSLATE THE CHARACTER
2210
EBD1 2211 Ks56: 3 TRANSLATE-CHAR
EBDI FEC8 2212 DEC AL ; CONVERT ORIGIN
EBD3 2ED7 2213 XLAT CSiKi1 3 CONVERT THE SCAN CODE TQ ASCI
2214
2215 3----- PUT CHARACTER INTO BUFFER
2216
EBD5 2217 K573 3 BUFFER-FILL
EBD5 3CFF 2218 CMP AL,- 3 IS THIS AN IGNORE CHAR
EBDT T41F 2219 JE K59 i YES, DO NOTHING WITH IT
EBDS 80FCFF 2220 cMP AH, -1 ; LOOK FOR -1 PSEUDO SCAN
EBDC 7414 2221 JE K59 3 NEAR_INTERRUPT_RETURN
2222
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EBDE
EBDE
EBE3

OBJECT

F606170040
T420

F606170003
40F

3C41
7215
3C5A
7711
0420
EBOD

E9SEFE

3Ce1
7206
3CTA
7702
2c20
8BIEICOO
8BF3
E863FC
3BIEIACO
7413
8904
B891E1CO0
E93CFE

B94800
8

E2FE
o0coz2
E661
B94800

E2FE
4B
15EB
58
E661
E912FE

20333031
ol

LEINE

SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) (1/08/82

- HANDLE THE CAPS LOCK PROBLEM

K58 { BUFFER-FILL-NOTEST
TEST KB_FLAG,CAPS_STATE : ARE WE IN CAPS LOCK STATE
Jz KeT - s SKIP IF NOT
§m---- IN CAPS LOCK STATE
TEST KB_FLAG,LEFT_SHIFT+RIGHT_SHIFT ; TEST FOR SHIFT STATE
Jz K60 T IF NOT SHIFT, CONVERT LOWER TO UPPER
EREEEE CONVERT ANY UPPER CASE TO LOWER CASE
cMP AL, CAY : FIND OUT IF ALPHABETIC
JB K61 3 NOT_CAPS_STATE
cMP AL,'Z*
JA Kel : NOT_CAPS_STATE
ADD AL,*a’-'A* ; CONVERT TO LOWER CASE
JMP SHORT Ké ! i NOT_CAPS_STATE
K593 i NEAR- INTERRUPT-RETURN
JMP K26 : INTERRUPT_RETURN
[REEEE CONVERT ANY LOWER CASE TO UPPER CASE
K60: ; LOWER-TO-UPPER
cMP AL,"a® i FIND OUT IF ALPHABETIC
JB Ke | i NOT_CAPS_STATE
cMP AL,*z*
JA K6 i NOT_CAPS_STATE
suB AL,*a*-"A" ; CONVERT TO UPPER CASE
Kei: i NOT-CAPS-STATE
MOV BX,BUFFER_TAIL i GET THE END POINTER TO THE BUFFER
MOV S[,BX i SAVE THE VALUE
CALL K4 i ADVANCE THE TAIL
CMP BX ,BUFFER_HEAD i HAS THE BUFFER WRAPPED AROUND
JE K62 ; BUFFER_FULL BEEP
MOV [S1]1,AX STORE THE VALUE
MOV BUFFER_TAIL ,BX MOYE THE POINTER UP
JMP K26 : INTERRUPT_RETURN
EREEEE TRANSLATE SCAN FOR PSEUDD SCAN CODES
K63: 3 TRANSLATE-SCAN
sus AL,59 CONVERT ORIGIN TO FUNCTION KEYS
Ke4: TRANSLATE-SCAN-ORGD

XLAT CS:K9 CTL TABLE SCAN

MOV AH, AL PUT VALUE INTO AH
MOV AL,O ZERO ASCI1 CODE
JMP K57 PUT 1T INTO THE BUFFER

KB_INT ENDP

so---- BUFFER 1S FULL, SOUND THE BEEPER

Ke23 BUFFER-FULL -BEEP
Mov AL,L,EOI END OF INTERRUPT COMMAND
ouTt 20H, AL SEND COMMAND TO INT CONTROL PORT
MoV BX,080H NUMBER OF CYCLES FOR 1/12 SECOND TONE
IN AL ,KB_CTL GET CONTROL INFORMATION
PUSH AX SAVE
K65z BEEP-CYCLE
AND AL, OFCH TURN OFF TIMER GATE AND SPEAKER DATA
ouT KB_CTL,AL OUTPUT TO CONTROL
MoV CX,48H HALF CYCLE TIME FOR TONE
Ké6:
LOOP Keé SPEAKER OFF
OR AL,2 TURN ON SPEAKER BIT
ouT KB_CTL,AL OUTPUT TO CONTROL
MoV CX748H SET UP COUNT
Ke7:
LOOP Ke1 ANOTHER HALF CYCLE
DEC BX TOTAL TIME COUNT
JNZ K65 DG ANOTHER CYCLE
POP AX RECOVER CONTROL
ouTt KB_CTL,AL QUTPUT THE CONTROL
JMP K27
Fi1 oB *301°,13,10 3+ KEYBOARD ERROR
F3 DB '601°,13,10 ;3 DISKETTE ERROR
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LOC OBJECT

ECe6C EBFDOI
EC6F 88264000
ECT3 8A264100
ECT7 80FCOI

58
EC82 CA0200

AF 0
EC87 80263F007F
ECBC 0AE4
ECBE 7427
EC90 FECC
EC92 7473
EC94 C606410000
EC99 80FA04

ECAF 7467

ECBI C606410001
c3

SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

OUTPUT

13 oo

THIS INTERFACE PROVIDES ACCESS TO THE 5 1/4 DISKETTE DRIVES

== INT
DISKETTE [/0
INPUT
{AH} =0
(AH) =1

DOUBLE WORD POINTER TO THE CURRENT SET OF DISKETTE PARAMETERS

AH = STATUS OF OPERATION

CV

REGISTERS FOR READ/WRITE/VERIFY/FORMAT
L) - DRIVE NUMBER (0-3 ALLOWED, VALUE CHECKED)

IDHI - HEAD NUMBER (0-1 ALLOWED, NOT VALUE CHECKED}

(CH) - TRACK NUMBER (0-39, NOT VALUE CHECKED)

(CL) - SECTOR NUMBER (1-8, NOT VALUE CHECKED,

NOT USED FOR FORMAT)
(AL} - NUMBER OF SECTORS ( MAX = 8, NOT VALUE CHECKED, NOT USED
FOR FORMAT}

(ES:BX) - ADDRESS OF BUFFER ( NOT REQUIRED FOR VERIFY)

(AH)z2 READ THE DESIRED SECTORS INTO MEMORY

(AH)=3 WRITE THE DESIRED SECTORS FROM MEMORY

(AH)=4 VERIFY THE DESIRED SECTORS

(AH)=5 FORMAT THE DESIRED TRACK
FOR THE FORMAT OPERATION, THE BUFFER POINTER (ES,BX)
MUST POINT TO THE COLLECTION OF DESIRED ADDRESS FIELDS
FOR THE TRACK. EACH FIELD IS COMPOSED OF 4 BYTES,
(C,H,R,N), WHERE C TRACK NUMBER, H=HEAD NUMBER,
R = SECTOR NUMBER, NUMBER OF BYTES PER SECTOR
(00=128, 01=256, 12, 03=1024). THERE MUST BE ONE
ENTRY FOR EVERY SECTOR ON THE TRACK. THIS INFORMATION
1S USED TO FIND THE REQUESTED SECTOR DURING READ/WRITE
ACCESS.

DATA VARIABLE -- DISK_POINTER

TRESET DISKETTE SYSTEM

HARD RESET TO NEC, PREPARE COMMAND, RECAL REQUIRED
ON ALL DRIVES

READ THE STATUS OF THE SYSTEM INTO (AL)
DISKETTE_STATUS FROM LAST OPERATION IS USED

STATUS BITS ARE DEFINED IN THE EQUATES FOR
DISKETTE_STATUS VARIABLE IN THE DATA SEGMENT OF THIS
MODULE . H

SUCCESSFUL OPERATION (AH=0 ON RETURN)
FAILED OPERATION (AH HAS ERROR REASON)

FDR READ/'R]TE/VERIFV

NOTE:

s,BX,DX,CH,CL PRESERVED
AL = NUMBER'OF SECTORS ACTUALLY READ

**ee® AL MAY NOT BE CORRECT IF TIME OUT ERROR OCCURS
IF_AN ERROR S REPORTED BY THE DISKETTE CODE,
APPROPRIATE ACTION IS TO RESET THE DISKETTE, THEN RETRY
THE OPERATION. ON READ ACCESSES, NO MOTOR START DELAY
1S TAKEN, SO THAT THREE RETRIES ARE REQUIRED ON READS
TO ENSURE THAT THE PROBLEM |5 NOT DUE TO MOTOR
START-UP.

D]SKETTE

Jt

Jas

J3:

Ji

OR!
DISKETTE

ASSUME

IO

IO

MOV

ENDP

CS:CODE,DS:DATA,ES:DATA

0ECS59H
PROC FAR
3 INTERRUPTS BACK ON
BX ; SAVE ADDRESS
CX
DS ;3 SAVE SEGMENT REGISTER VALUE
St 3 SAVE ALL REGISTERS DURING OPERATION
DI
B8P
DX
B8P, SP 3 SET UP POINTER TO HEAD PARM
DDS
Ji 3 CALL THE REST TO ENSURE DS RESTORED
BX,4 3 GET THE MOTOR WAIT PARAMETER
GET_PARM

MOTOR_COUNT , AH

_ . SET THE TIMER COUNT FOR THE MOTOR
AH,DISKETTE_STATUS

GET STATUS OF OPERATION

AH, 1 3 SET THE CARRY FLAG TO INDICATE
i SUCCESS OR FAILURE

DX 3 RESTORE ALL REGISTERS

BP

D1

s1

DS

cx

Bx ; RECOVER ADDRESS

2 3 THROW AWAY SAVED FLAGS

ENDP

NEAR

DH, AL ; SAVE # SECTORS IN DH

MOTOR_STATUS,07FH i INDICATE A READ OPERATION

AH, AH i AH=0

DISK_RESET

AH 3 AH=z1

DISK_STATUS

DISKETTE_STATUS,0 RESET THE STATUS INDICATOR

DL, 4 ; TEST FOR DRIVE IN 0-3 RANGE
J3 ;3 ERROR IF ABOVE
AH i AH=2
D1SK_READ
AH 3 AH=
J2 B TEST _DISK_VERF
DISK_WRITE
: TEST_DISK_VERF
AH 5 AHz4
DISK_VERF

AH=5

DISK_FORMAT

- BAD_COMMAND

ERROR CODE, NO SECTORS TRANSFERRED
UNDEF INED OPERATION

DISKETTE_STATUS,BAD_CMD
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EDOT
EDOT
EDOA

OBJECT

ocos
E

Ce063E0000
C606410000
0C04

EE

B
EB82A02

A04200
3cco

406
B800E410020
c3

B403

EB4701
BBO100
EB6CO1
BB0300
E86601

c3

A04100
c3

B046
E8B8O1I

B4E6
EB36

B042
EBF5

800E3F0080
04A

-]

BB0700
E84001
BB0900
E83A01
BBOF00
EB83401
BB1100
E9ABOO

800E3F0080
BO4A

E88001
B4CS5

LINE

2412
2413
2414
2415

SOURCE

(B10S FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

RESET THE DISKETTE SYSTEM

DISK_RESET
MOV

Ja:

cLi
MOV
MoV
SAL
TEST
JINZ
TEST
JINZ
TEST
Jz
INC
INC

INC

PROC NEAR
DX,03F2H

AL,MOTOR_STATUS
CL,4

AL,CL

AL, 20H

J5

AL, 40H

J4

AL, 80H

Jo

AL

AL

AL

AL,8

DX, AL
SEEK_STATUS, 0
DISKETTE_STATUS,0
AL, 4 -

DX, AL
CHK_STAT_2

AL,NEC_STATUS
AL, 0COA

J1
DISKETTE_STATUS,BAD_NEC

SEND SPECIFY COMMAND TO NEC

MOV
CALL
MoV
CALL
MoV
CALL

RET
DISK_RESET

DISKETTE

DISK_STATUS
MOV

RET
DISK_STATUS

DISKETTE

DISK_READ
MOV

J9:

CALL
MoV

JIMP
D1SK_READ

DISKETTE

DI1SK_VERF
MOV

JMP
DI1SK_VERF

DISKETTE

DISK_FORMAT
OR

Ji0:

MoV
CALL
MOV
JMP

MOV
CALL
Mov
CALL
MOV
CALL
MoV

JMP
DISK_FORMAT

DISKETTE

DISK_WRITE
ORrR

MoV
CALL

Mov
DISK_WRITE

AH, 03H
NEC_OUTPUT
BX,
GET_PARM
BX,3
GET_PARM
ENDP

STATUS ROUTINE

PROC NEAR
AL,DISKETTE_STATUS

ENDP
READ

PROC NEAR
AL, 046H

DMA_SETUP

AH, OE6H

SHORT RW_OPN
NDP

VERIFY

PROC NEAR
AL,042H
J9

ENDP
FORMAT

PROC NEAR
MOTOR_STATUS,80H
AL, 04AH
DMA_SETUP

AH, 04DH

SHORT RW_OPN

BX,7
GET_PARM

ol

WRITE ROUTINE

PROC  NEAR
MOTOR_STATUS ,80H
AL, 04AH
DMA_SETUP
AH,TC5H

ENOP

ALLOW WRITE ROUTINE TO FALL

INTO

ADAPTER CONTROL PORT

NO INTERRUPTS

WHICH MOTOR 1S ON

SHIFT COUNT

MOVE MOTOR VALUE TO HIGH NYBBLE
SELECT CORRESPONDING DR1VE
JUMP IF MOTOR ONE IS ON

JUMP IF MOTOR TWO 1S ON

JUMP IF MOTOR ZERO 1S ON

TURN ON INTERRUPT ENABLE
RESET THE ADAPTER

SET RECAL REQUIRED ON ALL DRIVES
SET OK STATUS FOR DISKETTE

TURN OFF RESET

TURN OFF THE RESET

REENABLE THE INTERRUPTS

DO SENSE INTERRUPT STATUS

FOLLOWING RESET

1GNORE ERROR RETURN AND DO OWN TEST
TEST FOR DRIVE READY TRANSITION
EVERYTHING OK

SET ERROR CODE

DR1VE_READY
SPECIFY COMMAND

OUTPUT THE COMMAND

FIRST BYTE PARM IN BLOCK
TO THE NEC CONTROLLER
SECOND BYTE PARM IN BLOCK
TO THE NEC CONTROLLER
RESET_RET

RETURN TO CALLER

READ COMMAND FOR DMA
D1SK_READ_CONT

SET UP THE OMA

SET UP RD COMMAND FOR NEC CONTROLLER
GO DO THE OPERATION

VERIFY COMMAND FOR DMA
DO AS IF DISK READ

INDICATE WRITE OPERATION

WILL WRITE TO THE DISKETTE

SET UP THE DMA

ESTABLISH THE FORMAT COMMAND
DO THE OPERATION

CONTINUATION OF RW_OPN FOR FMT

GET THE

BYTES/SECTOR VALUE TO NEC
GET THE

SECTORS/TRACK VALUE TO NEC
GET THE

GAP LENGTH VALUE TO NEC
GET THE FILLER BYTE
TO THE CONTROLLER

INDICATE WRITE OPERATION
DMA WRITE COMMAND

NEC COMMAND TO WRITE TO DISKETTE

RW_OPN

w
m
(]
-
(=]
=
[3,)]
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OBJECT

SOURCE

(B10S FOR THE

IBM PERSONAL COMPUTER XT)

11/08/82

ED4A
ED4A 7308 2519 JINC
ED4C C606410009 2520 MOV
ED51 B00O 2521 MOV
ED53 C3 2522 RET
EDS54 2523 Ji1:
ED54 50 2524 PUSH

2525

2526  j-----

2521
ED55 51 2528 PUSH
ED56 BACA 2529 MOV
ED58 BOOI 2530 MOV
EDSA D2EO 2531 SAL
EDSC FA 2532 cLl

2533
EDS5D C6064000FF 2534 MOV
ED62 84063F00 2535 TEST
ED66 753 2536 JUNZ
ED68 B0263F00F0 2537 AND
ED6D 08063F00 2538 OR
ED7! FB 2539 STI
ED72 BO10 2540 MOY
ED74 DZEO 2541 SAL
EDT6 0AC2 2542 OR
ED78 0COC 2543 oR
EDTA 52 2544 PUSH
ED7B BAF203 2545 MOV
ED7E EE 2546 ouT
EDTF 5A 25417 FOP

2548

2549

2550
EDBO F6063F0080 2551 TEST
EDB5S 7412 2552 Jz
ED87 BB1400 2553 MOV
ED8A EBDFO00 2554 CALL
EDBD 0AE4 2555 OR
EDBF 2556 Jl2:
EDBF 7408 2557 Jz
ED91 2BC9 2558 sus
ED93 2559  Ji3:
ED93 E2FE 2560 LOOP
ED95 FECC 2561 DEC
ED97 EBF6 2562 IMP
ED99 2563 J14:
ED99 FB 2564 STI
ED9A 59 2565 POP

2566

2561 j-----

2568
ED98 EBDF00 2569 CALL
ED9E 58 2570 POP
ED9F BAFC 2571 MOV
EDA) B600 2512 MOV
EDA3 724B 2513 Jc
EDA5 BEFOED90 2574 MOV
EDA9 56 2575 PUSH

2576

2571

2578 3----- SEND OUT

2579
EDAA E89400 2580 CALL
EDAD BA6601 2581 MOV
EDBO DOE4 2582 SAL
EDB2 DOE4 2583 SAL
EDB4 B0E404 2584 AND
EDBT 0AE2 2585 OR
EDBY EBB500 2586 CALL

2587

2588 3----- TEST FOR

2589
EDBC BOFF4D 2590 cMP
EDBF 7503 2591 JNE
EDC| E962FF 2592 IMP
EDC4 2593 J15:
EDC4 BAES 2594 MOV
EDCé EB7800 2595 CALL
EDC9 8A6601 2596 MOV
EDCC E87200 2597 CALL
EDCF BAE! 2598 MOV
EDD| EB6DOO 2599 CALL
EDD4 BB0700 2600 MOY
EDD7 EB9200 2601 CALL
EDDA BB0900 2602 MOV
EDDD EBBC00 2603 CALL
EDEO BBOBOO 2604 MOV
EDE3 E88600 2605 CALL
EDE6 BBODOO 2606 MOV
EDE 2607 Ji6:
EDE9 E88000 2608 CALL
EDEC 5E 2609 POP

2610

2611

2612

2613
EDED EB4301 2614 CALL
EDFO 2615 U172
EDFQ 7245 2616 JC
EDF2 E87401 2617 CALL
EDF5 723F 2618 JC

2619

2620

2621
EDF7 FC 2e22 CLD
EDF8 BE4200 2623 MOV
EDFB AC 2624 LoDS
EDFC 24C0 2625 AND
EDFE 7438 2626 Jz
EEQ0 3C40 2627 cMP
EE02 7529 2628 JINZ

2629
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Ji 3
DISKETTE_STATUS,DMA_BOUNDARY H

AL,0

AX

TURN ON THE MOTOR AND SELECT THE

Cx

MOTOR_COUNT, OFFH
AL ,MOTOR_STATUS
JI

MOTOR_STATUS, OFO0H
MOTOR_STATUS, AL

AL, 10H
AL.CL
AL,DL

CH

DX,03F2H
DX, AL
DX
MOTOR
MOTOR_STATUS,80H
J14

BX,20

GET_PARM

AH L AH

Ji4

cX,Cx

Ji3

AH
Jiz

cX

DO THE SEEK OPERATION

SEEK

AX

BH, AH

DH,0

J17

S1,0FFSET J117
Sl

IF WRITE OPERATION

TEST FOR DMA ERROR

SET_ERROR

NO SECTORS TRANSFERRED
RETURN TO MAIN ROUTINE
DO_R¥_OPN

SAVE THE COMMAND

DRIVE

SAVE THE T/S PARMS

GET DRIVE NUMBER AS SHIFT COUNT
MASK FOR DETERMINING MOTOR BIT
SHIFT THE MASK BIT

NO INTERRUPTS WHILE DETERMINING
MOTOR STATUS

SET LARGE COUNT DURING OPERATION
TEST THAT MOTOR FOR OPERATING

IF RUNNING, SKIP THE WAIT

TURN OFF ALL MOTOR BITS

TURN ON THE CURRENT MOTOR
INTERRUPTS BACK ON

MASK BIT

DEVELOP BIT MASK FOR MOTOR ENABLE
GET DRIVE SELECT BITS

NO RESET, ENABLE DMA/INT

SAVE REG

CONTROL PORT ADDRESS

RECOVER REGISTERS

1S THIS A WRITE

NO, CONTINUE WITHOUT WAIT

GET THE MOTOR WAIT
PARAMETER

TEST FOR NO WAIT
TEST_WAIT_TIME

EXIT WITH TIME EXPIRED

SET UP 1/8 SECOND LOOP TIME

WAIT FOR THE REQUIRED TIME
DECREMENT TIME VALUE

ARE WE DONE YET

MOTOR_RUNNING

INTERRUPTS BACK ON FOR BYPASS WAIT

i
i

MOVE TO CORRECT TRACK

RECOVER COMMAND

SAYE COMMAND IN BH

SET NO SECTORS READ IN CASE OF ERROR
IF ERROR, THEN EX1T AFTER MOTOR OFF

DUMMY RETURN ON STACK FOR NEC_OUTPUT
SO THAT IT WILL RETURN TO MOTOR OFF
LOCATION

THE PARAMETERS TO THE CONTROLLER

NEC_OUTPUT
AH,TBP+1]

AH, 1

AH, 1

AH, 4

AH,DL
NEC_OUTPUT
FORMAT COMMAND
BH, 04DH

J15

Jio

AH,CH
NEC_OUTFUT
AH,TBP+1]
NEC_OUTPUT
AH,TL
NEC_OUTPUT

)

B
GET _PARM

x
o

GET FARM

8
GET PARM
BX,T3

GET_PARM
s1

- LET THE OPERATION HAPPEN

WAIT_INT

J21
RESULTS
Jao

S|1,0FFSET NEC_STATUS
NEC_STATUS
AL,0COH

J2z
AL,040H
J18

OUTPUT THE OPERATION COMMAND
GET THE CURRENT HEAD NUMBER
MOVE IT 7O BIT 2

ISOLATE THAT BIT
OR IN THE DRI1VE NUMBER

1S THIS A FORMAT OPERATION
NO. CONTINUE WITH R/W/V
1F SO, HANDLE SPECIAL

CYLINDER NUMBER

HEAD NUMBER FROM STACK

SECTOR NUMBER

BYTES/SECTOR PARM FROM BLOCK
THE NEC
EOT PARM FROM BLOCK

TO THE NEC
GAP LENGTH PARM FROM BLOCK
TO THE NEC

PARM FROM BLOCK
RW_OPN_FINISH

TG THE NEC
CAN NOW DISCARD THAT DUMMY
RETURN ADDRESS

ro

WAIT FOR THE
MOTOR_OFF
LOOK FOR ERROR
GET THE NEC STATUS
LOOK FOR ERROR

INTERRUPT

--=-- CHECK THE RESULTS RETURNED BY THE CONTROLLER

SET THE CORRECT DIRECTION
POINT TO STATUS FIELD

GET STO

TEST FOR NORMAL TERMINATION
OPN

TEST FOR ABNORMAL TERMINATION
NOT ABNORMAL, BAD NEC



0BJECT

B420

08264100
E87801

c3

E82FO01
3

E87001
32E4
c3

52

51
BAF403
33C9

EC

AB40
740C
E2F9

800E410080
9

LINE

SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

Hinleiiei ABNORMAL TERMINATION, FIND OUT WHY

LoDs NEC_STATUS 5 GET STI

SAL W ; TEST FOR EOT FOUND

MOV AH,RECORO_NOT_FND

Jc J19 i RW_FAIL

SAL AL, 1

SAL AL, ; TEST FOR CRC ERROR

MOV AH,BAD_CRC

Jc J19 RW_FAIL

SAL AL, 1 TEST FOR DMA OVERRUN
MOV AH,BAD_DMA

Jc J19 3 RW_FAIL

SAL AL, Y

SAL AL, 1 3 TEST FOR RECORD NOT FOUND
MoV AH,RECORD_NOT_FND

Jc J19 3 RW_FAIL

SAL AL, 1

MOV AH,WR1TE_PROTECT TEST FOR WRITE_PROTECT
Jc J19 RW_FAIL

SAL AL, 1 TEST MISSING ADDRESS MARK
MOV AH,EADikDDR_MARK

Jc J1e i RW_FAIL

jomm-- NEC MUST HAVE FAILED

Ji8: i RW-NEC-FAIL
MoV AH,BAD_NEC
J19: - s RW-FAIL
OR DISKETTE_STATUS,AH
CALL NUM_TRANS ; HOW MANY WERE REALLY TRANSFERRED
J20: - i RW_ERR
RET i RETURN TO CALLER
J21: i RW_ERR_RES
CALL RESULTS 3 FLOSH THE RESULTS BUFFER
RET
3m---- OPERATION WAS SUCCESSFUL
Jz2: i OPN_OK
CALL NUM_TRANS i HOW MANY GOT MOVED
XOR AH, RH i NO ERRORS

NEC_OUTPUT
THIS ROUTINE SENDS A BYTE TO THE NEC CONTROLLER AFTER TESTING
FOR CORRECT DIRECTION AND CONTROLLER READY THIS ROUTINE WILL

TIME OUT IF THE BYTE IS NOT ACCEPTED WITHIN A REASONABLE H
AMOUNT OF TIME, SETTING THE DISKETTE STATUS ON COMPLETION. H

INPUT H
AH) BYTE TO BE OUTPUT :
OUTPUT H
= 0 SUCCESS :

CY = 1 FAILURE -- DISKETTE STATUS UPDATED H

IF A FAILURE HAS OCCURRED, THE RETURN IS MADE ONE LEVEL :

HIGHER THAN THE CALLER OF NEC_OUTPUT. H

THIS REMOVES THE REQUIREMENT OF TESTING AFTER EVERY H

CALL OF NEC_OUTPUT. H

(AL) DESTROYED

DX 3 SAVE REGISTERS
PUSH (3
MOV DX, 03F4H 3 STATUS PORT
XOR CX,Cx 3 COUNT FOR TIME OUT
J23:
N AL,DX 3 GET STATUS
TEST AL, 040H 3 TEST DIRECTION BIT
Jz J2s ;3 DIRECTION OK
LooP J2s3
J24: 3 TIME_ERROR
OR DISKETTE_STATUS, TIME_OUT
POP cx
POP DX 3 SET ERROR CODE AND RESTORE REGS
POP AX 3 DISCARD THE RETURN ADDRESS
STC 3 INDICATE ERROR TO CALLER
RET
J2s:
XOR cx,Cx 3 RESET THE COUNT
J26:
IN AL ,DX 3 GET THE STATUS
TEST AL ,080H 3 IS IT READY
JINZ Ja1 3 YES, GO OUTPUT
LOOP J2e 3 COUNT DOWN AND TRY AGAIN
JMP J24 ;3 ERROR CONDITION
J2T1: 3 OUTPUT
MOV AL, AH 3 GET BYTE TO OUTPUT
MOV DL, OF 5H ;3 DATA PORT (3F5)
out DX, AL 3 OUTPUT THE BYTE
POP cx ;3 RECOVER REGISTERS
POP DX
RET 3 CY = 0 FROM TEST INSTRUCTION
NEC_OUTPUT ENDP

PC-XT System BIOS (11/08/82) 5-141



http:STATUS.AH

LOC OBUECT LINE SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

2724 3w e
2125 ; GET_PARM
2126 THIS ROUTINE FETCHES THE INDEXED POINTER FROM THE DISK_BASE
2121 BLOCK POINTED AT BY THE DATA VARIABLE DISK_POINTER. A BYTE FROM
2128 THAT TABLE 1S THEN MOVED INTO AH, THE INDEX OF THAT BYTE BEING
2129 THE PARM IN BX
2730 ; ENTRY --
2731 ; BX = INDEX OF BYTE TQ BE FETCHED * 2
2732 IF THE LOW BIT OF BX [S ON, THE BYTE IS IMMEDIATELY OUTPUT
2733 TO THE NEC CONTROLLER
2734 3 EXIT -~
2135 AH = THAT BYTE FROM BLOCK
2136 j----
EE6C 2737 GET_PARM PROC NEAR
EE6C IE 2138 - PUSH DS 1 SAVE SEGMENT
EE6D 2BCO 2139 suB AX,AX i ZERO TO AX
EE6F BEDB 2740 Mov DS,AX
2741 ASSUME DS:AB
EE7( C5367800 2742 LDS s1, DISK _POINTER i POINT TO BLOCK
EE75 DIEB 2743 SHR BX, | : DIVIDE BX BY 2, AND SET FLAG
2744 : FOR EXIT
EETT 8A20 2745 Mav AH, [S1+BX] 3 GET THE WORD
EE7S IF 2746 POP DS i RESTORE SEGMENT
2141 ASSUME DS:DATA
EETA 72C5 2748 Jc NEC_QUTPUT 3 IF FLAG SET, OUTPUT TO CONTROLLER
EETC C3 2749 RET - i RETURN TO CALLER
2750 GET_PARM ENDP
2751
2152 :
2753 THIS ROUTINE WILL MOVE THE HEAD ON THE NAMED DRIVE TO THE :
2154 NAMED TRACK. (F THE DRIVE HAS NOT BEEN ACCESSED SINCE THE :
2155 ORIVE RESET COMMAND WAS ISSUED, THE ODRIVE WILL BE RECALIBRATED.
2156 :
2157 (DL} = DRIVE TQ SEEK ON :
2158 H) = TRACK TO SEEK TO :
2759 :
2760 = 0 SUCCESS :
2761 = | FAILURE. -- DISKETTE_STATUS SET ACCORDINGLY :
2162 1AXI DESTROYED :
2163
EETD 2764
EE7D B001 2765 MOV AL, 1 3 ESTABLISH MASK FOR RECAL TEST
EETF 51 2166 PUSH cx i SAVE INPUT VAl
EEB0 BACA 2161 MOV cL,DL i GET DRIVE VALUE INTO cL
EE82 D2C0 2768 ROL AL,CL $ SHIFT IT BY THE DRIVE VALUE
EE84 59 2769 POP cx 3 RECOVER TRACK VALUE
EEB85 34053500 2170 TEST AL ,SEEK_STATUS ; TEST FOR RECAL REQUIRED
EEB9 75 2171 JNZ J28 - 3 NO_RECAL
EE8B oaosano 2112 OR SEEK_STATUS,AL i TURN ON THE NO RECAL BIT IN FLAG
EEBF B4 2113 MOV AH, OTH 3 RECALIBRATE COMMAND
EES1 EaADFF 2174 CALL NEC_OUTPUT
EE94 BAE2 2118 MOV AH,DL
EES9¢ EBABFF 2176 CALL NEC_OUTPUT 3 OUTPUT THE DRIVE NUMBER
EE9S EBT600 2777 CALL CHK_STAT_2 i GET THE INTERUPT AND SENSE INT STATUS
EE9C 1229 2118 JC J32” - 3 SEEK_ERROR
2179
2780 3----- DRIVE IS IN SYNCH WITH CONTROLLER, SEEK TO TRACK
2181
EESE 2182 J28:
EESE B40F 2183 MOV AH, OFH 5 SEEK COMMAND TO NEC
EEA0 EBSEFF 2784 CALL NEC_OUTPUT
EEA3 BAE2 2185 MOV AH, DL i DRIVE NUMBER
EEA5 EB99FF 2786 CALL NEC_OUTPUT
EEA8 BAES 27187 MOV AH,TH i TRACK NUMBER
EEAA EB94FF 2788 CALL NEC_OUTPUT
EEAD E86200 2789 CALL CHK_STAT_2 3 GET ENDING INTERRUPT AND
2790 - - ; SENSE STATUS
2791
2792 3----- WAIT FOR HEAD SETTLE
2793
EEBO 5C 2794 PUSHF 1 SAVE STATUS FLAGS
EEB1 BB1200 2795 MOV BX,18 i GET HEAD SETTLE PARAMETER
EEB4 EBBSFF 2796 CALL GET_PARM
EEBT 51 2797 PUSH - SAVE REGISTER
EEB8 2798 J25: HEAD_SETTLE
EEB8 B92602 2799 MOV CX,550 i 1 _MSTLOOP
EEBB 0AE4 2800 OR AH, AH ; TEST FOR TIME EXPIRED
EEBD 7406 2801 Jz J31
EEBF 2802 J30:
EEBF E2FE 2803 LOOP J30 DELAY FOR 1 MS
EEC1 FECC 2804 DEC AH DECREMENT THE COUNT
EEC3 EBF3 2805 JMP J29 D0 IT SOME MORE
EEC5 2806 J3t:
EEC5 59 2807 POP cx : RECOVER STATE
EEC6 9D 2808 POPF
EECT 2809 J32: SEEK_ERROR
EECT C3 2810 RET RETURN TO CALLER
2811 SEEK ENDP
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Loc

OBJECT

E81EO0

c3

C
BOOE410040
F9

c3

SOURCE (BI0S FOR THE |BM PERSONAL COMPUTER XT) 11/08/82

DMA_SETUP
THIS ROUTINE SETS UP THE DMA FOR READ/WRITE/VERIFY OPERATIONS.

(AL} = MODE BYTE FOR THE DMA
(ES:BX) - ADDRESS TO READ/WRITE THE DAT.

DESTROYED

DMA_SETUP PROC NEAR

PUSH Cx 3 SAVE THE REGISTER

cL| 3 NO MORE INTERRUPTS

ouT DMA+12, AL 3 SET THE FIRST/LAST F/F

PUSH AX

POP AX

ouTt DMA+ 11, AL 3 OUTPUT THE MODE BYTE

MOV AX,ES 3 GET THE ES VALUE

MoV CL,4 3 SHIFT COUNT

ROL AX,CL 3 ROTATE LEFT

MoV H, AL 3 GET HIGHEST NYBLE OF ES TO CH

AND AL, OFOH 3 ZERO THE LOW NYBBLE FROM SEGMENT

ADD AX,BX 3 TEST FOR CARRY FROM ADDITION

JINC J33

INC CH 3 CARRY MEANS HIGH 4 BITS MUST BE
J33:

PUSH AX 3 SAVE START ADDRESS

ouT DMA+4 AL 3 OUTPUT LOW ADDRESS

MOV AL, A

ouT DMA+4 AL 3 OUTPUT HIGH ADDRESS

MOV AL,CH 3 GET HIGH 4 BITS

AND AL, OFH

ouT 081H, AL QUTPUT THE HIGH 4 B8ITs TO

THE PAGE REGISTER

3~---- DETERMINE COUNT

MOV AH,DH i NUMBER OF SECTORS

suB AL, AL 3 TIMES 256 INTO AX

SHR AX, 1 ; SECTORS * 128 INTO AX

PUSH AX

MOV BX,6 3 GET THE BYTES/SECTOR PARM
CALL GET_PARM

MoV CL,AH : USE AS SHIFT COUNT {0=128, 1=256 ETC}
POP AX

SHL AX,CL MULTIPLY BY CORRECT AMOUNT
DEC AX =1 FOR DMA YVALUE

PUSH AX SAVE COUNT VALUE

ouT DMA+5, AL 3 LOW BYTE OF COUNT

MoV AL, AH

ouT DMA+5, AL 3 HIGH BYTE OF COUNT

STI 3 INTERRUPTS BACK ON

POP cx 3+ RECOVER COUNT VALUE

POP AX 3 RECOVER ADDRESS VALUE

ADD AX,CX 3 ADD, TEST FOR 64K OVERFLOW
POP cX 3 RECOVER REGISTER

MOV AL,2 3 MODE FOR 8237

ouT DMA+10,AL 3 INITIALIZE THE DISKETTE CHANNEL
RET 3 RETURN TO CALLER

CFL SET BY ABOVE IF ERROR

CHK_STAT_2
THTS ROUTINE HANDLES THE INTERRUPT RECEIVED AFTER A
RECAL IBRATE, SEEK, OR RESET TO THE ADAPTER.
THE INTERRUPT IS WAITED FOR, THE INTERRUPT STATUS SENSED,
AND THE RESULT RETURNED TO THE CALLER.

0 SUCCESS
1 FAILURE -- ERROR IS IN DISKETTE_STATUS
DESTROYED

CHK_STAT_2 PROC NEAR
TALL

WAIT_INT WAIT FOR THE INTERRUPT

JC J34 i IF ERROR, RETURN IT
MOV H, 08H 3 SENSE INTERRUPT STATUS COMMAND
CALL NEC_OUTPUT
CALL RESTLTS ; READ IN THE RESULTS
JC J34 3 CHK2_RETURN
MOV AL,NEC_STATUS § GET THE FIRST STATUS BYTE
AND AL, 060F i ISOLATE THE BITS
cMP AL, 060H i TEST FOR CORRECT VALUE
Jz s IF_ERROR, GO MARK IT
cLe { GOOD RETURN
J34:
RET i RETURN TO CALLER
J3s: i CHK2_ERROR
OR DISKETTE_STATUS ,BAD_SEEK
sTC ; ERROR RETURN CODE
RET
CHK_STAT_2 ENDP
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LOC OBJUECT LINE SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

2904 § == o o
2905 WAIT_INT

2906 THIS ROUTINE WAITS FOR AN INTERRUPT TO OCCUR. A TIME OUT

2907 ROUTINE TAKES PLACE DURING THE WAIT, SO THAT AN ERROR MAY BE

2908 RETURNED IF THE DRIVE 1S NOT READY.

0 SUCCESS
| FAILURE -- DISKETTE_STATUS
DESTROYED

2915 -
EF33 2916 WAIT_INT PROC NEAR
EF33 FB 2917 T sTi i TURN ON INTERRUPTS, JUST IN CASE
EF34 53 2918 PUSH BX
EF35 51 2919 PUSH cx SAVE REGISTERS
EF36 B302 2920 MOV BL,2 CLEAR THE COUNTERS
EF38 33C9 2921 XOR CX,CX FOR 2 SECOND WAIT
EF3A 2922 J36:
EF3A F6063E0080 2923 TEST SEEK_STATUS, INT_FLAG ; TEST FOR INTERRUPT OCCURRING
EF3F 150C 2924 JINZ NEY)
EF41 E2FT 2925 LooP J3e COUNT DOWN WHILE WAITING
EF43 FECB 2926 DEC BL SECOND LEVEL COUNTER
EF45 T5F3 2921 INZ J3e
EF47 BOOE410080 2928 OR DISKETTE_STATUS, TIME_OUT ; NOTHING HAPPENED
EF4C F9 2929 sTC i ERROR RETURN
EF4D 2930 J3T:
EF4D 9C 2931 PUSHF i SAVE CURRENT CARRY
EF4E 80263E007F 2932 AND SEEK_STATUS,NOT INT_FLAG ; TURN OFF INTERRUPT FLAG
EF53 9D 2933 POPF - i RECOVER CARRY
EF54 59 2934 POP cx
EF55 58 2935 POP BX RECOVER REGISTERS
EF56 C3 2936 RET GOOD RETURN CODE COMES
2937 FROM TEST INST
2938 WAIT_INT ENDP
2939 §mmTmmmm oo e
2940 ; DISK_INT
2941 THIS ROUTINE HANDLES THE DISKETTE INTERRUPT
2942 3 INPUT
2943 NONE
2944 ; OUTPUT
3 THE INTERRUPT FLAG 1S SET 1S SEEK_STATUS
EF57 ORG OEF5TH
EF57 PROC FAR
EF57 FB T i RE ENABLE INTERRUPTS
EF58 IE PUSH DS
EF59 50 PUSH AX
EF5A E8FCOA CALL oDS
EF5D 800E3E0080 OR SEEK_STATUS, INT_FLAG
EF62 B020 MOV AL, 20H - : END OF INTERRUPT MARKER
EF64 E620 ouTt 20H, AL : INTERRUPT CONTROL PORT
EF66 58 POP AX
EF6T IF POP DS 3 RECOVER SYSTEM
EF68 CF IRET 3 RETURN FROM INTERRUPT
DISK_INT ENDP
RESULTS
THIS ROUTINE WILL READ ANYTHING THAT THE NEC CONTROLLER HAS
TO SAY FOLLOWING AN INTERRUPT.
INPUT
ouTPUT
CY = 0 SUCCESSFUL TRANSFER
CY = I FAILURE -- TIME OUT IN WAITING FOR STATUS
2969 NEC_STATUS AREA HAS STATUS BYTE LOADED INTO IT
2970 3 (AHT DESTROYED
I R
EF69 2972 RESULTS PROC NEAR
EF69 FC 2913 D
EF6A BF4200 2974 MOV DI,0FFSET NEC_STATUS ; POINTER TO DATA AREA
EF6D 51 2915 PUSH cx i SAVE COUNTER
EF6E 52 2976 PUSH DX
EF6F 53 2911 PUSH BX
EFT0 B307 2918 MOV BL,7 i MAX STATUS BYTES
2979
2980 3----- WAIT FOR REQUEST FOR MASTER
2981
EFT72 2982 J38: : INPUT_LOOP
EF72 33C9 2983 XOR X,CX : COUNTER
EF 74 BAF403 2984 MoV DX, 03F4H i STATUS PORT
EFT7 2985 J39: i WAIT FOR MASTER
EFT7 EC 2986 IN AL,DX i GET STATUS
EF18 A880 29817 TEST AL,080H ; MASTER READY
EFTA 750C 2988 INZ J40A ; TEST_DIR
EFTC E2F9 2989 LOoOP 39 i WAIT_MASTER
EFTE 800E410080 2990 OR YISKETTE_STATUS, TIME_OUT
EF83 2991 J40: - ; RESULTS_ERROR
EF83 F9 2992 STC ; SET ERROR RETURN
EF84 58 2993 POP BX
EF85 5A 2994 POP DX
EF86 59 2995 POP cX
EF87 C3 2996 RET
2997
2998 ;----- TEST THE DIRECTION BIT
2999
EF88 3000 J40A:
EF88 EC 3001 IN AL ,DX ; GET STATUS REG AGAIN
EF89 A840 3002 TEST AL, 040H : TEST DIRECTION BIT
EF8B 7507 3003 INZ J42 ; OK _TO READ STATUS
EF8D 3004 U41: i NEC_FAIL
EF8D 800E410020 3005 OR DISKETTE_STATUS,BAD_NEC
EF92 EBEF 3006 JIMP J40 3 RESULTS_ERROR
3007
3008 j----- READ IN THE STATUS
3009
EF94 3010 Js2: 3 INPUT_STAT
EF94 42 3011 INC DX ; POINT AT DATA PORT
EF95 EC 3012 IN AL,DX i GET THE DATA
EF96 8805 3013 MoV [Di],AL i STORE THE BYTE
EF98 47 3014 INC Dl i INCREMENT THE POINTER
EF99 B90A0O 3015 MOV cx,10 ; LOOP TO KILL TIME FOR NEC
EF9C E2FE 3016 J43: LOOP J43
EF9E 4A 3017 DEC DX ; POINT AT STATUS PORT
EF9F EC 3018 IN AL,DX i GET STATUS
EFAO AB10 3019 TEST AL,010H : TEST FOR NEC STILL BUSY
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59
c3

A04500

SOURCE (B10S FOR THE IBM PERSONAL COMPUTER XT) 11/08/82
Jz Jas 3 RESULTS DONE
DEC BL 3 DECREMENT THE STATUS COUNTER
JNZ J38 ;3 GO BACK FOR MORE
JMP J4t ;3 CHIP HAS FAILED

A RESULT OPERATION 1S DONE

J44:
POP BX
POP OX
POP cx RECOVER REGISTERS
RET GOOD RETURN CODE FROM TEST INST
i NUM_TRANS .
3 THIS ROUTINE CALCULATES THE NUMBER OF SECTORS THAT :
H WERE ACTUALLY TRANSFERRED TO/FROM THE DISKETTE :
i INPUT :
H {CH) = CYLINDER OF OPERATION B
i (CL) = START SECTQR OF OPERATION :
i OUTPUT 3
i (AL) = NUMBER ACTUALLY TRANSFERRED :
H NO OTHER REGISTERS MODIF 1ED :
NUM_TRANS PROC NEAR
MOV AL,NEC_STATUS+3 i GET CYLINDER ENDED UP ON
CMP AL, CH i SAME AS WE STARTED
MOV AL ,NEC_STATUS+5 i GET ENDING SECTOR
Jz J45 3 IF ON SAME CYL, THEN NO ADJUST
MOV BX,8
CALL GET_PARM i GET_EOT VALUE
MOV AL, AH i INTO A
INC AL i USE EOT+! FOR CALCULATION
J45:
suB AL, CL 3 SUBTRACT START FROM END
RET
NUM_TRANS ENOP

RESULTS ENDP

DISK_BASE
THIS S THE SET OF PARAMETERS REQUIRED FOR DISKETTE OPERATION.
THEY ARE POINTED AT BY THE DOATA VARIABLE DISK_POINTER. TO
MODIFY THE PARAMETERS, BUILD ANOTHER PARAMETER BLOCK AND POINT
DISK_POINTER TO IT.

ORG O0EFCTH
DISK_BASE LABEL BYTE
DB 110011118 3 SRT=C, HD UNLOAD=0F - 1ST SPECIFY BYTE
DB 3 HD LOAD=1, MODE=DMA - 2ND SPECIFY BYTE
DB MOTOR_WAIT 3 WAIT AFTER OPN TIL MOTOR OFF
oB 2 3 512 BYTES/SECTOR
DB 8 3 EOT ( LAST SECTOR ON TRACK)
DB 02AH 3 GAP LENGTH
oB OFFH 3 DTL
oB 050H ;3 GAP LENGTH FOR FORMAT
DB OF6H 3 FILL BYTE FOR FORMAT
DB 25 ;3 HEAD SETTLE TIME (MILLISECONDS
DB 4 3 MOTOR START TIME (1/8 SECONDS)
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Loc

OBJECT

50
885408
42

EC
BAEOQ
BOE4F8

5A
B8AC2
80F448
EBCS

SOURCE (BIOS FOR THE IBM PERSONAL COMPUTER XT) 11/08/82

VALUES IN PRINTER_BASE AREA

DATA AREA PRINTER_BASE CONTAINS THE BASE ADDRESS OF THE PRINTER
CARD(S) AVAILABLE (LOCATED AT BEGINNING OF DATA SEGMENT,
408H ABSOLUTE, 3 WORDS)

DATA AREA PRINT_TIM_OUT (BYTE) MAY BE CHANGED TC CAUSE DIFFERENT
TIME-OUT WAITS. DEFAULT=20

REGISTERS AH IS MODIFIED
ALL OTHERS UNCHANGED

§m== INT 17 = oo e o e e e e oo
i PRINTER_IO

: THIS ROUTINE PROVIDES COMMUNICATION WITH THE PRINTER

i INPUT

H (AH)=0 PRINT THE CHARACTER IN (AL)

i ON RETURN, AHz1 IF CHARACTER COULD NOT BE_PRINTED

: (TIME OUT). OTHER BITS SET AS ON NORMAL STATUS CALL

§ (AH)=1 INITIALIZE THE PRINTER PORT

i RETURNS WITH (AH) SET WITH PRINTER STATUS

H (AH)=2 READ THE PRINTER STATUS INTO (AH)

i 7 6 4 2-1 0

H | | | | | |_TIME OUT

; | | | | | _ UNUSED

H | | | | 1 = 1/0 ERROR

i | | |_ 1 = SECECTED SN\
§ | = OUT OF PAPER

§ ‘ |_ 1 = ACKi RNOWLEDGE

i _ 1 = NOT BUSY

3 (DX) = PRINTER TO BE USED (0,!,2) CORRESPONDING TO ACTUAL

i

ASSUME CS:CODE,DS:DATA

OR: OEFD2H
PRINTER_ IO PROC FAR
3 INTERRUPTS BACK ON
PUSH DS 3 SAVE SEGMENT
PUSH DX
PUSH Sl
PUSH CX
PUSH BX
CALL DDS
MOV S1,DXx 3 GET PRINTER PARM
MOV BL,PRINT_TIM OUT[SI] ;3 LOAD TIME-OUT PARM
SHL. i WORD OFFSET INTO TABLE
MoV DX, PRIN7ER  _BASE[S1]) i GET BASE ADDRESS FOR PRINTER CARD
OR DX,D 3 TEST DX FOR ZERO
3 INDICATING NO PRINTER
JzZ B 3 RETURN
OR AH, AH TEST FOR (AH) =0
JZ B2 PRINT_AL
DEC AH TEST FOR (AH)=1
Jz B8 INIT_PRT
DEC AH TEST FOR (AH)=
Jz BS5 PRINTER STATUS
BI: RETURN
POP BX
POP cX
POP S 3 RECOVER REGISTERS
POP DX 3 RECOVER REGISTERS / \
POP DS
IRET
el = PRINT THE CHARACTER IN (AL)
B2:
PUSH AX 3 SAVE VALUE TO PRINT
ouT DX, AL 3 OUTPUT CHAR TO PORT
INC DX 3 POINT TO STATUS PORT
B3:
suB CX,Cx i WAIT_BUSY
B3_I:
IN AL,DX 3 GET STATUS
MoV AH, AL 3 STATUS TO AH ALS!
TEST AL ,80H 3+ IS THE PRINTER CURRENTLY BUSY
JINZ B4 3 OUT_STROBE
LOOP B3_1 3+ TRY AGAIN
DEC BL DROP LOOP COUNT
JINZ B3 3 GO TILL TIMEOUT ENDS
OR AH, 1 3 SET ERROR FLAG
AND AH,O0F9H TURN OFF THE OTHER BITS
JMP SHORT B7 RETURN WITH ERROR FLAG SET
B4: OUT _STROBE
MOV AL ,0DH SET THE STROBE HIGH
INC DX STROBE 1S BIT 0 OF PORT C OF 8255
ouT DX, AL
MOV AL ,0CH 3 SET THE STROBE LOW
ouT DX, AL
POP AX ;3 RECOVER THE OUTPUT CHAR
H PRINTER STATUS
B5:
PUSH AX 3 SAVE AL REG
Bé6:
MOV DX,PRINTER_BASE([SI]
INC DX
IN AL ,DX 3 GET PRINTER STATUS
MOV AH, AL
AND AH, OF 8H 3 TURN OFF UNUSED BITS
BT7: 3 STATUS_SET
POP DX 3 RECOVER AL REG
MOV AL ,DL 3 GET CHARACTER INTO AL
XOR AH, 48H 3 FLIP A COUPLE OF BITS //"'-\\
JMP B1 3 RETURN FROM ROUTINE
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pomm- - INITIALIZE THE PRINTER PORT

B8:
PUSH AX
INC DX
INC DX
MOV AL,8
out .
MOV AX, 1000
B9:
DEC AX
JUNZ B9
MoV AL,OCH
ouT DX, AL
JMP Be
PRINTER_10 ENDP

SAVE AL
POINT TO OUTPUT PORT

SET INIT LINE LOW

INIT_LOOP

LOOPFOR RESET TO TAKE
INIT_LOOP

NO INTERRUPTS, NON AUTO LF,
INIT HIGH

PRT_STATUS_1

(2]
m
[x]
-
(=)
=2
(Sl
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3202
3203 §mm= INT 10 == === s oo o oo oo ooooooooo
3204 ; VIDEO_IO
3205 THESE ROUTINES PROVIDE THE CRT INTERFACE
3206 THE FOLLOWING FUNCTIONS ARE PROVIDED:
3207 (AH)=0 SET MODE (AL) CONTAINS MODE VALUE
3208 (AL)=0 40X25 BW (POWER ON DEFAULT
3209 40X25 COLOR
3210 80X25 BW
3211 )=3  80X25 COLOR
3212 GRAPHICS MODES
3213 L)=4 320X200 COLOR
3214 320X200 BW
3215 (AL)=6  640X200 BW
3216 CRT MODE=7 80X25 B&W CARD (USED INTERNAL TO VIDEO ONLY
32171 *** NOTE BW MODES OPERATE SAME AS COLOR MODES, BUT
3218 COLOR BURST IS NOT ENABLED
3219 SET CURSOR TYPE
3220 ; (CH) = BITS 4-0 = START LINE FOR CURSOR
3221 ; HARDWARE WILL ALWAYS CAUSE BLIN
3222 ** SETTING BIT 5 OR 6 WILL CAUSE ERRATIC
3223 BLINKING OR NO CURSOR AT ALL
3224 (CL) = BITS 4-0 = END LINE FOR CURSOR
3225 (AH)=2 SET CURSOR POSITION
3226 (DH,DL) = ROW,COLUMN (0,0) IS UPPER LEFT
3221 (BH) = PAGE NUMBER (MUST BE 0 FOR GRAPHICS MODES)
3228 (AH)=3 READ CURSOR POSITION
3229 (BH) = PAGE NUMBER (MUST BE 0 FOR GRAPHICS MODES
3230 ON EXIT (DH,DL) = ROW,COLUMN OF CURRENT CURSOR
3231 CH,CL) = CURSOR MODE CURRENTLY SET
3232 (AM)=4 READ LIGHT PEN POSITION
3233 ON EXIT:
3234 (AH) = 0 -- LIGHT PEN SWITCH NOT DOWN/NOT TRIGGERED
3235 (AH) = | == VALID LIGHT PEN VALUE IN REGISTERS
3236 (DH,DL) = ROW,COLUMN OF CHARACTER LP POSN
3237 (CH) = RASTER LINE (0-199
3238 = PIXEL COLUMN (0-319,639
3239 (AH)=5 SELECT ACTIVE DISPLAY PAGE (VALID ONLY FOR ALPHA MODES)
3240 (AL) =NEW PAGE VAL (0-7 FOR MODES 0&1, 0-3 FOR MODES 2&3
3241 (AH)=6 SCROLL ACTIVE PAGE UP
3242 (AL) = NUMBER OF LINES, INPUT LINES BLANKED AT BOTTOM
3243 OF WINDOW
3244 AL = 0 MEANS BLANK ENTIRE WINDOW
3245 (CH,CL) = ROW,COLUMN OF UPPER LEFT CORNER OF SCROLL
(DH,DL) = ROW,COLUMN OF LOWER RIGHT CORNER OF SCROLL
(BH) = ATTRIBUTE TO BE USED ON BLANK LINE
(AH)=T SCROLL ACTIVE PAGE DOWN
(AL) = NUMBER OF LINES, INPUT LINES BLANKED AT TOP
OF WINDOW
AL = 0 MEANS BLANK ENTIRE_ WINDOW
(CH,CL) = ROW,COLUMN OF UPPER LEFT CORNER OF SCROLL
(DH,DL ) OW,COLUMN OF LOWER RIGHT CORNER OF SCROLL
(BH) = ATTRIBUTE TO BE USED ON BLANK LINE

CHARACTER HANDL ING ROUTINES

(AH) = 8 READ ATTRIBUTE/CHARACTER AT CURRENT CURSOR POSITION

3259 (BH) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY)

3260 3 ON EXIT:

3261 (AL) = CHAR READ

3262 ; (AH) = ATTRIBUTE OF CHARACTER READ (ALPHA MODES ONLY
3263 ; (AH) = 9 WRITE ATTRIBUTE/CHARACTER AT CURRENT CURSOR POSITION
3264 (BH) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY

3265 (CX) = COUNT OF CHARACTERS TO WRITE

3266 (AL) = CHAR TO WRITE

32671 3 (BL) = ATTRIBUTE OF CHARACTER (ALPHA)/COLOR OF CHAR
3268 (GRAPHICS)

3269 SEE_NOTE ON WRITE DOT FOR BIT 7 OF BL = I.
3270 (AH) = 10 WRITE CHARACTER ONLY AT CURRENT CURSOR POSITION

3271 = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY

3272 COUNT OF CHARACTERS TO WRITE

3273 = CHAR TO WRITE

3274 FOR READI'RITE CHARACTER INTERFACE WHILE IN GRAPHICS MODE, THE
3215 3 CHARACTERS ARE FORMED FROM A CHARACTER GENERATOR IMAGE
3276 MAINTAINED IN THE SYSTEM ROM. ONLY THE 1ST 128 CHARS
3211 ARE CONTAINED THERE. TO READ/WRITE THE SECOND 128
3278 CHARS, THE USER MUST INITIALIZE THE POINTER AT

3279 INTERRUPT IFH (LOCATION 0007CH) TO POINT TO THE IK BYTE
3280 3 TABLE CONTAINING THE CODE POINTS FOR THE SECOND

3281 ; 28 CHARS (128-255) .

3282 ; FOR WRITE CHARACTER INTERFACE IN GRAPHICS MODE, THE REPLICATION
3283 FACTOR CONTAINED IN (CX) ON ENTRY WILL PRODUCE VALID
3284 RESULTS ONLY FOR CHARACTERS CONTAINED ON THE SAME ROW.
3285 CONTINUATION TO SUCCEEDING LINES WILL NOT PRODUCE

3286 CORRECTLY.

3287

3288 GRAPHICS INTERFACE

3289 (AH) = 11 SET COLOR PALETTE

3290 (BH) = PALETTE COLOR ID BEING SET (0-127)

3291 3 (BL) = COLOR VALUE TO BE USED WiTH THAT COLOR 1D

3292 NOTE: FOR THE CURRENT COLOR CARD, THIS ENTRY POINT
3293 HAS MEANING ONLY FOR 320X200 GRAPHICS.

3294 COLOR ID = 0 SELECTS THE BACKGROUND COLOR (0-15)
3295 COLOR ID = | SELECTS THE PALETTE TO BE USED:
3296 0 = GREEN(1)/RED(2) /YELLOW(3)

32971 3 1 = CYAN(1)/MAGENTA(2) /WHITE (3)

3298 IN 40X25 OR 80X25 ALPHA MODES, THE VALUE SET
3299 FOR PALETTE COLOR 0 INDICATES THE

3300 BORDER COLOR TO BE USED (VALUES 0-31,
3301 WHERE 16-31 SELECT THE HIGH INTENSITY
3302 BACKGROUND SET.

3303 ; (AH) = 12 WRITE DOT

3304 3 (DX) = ROW NUMBER

3305 (CX) = COLUMN NUMBER

3306 (AL) = COLOR VALUE

3307 IF BIT 7 OF AL = |, THEN THE COLOR VALUE IS
3308 3 EXCLUSIVE OR'D WITH THE CURRENT CONTENTS OF
3309 THE DOT

3310 3 (AH) = 13 READ poT

3311 3 (DX) = ROW NUMBER

3312 (cx) = COLUMN NUMBER

3313 (AL) RETURNS THE DOT READ
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3314
3315 ASCI1 TELETYPE ROUTINE FOR OUTPUT
3316
3317 (AH) = 14 WRITE TELETYPE To ACTIVE PAGE
3318 CHAR TO WR1
3319 1BL» FOREGROUND COLOR IN GRAPHICS MODE
3320 NOTE -- SCREEN WIDTH IS CONTROLLED BY PREVIOUS MODE SET
3321
3322 (AH) = 15 CURRENT VIDEQ STATE
3323 RETURNS THE CURRENT VIDEQ STATE
3324 (AL) = MODE CURRENTLY SET ( SEE AH=0 FOR EXFLANATION
3325 (AH) = NUMBER OF CHARACTER COLUMNS ON SCREE
3326 (BH) = CURRENT ACTIVE DISPLAY PAGE
3327
3328 cs,ss,Ds,ES,BX,CX,DX PRESERVED DURING CALL
3329 ALL OTHERS DESTROYED
3330 - - - - - - -
3331 ASSUME  CS:CODE,DS:DATA,ES:VIDEO_RAM
F045 3332 ORG 0F045H
F045 3333 M1 LABEL  WORD : TABLE OF ROUTINES WITHIN VIDEO 1/0
F045 FCFO 3334 DW OFFSET  SET_MODE
F047 CDF1 3335 DW OFFSET SET_CTYPE
F049 EEF1 3336 DW OFFSET SET_CPOS
F04B 39F2 3337 DW OFFSET READ_CURSOR
F04D 9CF7 3338 DW OFFSET READ_LPEN
FO4F 17F2 3339 DW OFFSET ACT_DISP_PAGE
FO51 96F2 3340 DW OFFSET  SCROLL_UP
F053 38F3 3341 DW OFFSET  SCROLL_DOWN
F055 74F3 3342 DW OFFSET READ_AC_CURRENT
FO57 B9F3 3343 DW OFFSET WRITE_AC_CURRENT
F059 ECF3 3344 DW QFFSET  WRITE_C_CURRENT
FO05B 4EF2 3345 DW OFFSET  SET_COLOR
FO5D 2FF4 3346 DW QFFSET WRITE_DOT
FO5F (EF4 3347 DW OFFSET READ_DOT
FO61 18F7 3348 DW OFFSET WRITE_TTY
F063 74F2 3349 DW OFFSET  VIDEO_STATE
0020 3350 MIL EQU $-M1
3351
F065 3352 ORG OF065H
F065 3353 VIDEO_IC PROC NEAR
F065 FB 3354 T sTi i INTERRUPTS BACK ON
F066 FC 3355 cLD i SET DIRECTION FORWARD
F067 06 3356 PUSH ES
F068 I(E 3357 PUSH DS i SAVE SEGMENT REGISTERS
F069 52 3358 PUSH DX
FO6A 51 3359 PUSH cx
F06B 53 3360 PUSH BX
FO&C 56 3361 PUSH sl
F06D 57 3362 PUSH Dl
FO6E 50 3363 PUSH AX SAVE AX VALUE
FO&F BAC4 3364 Mav AL, AH GET INTO LOW BYTE
FOT( 32E4 3365 XOR AH, AH ZERO TO HIGH BYTE
FO73 DIEO 3366 SAL AX, 1 *2 FOR TABLE LOOKUP
FO75 8BFO 3367 MOV S1,AX 3 PUT INTO SI FOR BRANCH
FO77 302000 3368 CMP AX MIL 3 TEST FOR WITHIN RANGE
FOTA 7204 3369 JB M2 3 BRANCH AROUND BRANCH
FOTC 58 3370 POP AX i THROW AWAY THE PARAMETER
FOTD E94501 3374 JMP V [DEQ_RETURN i DO NOTHING IF NOT IN RANGE
Fo80 3372 M2:
F080 EBD609 3373 CALL DS
F083 B800BS 3374 MOV AX, 0B800H 3 SEGMENT FOR COLOR CARD
FO086 8B3E1000 3375 MoV DI,EQUIP_FLAG 3 GET EQUIPMENT SETTING
FOBA BIET3000 3376 AND DI, 30 3 ISOLATE CRT SWITCHES
FOBE 83FF30 3317 CMP DI,30H i 1S SETTING FOR BW CARD?
FO91 7502 3378 INE M3
F0S3 B4B0 3379 MOV AH,0BOH 1 SEGMENT FOR BW CARD
F095 3380 M3t
F095 BECO 3381 MoV ES,AX i SET UP TO POINT AT VIDEO RAM AREAS
F097 58 3382 POP ; RECOVER VALUE
F098 8A264900 3353 MoV AH CRT_MODE 3 GET CURRENT MODE INTO AH
FO9C 2EFFA445F0 338 IMP WORD PRT CS:[SI1+OFFSET Mi]
3385 VIDEO_I0 ENDP
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8088 Conditional Transfer Operations

Instruction Condition Interpretation

JE or JZ ZF = 1 "equal" or "zero" |
JL or JNGE (SF xor OF) =1 |''less’ or "not greater or equal’
JLE or JNG ((SF xor OF) or|'"less or equal'' or 'not greater
JB or JNAE or JC [CF EF% - I'below'' or 'not above or equal!
JBE or JNA (CF or ZF) = 1 |"below or equal' or ''not above
JP or JPE PF =1 '‘parity' or 'parity even'

Jo OF = 1 rover flow'"

JS SF =1 sign

JINE or JUNZ ZIF =0 "not equal'' or '"not zero' N
JNL or JGE g%F xor 0F))= 0|''not less' or 'greater or equal)
JNLE or JG SF xor OF) or| not less or equal or greater
JNB or JAE or, JNC|CF EF& -0 "not below'' or 'above or equal”
JNBE or JA (CF or ZF) = 0 |"not below or equal" or ""above
JNP or JPO PF =0 "not parity' or 'parity odd'

JNO OF =0 "not overflow'

JNS SF=0 "not sign

Above' and 'below' refer to the relation between two
unsigned values, while 'greater' and '"less' refer to the
relation between two signed values.

INT = Interrupt
Type Specified

11001101 Type

Type 3

11001100

INTO = Interrupt on Overflow

11001110

IRET = Interrupt Return

11001111
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Processor Control

CLC = Clear Carry STC = Set Carry

rmnooo 11111001

CMC = Complement Carry NOP = No Operation

| 11110101 10010000

CLD = C(lear Direction STD = Set Direction
11111100 11111101

CLI = Clear Interrupt STI = Set Interrupt
11111010 1ition

HLT = Halt WAIT = Wait
11110100 10011011

LOCK = Bus lock prefix ESC = Escape (to 8087)
11110000 1101 Txxx mod xxx r/m
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8087 Coprocessor Instruction Set

The following is an instruction set summary for the 8087
coprocessor. In the following, the bit pattern for escape is 11011.

MF = Memory format r/m Operand Address
00 - 32-bit Real 000 (BX) + (SI) + DISP
01 - 32-bit Integer 001 (Bx) + (DI) + DISP
10 - 64-bit Real 010 (BP) + (SI1) + DISP
11 - 6U-bit Integer 011 (BP) + (DI) + DISP
100 (s1) + DISP
101 (DI) + DISP
110 (BP) + DISP*
100 (BX) + DISP

DISP follows 2nd byte of instruction {before data if required)
*except if mod=00 and r/m-110 then EA=disp-high: disp-low.

Data Transfer

FLD = Load

Integer/Real Memory to ST(O0)

escape MF 1 mod 000 r/m disp-low disp-high
Long Integer Memory to ST(0)

escape 111 mod 101 r/m disp-low disp-high
Temporary Real Memory to ST(0)

escape 011 mod 101 r/m disp-Tlow disp-high
BCD Memory to ST(O)

escape 111 mod 100 r/m disp-low disp-high

ST(i) to ST(0)

escape 001 11000ST(i)
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FST = Store

ST(0) to Integer/Real Memory

escape MF 1 mod 010 r/m disp-low disp-high

ST(0) to ST(i)

escape 101 11010 ST(i)

FSTP = Store and Pop

ST(0) to Integer/Real Memory

escape MF 1 mod 011 r/m disp-low disp-high

ST(0) to Long Integer Memory

escape 111 mod 111 r/m disp-low disp-high

ST(0) to Temporary Real Memory

escape 011 mod 111 r/m disp-low disp-high

ST(0) to BCD Memory

escape 111 AJ mod 110 r/m I disp-low disp-high

ST(0) to ST(i)

escape 101 11011 ST(i)

FXCH = Exchange ST(i) and ST(0)
escape 001 11001 ST(i)

Comparison

FCOM = Compare
Integer/Real Memory to ST(0)

escape MF 0 mod 010 r/m disp-low disp-high
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ST{i) to ST(0)

escape 000 11010 ST(i)

FCOMP = Compare and Pop
Integer/Real Memory to ST(O) / \

escape MF 0O mod 011 r/m disp-low disp-high

ST(i) to ST(0)

escape 000 11010 ST(i)

FCOMPP = Compare ST(i) to ST(0) and Pop Twice
[ﬁescape 1o | 11011001 |

FTST = Test ST(0)
escape 001 11100100

FXAM = Examine ST(0)
escape 001 11100101

Arithmetic

FADD = Addition

Integer/Real Memory with ST(0)

escape MF 0 mod 000 r/m disp-low disp-high

ST(i) and ST(O)

escape dPO 11000 ST(i)

FSUB = Subtraction
Integer/Real Memory with ST(0)

escape MF O Tﬁ mod 10R r/m disp-low disp-high
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ST(i) and ST(0)

escape dPO TT10R r/m

FMUL = Multiplication

Integer/Real Memory with ST(0)

escape MF 0O mod 001 r/m disp-low disp-high
ST(i) and ST(0)
escape dPO 11001 r/m
FDIV = Division
Integer/Real Memory with ST(0)
[rescape MF 0 [7 mod 11R r/m disp~-low disp-high

ST(i) and ST(0)

[Vescape dPO T111R r/m

FSQRT = Square Root of ST(0)

| escape 001 | 11111010

FSCALE = Scale ST(0) by ST(1)

[Vescape 001 11111101

FPREM = Partial Remainder of ST(0) - ST(1)

escape 001 11111000

FRNDINT = Round ST(0) to Integer

| escape 001 | 11111100

FXTRACT = Extract Components of ST(0)

[ escape 001 11110100
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FABS = Absolute Value of ST(0)

escape 001 11100001

FCHS = Change Sign of ST(0)

escape 001 11100000

Transcendental

FPTAN = Partial Tangent of ST(0)

escape 001 11110010

FPATAN = Partial Arctangent of ST(0) - ST(1)

escape 001 11110011

F2XM1 = 25T -1

escape 001 11110000

FYL2X = ST(1) x Log, [ST(0)]

escape 001 11110001

FYL2XP1 = ST(1) x Log, [ST(0) + 1]

escape 001 11111001

Constants

FLDZ = Load + 0.0 into ST(0)

escape 001 11101110

FLD1 = Load + 1.0 into ST(0)

escape 001 11101000
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FLDP1 = Load = into ST(0)

escape 001 11101011

FLDL2T = Load Log, 10 into ST(0)

escape 001 11101001

FLDLG2 = Load Log,, 2 into ST(0)

escape 001 11101100

FLDLN2 = Load Log, 2 into ST(0)

escape 001 11101101

Processor Control

FINIT = Initialize NDP

escape 011 11100011

FENI = Enable Interrupts

escape 011 11100000

FDISI = Disable Interrupts

escape 011 11100001

FLDCW = Load Control Word

escape 001 mod101 r/m disp-low disp-high
FSTCW = Store Control Word

escape 001 mod111 r/m disp-low J disp-high
FSTSW = Store Status Word

escape 101 mod111 r/m disp-low disp-high

Instruction Set
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FCLEX = Clear Exceptions

escape 011 11100010

FSTENYV = Store Environment

escape 001 mod110 r/m disp-low disp-high
FLDENY = Load Environment

escape 001 mod100 r/m disp-low disp-high
FSAVE = Save State

escape 101 mod110 r/m disp-low disp-high
FRSTOR = Restore State

escape 101 mod 100 r/m disp-low disp-high

FINCSTP = Increment Stack Pointer

escape 001 11110111

FDECSTP = Decrement Stack Pointer

escape 001 11110110

FFREE = Free ST(i)

escape 001 11000ST(i)

FNOP = No Operation

escape 001 11010000

FWAIT = CPU Wi it for NDP

10011011
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Notes:

ST(0) = Current Stack top

ST(i) = i*" register below Stack top
d = Destination

0O—Destination is ST(0)
1—Destination is ST (i)

P = POP

0—No Pop
1—Pop ST(0)

R = Reverse

0—Destination (op) Source
1—Source (op) Destination

For FSQRT: -0<ST(0)<+w

For FSCALE: -215<ST(1)<+ 2'5and ST(1) interger
For F2XM1: 0 <ST(0)<2!

For FYL2X: 0<St(0)<oo - 0<ST(1)< +o0

For FYL2XP1: 0<|ST(0)| <(2-v2)/2 - 0<ST(1)<
For FPTAN: 0<ST(0)<w/4

For FPATAN: 0<ST(0)<ST(1)<+w

Instruction Set
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Notes:
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Character Codes @
g
[=)
As Text Attributes =
~J
Color/Graphics IBM
Value As Characters Monitor Adapter Monochrome
Display
Hex | Dec | Symbol | Keystrokes | Modes | Background | Foreground Adapter
00 o] Blank Ctrl 2 Black Black Non-Display
(Null)
o1 | 1 © |ctra Black Blue Underline
02 2 g CtrlB Black Green Normal
03| 3 v Ctric Black Cyan Normal
04| 4 ¢ Ctrl D Black Red Normal
o5 | 5 & Ctrl E Black Magenta Normal
06| 6 é Ctrl F Black Brown Normal
07 7 [} Ctrl G Black Light Grey | Normal
08 8 Ctrl H, Black Dark Grey | Non-Display
Backspace,
Shift
Backspace
09 9 O Ctrl | Black Light Blue | High Intensity
Underline
OA | 10 Ctrl J, Black Light Green | High Intensity
Ctrl o1
oB | 11 d‘ Ctrl K Black Light Cyan | High Intensity
oc| 12 Q Ctrl L Black Light Red | High Intensity
oD | 13 Ctri M, ' Black Light High Intensity
ﬁ Shift<_] Magenta
OE | 14 a CtrIN Black Yellow High Intensity
OF | 15 % Ctrl O Black White High Intensity
10 | 16 »> Ctrl P Blue Black Normal
11 17 - CtrlQ Blue Blue Underline
12 | 18 I Ctrl R Blue Green Normal
13| 19 i Ctrl S Blue Cyan Normal
14 | 20 Crr Ctrl T Blue Red Normal
15 | 21 § CtrlU Blue Magenta Normal
16 | 22 - Ctrl v Blue Brown Normal
17 | 28 I Ctrl W Blue Light Grey | Normal
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As Text Attributes

Color/Graphics IBM
Value As Characters Monitor Adapter Monochrome
Display
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter
18 | 24 1 Ctrl X Blue Dark Grey | High Intensity
19 | 25 ! Ctrl'Y Blue Light Blue | High Intensity
Underline
1A | 26 i Ctrl Z Blue Light Green| High Intensity
1B | 27 Ctrl [, Blue Light Cyan | High Intensity
- Esc, Shift
Esc, Crtl
Esc
1C | 28 L Ctrl\ Blue Light Red High Intensity
iD| 29 Ctrl] Blue Light High Intensity
Magenta
1E | 30 A Ctrl 6 Blue Yellow High Intensity
1F | 31 v Ctrl — Blue White High Intensity
20 | 32 Blank Space Bar, Green Black Normal
Space Shift,
Space,
Ctrl Space,
Alt Space
21 33 ! ! Shift Green Blue Underline
22 | 34 ” ” Shift Green Green Normal
23 | 35 # # Shift Green Cyan Normal
24 | 36 $ $ Shift | Green Red Normal
25 | 37 % % Shift Green Magenta Normal
26 | 38 & & Shift Green Brown Normal
27 | 39 ’ ! Green Light Grey | Normal
28 | 40 ( ( Shift Green Dark Grey High Intensity
29 | 41 ) ) Shift Green Light Blue | High Intensity
Underline
2A | 42 * * Note 1| Green Light Green| High Intensity
2B | 43 + + Shift Green Light Cyan | High Intensity
2C | 44 y , Green Light Red [ High Intensity
2D | 45 - - Green Light High Intensity
Magenta
2E | 46 . Note 2| Green Yellow High Intensity
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As Text Attributes g
Color/Graphics IBM g
Value As Characters Monitor Adapter Monochrome o
Display =
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter ~
2F | 47 / / Green White High Intensity
30 | 48 0 0 Note 3| Cyan Black Normal
31 49 1 1 Note 3| Cyan Blue Underline
32 | 50 2 2 Note 3| Cyan Green Normal
33 | 51 3 3 Note 3| Cyan Cyan Normal
34 | 52 4 4 Note 3| Cyan Red Normal
35| 53 5 5 Note 3| Cyan Magenta Normal
36 | 54 6 6 Note 3| Cyan Brown Normal
37 | 55 7 7 Note 3| Cyan Light Grey | Normal
38 | 56 8 8 Note 3| Cyan Dark Grey High Intensity
39 | 57 9 9 Note 3| Cyan Light Blue | High Intensity
Underline
3A | 58 : : Shift Cyan Light Green| High Intensity
3B | 59 ; ; Cyan Light Cyan | High Intensity
3C | 60 < < Shift Cyan Light Red High Intensity
3D | 61 = = Cyan Light High Intensity
Magenta
3E | 62 > > Shift Cyan Yellow High Intensity
3F | 63 ? ? Shift Cyan White High Intensity
40 | 64 @ @ Shift Red Black Normal
41 65 A A Note 4| Red Blue Underline
42 | 66 B B Note 4| Red Green Normal
43 | 67 C C Note 4| Red Cyan Normal
44 | 68 D D Note 4| Red Red Normal
45 | 69 E E Note 4| Red Magenta Normal
46 | 70 F F Note 4| Red Brown Normal
47 | 71 G G Note 4| Red Light Grey | Normal
48 | 72 H H Note 4| Red Dark Grey High Intensity
49 | 73 | | Note 4| Red Light Blue | High Intensity
Underline
aA | 74 J J Note 4| Red Light Green| High Intensity
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As Text Attributes

Color/Graphics IBM
Value As Characters Monitor Adapter Monochrome
Display
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter
4B | 75 K K Note 4| Red Light Cyan | High Intensity
4C | 76 L L Note 4| Red Light Red High Intensity
aD | 77 M M Note 4| Red Light High Intensity
Magenta
4E | 78 N N Note 4| Red Yellow High Intensity
4F | 79 (0] O Note 4| Red White High Intensity
50 | 80 P P Note 4| Magenta Black Normal
51 | 81 Q Q Note 4| Magenta Blue Underline
52 | 82 R R Note 4| Magenta Green Normal
53 | 83 S S Note 4| Magenta Cyan Normal
54 | 84 T T Note 4| Magenta Red Normal
55 | 85 U U Note 4| Magenta Magenta Normal
56 | 86 \" Vv Note 4| Magenta Brown Normal
57 | 87 w w Note 4| Magenta Light Grey | Normal
58 | 88 X X Note 4| Magenta Dark Grey | High Intensity
59 | 89 Y Y Note 4| Magenta Light Blue | High Intensity
Underline
5A | 90 z z Note 4| Magenta Light Green| High Intensity
5B | 91 [ [ Magenta Light Cyan | High Intensity
5C | 92 \ \ Magenta Light Red High Intensity
5D | 93 ] | Magenta Light High Intensity
Magenta
5E | 94 A ~ Shift Magenta Yellow High Intensity
5F | 95 — — Shift Magenta White High Intensity
60 | 96 ! ¢ Brown Black Normal
61| 97 a a Note 5| Brown Bilue Underline
62 | 98 b b Note 5| Brown Green Normal
63 | 99 c c Note 5| Brown Cyan Normal
64 | 100 d d Note 5| Brown Red Normal
65 | 101 e e Note 5| Brown Magenta Normal
66 | 102 f f Note 5| Brown Brown Normal
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As Text Attributes ,.Un’
Color/Graphics IBM 2*
Value As Characters Monitor Adapter Monochrome o
Display =
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter ~
67 | 103 g g Note 5| Brown Light Grey | Normal
68 | 104 h h Note 5| Brown Dark Grey High Intensity
69 | 105 i i Note 5| Brown Light Blue | High Intensity
Underline
6A | 106 j j Note 5| Brown Light Green| High Intensity
6B | 107 k k Note 5| Brown Light Cyan | High Intensity
6C | 108 | | Note 5| Brown Light Red High Intensity
6D | 109 m m Note §| Brown Light High Intensity
Magenta
6E | 110 n n Note 5| Brown Yellow High Intensity
6F | 111 o} o Note 5| Brown White High Intensity
70 | 112 p p Note 5| Light Grey | Black Reverse Video
71 | 113 q q Note 5| Light Grey | Blue Underline
72 | 114 r r Note 5| Light Grey | Green Normal
73 | 1156 s s Note 5] Light Grey | Cyan Normal
74 1116 t t Note 5| Light Grey | Red Normal
75 | 117 u u Note 5| Light Grey | Magenta Normal
76 | 118 v v Note 5| Light Grey | Brown Normal
77 | 119 w w Note 5| Light Grey | Light Grey | Normal
78 | 120 X X Note 5| Light Grey | Dark Grey Reverse Video
79 | 121 y y Note 5| Light Grey | Light Blue | High Intensity
Underline
7A | 122 z z Note 5| Light Grey | Light Green| High Intensity
7B [ 123 { { Shift | Light Grey | Light Cyan | High Intensity
7C | 124 | | Shift | Light Grey | Light Red High Intensity
7D | 125 } } Shift Light Grey | Light High Intensity
Magenta
7TE | 126 ~ ~ Shift Light Grey | Yellow High Intensity
7F | 127 A Ctrl — Light Grey | White High Intensity
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As Text Attributes
Color/Graphics IBM

Value As Characters Monitor Adapter Monochrome
Hex | Dec | Symbol I Keystrokes | Modes | Background| Foreground :da;te‘:'

* * * * 80 to FF Hex are Flashing in both Color & IBM Monochrome * * * *
80 | 128 C Alt 128 Note 6| Black Black Non-Display
81 | 129 v} Alt 129 Note 6| Black Blue Underline
82 | 130 é Alt 130 Note 6| Black Green Normal
83 | 131 a Alt 131 Note 6| Black Cyan Normal
84 | 132 a Alt 132 Note 6| Black Red Normal
85 | 133 a Alt 133 Note 6| Black Magenta Normal
86 | 134 Y Alt 134 Note 6| Black Brown Normal
87 [ 135 o] Alt 135 Note 6| Black Light Grey | Normal
88 | 136 é Alt 138 Note 6| Black Dark Grey | Non-Display
89 | 137 -] Alt 137 Note 6| Black Light Blue | High Intensity

Underline
8A | 138 e Alt 138 Note 6| Black Light Green| High Intensity
8B | 139 ) Alt 139 Note 6 | Black Light Cyan | High Intensity
8C | 140 i Alt 140 Note 6| Black Light Red High Intensity
8D | 141 i Alt 141 Note 6| Black Light High Intensity
Magenta
8E | 142 A Alt 142 Note 6| Black Yellow High Intensity
8F | 143 A Alt 143 Note 6| Black White High Intensity
90 | 144 E Alt 144 | Note 6| Blue Black Normal
91 | 145 ® Alt 145 Note 6| Blue Blue Underline
92 | 146 A Alt 146 Note 6| Blue Green Normal
93 | 147 o) Alt 147 Note 6| Blue Cyan Normal
94 | 148 6 Alt 148 Note 6| Blue Red Normal
95 | 149 o) Alt 149 Note 6| Blue Magenta Normal
96 | 150 ] Alt 150 Note 6| Blue Brown Normal
97 | 1561 u Alt 151 Note 6| Blue Light Grey | Normal
98 | 152 y Alt 152 Note 6| Blue Dark Grey High Intensity
99 | 153 o} Alt 153 | Note 6| Blue Light Blue | High Intensity
Underline
9A | 154 U Alt 154 Note 6| Blue Light Green| High Intensity
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As Text Attributes g_l’
Color/Graphics IBM g
Value As Characters Monitor Adapter Monochrome (=}
Display =
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter ~
9B | 155 ¢ Alt 155 Note 6| Blue Light Cyan | High Intensity
9C | 156 £ Alt 156 Note 6| Blue Light Red High Intensity
9D | 157 ¥ Alt 157 Note 6| Blue Light High Intensity
Magenta
9E | 158 Pt Alt 158 Note 6| Blue Yellow High Intensity
9F | 159 f Alt 159 Note 6| Blue White High Intensity
A0 | 160 a Alt 160 Note 6| Green Black Normal
A1 | 161 i Alt 161 Note 6| Green Blue Underline
A2 | 162 6 Alt 162 Note 6 | Green Green Normal
A3 | 163 a Alt 163 Note 6| Green Cyan Normal
A4 | 164 fi Alt 164 Note 6 | Green Red Normal
A5 | 165 N Alt 165 Note 6| Green Magenta Normal
A6 | 166 a Alt 166 Note 6| Green Brown Normal
A7 | 167 o Alt 167 Note 6| Green Light Grey | Normal
A8 | 168 é Alt 168 Note 6| Green Dark Grey | High Intensity
A9 | 169 — Alt 169 Note 6| Green Light Blue | High Intensity
Underline
AA | 170 — Alt 170 Note 6| Green Light Green| High Intensity
AB | 171 Ya Alt 171 Note 6| Green Light Cyan | High Intensity
AC | 172 Ya Alt 172 Note 6| Green Light Red High Intensity
AD | 173 i Alt 173 Note 6| Green Light High Intensity
Magenta
AE | 174 << Alt 174 Note 6| Green Yellow High Intensity
AF | 175 >> Alt 175 Note 6| Green White High Intensity
Bo [176] i Alt176 [ Note 6| Cyan Black Normal
B1 | 177 g Alt 177 Note 6| Cyan Blue Underline
B2 | 178 ‘ Alt 178 Note 6| Cyan Green Normal
B3 | 179 Alt 179 Note 6 | Cyan Cyan Normal
B4 | 180 | Alt 180 Note 6 | Cyan Red Normal
B5 | 181 Alt 181 Note 6| Cyan Magenta Normal
B6 [ 182 || Alt182 | Note 6| Cyan Brown Normal
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As Text Attributes

Color/Graphics IBM
Value As Characters Monitor Adapter Monochrome
Display
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter
B7 | 183 — Alt 183 Note 6| Cyan Light Grey | Normal
B8 | 184 —— Alt 184 Note 6| Cyan Dark Grey | High Intensity
B9 | 185 Alt 185 Note 6| Cyan Light Blue | High Intensity
] Underline
BA | 186 Alt 186 Note 6| Cyan Light Green| High Intensity
BB | 187 Alt 187 Note 6| Cyan Light Cyan | High Intensity
BC | 188 Alt 188 Note 6| Cyan Light Red High Intensity
BD | 189 | I Alt 189 Note 6| Cyan Light High Intensity
Magenta
BE | 190 :, Alt 190 Note 6| Cyan Yellow High Intensity
BF | 191 — Alt 191 Note 6| Cyan White High Intensity
CO | 192 L1 A 192 Note 6| Red Black Normal
C1|193 | Alt 193 Note 6| Red Blue Underline
C2 | 194 Alt 194 Note 6| Red Green Normal
C3 | 195 Alt 195 Note 6| Red Cyan Normal
C4 | 196 Alt 196 Note 6| Red Red Normal
C5 | 197 Alt 197 Note 6| Red Magenta Normal
C6 | 198 Alt 198 Note 6| Red Brown Normal
C7 | 199 1 AIt199 Note 6| Red Light Grey | Normal
C8 | 200 — At 200 Note 6| Red Dark Grey High Intensity
C9 | 201 Alt 201 Note 6| Red Light Blue | High Intensity
I ‘ Underline
cA | 202 = — Ait202 Note 6| Red Light Green| High Intensity
CB | 203 |— Alt 203 Note 6| Red Light Cyan | High Intensity
CC | 204 | — Alt 204 Note 6| Red Light Red High Intensity
CD | 205 Alt 205 Note 6| Red Light High Intensity
Magenta
ce|206 = Y— At206 |[Notes|Red Yellow High Intensity
— —
CF | 207 1 Alt 207 Note 6| Red White High Intensity
po | 208 | LI Alt208 | Note 6| Magenta | Black Normal
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As Text Attributes
Color/Graphics IBM
Value As Characters Monitor Adapter Monochrome
Display
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter
D1 | 209 " Alt 209 Note 6 | Magenta Blue Underline
D2 | 210 u Alt 210 Note 6 | Magenta Green Normal
D3 | 211 [ - Alt 211 Note 6 | Magenta Cyan Normal
D4 |212| BE=—] Art212 [Note6|Magenta |Red Normal
D5 | 213 |: Alt 213 Note 6| Magenta Magenta Normal
D6 | 214 Alt 214 Note 6 Magenta Brown Normal
D7 | 215 Alt 215 Note 6 | Magenta Light Grey | Normal
D8 | 216 Alt 216 Note 6| Magenta Dark Grey High Intensity
D9 | 217 Alt 217 Note 6 | Magenta Light Blue | High Intensity
[~ Underline
DA | 218 Alt 218 Note 6| Magenta Light Green| High Intensity
DB | 219 Alt 219 Note 6 | Magenta Light Cyan | High Intensity
DC | 220 Alt 220 Note 6| Magenta Light Red High Intensity
DD | 221 Alt 221 Note 6| Magenta Light High Intensity
Magenta
DE | 222 Alt 222 Note 6| Magenta Yellow High Intensity
DF | 223 Alt 223 Note 6| Magenta White High Intensity
EO | 224 a Alt 224 Note 6| Brown Black Normal
E1 | 225 Alt 225 Note 6| Brown Blue Underline
E2 | 226 Alt 226 Note 6| Brown Green Normal
E3 | 227 T Alt 227 Note 6| Brown Cyan Normal
E4 | 228 z Alt 228 Note 6| Brown Red Normal
E5 | 229 o Alt 229 Note 6| Brown Magenta Normal
E6 | 230 I Alt 230 Note 6| Brown Brown Normal
E7 | 231 T Alt 231 Note 6| Brown Light Grey | Normal
E8 | 232 [¢] Alt 232 Note 6| Brown Dark Grey High Intensity
E9 | 233 4 Alt 233 Note 6| Brown Light Blue | High Intensity
Underline
EA | 234 Q Alt 234 Note 6| Brown Light Green| High Intensity
EB | 235 6 Alt 235 Note 6| Brown Light Cyan | High Intensity
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As Text Attributes

Color/Graphics IBM
Value As Characters Monitor Adapter Monochrome
Display
Hex | Dec | Symbol | Keystrokes | Modes | Background| Foreground Adapter
EC | 236 L] Alt 236 Note 6| Brown Light Red High Intensity
ED | 237 ) Alt 237 Note 6 Brown Light High Intensity
Magenta
EE | 238 € Alt 238 Note 6| Brown Yellow High Intensity
EF | 239 N Alt 239 Note 6| Brown White High Intensity
FO | 240 = Alt 240 Note 6 Light Grey | Black Reverse Video
F1 | 241 * Alt 241 Note 6| Light Grey | Blue Underline
F2 | 242 > Alt 242 Note 6| Light Grey | Green Normal
F3 | 243 < Alt 243 Note 6| Light Grey | Cyan Normal
F4 | 244 I’\ Alt 244 Note 6| Light Grey | Red Normal
F5 | 245 J Alt 245 Note 6| Light Grey | Magenta Normal
F6 | 246 Alt 246 Note 6| Light Grey | Brown Normal
F7 | 247 ~ Alt 247 Note 6| Light Grey | Light Grey | Normal
F8 | 248 O Alt 248 Note 6| Light Grey | Dark Grey | Reverse Video
F9 | 249 [ ] Alt 249 Note 6| Light Grey | Light Blue | High Intensity
Underline
FA | 250 o Alt 250 Note 6| Light Grey | Light Green| High Intensity
FB | 251 Jg Alt 251 Note 6| Light Grey | Light Cyan | High Intensity
FC | 252 n Alt 252 Note 6| Light Grey | Light Red High Intensity
FD | 253 2 Alt 253 Note 6| Light Grey | Light High Intensity
Magenta
FE | 254 ] Alt 254 Note 6| Light Grey | Yellow High Intensity
FF | 255 | BLANK Alt 255 Note 6] Light Grey | White High Intensity
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Notes:
1.

Asterisk (*) can be typed using two methods: press the
(PrtSc/*) key or, in the shift mode, press the 8 key.

(%]
m
[x]
=
(=)
=
~

Period (.) can be typed using two methods: press the . key
or, in the shift or Num Lock mode, press the Del key.

Numeric characters 0-9 can be typed using two methods:
press the numeric keys on the top row of the keyboard or, in
the shift or Num Lock mode, press the numeric keys in the
keypad portion of the keyboard.

Uppercase alphabetic characters (A-Z) can be typed in two
modes: the shift mode or the Caps Lock mode.

Lowercase alphabetic characters (a-z) can be typed in two
modes: in the normal mode or in Caps Lock and shift mode
combined.

The three digits after the Alt key must be typed from the
numeric keypad. Character codes 001-255 may be entered in
this fashion (with Caps Lock activated, character codes
97-122 will display uppercase).
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Glossary

This glossary includes terms and definitions from the /BM

Vocabulary for Data Processing, Telecommunications, and Office
Systems, GC20-1699.
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u. Prefix micro; 0.000 001.

us. Microsecond; 0.000 001 second.
A. Ampere.
ac. Alternating current.

accumulator. A register in which the result of an operation is
formed.

active high. Designates a signal that has to go high to produce an
effect. Synonymous with positive true.

active low. Designates a signal that has to go low to produce an
effect. Synonymous with negative true.

adapter. An auxiliary device or unit used to extend the operation
of another system.

address bus. One or more conductors used to carry the
binary-coded address from the processor throughout the rest of
the system.

algorithm. A finite set of well-defined rules for the solution of a
problem in a finite number of steps.

all points addressable (APA). A mode in which all points of a
displayable image can be controlled by the user.

alphameric. Synonym for alphanumeric.
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alphanumeric (A/N). Pertaining to a character set that contains
letters, digits, and usually other characters, such as punctuation
marks. Synonymous with alphameric.

alternating current (ac). A current that periodically reverses its
direction of flow.

American National Standard Code for Information Interchange
(ASCII). The standard code, using a coded character set
consisting of 7-bit coded characters (8 bits including parity
check), used for information exchange between data processing
systems, data communication systems, and associated equipment.
The ASCII set consists of control characters and graphic
characters.

ampere (A). The basic unit of electric current.

A/N. Alphanumeric

analog. (1) Pertaining to data in the form of continuously
variable physical quantities. (2) Contrast with digital.

AND. A logic operator having the property that if P is a
statement, Q is a statement, R is a statement,..., then the AND of

P, Q, R,...is true if all statements are true, false if any statement is
false.

AND gate. A logic gate in which the output is 1 only if all inputs
are 1.

AND operation. The boolean operation whose result has the
boolean value 1, if and only if, each operand has the boolean
value 1. Synonymous with conjunction.

APA. All points addressable.

ASCII. American National Standard Code for Information
Interchange.

assemble. To translate a program expressed in an assembler
language into a computer language.

assembler. A computer program used to assemble.
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assembler language. A computer-oriented language whose
instructions are usually in one-to-one correspondence with
computer instructions.

asynchronous transmission. (1) Transmission in which the time
of occurrence of the start of each character, or block of
characters, is arbitrary; once started, the time of occurrence of
each signal representing a bit within a character, or block, has the
same relationship to significant instants of a fixed time frame.

(2) Transmission in which each information character is
individually transmitted (usually timed by the use of start
elements and stop elements).
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audio frequencies. Frequencies that can be heard by the human
ear (approximately 15 hertz to 20,000 hertz).

auxiliary storage. (1) A storage device that is not main storage.
(2) Data storage other than main storage; for example, storage
on magnetic disk. (3) Contrast with main storage.

BASIC. Beginner’s all-purpose symbolic instruction code.

basic input/output system (BIOS). The feature of the IBM
Personal Computer that provides the level control of the major
I/0 devices, and relieves the programmer from concern about
hardware device characteristics.

baud. (1) A unit of signaling speed equal to the number of
discrete conditions or signal events per second. For example, one
baud equals one bit per second in a train of binary signals,
one-half dot cycle per second in Morse code, and one 3-bit value
per second in a train of signals each of which can assume one of
eight different states. (2) In asynchronous transmission, the unit
of modulation rate corresponding to one unit of interval per
second; that is, if the duration of the unit interval is 20
milliseconds, the modulation rate is 50 baud.

BCC. Block-check character.
beginner’s all-purpose symbolic instruction code (BASIC). A

programming language with a small repertoire of commands and a
simple syntax, primarily designed for numeric applications.
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binary. (1) Pertaining to a selection, choice, or condition that
has two possible values or states. (2) Pertaining to a fixed radix
numeration system having a radix of 2.

binary digit. (1) In binary notation, either of the characters O or
1. (2) Synonymous with bit.

binary notation. Any notation that uses two different characters,
usually the binary digits O and 1.

binary synchronous communications (BSC). A uniform procedure,
using a standardized set of control characters and control
character sequences for synchronous transmission of
binary—coded data between stations.

BIOS. Basic input/output system.
bit. Synonym for binary digit

bits per second (bps). A unit of measurement representing the
number of discrete binary digits transmitted by a device in one
second.

block. (1) A string of records, a string of words, or a character
string formed for technical or logic reasons to be treated as an
entity. (2) A set of things, such as words, characters, or digits,
treated as a unit.

block-check character (BCC). In cyclic redundancy checking, a
character that is transmitted by the sender after each message
block and is compared with a block-check character computed by
the receiver to determine if the transmission was successful.

boolean operation. (1) Any operation in which each of the
operands and the result take one of two values. (2) An operation
that follows the rules of boolean algebra.

bootstrap. A technique or device designed to bring itself into a
desired state by means of its own action; for example, a machine
routine whose first few instructions are sufficient to bring the rest
of itself into the computer from an input device.

bps. Bits per second.
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BSC. Binary synchronous communications.

buffer. (1) An area of storage that is temporarily reserved for
use in performing an input/output operation, into which data is
read or from which data is written. Synonymous with I/O area.
(2) A portion of storage for temporarily holding input or output
data.

bus. One or more conductors used for transmitting signals or
power.

byte. (1) A sequence of eight adjacent binary digits that are
operated upon as a unit. (2) A binary character operated upon
as a unit. (3) The representation of a character.

C. Celsius.

capacitor. An electronic circuit component that stores an electric
charge.

Cartesian coordinates. A system of coordinates for locating a
point on a plane by its distance from each of two intersecting
lines, or in space by its distance from each of three mutually
perpendicular planes.

CAS. Column address strobe.

cathode ray tube (CRT). A vacuum tube in which a stream of
electrons is projected onto a fluorescent screen producing a
luminous spot. The location of the spot can be controlled.

cathode ray tube display (CRT display). (1) A CRT used for
displaying data. For example, the electron beam can be controlled
to form alphanumeric data by use of a dot matrix.

(2) Synonymous with monitor.

CCITT. International Telegraph and Telephone Consultative
Committee.

Celsius (C). A temperature scale. Contrast with Fahrenheit (F).

central processing unit (CPU). Term for processing unit.
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channel. A path along which signals can be sent; for example,
data channel, output channel.

character generator. (1) In computer graphics, a functional unit
that converts the coded representation of a graphic character into
the shape of the character for display. (2) In word processing,
the means within equipment for generating visual characters or
symbols from coded data.

character set. (1) A finite set of different characters upon which
agreement has been reached and that is considered complete for
some purpose. (2) A set of unique representations called
characters. (3) A defined collection of characters.

characters per second (cps). A standard unit of measurement for
the speed at which a printer prints.

check key. A group of characters, derived from and appended to
a data item, that can be used to detect errors in the data item
during processing.

clipping. In computer graphics, removing parts of a display image
that lie outside a window.

closed circuit. A continuous unbroken circuit; that is, one in
which current can flow. Contrast with open circuit.

CMOS. Complementary metal oxide semiconductor.

code. (1) A set of unambiguous rules specifying the manner in
which data may be represented in a discrete form. Synonymous
with coding scheme. (2) A set of items, such as abbreviations,
representing the members of another set. (3) To represent data
or a computer program in a symbolic form that can be accepted
by a data processor. (4) Loosely, one or more computer
programs, or part of a computer program.

coding scheme. Synonym for code.
collector. An element in a transistor toward which current flows.

color cone. An arrangement of the visible colors on the surface
of a double-ended cone where lightness varies along the axis of
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the cone, and hue varies around the circumference. Lightness
includes both the intensity and saturation of color.

column address strobe (CAS). A signal that latches the column
addresses in a memory chip.

compile. (1) To translate a computer program expressed in a
problem-oriented language into a computer-oriented language.
(2) To prepare a machine-language program from a computer
program written in another programming language by making use
of the overall logic structure of the program, or generating more
than one computer instruction for each symbolic statement, or
both, as well as performing the function of an assembler.
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complement. A number that can be derived from a specified
number by subtracting it from a second specified number.

complementary metal oxide semiconductor (CMOS). A logic
circuit family that uses very little power. It works with a wide
range of power supply voltages.

computer. A functional unit that can perform substantial
computation, including numerous arithmetic operations or logic
operations, without human intervention during a run.

computer instruction code. A code used to represent the
instructions in an instruction set. Synonymous with machine
code.

computer program. A sequence of instructions suitable for
processing by a computer.

computer word. A word stored in one computer location and
capable of being treated as a unit.

configuration. (1) The arrangement of a computer system or
network as defined by the nature, number, and the chief
characteristics of its functional units. More specifically, the term
configuration may refer to a hardware configuration or a software
configuration. (2) The devices and programs that make up a
system, subsystem, or network.

conjunction. Synonym for AND operation.
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contiguous. Touching or joining at the edge or boundary;
adjacent.

control character. A character whose occurrence in a particular
context initiates, modifies, or stops a control operation.

control operation. An action that affects the recording,
processing, transmission, or interpretation of data; for example,
starting or stopping a process, carriage return, font change,
rewind, and end of transmission.

control storage. A portion of storage that contains microcode.

coordinate space. In computer graphics, a system of Cartesian
coordinates in which an object is defined.

cps. Characters per second.

CPU. Central processing unit.

CRC. Cyclic redundancy check.

CRT. Cathode ray tube.

CRT display. Cathode ray tube display.

CTS. Clear to send. Associated with modem control.

cursor. (1) In computer graphics, a movable marker that is used
to indicate position on a display. (2) A displayed symbol that
acts as a marker to help the user locate a point in text, in a system
command, or in storage. (3) A movable spot of light on the
screen of a display device, usually indicating where the next
character is to be entered, replaced, or deleted.

cyclic redundancy check (CRC). (1) A redundancy check in
which the check key is generated by a cyclic algorithm. (2) A
system of error checking performed at both the sending and
receiving station after a block-check character has been
accumulated.

cylinder. (1) The set of all tracks with the same nominal
distance from the axis about which the disk rotates. (2) The
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tracks of a disk storage device that can be accessed without
repositioning the access mechanism.

daisy-chained cable. A type of cable that has two or more
connectors attached in series.

data. (1) A representation of facts, concepts, or instructions in a
formalized manner suitable for communication, interpretation, or
processing by human or automatic means. (2) Any
representations, such as characters or analog quantities, to which
meaning is, or might be assigned.
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data base. A collection of data that can be immediately accessed
and operated upon by a data processing system for a specific
purpose.

data processing system. A system that performs input, processing,
storage, output, and control functions to accomplish a sequence
of operations on data.

data transmission. Synonym for transmission.

dB. Decibel.

dBa. Adjusted decibels.

dc. Direct current.

debounce. (1) An electronic means of overcoming the
make/break bounce of switches to obtain one smooth change of
signal level. (2) The elimination of undesired signal variations

caused by mechanically generated signals from contacts.

decibel. (1) A unit that expresses the ratio of two power levels
on a logarithmic scale. (2) A unit for measuring relative power.

decoupling capacitor. A capacitor that provides a low impedance
path to ground to prevent common coupling between circuits.

Deutsche Industrie Norm (DIN). (1) German Industrial Norm.
(2) The committee that sets German dimension standards.

digit. (1) A graphic character that represents an integer; for
example, one of the characters 0 t0 9. (2) A symbol that
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represents one of the non-negative integers smaller than the radix.
For example, in decimal notation, a digit is one of the characters 0
to 9.

digital. (1) Pertaining to data in the form of digits.
(2) Contrast with analog.

DIN. Deutsche Industrie Norm.

DIN connector. One of the connectors specified by the DIN
committee.

DIP. Dual in-line package.

DIP switch. One of a set of small switches mounted in a dual
in-line package.

direct current (dc). A current that always flows in one direction.

direct memory access (DMA). A method of transferring data
between main storage and I/0 devices that does not require
processor intervention.

disable. To stop the operation of a circuit or device.

disabled. Pertaining to a state of a processing unit that prevents
the occurrence of certain types of interruptions. Synonymous with
masked.

disk. Loosely, a magnetic disk.

diskette. A thin, flexible magnetic disk and a semirigid protective
jacket, in which the disk is permanently enclosed. Synonymous
with flexible disk.

diskette drive. A device for storing data on and retrieving data
from a diskette.

display. (1) A visual presentation of data. (2) A device for
visual presentation of information on any temporary character
imaging device. (3) To present data visually. (4) See cathode
ray tube display.
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display attribute. In computer graphics, a particular property that
is assigned to all or part of a display; for example, low intensity,
green color, blinking status.

display element. In computer graphics, a basic graphic element
that can be used to construct a display image; for example, a dot,
a line segment, a character.

display group. In computer graphics, a collection of display
elements that can be manipulated as a unit and that can be further
combined to form larger groups.
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display image. In computer graphics, a collection of display
elements or display groups that are represented together at any
one time in a display space.

display space. In computer graphics, that portion of a display
surface available for a display image. The display space may be
all or part of a display surface.

display surface. In computer graphics, that medium on which
display images may appear; for example, the entire screen of a
cathode ray tube.

DMA. Direct memory access.

dot matrix. (1) In computer graphics, a two-dimensional pattern
of dots used for constructing a display image. This type of matrix
can be used to represent characters by dots. (2) In word
processing, a pattern of dots used to form characters. This term
normally refers to a small section of a set of addressable points;
for example, a representation of characters by dots.

dot printer. Synonym for matrix printer.

dot-matrix character generator. In computer graphics, a character
generator that generates character images composed of dots.

drawing primitive. A group of commands that draw defined
geometric shapes.

DSR. Data set ready. Associated with modem control.
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DTR. In the IBM Personal Computer, data terminal ready.
Associated with modem control.

dual in-line package (DIP). A widely used container for an
integrated circuit. DIPs have pins in two parallel rows. The pins
are spaced 1/10 inch apart. See also DIP switch.

duplex. (1) In data communication, pertaining to a simultaneous
two-way independent transmission in both directions.
(2) Contrast with half-duplex.

duty cycle. In the operation of a device, the ratio of on time to
idle time. Duty cycle is expressed as a decimal or percentage.

dynamic memory. RAM using transistors and capacitors as the
memory elements. This memory requires a refresh (recharge)
cycle every few milliseconds. Contrast with static memory.
EBCDIC. Extended binary-coded decimal interchange code.
ECC. Error checking and correction.

edge connector. A terminal block with a number of contacts
attached to the edge of a printed-circuit board to facilitate
plugging into a foundation circuit.

EIA. Electronic Industries Association.

electromagnet. Any device that exhibits magnetism only while an
electric current flows through it.

enable. To initiate the operation of a circuit or device.

end of block (EOB). A code that marks the end of a block of
data.

end of file (EOF). An internal label, immediately following the
last record of a file, signaling the end of that file. It may include
control totals for comparison with counts accumulated during
processing.

end-of-text (ETX). A transmission control character used to
terminate text.
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end-of -transmission (EOT). A transmission control character
used to indicate the conclusion of a transmission, which may have
included one or more texts and any associated message headings.

end-of -transmission-block (ETB). A transmission control
character used to indicate the end of a transmission block of data
when data is divided into such blocks for transmission purposes.
EOB. End of block.

EOF. End of file.

EOT. End-of-transmission.

EPROM. Erasable programmable read-only memory.

erasable programmable read-only memory (EPROM). A PROM

in which the user can erase old information and enter new
information.

error checking and correction (ECC). The detection and
correction of all single-bit errors, plus the detection of double-bit
and some multiple-bit errors.

ESC. The escape character.

escape character (ESC). A code extension character used, in
some cases, with one or more succeeding characters to indicate by
some convention or agreement that the coded representations
following the character or the group of characters are to be
interpreted according to a different code or according to a
different coded character set.

ETB. End-of-transmjssion-block.

ETX. End-of-text.

extended binary~coded decimal interchange code (EBCDIC). A
set of 256 characters, each represented by eight bits.

F. Fahrenheit.

Fahrenheit (F). A temperature scale. Contrast with Celsius (C).
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falling edge. Synonym for negative-going edge.
FCC. Federal Communications Commission.
fetch. To locate and load a quantity of data from storage.

FF. The form feed character.

field. (1) In arecord, a specified area used for a particular
category of data. (2) In a data base, the smallest unit of data
that can be referred to.

field-programmable logic sequencer (FPLS). An integrated circuit
containing a programmable, read-only memory that responds to
external inputs and feedback of its own outputs.

FIFO (first-in-first out). A queuing technique in which the next
item to be retrieved is the item that has been in the queue for the
longest time.

fixed disk drive. In the IBM Personal Computer, a unit consisting
of nonremovable magnetic disks, and a device for storing data on
and retrieving data from the disks. N

flag. (1) Any of various types of indicators used for
identification. (2) A character that signals the occurrence of
some condition, such as the end of a word. (3) Deprecated term
for mark.

flexible disk. Synonym for diskette.

flip-flop. A circuit or device containing active elements, capable
of assuming either one of two stable states at a given time.

font. A family or assortment of characters of a given size and
style; for example, 10 point Press Roman medium.

foreground. (1) In multiprogramming, the environment in which
high-priority programs are executed. (2) On a color display A~
screen, the characters as opposed to the background.

form feed. (1) Paper movement used to bring an assigned part
of a form to the printing position. (2) In word processing, a
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function that advances the typing position to the same character
position on a predetermined line of the next form or page.

form feed character. A control character that causes the print or
display position to move to the next predetermined first line on
the next form, the next page, or the equivalent.

format. The arrangement or layout of data on a data medium.
FPLS. Field-programmable logic sequencer.

frame. (1) In SDLC, the vehicle for every command, every
response, and all information that is transmitted using SDLC
procedures. Each frame begins and ends with a flag. (2) In data
transmission, the sequence of contiguous bits bracketed by and
including beginning and ending flag sequences.
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g. Gram.

G. (1) Prefix giga; 1,000,000,000. (2) When referring to
computer storage capacity, 1,073,741,824. (1,073,741,824 = 2 to
the 30th power.)

gate. (1) A combinational logic circuit having one output
channel and one or more input channels, such that the output
channel state is completely determined by the input channel
states. (2) A signal that enables the passage of other signals
through a circuit.

Gb. 1,073,741,824 bytes.

general-purpose register. A register, usually explicitly addressable
within a set of registers, that can be used for different purposes;
for example, as an accumulator, as an index register, or as a
special handler of data.

giga (G). Prefix 1,000,000,000.

gram (g). A unit of weight (equivalent to 0.035 ounces).

graphic. A symbol produced by a process such as handwriting,
drawing, or printing.

Glossary-15



graphic character. A character, other than a control character,
that is normally represented by a graphic.

half-duplex. (1) In data communication, pertaining to an
alternate, one way at a time, independent transmission.
(2) Contrast with duplex.

hardware. (1) Physical equipment used in data processing, as
opposed to programs, procedures, rules, and associated
documentation. (2) Contrast with software.

head. A device that reads, writes, or erases data on a storage
medium; for example, a small electromagnet used to read, write,
or erase data on a magnetic disk.

hertz (Hz). A unit of frequency equal to one cycle per second.

hex. Common abbreviation for hexadecimal. Also, hexidecimal
can be noted as X' .

hexadecimal. (1) Pertaining to a selection, choice, or condition
that has 16 possible different values or states. These values or
states are usually symbolized by the ten digits O through 9 and the
six letters A through F. (2) Pertaining to a fixed radix
numeration system having a radix of 16.

high impedance state. A state in which the output of a device is
effectively isolated from the circuit.

highlighting. In computer graphics, emphasizing a given display
group by changing its attributes relative to other display groups in
the same display field.

high-order position. The leftmost position in a string of
characters. See also most-significant digit.

hither plane. In computer graphics, a plane that is perpendicular
to the line joining the viewing reference point and the view point
and that lies between these two points. Any part of an object
between the hither plane and the view point is not seen. See also
yon plane.
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housekeeping. Operations or routines that do not contribute
directly to the solution of the problem but do contribute directly
to the operation of the computer.

Hz. Hertz

image. A fully processed unit of operational data that is ready to
be transmitted to a remote unit; when loaded into control storage
in the remote unit, the image determines the operations of the
unit.

immediate instruction. An instruction that contains within itself
an operand for the operation specified, rather than an address of
the operand.
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index register. A register whose contents may be used to modify
an operand address during the execution of computer instructions.

indicator. (1) A device that may be set into a prescribed state,
usually according to the result of a previous process or on the
occurrence of a specified condition in the equipment, and that
usually gives a visual or other indication of the existence of the
prescribed state, and that may in some cases be used to determine
the selection among alternative processes; for example, an
overflow indicator. (2) An item of data that may be interrogated
to determine whether a particular condition has been satisfied in
the execution of a computer program; for example, a switch
indicator, an overflow indicator.

inhibited. (1) Pertaining to a state of a processing unit in which
certain types of interruptions are not allowed to occur.

(2) Pertaining to the state in which a transmission control unit or
an audio response unit cannot accept incoming calls on a line.

initialize. To set counters, switches, addresses, or contents of
storage to 0 or other starting values at the beginning of, or at
prescribed points in, the operation of a computer routine.

input/output (I/0). (1) Pertaining to a device or to a channel
that may be involved in an input process, and, at a different time,
in an output process. In the English language, "'input/output"
may be used in place of such terms as "input/output data,"
"input/output signal," and "input/output terminals," when such
usage is clear in a given context. (2) Pertaining to a device
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whose parts can be performing an input process and an output
process at the same time. (3) Pertaining to either input or
output, or both.

instruction. In a programming language, a meaningful expression
that specifies one operation and identifies its operands, if any.

instruction set. The set of instructions of a computer, of a
programming language, or of the programming languages in a
programming system.

intensity. In computer graphics, the amount of light emitted at a
display point

interface. A device that alters or converts actual electrical signals
between distinct devices, programs, or systems.

interleave. To arrange parts of one sequence of things or events
so that they alternate with parts of one or more other sequences
of the same nature and so that each sequence retains its identity.

interrupt. (1) A suspension of a process, such as the execution
of a computer program, caused by an event external to that
process, and performed in such a way that the process can be
resumed. (2) In a data transmission, to take an action at a
receiving station that causes the transmitting station to terminate
a transmission. (3) Synonymous with interruption.

I/0. Input/output.

I/0 area. Synonym for buffer.

irrecoverable error. An error that makes recovery impossible
without the use of recovery techniques external to the computer

program Or run.

joystick. In computer graphics, a lever that can pivot in all
directions and that is used as a locator device.

k. Prefix kilo; 1000.

K. When referring to storage capacity, 1024. (1024 = 2 to the
10th power.)
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KB. 1024 bytes.

key lock. A device that deactivates the keyboard and locks the
cover on for security.

kg. Kilogram; 1000 grams.
kHz. Kilohertz; 1000 hertz.
kilo (k). Prefix 1000

kilogram (kg). 1000 grams.
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kilohertz (kHz). 1000 hertz

latch. (1) A simple logic-circuit storage element. (2) A
feedback loop in sequential digital circuits used to maintain a
state.

least-significant digit. The rightmost digit. See also low-order
position.

LED. Light-emitting diode.

light-emitting diode (LED). A semiconductor device that gives
off visible or infrared light when activated.

load. In programming, to enter data into storage or working
registers.

look-up table (LUT). (1) A technique for mapping one set of
values into a larger set of values. (2) In computer graphics, a
table that assigns a color value (red, green, blue intensities) to a
color index.

low power Schottky TTL. A version (LS series) of TTL giving a
good compromise between low power and high speed. See also
transistor-transistor logic and Schottky TTL.

low-order position. The rightmost position in a string of
characters. See also least-significant digit.

luminance. The luminous intensity per unit projected area of a
given surface viewed from a given direction.
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LUT. Look-up table.
m. (1) Prefix milli; 0.001. (2) Meter.

M. (1) Prefix mega; 1,000,000. (2) When referring to
computer storage capacity, 1,048,576. (1,048,576 = 2 to the
20th power.)

mA. Milliampere; 0.001 ampere.

machine code. The machine language used for entering text and
program instructions onto the recording medium or into storage
and which is subsequently used for processing and printout.

machine language. (1) A language that is used directly by a
machine. (2) Deprecated term for computer instruction code.

magnetic disk. (1) A flat circular plate with a magnetizable
surface layer on which data can be stored by magnetic recording.
(2) See also diskette.

main storage. (1) Program-addressable storage from which
instructions and other data can be loaded directly into registers
for subsequent execution or processing. (2) Contrast with
auxiliary storage.

mark. A symbol or symbols that indicate the beginning or the
end of a field, of a word, of an item of data, or of a set of data
such as a file, a record, or a block.

mask. (1) A pattern of characters that is used to control the
retention or elimination of portions of another pattern of
characters. (2) To use a pattern of characters to control the
retention or elimination of portions of another pattern of
characters.

masked. Synonym for disabled.

matrix. (1) A rectangular array of elements, arranged in rows
and columns, that may be manipulated according to the rules of
matrix algebra. (2) In computers, a logic network in the form of
an array of input leads and output leads with logic elements
connected at some of their intersections.
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matrix printer. A printer in which each character is represented
by a pattern of dots; for example, a stylus printer, a wire printer.
Synonymous with dot printer.

MB. 1,048,576 bytes.

mega (M). Prefix 1,000,000.

megahertz (MHz). 1,000,000 hertz.

memory. Term for main storage.
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meter (m). A unit of length (equivalent to 39.37 inches).

MFM. Modified frequency modulation.

MHz. Megahertz; 1,000,000 hertz.

micro (u). Prefix 0.000,001.

microcode. (1) One or more microinstructions. (2) A code,
representing the instructions of an instruction set, implemented in

a part of storage that is not program-addressable.

microinstruction. (1) An instruction of microcode. (2) A basic
or elementary machine instruction.

microprocessor. An integrated circuit that accepts coded
instructions for execution; the instructions may be entered,
integrated, or stored internally.

microsecond (us). 0.000,001 second.

milli (m). Prefix 0.001.

milliampere (mA). 0.001 ampere.

millisecond (ms). 0.001 second.

mnemonic. A symbol chosen to assist the human memory; for
example, an abbreviation such as ""'mpy" for ''multiply."
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mode. (1) A method of operation; for example, the binary
mode, the interpretive mode, the alphanumeric mode. (2) The
most frequent value in the statistical sense.

modeling transformation. Operations on the coordinates of an
object (usually matrix multiplications) that cause the object to be
rotated about any axis, translated (moved without rotating),
and/or scaled (changed in size along any or all dimensions). See
also viewing transformation.

modem (modulator-demodulator). A device that converts serial
(bit by bit) digital signals from a business machine (or data
communication equipment) to analog signals that are suitable for
transmission in a telephone network. The inverse function is also
performed by the modem on reception of analog signals.

modified frequency modulation (MFM). The process of varying
the amplitude and frequency of the *write’ signal. MFM pertains
to the number of bytes of storage that can be stored on the
recording media. The number of bytes is twice the number
contained in the same unit area of recording media at single
density.

modulation. The process by which some characteristic of one
wave (usually high frequency) is varied in accordance with
another wave or signal (usually low frequency). This technique is
used in modems to make business-machine signals compatible
with communication facilities.

modulation rate. The reciprocal of the measure of the shortest
nominal time interval between successive significant instants of
the modulated signal. If this measure is expressed in seconds, the
modulation rate is expressed in baud.

module. (1) A program unit that is discrete and identifiable with
respect to compiling, combining with other units, and loading.

(2) A packaged functional hardware unit designed for use with
other components.

modulo check. A calculation performed on values entered into a
system. This calculation is designed to detect errors.

modulo-N check. A check in which an operand is divided by a
number N (the modulus) to generate a remainder (check digit)
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that is retained with the operand. For example, in a modulo-7
check, the remainder will be 0, 1, 2, 3, 4, 5, or 6. The operand is
later checked by again dividing it by the modulus; if the
remainder is not equal to the check digit, an error is indicated.

modulus. In a modulo-N check, the number by which the
operand is divided.

monitor. Synonym for cathode ray tube display (CRT display).

most-significant digit. The leftmost (non-zero) digit. See also
high-order position.
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ms. Millisecond; 0.001 second.

multiplexer. A device capable of interleaving the events of two or
more activities, or capable of distributing the events of an
interleaved sequence to the respective activities.

multiprogramming. (1) Pertaining to the concurrent execution of
two or more computer programs by a computer. (2) A mode of
operation that provides for the interleaved execution of two or
more computer programs by a single processor.

n. Prefix nano; 0.000,000,001.

NAND. A logic operator having the property that if P is a
statement, Q is a statement, R is a statement,..., then the NAND

of P, Q ,R,... is true if at least one statement is false, false if all
statements are true.

NAND gate. A gate in which the output is O only if all inputs
are 1.

nano (n). Prefix 0.000,000,001.
nanosecond (ns). 0.000,000,001 second.
negative true. Synonym for active low.

negative-going edge. The edge of a pulse or signal changing in a
negative direction. Synonymous with falling edge.
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non-return-to-zero change-on-ones recording (NRZI). A
transmission encoding method in which the data terminal
equipment changes the signal to the opposite state to send a
binary 1 and leaves it in the same state to send a binary O.

non-return-to-zero (inverted) recording (NRZI). Deprecated term —
for non-return-to-zero change-on-ones recording.

NOR. A logic operator having the property that if P is a

statement, Q is a statement, R is a statement,..., then the NOR of

P, Q, R,... is true if all statements are false, false if at least one
statement is true.

NOR gate. A gate in which the output is 0 only if at least one
input is 1.

NOT. A logical operator having the property that if P is a
statement, then the NOT of P is true if P is false, false if P is true.

NRZI. Non-return-to-zero change-on-ones recording.
ns. Nanosecond; 0.000,000,001 second.
NUL. The null character.

null character (NUL). A control character that is used to
accomplish media-fill or time-fill, and that may be inserted into or
removed from, a sequence of characters without affecting the
meaning of the sequence; however, the control of the equipment
or the format may be affected by this character.

odd-even check. Synonym for parity check.

offline. Pertaining to the operation of a functional unit without
the continual control of a computer.

one-shot. A circuit that delivers one output pulse of desired
duration for each input (trigger) pulse.

open circuit. (1) A discontinuous circuit; that is, one that is
broken at one or more points and, consequently, cannot conduct
current. Contrast with closed circuit. (2) Pertaining to a no-load
condition; for example, the open-circuit voltage of a power
supply.
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open collector. A switching transistor without an internal
connection between its collector and the voltage supply. A
connection from the collector to the voltage supply is made
through an external (pull-up) resistor.

operand. (1) An entity to which an operation is applied.
(2) That which is operated upon. An operand is usually identified
by an address part of an instruction.

operating system. Software that controls the execution of
programs; an operating system may provide services such as
resource allocation, scheduling, input/output control, and data
management.
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OR. A logic operator having the property that if P is a
statement, Q is a statement, R is a statement,..., then the OR of P,
Q, R,...is true if at least one statement is true, false if all
statements are false.

OR gate. A gate in which the output is 1 only if at least one
input is 1.

output. Pertaining to a device, process, or channel involved in an
output process, or to the data or states involved in an output
process.

output process. (1) The process that consists of the delivery of
data from a data processing system, or from any part of it.

(2) The return of information from a data processing system to
an end user, including the translation of data from a machine
language to a language that the end user can understand.

overcurrent. A current of higher than specified strength.
overflow indicator. (1) An indicator that signifies when the last
line on a page has been printed or passed. (2) An indicator that
is set on if the result of an arithmetic operation exceeds the
capacity of the accumulator.

overrun. Loss of data because a receiving device is unable to
accept data at the rate it is transmitted.

overvoltage. A voltage of higher than specified value.
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